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Agreements

1) Agreements: 

WA LPPa-based solution for SRS Update as HO

The following CRs where agreed:

· R3-122373 Final LS to RAN4 on Network-Based Positioning Support for LTE
It was agreed to capture following part in the update of SLmAP (R3-122353):

· Capture the proposal contains in R3-122248 (just range need check)

· Capture the proposals 5 , 6, 7 and 8 of R3-122308
· Capture the proposal 1 of  R3-122309 (and rewording FFS if no agreement on 2) 

· Capture all comments apart 8.2.2.1 and 9.1.2 of R3-122310
· Capture the proposal 1, 4 and 4 of R3-122313
· Capture all  R3-122314
Revisions (CB)
CB the following need to be open and reviewed for agreement:
· R3-122350 Network Based Positioning Support (TruePosition)

· R3-122351 CR against TS 36.305 for LPPa-based solution for SRS Update as HO

· R3-122352 CR against TS 36.455 for LPPa-based solution for SRS Update as HO

· R3-122353 Update of SLmAP

· R3-122371 Network Based Positioning Support (TruePosition, Andrew Corporation)
CB for information:
· R3-122355 SLm General Aspects and Principles

· R3-122356 SLm Layer 1

· R3-122357 SLm Signalling TransportR3-122350 Network Based Positioning Support (TruePosition)

Postponed issues 

1) Does E-SMLC indicate over the SLmAP the antenna ports that the LMU shall use for UL RTOA measurement?

2) How to signal the DeltaSS conditional IE e.g. Boolean, optional …. ?
3) How to specify the synchronization e.g. fix the IE definition of SFN Initialization Time?
4) LPPa relative issue

a. Antennae port see 1)

b. Redundant procedure TP

c. SFN Initialization time

d. SRS bandwidth  (double check)

e. Some TP need to be aligned on RAN2

f. Transaction Id need to be check

g. Number of transmission ( start at 1

h. Number of transmission aperiodic… ?

i. CA onsideration

Minutes
	14.  Network-based positioning WI (RAN2-led)

	R3-122042
	LS on reference time in UL RTOA measurement (To: RAN3)
	LSin

Noted

	R3-122048
	LS on UTDOA (To: RAN1, RAN3, RAN4)
	LSin

Noted

	14.1.  Stage-2 

	R3-122187
	Network Based Positioning Support (TruePosition)
	CR (36.305, Rel-11, Cat. D)

Cat F (not D)
Coversheet should be R3 Lecce …

Alignment of the name of procedure

CB: R3-122350

	R3-122188
	SRS Update for UTDOA on Handover (TruePosition, Andrew Corporation)
	TP

LPPa-based solution for SRS Update at HO

eNB provide message after HO command to UE? Before? After? Implementation?

ALU has preference before

Stage3 (TS 36.455):

· No cell Id indication

· Some rewording for case usage

· Correlation/Transaction/Measurement Id should be needed, how to manage it message correlation?

MME should have more information on HO success, included the completion of HO.
Case of RLF and re-establishment in other eNB? 

· MME may route the LPPa-PDU to the well eNB

(Description of this behavior and impact on ESMLC? Update of the ESMLC context?
WA LPPa-based solution for SRS Update as HO

CRs to capture the TPs of the disc tdoc according to the open issues above, if no agreement capture some FFS

CB: R3-122351 CR against TS 36.305

CB: R3-122352 CR against TS 36.455



	R3-122247
	Uplink Positioning Reset at intra-MME handover (Alcatel-Lucent)
	Appr
Noted

	

	14.2.  Stage-3 

	14.2.1.  SLm General Aspects and Principles

	Provide version for Review:
CB: R3-122355


	

	

	14.2.2.  SLm Layer 1

	Provide version for Review:

CB: R3-122356


	

	14.2.3.  SLm Signalling Transport

	Provide version for Review:

CB: R3-122357


	

	14.2.4.  SLm AP

	R3-122248
	Correlation of SLmAP procedures  (Alcatel-Lucent)
	CR (36.459, Rel-11, Cat. F)
Avoid any correlation with the Correlation ID (see discussion from CT4).

LMU Measurement ID?  It introduces some robustness.

It seems no need compare to the complexity: Not needed
Range 1..65535, tbc …
“same protocol peer” or different “protocol peer” ( ESMLC id need to identified the peer: 

· There peer2peer relation, then ESMC is identified (SCTP).

Capture the proposal in R3-122353

	R3-122184
	LMU Management (TruePosition)
	Disc

Antennae parameters seem optimization.

ESMLC need such information?

Need clarification on logical or physical port definition?? Same as RAN1???

Company invited to check RAN1

Continue discussion …. 
Noted

	R3-122186
	Text Proposal for TS 36.459 SLmAP (TruePosition, Andrew Corporation)
	TP

Keep criticality of transaction ID

Noted

	R3-122307
	[DRAFT] LS on Uplink Positioning Parameters (To: RAN4; Cc: RAN2)
	LSout
c. align the style as a.i rewording offline

type/range SRS? May be added

b.iii clarify TPs to RAN4
CB: R3-122354 LS out to RAN4
Remove the last paragraph, may be subject to new LS after review of LPP CR R3-122371
Rev in R3-122372 Agreed unseen Final in R3-122373

	R3-122308
	Correction to LMU Information Signaling (Ericsson)
	TP

1,2,3,4 to be clarified offline

5 , 6, 7 and 8 to be captured
Capture the proposal in R3-122353

	R3-122309
	Correction to Conditional IEs (Ericsson)
	TP

2, 3 to be clarified offline: deltas, with new flag or text description….
1 to be captured (and rewording FFS if no agreement on 2)
Capture the proposal in R3-122353

	R3-122310
	Corrections to SLmAP Procedures and Messages (Ericsson)
	TP

8.2.2.1 Last sentence need to be reviewed… and discussed “The message may …. ”

9.1.2 Change need to be clarified not agreed now, relative to port Id 
All other comments apart the 2 above to be captured
Capture the proposal in R3-122353

	R3-122311
	Need for SFN Initialization Time (Ericsson)
	TP

Rename the parameters? And use other initialization time?
Reference time need or within frame position? 

Replace the SFN Initialization Time by offset or absolute time like eNB to ESMLC?

May be seen as optimization for LMU…
CB: If LS to RAN1 is needed? Or continue next meeting…

	R3-122312
	Update to LMU Position IE (Ericsson)
	TP

Capture the proposal in R3-122353

	R3-122313
	SLmAP Cause Values (Ericsson)
	TP

CA case should be supported cf 5

2) remove of “abort” cause  to be clarified offline, may be needed for measurement failure… when early release from ESMLC 
Cause is not needed if Abort message behave as Reset … e.g. no need of response … 
If cause “Abort” is used, definition is needed

3) keep “invalid SRS configuration” ?
1, 4, 5 to be captured 
Capture the proposal in R3-122353

	R3-122314
	Correction of UL EARFCN Signaling (Ericsson)
	TP
Capture the proposal in R3-122353

	Next version of SLmAP

CB: R3-122353 (TruePosition)
Capture the proposals in SLmAP see agreement above.


	14.2.5.  LPPa

	R3-122185
	Network Based Positioning Support (TruePosition, Andrew Corporation)
	CR (36.455, Rel-11, Cat. B)
Antennae port

Redundant procedure TP

SFN Initialization time

SRS bandwidth  (double check)

Some TP need to be aligned on RAN2

Transaction Id need to be check

… (see Ericsson)

Number of transmission ( start at 1

Number of transmission aperiodic… ?
CA support?
CB: R3-122371

	14.2.6.  Others

	14.3.  Others 
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