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In addition, a small correction is made to Fig.21B, where (before this CR) the 5th octet after the New IE Flags IE should only have one spare bit. This is because the bit for the EI (Enhanced HS-SCCH support indicator) had not been represented in the figure. 
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6.2.6A
HS-DSCH Channels

[FDD and 1.28Mcps TDD - Three types of HS-DSCH DATA FRAME exist for the HS-DSCH data transfer, i.e. HS-DSCH DATA FRAME TYPE 1, HS-DSCH DATA FRAME TYPE 2 and HS-DSCH DATA FRAME TYPE 3.]

[3.84Mcps and 7.68Mcps TDD - Two types of HS-DSCH DATA FRAME exist for the HS-DSCH data transfer, i.e. HS-DSCH DATA FRAME TYPE 1 and HS-DSCH DATA FRAME TYPE 2.]
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Figure 21A: HS-DSCH DATA FRAME TYPE 1 structure

Bit 0 of New IE Flags in HS-DSCH DATA FRAME TYPE 1 indicates if a DRT is present (1) or not (0) in the 2 octets following the New IE Flags IE. Bits 1 through 6 of New IE Flags in HS-DSCH DATA FRAME TYPE 1 shall be set to 0.

Field length of Spare Extension IE in HS-DSCH DATA FRAME TYPE 1 is 0-29 octets.
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Figure 21B: HS-DSCH DATA FRAME TYPE 2 structure

[FDD and 1.28Mcps TDD - Bit 0 of New IE Flags in HS-DSCH DATA FRAME TYPE 2 indicates if the Dedicated H-RNTI IE and the E-RNTI IE is present (1) or not (0) in the 4 octets following the New IE Flags IE. Bit 1 of New IE Flags in HS-DSCH DATA FRAME TYPE 2 indicates if the HS-DSCH physical layer category [FDD] is present (1) or not (0) in the 5th octet following the New IE Flags IE. Bit 2 of the New IE Flags in HS-DSCH DATA FRAME TYPE 2 indicates if the EI [FDD] is present (1) or not (0) in the 5th octet following the New IE Flags IE. Bit 3 of the New IE Flags in HS-DSCH DATA FRAME TYPE 2 indicates if the PI [FDD] is present (1) or not (0) in the 5th octet following the New IE Flags IE. Bits 4 through 6 of New IE Flags in HS-DSCH DATA FRAME TYPE 2 shall be set to 0.]
With respect to new IEs, for which the presence is indicated by the New IE Flags IE, the Figure 21B is an example of how a frame is structured when all such new IEs are present. Note that non-presence of such a new IE changes the position of all subsequent IEs on octet level.
[FDD and 1.28Mcps TDD - Field length of Spare Extension IE in HS-DSCH DATA FRAME TYPE 2 is 0-26 octets.]

[FDD – If the received H-RNTI IE sets to same value as the BCCH Specific HS-DSCH RNTI IE configured in NBAP (TS 25.433 [6]), the Node B shall ignore RACH Measurement Result IE in the frame.]

[FDD – If the received H-RNTI IE sets to same value as the BCCH Specific HS-DSCH RNTI Information IE configured in NBAP (TS 25.433 [6]), the Node B should not calculate FACH measurement occasion for scheduling the data in the frame.]

[FDD – If the received H-RNTI IE sets to same value as the Common HS-DSCH RNTI Information IE configured in NBAP (TS 25.433 [6]), the Node B should not calculate FACH measurement occasion for scheduling the data in the frame.]
[1.28Mcps TDD - If the received H-RNTI IE sets to the same value as the BCCH Specific HS-DSCH RNTI IE configured in NBAP (TS 25.433 [6]), the Node B shall ignore RACH Measurement Result IE in the frame.]
[FDD and 1.28Mcps TDD – when a UE using E-DCH for CELL_FACH and Idle is provided with a new H-RNTI and/or a new E-RNTI signalled to the UE in the RRC message contained in this HS-DSCH data frame, the Dedicated H-RNTI IE and the E-RNTI IE contains the values to be used after successful execution of the RRC procedure (TS 25.331 [8]). The H-RNTI IE either contains the same value as the BCCH Specific HS-DSCH RNTI IE configured in NBAP (TS 25.433 [6]) or the H-RNTI currently allocated to the UE.]

>>>>>>>>>>>>>>>>>>>>   NEXT CHANGE   <<<<<<<<<<<<<<<<<<<<<<<
6.2.7.x
Mac-d/c PDU priority indicator (PI) [FDD]

Description: Indicates whether the Included Mac-d/c  PDUs are requested to be prioritized.

Value range: {0 = No priority request, 1= Priority request}.

Field Length: 1 bit.
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