Page 1



3GPP TSG-RAN WG3 Meeting #78 
(
R3-122723
New Orleans, USA, 12-16 November 2012
	CR-Form-v10

	CHANGE REQUEST

	

	(

	36.459
	CR
	CRNum
	(

rev
	-
	(

Current version:
	1.0.2
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	SLmAP Abort

	
	

	Source to WG:
(

	R3

	Source to TSG:
(

	Ericsson

	
	

	Work item code:
(

	LCS_LTE-NBPS-Core
	
	Date: (

	2012-10-25

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	Measurement cause “Abort” has no description, and its use could be redundant with respect to the Measurent Abort procedure.

	
	

	Summary of change:
(

	Remove cause value “Abort”.

	
	

	Consequences if 
(

not approved:
	Undefined and unnecessary cause values.

	
	

	Clauses affected:
(

	9.2.10

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(

	


START OF CHANGE
9.2.10
Cause
Editor’s Note: Cause values are FFS.
The purpose of the Cause IE is to indicate the reason for a particular event for the SLmAP protocol.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Cause Group
	M
	
	
	

	>Radio Network Layer
	
	
	
	

	>> Radio Network Layer Cause
	M
	
	ENUMERATED
(FFS: Unknown or already allocated SLmAP ID, 
RF frequency band not supported, 
RF bandwidth not supported,

Invalid SRS configuration,

Unspecified, …)
	

	>Protocol
	
	
	
	

	>>Protocol Cause
	M
	
	ENUMERATED
(Transfer Syntax Error,
Abstract Syntax Error (Reject),
Abstract Syntax Error (Ignore and Notify),
Message not Compatible with Receiver State,

Semantic Error,

Abstract Syntax Error (Falsely Constructed Message), Unspecified, …)
	

	>Misc
	
	
	
	

	>>Miscellaneous Cause
	M
	
	ENUMERATED
(Control Processing Overload, 
Processing Resources not available,
Hardware Failure,
O&M Intervention,
Unspecified, …)
	


The meaning of the different cause values is described in the following tables. In general, “not supported” cause values indicate that the related capability is missing. On the other hand, “not available” cause values indicate that the related capability is present, but insufficient resources were available to perform the requested action.
	Radio Network Layer cause
	Meaning

	Unknown or already allocated SLmAP ID
	The action failed because the SLmAP ID is either unknown, or (for a first message received at the LMU) is known and already allocated to an existing context.

	RF frequency band not supported
	The LMU does not support UL RTOA measurements in the requested RF band or RF band combinations.

	RF bandwidth not supported
	The LMU does not support UL RTOA measurements over the requested RF bandwidth or RF bandwidth combinations.

	Invalid SRS configuration
	The received SRS configuration for the target UE was not valid.

	Unspecified
	Sent when none of the above cause values applies but still the cause is Location Measurement related


	Protocol cause
	Meaning

	Transfer Syntax Error
	The received message included a transfer syntax error.

	Abstract Syntax Error (Reject)
	The received message included an abstract syntax error and the concerning criticality indicated “reject”.

	Abstract Syntax Error (Ignore And Notify)
	The received message included an abstract syntax error and the concerning criticality indicated “ignore and notify”.

	Message Not Compatible With LMU State
	The received message was not compatible with the LMU state.

	Semantic Error
	The received message included a semantic error.

	Abstract Syntax Error (Falsely Constructed Message)
	The received message contained IEs or IE groups in wrong order or with too many occurrences.

	Unspecified
	Sent when none of the above cause values applies but still the cause is Protocol related


	Miscellaneous cause
	Meaning

	Control Processing Overload
	Control processing overload

	Not Enough Processing Resources Available
	No enough resources are available related to location processing.

	Hardware Failure
	Action related to hardware failure

	O&M Intervention
	The action is due to O&M intervention.

	Unspecified Failure
	Sent when none of the above cause values applies and the cause is not related to either the Location Processing or Protocol categories.
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