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START OF CHANGE
8.3.6.2
Successful Operation
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Figure 8.3.6.2-1: Resource Status Reporting Initiation, successful operation 

The procedure is initiated with a RESOURCE STATUS REQUEST message sent from eNB1 to eNB2. Upon receipt, eNB2 shall initiate the requested measurement according to the parameters given in the request in case the Registration Request IE set to "start" and shall stop all cells measurements and terminate the reporting in case the Registration Request IE is set to “stop".

If the Registration Request IE is set to "start" then the Report Characteristics IE shall be included in RESOURCE STATUS REQUEST message.

The Report Characteristics IE indicates the type of objects eNB2 shall perform measurements on.

For each cell, the eNB2 shall include in the RESOURCE STATUS UPDATE message:

-
the Radio Resource Status IE, if the first bit, “PRB Periodic” of the Report Characteristics IE included in the RESOURCE STATUS REQUEST message is set to 1;
-
the S1 TNL Load Indicator IE, if the second bit, “TNL Load Ind Periodic” of the Report Characteristics IE included in the RESOURCE STATUS REQUEST message is set to 1;
-
the Hardware Load Indicator IE, if the third bit, “HW Load Ind Periodic” of the Report Characteristics IE included in the RESOURCE STATUS REQUEST message is set to 1;
-
the Composite Available Capacity Group IE, if the fourth bit, “Composite Available Capacity Periodic” of the Report Characteristics IE included in the RESOURCE STATUS REQUEST message is set to 1. If Cell Capacity Class Value IE is included within the Composite Available Capacity Group IE, this IE is used to assign weights to the available capacity indicated in the Capacity Value IE;
-
the ABS Status IE, if the fifth bit, “ABS Status Periodic” of the Report Characteristics IE included in the RESOURCE STATUS REQUEST message is set to 1 and eNB1 had indicated the ABS pattern to eNB2.

If the Reporting Periodicity IE is included in the RESOURCE STATUS REQUEST message, eNB2 shall use its value as the time interval between two subsequent measurement reports.

If eNB2 is capable to provide all requested resource status information, it shall initiate the measurement as requested by eNB1, and respond with the RESOURCE STATUS RESPONSE message.

If eNB2 is capable to provide some but not all of the requested resource status information and the Partial Success Indicator IE is present in the RESOURCE STATUS REQUEST message, it shall initiate the measurement for the admitted measurement objects and include the Measurement Initiation Result IE in the RESOURCE STATUS RESPONSE message.
If the eNB2 received a RESOURCE STATUS REQUEST message which includes the Registration Request IE set to "stop", the Cell To Report IE list shall be ignored.

NEXT CHANGE
9.1.1.1
HANDOVER REQUEST

This message is sent by the source eNB to the target eNB to request the preparation of resources for a handover.

Direction: source eNB ( target eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	Old eNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the source eNB
	YES
	reject

	Cause
	M
	
	9.2.6
	
	YES
	ignore

	Target Cell ID
	M
	
	ECGI 

9.2.14
	
	YES
	reject

	GUMMEI
	M
	
	9.2.16
	
	YES
	reject

	UE Context Information
	
	1
	
	
	YES
	reject

	>MME UE S1AP ID
	M
	
	INTEGER (0..232 -1)
	MME UE S1AP ID allocated at the MME
	–
	–

	>UE Security Capabilities
	M
	
	9.2.29
	
	–
	–

	>AS Security Information
	M
	
	9.2.30
	
	–
	–

	>UE Aggregate Maximum Bit Rate
	M
	
	9.2.12
	
	–
	–

	>Subscriber Profile ID for RAT/Frequency priority
	O
	
	9.2.25
	
	–
	–

	>E-RABs To Be Setup List
	
	1
	
	
	–
	–

	>>E-RABs To Be Setup Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	>>>E-RAB Level QoS Parameters
	M
	
	9.2.9
	Includes necessary QoS parameters
	–
	–

	>>>DL Forwarding 
	O
	
	9.2.5
	
	–
	–

	>>>UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint 9.2.1
	SGW endpoint of the S1 transport bearer. For delivery of UL PDUs.
	–
	–

	>RRC Context
	M
	
	OCTET STRING
	Includes the RRC Handover Preparation Information message as defined in subclause 10.2.2 of TS 36.331 [9] 
	–
	–

	>Handover Restriction List
	O
	
	9.2.3
	
	–
	–

	>Location Reporting Information
	O
	
	9.2.21
	Includes the necessary parameters for location reporting
	–
	–

	>Management Based MDT Allowed
	O
	
	9.2.59
	
	YES
	ignore

	UE History Information
	M
	
	9.2.38
	Same definition as in TS 36.413 [4] 
	YES
	ignore

	Trace Activation
	O
	
	9.2.2
	
	YES
	ignore

	SRVCC Operation Possible
	O
	
	9.2.33
	
	YES
	ignore

	CSG Membership Status
	O
	
	9.2.52
	
	YES
	reject


	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256


NEXT CHANGE
9.1.1.2
HANDOVER REQUEST ACKNOWLEDGE

This message is sent by the target eNB to inform the source eNB about the prepared resources at the target.

Direction: target eNB ( source eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	Old eNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the source eNB
	YES
	ignore

	New eNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the target eNB
	YES
	ignore

	E-RABs Admitted List
	
	1
	
	
	YES
	ignore

	> E-RABs Admitted Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	>>UL GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of UL PDUs
	–
	–

	>>DL GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer. used for forwarding of DL PDUs
	–
	–

	E-RABs Not Admitted List
	O
	
	E-RAB List

9.2.28
	A value for E-RAB ID shall only be present once in E-RABs Admitted List IE and in E-RABs Not Admitted List IE.
	YES
	ignore

	Target eNB To Source eNB Transparent Container
	M
	
	OCTET STRING
	Includes the RRC E-UTRA Handover Command message as defined in subclause 10.2.2 in TS 36.331 [9]
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.7
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256


NEXT CHANGE
9.1.1.4
SN STATUS TRANSFER

This message is sent by the source eNB to the target eNB to transfer the uplink/downlink PDCP SN and HFN status during a handover.

Direction: source eNB ( target eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	ignore

	Old eNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the source eNB
	YES
	reject

	New eNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the target eNB
	YES
	reject

	E-RABs Subject To Status Transfer List
	
	1
	
	
	YES
	ignore

	>E-RABs Subject To Status Transfer Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	>>Receive Status Of UL PDCP SDUs
	O
	
	BIT STRING  (4096)
	PDCP Sequence Number = (First Missing SDU Number + bit position) modulo 4096

0: PDCP SDU has not been received.

1: PDCP SDU has been received correctly.
	–
	–

	>>UL COUNT Value
	M
	
	COUNT Value

9.2.15
	PDCP-SN and Hyper Frame Number of the first missing UL SDU
	–
	–

	>>DL COUNT Value
	M
	
	COUNT Value

9.2.15
	PDCP-SN and Hyper frame number that the target eNB should assign for the next DL SDU not having an SN yet
	–
	–


	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256.


NEXT CHANGE
9.1.2.3
X2 SETUP REQUEST

This message is sent by an eNB to a neighbouring eNB to transfer the initialization information for a TNL association.

Direction: eNB1 ( eNB2.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	Global eNB ID
	M
	
	9.2.22
	
	YES
	reject

	Served Cells
	
	1 .. <maxCellineNB>
	
	Complete list of cells served by the eNB
	YES
	reject

	>Served Cell Information
	M
	
	9.2.8
	
	–
	–

	>Neighbour Information
	
	0 .. <maxnoofNeighbours>
	
	
	–
	–

	>>ECGI
	M
	
	ECGI

9.2.14
	E-UTRAN Cell Global Identifier of the neighbour cell
	–
	–

	>>PCI
	M
	
	INTEGER (0..503, …)
	Physical Cell Identifier of the neighbour cell
	–
	–

	>>EARFCN
	M
	
	9.2.26
	DL EARFCN for FDD or EARFCN for TDD
	–
	–

	>>TAC
	O
	
	OCTET STRING (2)
	Tracking Area Code
	YES
	ignore

	GU Group Id List
	
	0 .. <maxfPools>
	
	List of all the pools to which the eNB belongs
	GLOBAL
	reject

	>GU Group Id
	M
	
	9.2.20 
	
	-
	-


	Range bound
	Explanation

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.

	maxnoofNeighbours
	Maximum no. of neighbour cells associated to a given served cell. Value is 512.

	maxPools
	Maximum no. of pools an eNB can belong to. Value is 16.


NEXT CHANGE
9.1.2.4
X2 SETUP RESPONSE

This message is sent by an eNB to a neighbouring eNB to transfer the initialization information for a TNL association.

Direction: eNB2 ( eNB1.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	Global eNB ID
	M
	
	9.2.22
	
	YES
	reject

	Served Cells
	
	1 .. <maxCellineNB>
	
	Complete list of cells served by the eNB
	YES
	reject

	>Served Cell Information
	M
	
	9.2.8
	
	–
	–

	>Neighbour Information
	
	0 .. <maxnoofNeighbours>
	
	
	–
	–

	>>ECGI
	M
	
	ECGI

9.2.14
	E-UTRAN Cell Global Identifier of the neighbour cell
	–
	–

	>>PCI
	M
	
	INTEGER (0..503, …)
	Physical Cell Identifier of the neighbour cell
	–
	–

	>>EARFCN
	M
	
	9.2.26
	DL EARFCN for FDD or EARFCN for TDD
	–
	–

	>>TAC
	O
	
	OCTET STRING (2)
	Tracking Area Code
	YES
	ignore

	GU Group Id List
	
	0 .. <maxPools>
	
	List of all the pools to which the eNB belongs
	GLOBAL
	reject

	>GU Group Id
	M
	
	9.2.20
	
	-
	-

	Criticality Diagnostics
	O
	
	9.2.7
	
	YES
	ignore


	Range bound
	Explanation

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.

	maxnoofNeighbours
	Maximum no. of neighbour cells associated to a given served cell. Value is 512.

	maxPools
	Maximum no. of pools an eNB can belong to. Value is 16.


NEXT CHANGE
9.1.2.8
ENB CONFIGURATION UPDATE

This message is sent by an eNB to a peer eNB to transfer updated information for a TNL association.

Direction: eNB1 ( eNB2. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	Served Cells To Add
	
	0 .. <maxCellineNB>
	
	Complete list of added cells served by the eNB
	GLOBAL
	reject

	>Served Cell Information
	M
	
	9.2.8
	
	–
	–

	>Neighbour Information
	
	0 .. <maxnoofNeighbours>
	
	
	–
	–

	>>ECGI
	M
	
	ECGI

9.2.14
	E-UTRAN Cell Global Identifier of the neighbour cell
	–
	–

	>>PCI
	M
	
	INTEGER (0..503, …)
	Physical Cell Identifier of the neighbour cell
	–
	–

	>>EARFCN
	M
	
	9.2.26
	DL EARFCN for FDD or EARFCN for TDD
	–
	–

	>>TAC
	O
	
	OCTET STRING (2)
	Tracking Area Code
	YES
	ignore

	Served Cells To Modify
	
	0 .. <maxCellineNB>
	
	Complete list of modified cells served by the eNB
	GLOBAL
	reject

	>Old ECGI
	M
	
	ECGI

9.2.14
	Old E-UTRAN Cell Global Identifier
	-
	-

	>Served Cell Information
	M
	
	9.2.8
	
	–
	–

	>Neighbour Information
	
	0 .. <maxnoofNeighbours>
	
	
	–
	–

	>>ECGI
	M
	
	ECGI

9.2.14
	E-UTRAN Cell Global Identifier of the neighbour cell
	–
	–

	>>PCI
	M
	
	INTEGER (0..503, …)
	Physical Cell Identifier of the neighbour cell
	–
	–

	>>EARFCN
	M
	
	9.2.26
	DL EARFCN for FDD or EARFCN for TDD
	–
	–

	>>TAC
	O
	
	OCTET STRING (2)
	Tracking Area Code
	YES
	ignore

	>Deactivation Indication
	O
	
	ENUMERATED(deactivated,

…)
	Indicates that the concerned cell is switched off for energy saving reasons
	YES
	ignore

	Served Cells To Delete
	
	0 .. <maxCellineNB>
	
	Complete list of deleted cells served by the eNB
	GLOBAL
	reject

	>Old ECGI
	M
	
	ECGI

9.2.14
	Old E-UTRAN Cell Global Identifier of the cell to be deleted
	-
	-

	GU Group Id To Add List
	
	0 .. <maxPools>
	
	
	GLOBAL
	reject

	>GU Group Id
	M
	
	9.2.20
	
	-
	-

	GU Group Id To Delete List
	
	0 .. <maxPools>
	
	
	GLOBAL
	reject

	>GU Group Id
	M
	
	9.2.20
	
	-
	-


	Range bound
	Explanation

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.

	maxnoofNeighbours
	Maximum no. of neighbour cells associated to a given served cell. Value is 512.

	maxPools
	Maximum no. of pools an eNB can belong to. Value is 16.


NEXT CHANGE
9.1.2.11
RESOURCE STATUS REQUEST
This message is sent by an eNB1 to neighbouring eNB2 to initiate the requested measurement according to the parameters given in the message. 

Direction: eNB1 ( eNB2.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	eNB1 Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by eNB1
	YES
	reject

	eNB2 Measurement ID
	C-ifRegistrationRequestStop
	
	INTEGER (1..4095,...)
	Allocated by eNB2
	YES
	ignore

	Registration Request
	M
	
	ENUMERATED(start, stop,

…)
	A value set to “stop”, indicates a request to stop all cells measurements.
	YES
	reject

	Report Characteristics
	O
	
	BITSTRING

(SIZE(32))
	Each position in the bitmap indicates measurement object the eNB2 is requested to report.

First Bit = PRB Periodic,

Second Bit = TNL load Ind Periodic,

Third Bit = HW Load Ind Periodic,

Fourth Bit = Composite Available Capacity Periodic,

Fifth Bit = ABS Status Periodic.

Other bits shall be ignored by the eNB2.
	YES
	reject

	Cell To Report
	
	1
	
	Cell ID list for which measurement is needed
	YES
	ignore

	>Cell To Report Item
	
	1 .. <maxCellineNB>
	
	
	EACH
	ignore

	>>Cell ID
	M
	
	ECGI

9.2.14
	
	–
	–

	Reporting Periodicity
	O
	
	ENUMERATED(1000ms, 2000ms, 5000ms,10000ms, …)
	
	YES
	ignore

	Partial Success Indicator
	O
	
	ENUMERATED(partial success allowed, ...)
	Included if partial success is allowed
	YES
	ignore


	Range bound
	Explanation

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.


	Condition
	Explanation

	ifRegistrationRequestStop
	This IE shall be present if the Registration Request IE is set to the value “stop”.


NEXT CHANGE
9.1.2.12
RESOURCE STATUS RESPONSE
This message is sent by the eNB2 to indicate that the requested measurement, for all or for a subset of the measurement objects included in the measurement is successfully initiated.

Direction: eNB2 ( eNB1.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	eNB1 Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by eNB1
	YES
	reject

	eNB2 Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by eNB2
	YES
	reject

	Criticality Diagnostics
	O
	
	9.2.7
	
	YES
	ignore

	Measurement Initiation Result
	
	0..1
	
	List of all cells in which measurement objects were requested, included when indicating partial success
	YES
	ignore

	>Measurement Initiation Result Item
	
	1 .. <maxCellineNB>
	
	
	EACH
	ignore

	>>Cell ID
	M
	
	ECGI

9.2.14
	
	–
	–

	>>Measurement Failure Cause List
	
	0..1
	
	Indicates that eNB2 could not initiate the measurement for at least one of the requested measurement objects in the cell
	–
	–

	>>>Measurement Failure Cause Item
	
	1 .. <maxFailedMeasObjects>
	
	
	EACH
	ignore

	>>>>Measurement Failed Report Characteristics
	M
	
	BITSTRING

(SIZE(32))
	Each position in the bitmap indicates measurement object that failed to be initiated in the eNB2. First Bit = PRB Periodic,

Second Bit = TNL load Ind Periodic,

Third Bit = HW Load Ind Periodic,

Fourth Bit = Composite Available Capacity Periodic,

Fifth Bit = ABS Status Periodic.
Other bits shall be ignored by the eNB1.
	–
	–

	>>>>Cause
	M
	
	9.2.6
	Failure cause for measurement objects for which the measurement cannot be initiated
	–
	–


	Range bound
	Explanation

	maxFailedMeasObjects
	Maximum number of measurement objects that can fail per measurement. Value is 32.

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.


NEXT CHANGE
9.1.2.13
RESOURCE STATUS FAILURE
This message is sent by the eNB2 to indicate that for none of the requested measurement objects the measurement can be initiated.

Direction: eNB2 ( eNB1.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	eNB1 Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by eNB1
	YES
	reject

	eNB2 Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by eNB2
	YES
	reject

	Cause
	M
	
	9.2.6
	Ignored by the receiver when the Complete Failure Cause Information IE is included
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.7
	
	YES
	ignore

	Complete Failure Cause Information
	
	0..1
	
	Complete list of failure causes for all requested cells
	YES
	ignore

	>Complete Failure Cause Information Item
	
	1 .. <maxCellineNB>
	
	
	EACH
	ignore

	>>Cell ID
	M
	
	ECGI

9.2.14
	
	–
	–

	>>Measurement Failure Cause List
	
	1
	
	
	–
	–

	>>>Measurement Failure Cause Item
	
	1 .. <maxFailedMeasObjects>
	
	
	EACH
	ignore

	>>>>Measurement Failed Report Characteristics
	M
	
	BITSTRING

(SIZE(32))
	Each position in the bitmap indicates measurement object that failed to be initiated in the eNB2. First Bit = PRB Periodic,

Second Bit = TNL load Ind Periodic,

Third Bit = HW Load Ind Periodic,

Fourth Bit = Composite Available Capacity Periodic,

Fifth Bit = ABS Status Periodic.

Other bits shall be ignored by the eNB1.
	–
	–

	>>>>Cause
	M
	
	9.2.6
	Failure cause for measurements that cannot be initiated
	–
	–


	Range bound
	Explanation

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.

	
	

	maxFailedMeasObjects
	Max number of measurement objects that can fail per measurement. Value is 32.


NEXT CHANGE
9.1.2.15
MOBILITY CHANGE REQUEST
This message is sent by an eNB1 to neighbouring eNB2 to initiate adaptation of mobility parameters.

Direction: eNB1 ( eNB2.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	eNB1 Cell ID
	M
	
	ECGI

9.2.14
	
	YES
	reject

	eNB2 Cell ID
	M
	
	ECGI

9.2.14
	
	YES
	reject

	eNB1 Mobility Parameters
	O
	
	Mobility Parameters Information 9.2.48
	Configuration change in eNB1 cell
	YES
	ignore

	eNB2 Proposed Mobility Parameters
	M
	
	Mobility Parameters Information 9.2.48
	Proposed configuration change in eNB2 cell
	YES
	reject

	Cause
	M
	
	9.2.6
	
	YES
	reject


NEXT CHANGE
9.1.2.18
RLF INDICATION
This message is sent by the eNB2 to indicate an RRC re-establishment attempt or a reception of an RLF Report from a UE that suffered a connection failure at eNB1.

Direction: eNB2 ( eNB1.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	ignore

	Failure cell PCI
	M
	
	INTEGER (0..503, …)
	Physical Cell Identifier
	YES
	ignore

	Re-establishment cell ECGI
	M
	
	ECGI 

9.2.14
	
	YES
	ignore

	C-RNTI
	M
	
	BIT STRING (SIZE (16))
	C-RNTI contained in the RRC Re-establishment Request message (TS 36.331 [9])
	YES
	ignore

	ShortMAC-I
	O
	
	BIT STRING (SIZE (16))
	ShortMAC-I contained in the RRC Re-establishment Request message (TS 36.331 [9])
	YES
	ignore

	UE RLF Report Container
	O
	
	OCTET STRING
	RLF Report contained in the UEInformationResponse message (TS 36.331 [9])
	YES
	ignore

	RRC Conn Setup Indicator
	O
	
	ENUMERATED(RRC Conn Setup, ...)
	Included if the RLF Report within the UE RLF Report Container IE is retrieved after an RRC connection setup
	YES
	reject

	RRC Conn Reestab Indicator
	O
	
	ENUMERATED(reconfigurationFailure, handoverFailure, otherFailure, ...)
	The Reestablishment Cause in RRCConnectionReestablishmentRequest message(TS 36.331 [9])
	YES
	ignore


NEXT CHANGE
9.1.2.19
HANDOVER REPORT
This message is sent by the eNB1 to report a handover failure event or other critical mobility problem.

Direction: eNB1 ( eNB2.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	ignore

	Handover Report Type
	M
	
	ENUMERATED (HO too early, HO to wrong cell, …, InterRAT ping-pong)
	
	YES
	ignore

	Handover Cause
	M
	
	Cause

9.2.6
	Indicates handover cause employed for handover from eNB2
	YES
	ignore

	Source cell ECGI
	M
	
	ECGI

9.2.14
	ECGI of source cell for handover procedure (in eNB2)
	YES
	ignore

	Failure cell ECGI
	M
	
	ECGI 

9.2.14
	ECGI of target  cell for handover procedure (in eNB1)
	YES
	ignore

	Re-establishment cell ECGI
	C-

ifHandoverReportType HoToWrongCell
	
	ECGI 

9.2.14
	ECGI of cell where UE attempted re-establishment
	YES
	ignore

	Target cell in UTRAN
	C-

ifHandoverReportType InterRATpingpong
	
	OCTET STRING
	Encoded according to UTRAN Cell ID in the Last Visited UTRAN Cell Information IE, as defined in in TS 25.413 [24]
	YES
	ignore


	Condition
	Explanation

	ifHandoverReportType HoToWrongCell
	This IE shall be present if the Handover Report Type IE is set to the value "HO to wrong cell"

	ifHandoverReportType InterRATpingpong
	This IE shall be present if the Handover Report Type IE is set to the value "InterRAT ping-pong"


NEXT CHANGE
9.2.2
Trace Activation
Defines parameters related to trace activation.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	E-UTRAN Trace ID
	M
	
	OCTET STRING (8)
	The E-UTRAN Trace ID IE is composed of the following: Trace Reference defined in TS 32.422 [6] (leftmost 6 octets, with PLMN information coded as in 9.2.4), and

Trace Recording Session Reference defined in TS 32.422 [6] (last 2 octets)
	–
	–

	Interfaces To Trace
	M
	
	BIT STRING (8)
	Each position in the bitmap represents a eNB interface:
first bit =S1-MME, second bit =X2, third bit =Uu.

Other bits reserved for future use. Value ‘1’ indicates ‘should be traced’
. Value ‘0’ indicates ‘should not be traced’.
	–
	–

	Trace Depth
	M
	
	ENUMERATED(

minimum, medium, maximum, 

MinimumWithoutVendorSpecificExtension,

MediumWithoutVendorSpecificExtension,

MaximumWithoutVendorSpecificExtension, ...)
	Defined in TS 32.421 [7]
	–
	–

	Trace Collection Entity IP Address
	M
	
	BIT STRING (1..160,…)
	For details on the Transport Layer Address, see ref. TS 36.424 [8], TS 36.414 [19]
	_
	_

	MDT Configuration
	O
	
	9.2.56
	
	YES
	ignore


NEXT CHANGE
9.2.6
Cause

The purpose of the cause information element is to indicate the reason for a particular event for the whole protocol.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Cause Group
	M
	
	
	

	>Radio Network Layer
	
	
	
	

	>>Radio Network Layer Cause 
	M
	
	ENUMERATED

(

Handover Desirable for Radio Reasons,

Time Critical Handover,

Resource Optimisation Handover,

Reduce Load in Serving Cell,

Partial Handover,

Unknown New eNB UE X2AP ID, Unknown Old eNB UE X2AP ID, Unknown Pair of UE X2AP ID,

HO Target not Allowed,

TX2RELOCoverall Expiry,

TRELOCprep Expiry,

Cell not Available,

No Radio Resources Available in Target Cell,

Invalid MME Group ID,

Unknown MME Code, Encryption And/Or Integrity Protection Algorithms Not Supported, ReportCharacteristicsEmpty, NoReportPeriodicity, ExistingMeasurementID, Unknown eNB Measurement ID, Measurement Temporarily not Available,

Unspecified,
...,

Load Balancing, Handover Optimisation, Value out of allowed range, Multiple E-RAB ID instances, Switch Off Ongoing, Not supported QCI value, Measurement not supported for the object

)
	

	>Transport Layer
	
	
	
	

	>>Transport Layer Cause
	M
	
	ENUMERATED
(Transport Resource Unavailable,

Unspecified,
...)
	

	>Protocol
	
	
	
	

	>>Protocol Cause
	M
	
	ENUMERATED
(Transfer Syntax Error,
Abstract Syntax Error (Reject),
Abstract Syntax Error (Ignore and Notify),
Message not Compatible with Receiver State,

Semantic Error,
Unspecified,

Abstract Syntax Error (Falsely Constructed Message),...)
	

	>Misc
	
	
	
	

	>>Miscellaneous Cause
	M
	
	ENUMERATED
(Control Processing Overload,
Hardware Failure,
O&M Intervention,
Not enough User Plane Processing Resources,
Unspecified,...)
	


The meaning of the different cause values is described in the following table. In general, "not supported" cause values indicate that the concerned capability is missing. On the other hand, "not available" cause values indicate that the concerned capability is present, but insufficient resources were available to perform the requested action.

	Radio Network Layer cause
	Meaning

	Cell not Available
	The concerned cell is not available.

	Handover Desirable for Radio Reasons
	The reason for requesting handover is radio related.

	Handover Target not Allowed
	Handover to the indicated target cell is not allowed for the UE in question

	Invalid MME Group ID
	The target eNB doesn’t belong to the same pool area of the source eNB i.e. S1 handovers should be attempted instead.

	No Radio Resources Available in Target Cell
	The target cell doesn’t have sufficient radio resources available.

	Partial Handover
	Provides a reason for the handover cancellation. The target eNB did not admit all E-RABs included in the HANDOVER REQUEST and the source eNB estimated service continuity for the UE would be better by not proceeding with handover towards this particular target eNB.

	Reduce Load in Serving Cell
	Load on serving cell needs to be reduced.

	Resource Optimisation Handover
	The reason for requesting handover is to improve the load distribution with the neighbour cells.

	Time Critical Handover
	handover is requested for time critical reason i.e. this cause value is reserved to represent all critical cases where the connection is likely to be dropped if handover is not performed.

	TX2RELOCoverall Expiry
	The reason for the action is expiry of timer TX2RELOCoverall.

	TRELOCprep Expiry
	Handover Preparation procedure is cancelled when timer TRELOCprep expires.

	Unknown MME Code
	The target eNB belongs to the same pool area of the source eNB and recognizes the MME Group ID. However, the MME Code is unknown to the target eNB.

	Unknown New eNB UE X2AP ID 
	The action failed because the New eNB UE X2AP ID is unknown.

	Unknown Old eNB UE X2AP ID
	The action failed because the Old eNB UE X2AP ID is unknown.

	Unknown Pair of UE X2AP ID
	The action failed because the pair of UE X2 AP IDs is unknown.

	Encryption And/Or Integrity Protection Algorithms Not Supported
	The target eNB is unable to support any of the encryption and/or integrity protection algorithms supported by the UE.

	ReportCharacteristicsEmpty
	The action failed because there is no characteristic reported.

	NoReportPeriodicity
	The action failed because the periodicity is not defined.

	ExistingMeasurementID
	The action failed because measurement-ID is already used.

	Unknown eNB Measurement ID
	The action failed because some eNB Measurement-ID is unknown.

	Measurement Temporarily not Available
	The eNB can temporarily not provide the requested measurement object.

	Load Balancing
	The reason for mobility settings change is load balancing.

	Handover Optimisation
	The reason for mobility settings change is handover optimisation.

	Value out of allowed range
	The action failed because the proposed Handover Trigger parameter change in the eNB2 Proposed Mobility Parameters IE is too low or too high.

	Multiple E-RAB ID Instances
	The action failed because multiple instances of the same E-RAB had been provided to the eNB.

	Switch Off Ongoing
	The reason for the action is an ongoing switch off i.e. the concerned cell will be switched off after offloading and not be available. It aides the receiving eNB in taking subsequent actions, e.g. selecting the target cell for subsequent handovers. 

	Not supported QCI value
	The action failed because the requested QCI is not supported.

	Unspecified
	Sent when none of the above cause values applies but still the cause is Radio Network Layer related.

	Measurement not Supported For The Object
	At least one of the concerned cell(s) does not support the requested measurement.


	Transport Network Layer cause
	Meaning

	Transport resource unavailable
	The required transport resources are not available.

	Unspecified
	Sent when none of the above cause values applies but still the cause is Transport Network Layer related


	Protocol cause
	Meaning

	Abstract Syntax Error (Reject)
	The received message included an abstract syntax error and the concerned criticality indicated "reject" (see sub clause 10.3 of TS 36.413 [4]).

	Abstract Syntax Error (Ignore and Notify)
	The received message included an abstract syntax error and the concerned criticality indicated "ignore and notify" (see sub clause 10.3 of TS 36.413 [4]).

	Abstract syntax error (falsely constructed message)
	The received message contained IEs or IE groups in wrong order or with too many occurrences (see sub clause 10.3 of TS 36.413 [4]).

	Message not Compatible with Receiver State
	The received message was not compatible with the receiver state (see sub clause 10.4 of TS 36.413 [4]).

	Semantic Error
	The received message included a semantic error (see sub clause 10.4 of TS 36.413 [4]).

	Transfer Syntax Error
	The received message included a transfer syntax error (see sub clause 10.2 of TS 36.413 [4]).

	Unspecified
	Sent when none of the above cause values applies but still the cause is Protocol related


	Miscellaneous cause
	Meaning

	Control Processing Overload
	eNB control processing overload

	Hardware Failure
	eNB hardware failure

	Not enough User Plane Processing Resources
	eNB has insufficient user plane processing resources available.

	O&M Intervention
	Operation and Maintenance intervention related to eNB equipment

	Unspecified
	Sent when none of the above cause values applies and the cause is not related to any of the categories Radio Network Layer, Transport Network Layer or Protocol


NEXT CHANGE
9.2.7
Criticality Diagnostics
The Criticality Diagnostics IE is sent by the eNB when parts of a received message have not been comprehended or were missing, or if the message contained logical errors. When applicable, it contains information about which IEs were not comprehended or were missing.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Procedure Code
	O
	
	INTEGER (0..255)
	Procedure Code is to be used if Criticality Diagnostics is part of Error Indication procedure, and not within the response message of the same procedure that caused the error.

	Triggering Message 
	O
	
	ENUMERATED(initiating message, successful outcome, unsuccessful outcome)
	The Triggering Message is used only if the Criticality Diagnostics is part of Error Indication procedure.

	Procedure Criticality 
	O
	
	ENUMERATED(reject, ignore, notify)
	This Procedure Criticality is used for reporting the Criticality of the Triggering message (Procedure).

	Information Element Criticality Diagnostics
	
	0 .. <maxNrOfErrors>
	
	

	>IE Criticality
	M
	
	ENUMERATED(reject, ignore, notify)
	The IE Criticality is used for reporting the criticality of the triggering IE. The value "ignore'" shall not be used.

	>IE ID
	M
	
	INTEGER (0..65535)
	The IE ID of the not understood or missing IE 

	>Type Of Error
	M
	
	ENUMERATED(not understood, missing, …)
	


	Range bound
	Explanation

	maxNrOfErrors
	Maximum no. of IE errors allowed to be reported with a single message. The value for maxnooferrors is 256.


NEXT CHANGE
9.2.8
Served Cell Information

This IE contains cell configuration information of a cell that a neighbour eNB may need for the X2 AP interface.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	 PCI
	M
	
	INTEGER (0..503, …)
	Physical Cell ID
	–
	–

	Cell ID
	M
	
	ECGI

9.2.14
	
	–
	–

	TAC
	M
	
	OCTET STRING(2)
	Tracking Area Code
	–
	–

	Broadcast PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs
	–
	–

	>PLMN Identity
	M
	
	9.2.4
	
	–
	–

	CHOICE EUTRA-Mode-Info
	M
	
	
	
	–
	–

	>FDD
	
	
	
	
	
	

	>>FDD Info
	
	1
	
	
	–
	–

	>>>UL EARFCN
	M
	
	EARFCN

9.2.26
	Corresponds to NUL in ref. TS 36.104 [16]
	–
	–

	>>>DL EARFCN
	M
	
	EARFCN

9.2.26
	Corresponds to NDL in ref. TS 36.104 [16]
	–
	–

	>>>UL Transmission Bandwidth
	M
	
	Transmission Bandwidth

9.2.27
	
	–
	–

	>>>DL Transmission Bandwidth
	M
	
	Transmission Bandwidth

9.2.27
	Same as UL Transmission Bandwidth in this release
	–
	–

	>TDD
	
	
	
	
	–
	–

	>>TDD Info
	
	1
	
	
	–
	–

	>>>EARFCN
	M
	
	9.2.26
	Corresponds to NDL/NUL in ref. TS 36.104 [16]
	–
	–

	>>>Transmission Bandwidth
	M
	
	Transmission Bandwidth

9.2.27
	
	–
	–

	>>>Subframe Assignment
	M
	
	ENUMERATED(sa0, sa1, sa2, sa3, sa4, sa5, sa6,…)
	Uplink-downlink subframe configurationinformation defined in ref. TS 36.211 [10]
	–
	–

	>>>Special Subframe Info
	
	1
	
	Special subframe configurationinformation defined in ref. TS 36.211 [10]
	–
	–

	>>>>Special Subframe Patterns
	M
	
	ENUMERATED(ssp0, ssp1, ssp2, ssp3, ssp4, ssp5, ssp6, ssp7, ssp8, …, ssp9)
	
	–
	–

	>>>>Cyclic Prefix DL
	M
	
	ENUMERATED(Normal, Extended,…)
	
	–
	–

	>>>>Cyclic Prefix UL
	M
	
	ENUMERATED(Normal, Extended,…)
	
	–
	–

	Number of Antenna Ports
	O
	
	9.2.43
	
	YES
	ignore

	PRACH Configuration
	O
	
	PRACH Configuration

9.2.50
	
	YES
	ignore

	MBSFN Subframe Info
	
	0 .. <maxnoofMBSFN>
	
	MBSFN subframe defined in TS 36.331 [9]
	GLOBAL
	ignore

	>Radioframe Allocation Period
	M
	
	ENUMERATED(n1, n2, n4, n8, n16, n32, …)
	
	–
	–

	>Radioframe Allocation Offset
	M
	
	INTEGER (0..7, ...)
	
	–
	–

	>Subframe Allocation
	M
	
	9.2.51
	
	–
	–

	CSG ID
	O
	
	9.2.53
	
	YES
	ignore

	MBMS Service Area Identity List
	
	0 .. <maxnoofMBMSServiceAreaIdentities >
	
	Supported MBMS Service Area Identities in the cell
	GLOBAL
	ignore

	>MBMS Service Area Identity
	
	
	OCTET STRING(2)
	MBMS Service Area Identities as defined in TS 23.003 [29]
	
	

	MultibandInfoList
	O
	
	9.2.60
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofBPLMNs
	Maximum no. of Broadcast PLMN Ids. Value is 6.

	maxnoofMBSFN
	Maximum no. of MBSFN frame allocation with different offset. Value is 8.

	maxnoofMBMSServiceAreaIdentities
	Maximum no. of MBMS Service Area Identities. Value is 256.


NEXT CHANGE
9.2.14
ECGI

The E-UTRAN Cell Global Identifier (ECGI) is used to globally identify a cell (see TS 36.401 [2]).

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PLMN Identity
	M
	
	9.2.4
	 
	–
	–

	E-UTRAN Cell Identifier
	M
	
	BIT STRING (28)
	The leftmost bits of the E-UTRAN Cell Identifier IE value correspond to the value of the eNB ID IE contained in the Global eNB ID IE (defined in section 9.2.22) identifying the eNB that controls the cell.
	–
	–


NEXT CHANGE
9.2.18
UL High Interference Indication

This IE provides, per PRB, a 2 level report on interference sensitivity. The interaction between the indication of UL Overload and UL High Interference is implementation specific.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	HII
	M
	
	BIT STRING (1..110, …)
	Each position in the bitmap represents a PRB (first bit=PRB 0 and so on), for which value ‘"1" indicates ‘high interference sensitivity’ and value "0" indicates ’low interference sensitivity’.

The maximum number of Physical Resource Blocks is 110.


NEXT CHANGE
9.2.19
Relative Narrowband Tx Power (RNTP)

This IE provides an indication on DL power restriction per PRB in a cell and other information needed by a neighbour eNB for interference aware scheduling.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	RNTP Per PRB
	M
	
	BIT STRING (6..110, …)
	Each position in the bitmap represents a nPRB value (i.e. first bit=PRB 0 and so on), for which the bit value represents RNTP (nPRB), defined in TS 36.213 [11]. 

Value 0 indicates "Tx not exceeding RNTP threshold". 

Value 1 indicates "no promise on the Tx power is given".
	–
	–

	RNTP Threshold
	M
	
	ENUMERATED (-∞, -11, -10, -9, -8, -7, -6, -5, -4, -3, -2, -1, 0, 1, 2, 3, …)
	RNTPthreshold is defined in TS 36.213 [11].
	–
	–

	Number Of Cell-specific Antenna Ports 
	M
	
	ENUMERATED (1, 2, 4, …)
	P (number of antenna ports for cell-specific reference signals) defined in TS 36.211 [10]
	–
	–

	P_B
	M
	
	INTEGER (0..3, …)
	PB is defined in TS 36.213 [11].
	–
	–

	PDCCH Interference Impact
	M
	
	INTEGER (0..4, …)
	Measured by Predicted Number Of Occupied PDCCH OFDM Symbols (see TS 36.211 [10]).

Value 0 means "no prediction is available".
	–
	–


NEXT CHANGE
9.2.20
GU Group Id

The GU Group Id IE is the globally unique group id corresponding to a pool area.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PLMN Id
	M
	
	PLMN Identity

9.2.4
	
	–
	–

	MME Group Id
	M
	
	OCTET STRING(2)
	
	–
	–


NEXT CHANGE
9.2.32
Time To Wait

This IE defines the minimum allowed waiting times.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Time To Wait
	M
	
	ENUMERATED(1s, 2s, 5s, 10s, 20s, 60s, …)
	


NEXT CHANGE
9.2.34
Hardware Load Indicator 

The Hardware Load Indicator IE indicates the status of the Hardware Load experienced by the cell.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	DL Hardware Load Indicator
	M
	
	Load Indicator

9.2.36
	

	UL Hardware Load Indicator
	M
	
	Load Indicator

9.2.36
	


NEXT CHANGE
9.2.35
S1 TNL Load Indicator 
The S1 TNL Load Indicator IE indicates the status of the S1 Transport Network Load experienced by the cell.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	DL S1TNL Load Indicator
	M
	
	Load Indicator

9.2.36
	

	UL S1TNL Load Indicator
	M
	
	Load Indicator

9.2.36
	


NEXT CHANGE
9.2.40
Last Visited E-UTRAN Cell Information

The Last Visited E-UTRAN Cell Information contains information about a cell that is to be used for RRM purposes.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Global Cell ID
	M
	
	ECGI

9.2.14
	
	-
	-

	Cell Type
	M
	
	9.2.42
	
	-
	-

	Time UE stayed in Cell
	M
	
	INTEGER (0..4095)
	The duration of the time the UE stayed in the cell in seconds. If the UE stays in a cell more than 4095s, this IE is set to 4095.
	-
	-

	Time UE stayed in Cell Enhanced Granularity
	O
	
	INTEGER (0..40950)
	The duration of the time the UE stayed in the cell in 1/10 seconds. If the UE stays in a cell more than 4095s, this IE is set to 40950.
	YES
	ignore

	HO Cause Value
	O
	
	9.2.1.3
	The cause for the handover from the E-UTRAN cell.
	YES
	ignore


NEXT CHANGE
9.2.46
Cell Capacity Class Value

The Cell Capacity Class Value IE indicates the value that classifies the cell capacity with regards to the other cells. The Cell Capacity Class Value IE only indicates resources that are configured for traffic purposes.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Cell Capacity Class Value
	M
	
	INTEGER (1..100,...)
	Value 1 shall indicate the minimum cell capacity, and 100 shall indicate the maximum cell capacity. There should be a linear relation between cell capacity and Cell Capacity Class Value.
	-
	-


NEXT CHANGE
9.2.48
Mobility Parameters Information 

The Mobility Parameters Information IE contains the change of the Handover Trigger as compared to its current value. The Handover Trigger corresponds to the threshold at which a cell initialises the handover preparation procedure towards a specific neighbour cell. Positive value of the change means the handover is proposed to take place later.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Handover Trigger Change
	M
	
	INTEGER (-20..20)
	The actual value is IE value * 0.5 dB.


NEXT CHANGE
9.2.49
Mobility Parameters Modification Range 

The Mobility Parameters Modification Range IE contains the range of Handover Trigger Change values permitted by the eNB2 at the moment the MOBILITY CHANGE FAILURE message is sent.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Handover Trigger Change Lower Limit
	M
	
	INTEGER (-20..20)
	The actual value is IE value * 0.5 dB.

	Handover Trigger Change Upper Limit
	M
	
	INTEGER (-20..20)
	The actual value is IE value * 0.5 dB.


NEXT CHANGE
9.2.50
PRACH Configuration 
This IE indicates the PRACH resources used in neighbor cell.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	RootSequenceIndex
	M
	
	INTEGER

(0..837)
	 See section 5.7.2. in TS 36.211 [10]
	–
	–

	ZeroCorrelationZoneConfiguration
	M
	
	INTEGER

(0..15)
	See section 5.7.2. in TS 36.211 [10]
	–
	–

	HighSpeedFlag
	M
	
	BOOLEAN
	TRUE corresponds to Restricted set and FALSE to Unrestricted set. See section 5.7.2 in TS 36.211 [10]
	–
	–

	PRACH-FrequencyOffset
	M
	
	INTEGER

(0..94)
	See section 5.7.1 of TS 36.211 [10]
	–
	–

	PRACH-ConfigurationIndex
	O
	
	INTEGER

(0..63)
	Mandatory for TDD, shall not be present for FDD.

See section 5.7.1. in TS 36.211 [10]
	–
	–


NEXT CHANGE
9.2.56
MDT Configuration

The IE defines the MDT configuration parameters.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MDT Activation
	M
	
	ENUMERATED(Immediate MDT only, Immediate MDT and Trace, …)
	

	CHOICE Area Scope of MDT
	M
	
	
	

	>Cell Based
	
	
	
	

	>>Cell ID List for MDT
	
	1 .. <maxnoofCellIDforMDT>
	
	

	>>>ECGI
	M
	
	9.2.14
	

	>TA Based
	
	
	
	

	>>TA List for MDT
	
	1 .. <maxnoofTAforMDT>
	
	

	>>>TAC
	M
	
	OCTET STRING (2)
	Tracking Area Code

	>PLMN Wide
	
	
	NULL
	

	Measurements to Activate
	M
	
	BITSTRING

(SIZE(8))
	Each position in the bitmap indicates a MDT measurement, as defined in TS 37.320 [25].

First Bit = M1,

Second Bit = M2

Other bits are reserved for future use and are ignored if received.

Value “1” indicates “activate” and value “0” indicates “do not activate”.

	Reporting Trigger MDT
	M
	
	ENUMERATED (periodic, A2event-triggered, …)
	

	Threshold Event A2
	C-ifM1A2trigger
	
	
	Included in case of event-triggered reporting for measurement M1

	>CHOICE Threshold
	M
	
	
	

	>>RSRP
	
	
	
	

	>>>Threshold RSRP
	M
	
	INTEGER (0..97)
	This IE is defined in TS 36.331 [9].

	>>RSRQ
	
	
	
	

	>>>Threshold RSRQ
	M
	
	INTEGER (0..34)
	This IE is defined in TS 36.331 [9].

	Periodic reporting MDT
	C-ifperiodicMDT
	
	
	Included in case of periodic reporting

	>Report interval
	M
	
	ENUMERATED ( ms120, ms240, ms480, ms640, ms1024, ms2048, ms5120, ms10240, , min1, min6, min12, min30, min60)
	This IE is defined in TS 36.331 [9].

	>Report amount
	M
	
	ENUMERATED (1, 2, 4, 8, 16, 32, 64, infinity)
	Number of reports


	Range bound
	Explanation

	maxnoofCellIDforMDT
	Maximum no. of Cell ID subject for MDT scope. Value is 32.

	maxnoofTAforMDT
	Maximum no. of TA subject for MDT scope. Value is 8.


	Condition
	Explanation

	ifM1A2trigger
	This IE shall be present if the Measurements to Activate IE has the first bit set to "1" and the Reporting Trigger IE is set to "A2event-triggered".

	ifperiodicMDT
	This IE shall be present if the Reporting Trigger IE is set to "periodic".


NEXT CHANGE
9.2.60
MultibandInfoList

The MultibandInfoList IE contains all the frequency bands that a cell belongs to listed in decreasing order of preference.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	BandInfo
	
	1 .. <maxnoofBands>
	
	
	–
	–

	>FrequencyBandIndicator
	M
	
	INTEGER (1..64)
	Indicates the E-UTRA operating band as defined in TS 36.101 [42, table 5.5-1]
	–
	–


	Range bound
	Explanation

	maxnoofBands
	Maximum number of frequency bands that a cell belongs to.


END OF CHANGES
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