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Agreements

1) Endorsement of the LPPa-based solution for inter MME Handover

The following CRs where agreed:

· R3-122791 SLmAP Stage 2 Clarification (Ericsson) Agreed unseen
· R3-122857 Network Based Positioning Support (TruePosition) Agreed unseen
· R3-122858 Draft SRS Update CR for 36.305 (TruePosition) Agreed unseen
· R3-122792 36456-100 SLm General Aspects and Principles (TruePosition)
Revisions (CB)
CB the following CRs need to be open and reviewed for agreement:
· R3-122859 Draft 36459-102 SLm Application Protocl (TruePosition) 
· R3-122862 Draft LPPa CR Support of NBPS in LTE (TruePosition)
Minutes
	14.  Network-based positioning WI (RAN2-led)

	14.1.  Stage-2 

Finalize CR package on SRS Update during handover. Starting point: the outcome of email discussion #04

	R3-122460
	Network Based Positioning Support (TruePosition)
	CR (36.305, Rel-11, Cat. F)

Agreed in principle
Typo: 

Cover pages, other spec No

Check the template format?

Measurement typo in 7.4.1.2 fig.

Rev in R3-122789
Typo measurement

Rev in R3-122857 Agreed unseen

	R3-122631
	Summary of Email discussion #04 [#04: UTODA: SRS Update during handover] (TruePosition)
	Disc
Cause usage for other positioning… causes are not mandated ….

Need for cause see R3-122621

Noted

	R3-122620
	Draft SRS Update CR for 36.305 (TruePosition)
	CR (36.305, Rel-11, Cat. B)
Reason of change “in case of HO” (x3, reason of change, etc …)
eNB will initiate ( remove “will”
TP copy “UE SRS transmission configuration for one or more cells” in step2 after “one or more cells …”

Rev in R3-122790
Remove the yellow highlights
Tick “Core Network impact

Blank theUE

Double space 

Rev in R3-122858 Agreed unseen 

	R3-122621
	Draft SRS Update CR for 36.455 (TruePosition)
	CR (36.455, Rel-11, Cat. B)
TP needs to capture HO to other eNB, rewording needed

Rename “Cell Change…” to “Handover …”

Need of the cause value: HO on-going, E-SMLC may takes dedicated action e.g. wait, resent to same

Existing cause are not enough

No agreement for new cause value 

(discussion may continue based on new proposal next meeting)

	R3-122622
	SRS Update CR for TS 36.305 (TruePosition)
	CR (36.305, Rel-11, Cat. F)

	R3-122725
	SLmAP Stage 2 Clarification (Ericsson)
	CR (36.305, Rel-11, Cat. F)
Rev in R3-122766
Typo transmit ( transmission

Agreed unseen R3-122791

	R3-122568
	Uplink Positioning Reset at Handover (Alcatel-Lucent)
	Appr
Note LPPa-based solution is not fully transparent for the MME

Endorsement of the LPPa-based solution for inter MME HO

	
	
	

	14.2.  Stage-3 

	14.2.1.  SLm General Aspects and Principles

	R3-122623
	36456-100 SLm General Aspects and Principles (TruePosition)
	Appr
5.3 “Capabilities” to “information on capability after reset is” ….

Front page correction
Rev in R3-122792
Agreed

	14.2.2.  SLm Layer 1

	R3-122624
	36457-100 SLm Layer 1 (TruePosition)
	Appr
Noted

	14.2.3.  SLm Signalling Transport

	R3-122625
	36458-100 SLm Singaling Transport (TruePosition)
	Appr
Noted

	14.2.4.  SLm AP

Finalize SLmAP. Starting point: the outcome of email discussion #05

	R3-122632
	Summary of Email discussion #05 [#05: UTDOA: SLmAP update] (TruePosition)
	Disc
Noted

	R3-122626
	Draft 36459-102 SLm Application Protocl (TruePosition)
	Appr
9.2.7 “E-SMLC within an E-SMLC”

Criticality typo almost all section
Rev in R3-122793 (Baseline for 103)
9.2.7 remove “within E-UTRAN”
9.1.11 add “for the target UE” end of 2nd sentence

9.1.1 remove “or  one or more ports”

Remove Draft + correct title

CB Rev in R3-122859

	R3-122721
	Corrections to SLmAP Message Descriptions (Ericsson)
	TP
Capture in R3-122793 (please use a dedicated tracking mode to see each CR implementation)

	R3-122603
	Way forward on Signalling of DeltaSS parameter (Alcatel-Lucent)
	Appr
Opt1 optional IE

Opt2 C-

Opt3 optional IE + sender requirement

Opt3 is agreed TP need to be rewording
Provide de finale sentence TP (ALU)

TP merge in R3-122793 for TS36.459 against Draft 36459-102

TP merge it in the rev of R3-122628 (R3-122794)

	R3-122720
	Correction to Conditional IE (Ericsson)
	TP
Noted

	R3-122627
	Conditional Handling IE in SLmAP and LPPa (TruePosition, Andrew Corp.)
	Appr
Noted

	R3-122723
	SLmAP Abort (Ericsson)
	TP
Capture in R3-122793 (please use a dedicated tracking mode to see each CR implementation)

	R3-122719
	Correction to LMU Information Signaling (Ericsson)
	TP
Capture in R3-122793 (please use a dedicated tracking mode to see each CR implementation)

	R3-122722
	Need for SFN Initialization Time (Ericsson)
	TP
Ref Time needed, improve the semantic description of the UL RTOA Reference Time by SFN Time de definition clarification?

Clarify how to improve the semantic description of the UL RTAO Reference Time (SFN Time consideration)

Remove the SFN Initialisation Time pending to good enhancement of the semantic description of the UL RTAO Reference Time

If agreement capture it in R3-122793

Capture equivalent impact on LPPa i.e. revision of R3-122628 (R3-122794)
TP for semantic description agreed:

This IE is defined in reference to the SFN initialization time  TS 36.455 []
capture it in SLmAP update (R3-122859)

No impact on LPPa (remove FFS in LPPa)

	R3-122724
	SLmAP Measurements as Class 2 Procedures (Ericsson)
	Appr
Agreement on change the procedure class?

If yes we need CR to be included in R3-122793…

Noted

	R3-122604
	Way Forward on Handling of Measurement Abort (Alcatel-Lucent)
	Appr
Relevance of data when Abort?

Delay of data reception … 

No strong support on option3

Consensus on option1: “The MEASUREMENT ABORT message is like a Reset.”
Check TP SLmAP if rewording is needed and capture it in R3-122793

No TP is needed option1 is already captured.

	14.2.5.  LPPa

Finalize CR. Starting point: the outcome of email discussion #06

	R3-122633
	Summary of Email discussion #06 [#06: UTDOA introduction in 36.455] (TruePosition)
	Disc
Noted

	R3-122628
	Draft LPPa CR Support of NBPS in LTE (TruePosition)
	CR (36.455, Rel-11, Cat. B)
Provide version against last version 11.0.0

Providing static data in single way and not at all UL Configuration? Optimisation?

Other specification not ticket

“Louisiana”

CB Rev in R3-122794 (Baseline)
9.2.Y format of the table

8.2.X.1 remove SRS signal characteristic … (more section?)

Remove the “E_UTRAN Access Point Position” in tab and associated TP

Remove FFS in 9.2.Y

Remove the change on change

Check ASN.1 (see Huawei for more details)
CB Rev in R3-122862

	R3-122569
	Update of SRS Transmission Configuration (Alcatel-Lucent)
	CR (36.455, Rel-11, Cat. F)
Transaction Id is enough for a majority of companies?

No multiple SRS Configuration (same UE& Same eNB) … 

Similar transaction id are differentiate by signaling
Remove the “Updated LPPa Transaction ID” capture in R3-122794 (please use a dedicated tracking mode to see each CR implementation)

	R3-122629
	Location Information IE (TruePosition, Andrew Corp.)
	Appr
Only “need” is position of LMU not eNB

Position of eNB leads to hybrid method with E-CID

If agreement remove the FFS if not remove the IE capture the update in R3-122794
No agreement 

	R3-122630
	Signaling of SRS Bandwidth Request in LPPa (TruePosition, Andrew Corp.)
	Appr
Check if there is agreement in RAN2 to allow E-SMLC to signal the requested bandwidth to the eNB for a given UE measurement request. 

Keep CR like this or remove bandwidth?
No Split in 2 Optional IEs Bandwidth and Nub Transmission, keep current tabular.(Ericsson not the best option).

We will need to improve the TP and IEs names

8.2.X.2 Reword or improve the TP against the IEs, new paragraph

9.2.X check of the LS against the LS and consistent with 8.2.X.2

9.2.X change name: Transmission to Transmission characteristics impact ASN.1 tabular etc …
Capture the text in R3-122862 which revision of LPPa

	
	
	

	14.2.6.  Others

	14.3.  Others 
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