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<< provided for reference>>
9.2.15
Cause

The Cause IE indicates the reason for a particular error event for the HNBAP protocol.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Cause Group
	
	
	
	

	>Radio Network Layer
	
	
	
	

	>>Radio Network Layer Cause
	M
	
	ENUMERATED
(

overload,

unauthorised-Location,

unauthorised-HNB,

HNB Parameter mismatch,

Invalid UE identity,

UE not allowed on this HNB,

UE unauthorised,

Connection with UE lost,

UE RRC Release,

HNB not registered,

unspecified,

Normal,

UE relocated,

UE Registered in another HNB,
...,

No Neighbour Information available,

Iurh connection to that Neighbour not Allowed
)
	

	>Transport Layer 
	
	
	
	

	>>Transport Layer Cause 
	M
	
	ENUMERATED
(Transport Resource Unavailable,

Unspecified,

...)
	

	>Protocol
	
	
	
	

	>>Protocol Cause 
	M
	
	ENUMERATED
(Transfer Syntax Error,
Abstract Syntax Error (Reject),
Abstract Syntax Error (Ignore and Notify),
Message not Compatible with Receiver State,

Semantic Error,
Unspecified,

Abstract Syntax Error (Falsely Constructed Message),

...)
	

	>Misc
	
	
	
	

	>>Misc Cause 
	M
	
	ENUMERATED
(Processing Overload,
Hardware Failure,
O&M Intervention,
Unspecified,

...)
	


9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

HNBAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) hnbap(6) version1 (1) hnbap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


maxNrOfErrors,


maxnoofRABs,


maxnoofNeighbours,


maxnoofIurhAddresses,


id-HNB-Internet-Information,


id-HNB-Cell-Identifier

FROM HNBAP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TriggeringMessage

FROM HNBAP-CommonDataTypes


ProtocolExtensionContainer{},


HNBAP-PROTOCOL-EXTENSION

FROM HNBAP-Containers;

--A

Access-stratum-release-indicator ::=
ENUMERATED {r99,











rel-4, rel-5, rel-6, rel-7, rel-8-and-beyond,











...}
AccessResult
::=

ENUMERATED {allowed, notAllowed, ...}

AltitudeAndDirection ::= SEQUENCE {


directionOfAltitude

ENUMERATED {height, depth},


altitude

INTEGER (0..32767),


...

}

--B

BackoffTimer ::= INTEGER(0..3600)

BindingID
::= OCTET STRING(SIZE(1..4,...))

--C

Cause ::= CHOICE {


radioNetwork


CauseRadioNetwork,


transport



CauseTransport,


protocol



CauseProtocol,


misc




CauseMisc,


...

}

CauseRadioNetwork ::= ENUMERATED {


overload,


unauthorised-Location,


unauthorised-HNB,


hNB-parameter-mismatch,


invalid-UE-identity,


uE-not-allowed-on-this-HNB,


uE-unauthorised,


connection-with-UE-lost,


ue-RRC-telease,


hNB-not-registered,


unspecified,


normal,


uE-relocated,


ue-registered-in-another-HNB,


...,


no-neighbour-information-available,


iurh-connection-to-that-neighbour-not-Allowed
}

CauseTransport ::= ENUMERATED {


transport-resource-unavailable,


unspecified,


...

}
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