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8.3.1
Radio Link Setup

8.3.1.1
General

This procedure is used for establishing the necessary resources in the DRNS for one or more radio links.

----------------------------------Text omitted--------------------------------------------------------
-
[FDD – If the MIMO Activation Indicator IE, or MIMO with four transmit antennas Activation Indicator IE, or Dual Stream MIMO with four transmit antennas Activation Indicator IE is included in the HS-DSCH FDD Information IE, then]

-
[FDD – The DRNS shall activate the MIMO mode, or MIMO with four transmit antennas mode, or Dual Stream MIMO with four transmit antennas mode for the HS-DSCH Radio Link.]

-
[FDD – The DRNS shall decide the pilot configuration and the UE reporting configuration (N/M ratio) according to TS 25.214 [10] for MIMO and include the MIMO Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[FDD – If the Power Offset For S-CPICH for MIMO Request Indicator IE is included, the DRNC shall, if supported and MIMO pilot configuration with Primary and Secondary CPICH is set up with a non-zero power offset on the cell where the Serving HS-DSCH Radio Link is established, include the Power Offset For S-CPICH for MIMO IE in the HS-DSCH FDD Information Response IE in the RADIO LINK SETUP RESPONSE message. If zero power offset the DRNC may include the Power Offset For S-CPICH for MIMO IE.]

-
[FDD – If the Power Offset For S-CPICH for MIMO with four transmit antennas Request Indicator IE is included, the DRNC shall, if supported and MIMO with four transmit antennas Pilot Configuration are set up with a non-zero power offset on the cell where the Serving HS-DSCH Radio Link is established, include the Power Offset For S-CPICH for MIMO with four transmit antennas IE in the HS-DSCH FDD Information Response IE in the RADIO LINK SETUP RESPONSE message. If zero power offset the DRNC may include the Power Offset For S-CPICH for MIMO with four transmit antennas IE.]
-
[FDD – If the MIMO with four transmit antennas Activation Indicator IE, or Dual Stream MIMO with four transmit antennas Activation Indicator IE is included in the HS-DSCH FDD Information IE, then]
-
[FDD – the DRNS shall include Additional Associated S-CPICH Channelisation Code in Additional Associated Secondary CPICH IE in MIMO Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK SETUP RESPONSE message.]
-
[FDD – If MIMO pilot configuration with D-CPICH is set up on the cell where the Serving HS-DSCH Radio Link is established, the DRNS shall include Additional Associated D-CPICH Channelisation Code in Additional Associated Secondary CPICH IE and Activation Status For D-CPICH IE in the HS-DSCH FDD Information Response IE in the RADIO LINK SETUP RESPONSE message.]
-
[1.28 Mcps TDD – If the MIMO Activation Indicator IE is included in the HS-DSCH TDD Information IE, then]

-
[1.28 Mcps TDD – The DRNS shall activate the MIMO mode for the HS-DSCH Radio Link.]

-
[1.28 Mcps TDD – The DRNS shall decide the SF mode for HS-PDSCH dual stream and include the MIMO SF Mode for HS-PDSCH dual stream IE in the HS-DSCH TDD Information Response IE in the RADIO LINK SETUP RESPONSE message.]
-
[FDD – If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Information IE, then the DRNS may if the value is set to “allowed” use 64 QAM for the HS-DSCH Radio Link, and the DRNS shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[FDD – If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Information IE with value set to “not allowed”, then the DRNS shall not use 64 QAM for the HS-DSCH Radio Link.]

-
[FDD – If the RADIO LINK SETUP REQUEST message includes the HS-DSCH MAC-d PDU Size Format IE set to “Flexible MAC-d PDU Size” and if Sixtyfour QAM will not be used, the DRNS shall include the HS-DSCH TB Size Table Indicator IE in the RADIO LINK SETUP RESPONSE message if it decides to use the octet aligned table defined in TS 25.321 [41] for HS-DSCH Transport Block Size signalling.]

----------------------------------Text omitted--------------------------------------------------------

[FDD – Secondary Serving HS-DSCH:]

[FDD – If the Additional HS Cell Information RL Setup IE is present in the RADIO LINK SETUP REQUEST message, then:]

-
[FDD – The DRNS shall setup the requested HS-PDSCH resources on the Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE. Non cell specific secondary serving Radio Link and non cell specific secondary serving HS-DSCH parameters take the same values as for the serving HS-DSCH cell.]

-
[FDD – The DRNC shall allocate an HS-DSCH-RNTI to the UE Context and include the HS-DSCH-RNTI IE in the Additional HS Cell Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[FDD – If the RADIO LINK SETUP REQUEST message includes the HS-SCCH Power Offset IE in the HS-DSCH Secondary Serving Information IE, then the DRNS may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any secondary serving HS-SCCH transmission to this UE.]

-
[FDD – The DRNC shall include the Measurement Power Offset IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[FDD – The DRNS shall allocate HS-SCCH codes corresponding to the HS-DSCH and the DRNC shall include the HS-SCCH Specific Secondary Serving Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[FDD – The DRNC shall include the HS-PDSCH And HS-SCCH Scrambling Code IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK SETUP RESPONSE message.]
-
[FDD – If the Serving Cell Change CFN IE is included in the RADIO LINK SETUP REQUEST message, then the DRNS shall activate the resources that are allocated for the new serving HS-DSCH Radio Link at the next coming CFN with a value equal to the value requested by the SRNC.]

-
[FDD – If the MIMO Activation Indicator IE or MIMO with four transmit antennas Activation Indicator IE, or Dual Stream MIMO with four transmit antennas Activation Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the DRNS shall activate the MIMO mode, or MIMO with four transmit antennas Mode, or Dual Stream MIMO with four transmit antennas Mode for the secondary serving HS-DSCH Radio Link and the DRNS shall decide the pilot configuration and the UE reporting configuration (N/M ratio) according to TS 25.214 [10] for MIMO for the secondary serving HS-DSCH Radio Link and include the MIMO Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[FDD – If the MIMO with four transmit antennas Activation Indicator IE, or Dual Stream MIMO with four transmit antennas Activation Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then]
-
[FDD – the DRNS shall include Additional Associated S-CPICH Channelisation Code IE in Additional Associated Secondary CPICH IE in MIMO Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK SETUP RESPONSE message.]
-
[FDD – If MIMO pilot configuration with D-CPICH is set up on the cell where the Secondary Serving HS-DSCH Radio Link is established, the DRNS shall include Additional Associated D-CPICH Channelisation Code in Additional Associated Secondary CPICH IE and Activation Status For D-CPICH IE in MIMO Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK SETUP RESPONSE message.]
-
[FDD – If the Power Offset For S-CPICH for MIMO Request Indicator IE is included, the DRNC shall, if supported and MIMO pilot configuration with Primary and Secondary CPICH is set up with a non-zero power offset on the cell where the Secondary Serving HS-DSCH Radio Link is established, include the Power Offset For S-CPICH for MIMO IE in the HS-DSCH FDD Secondary Serving Information Response IE in the RADIO LINK SETUP RESPONSE message. If zero power offset the DRNC may include the Power Offset For S-CPICH for MIMO IE.]

-
[FDD – If the Power Offset For S-CPICH for MIMO with four transmit antennas Request Indicator IE is included, the DRNC shall, if supported and MIMO with four transmit antennas Pilot Configuration is set up with a non-zero power offset on the cell where the Serving HS-DSCH Radio Link is established, include the Power Offset For S-CPICH for MIMO with four transmit antennas IE in the HS-DSCH FDD Information Response IE in the RADIO LINK SETUP RESPONSE message. If zero power offset the DRNC may include the Power Offset For S-CPICH for MIMO with four transmit antennas IE.]
-
[FDD – If the Single Stream MIMO Activation Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the DRNS shall activate the Single Stream MIMO mode for the secondary serving HS-DSCH Radio Link.]
-
[FDD - If the Ordinal Number Of Frequency IE is included in the HS-DSCH FDD Secondary Serving Information IE, and more than one secondary serving HS-DSCH Radio Link is setup, then the DRNS shall use this value in the physical layer.]

-
[FDD – If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the DRNS may if the value is set to “allowed” use 64 QAM for the secondary serving HS-DSCH Radio Link, and the DRNS shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK SETUP RESPONSE message.]

-
[FDD – If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE with value set to “not allowed”, then the DRNS shall not use 64 QAM for the secondary serving HS-DSCH Radio Link.]

-
[FDD – If Sixtyfour QAM will not be used for the secondary serving HS-DCSH, the DRNS shall include the HS-DSCH TB Size Table Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK SETUP RESPONSE message if it decides to use the octet aligned table defined in TS 25.321 [41] for the secondary serving HS-DSCH Transport Block Size signalling.]

-
[FDD – The DRNS shall include the SixtyfourQAM DL Support Indicator IE in the Additional HS Cell Information Response IE in the RADIO LINK SETUP RESPONSE message.]
----------------------------------Text omitted--------------------------------------------------------

[FDD – HS-DSCH Preconfiguration for Enhanced HS Serving Cell Change]

[FDD – If the RADIO LINK SETUP REQUEST message includes the HS-DSCH Preconfiguration Setup IE in the RL Information IE for a Radio Link not indicated by the HS-PDSCH RL ID IE the DRNS shall if supported preconfigure the indicated cells for Enhanced HS Serving Cell Change acoording to TS 25.308 [63]: ]

-
[FDD – The DRNS shall preconfigure sets of HS-SCCH codes on the cells preconfigured for HS-DSCH, primary serving HS-DSCH cell, as well as on the secondary serving HS-DSCH cells. The primary serving HS-DSCH cell is designated through the C-ID IE part of the RL Information IE in the RADIO LINK SETUP REQUEST message. The list of secondary serving HS-DSCH cells is designated by the list of Secondary C-ID IEs in the HS-DSCH Preconfiguration Setup IE part of the RL Information IE in the RADIO LINK SETUP REQUEST message. ]

-
[FDD – The number of HS-SCCH codes to preconfigure for each cell may be optionally specified: ]

-
[FDD – by the Num Primary HS-SCCH Codes IE in the HS-DSCH Preconfiguration Setup IE, for the primary serving HS-DSCH cell.]

-
[FDD – by the Num Secondary HS-SCCH Codes IE in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE for each of the secondary serving HS-DSCH cells.]

-
[FDD –If Num Primary HS-SCCH Codes IE or Num Secondary HS-SCCH Codes IE is not included in the message the number and distribution of codes on primary and any secondary cells shall be preconfigured to satisfy any limitations in TS 25.214 [10]. ]

-
[FDD – The DRNS shall return these codes in the Sets of HS-SCCH Codes IE along with the corresponding per-cell HS-DSCH-RNTI IE in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE of the RADIO LINK SETUP RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK SETUP FAILURE message. ]

-
[FDD – The DRNS shall use the first in the numbered list of the primary serving HS-DSCH cell’s HS-SCCH codes in the HS-SCCH Preconfigured Codes IE sent to the SRNC to signal the Target Cell HS-SCCH Order defined in TS 25.331 [16].]

-
[FDD – The DRNS shall include, in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK SETUP RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK SETUP FAILURE message, IEs according to the rules defined for HS-DSCH setup and: ]

-
[FDD – if HARQ Preamble Mode IE is included in the HS-DSCH Preconfiguration Setup IE the HARQ Preamble Mode Activation Indicator IE.]
-
[FDD – if MIMO Activation Indicator IE is included in the HS-DSCH Preconfiguration Setup IE or in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE the Pilot Configuration and MIMO N/M Ratio in MIMO Information Response IE.]

-
[FDD – if MIMO with four transmit antennas Activation Indicator IE is included in the HS-DSCH Preconfiguration Setup IE or in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE the Pilot Configuration, MIMO N/M Ratio and Additional Associated Secondary CPICH in MIMO Information Response IE]

-
[FDD – if Dual Stream MIMO with four transmit antennas Activation Indicator IE is included in the HS-DSCH Preconfiguration Setup IE or in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE the Pilot Configuration and MIMO N/M Ratio in MIMO Information Response IE]

-
[FDD – if HS-DSCH MAC-d PDU Size Format IE is included in the HS-DSCH Preconfiguration Setup IE and set to “Flexible MAC-d PDU Size” and if Sixtyfour QAM will not be used in the preconfiguration, the HS-DSCH TB Size Table Indicator IE for each preconfigured cell.]

-
[FDD – if Sixtyfour QAM Usage Allowed Indicator IE is included in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE or in the HS-DSCH Preconfiguration Setup IE the SixtyfourQAM DL Usage Indicator IE for each preconfigured cell.]

-
[FDD – if Continuous Packet Connectivity HS-SCCH less Information IE is included in the HS-DSCH Preconfiguration Setup IE the Continuous Packet Connectivity HS-SCCH less Information Response IE.]

-
[FDD – if the UE with enhanced HS-SCCH support indicator IE is included in the HS-DSCH Preconfiguration Setup IE, then the DRNS shall store this information in the preconfigured configuration.]

-
[FDD - If the UE Support Indicator Extension IE is included in the HS-DSCH Preconfiguration Setup IE with the bit UE DTXDRX related HS-SCCH orders uniform behavior indicator set to 0, then the DRNS shall, if supported, include the Support of dynamic DTXDRX related HS-SCCH order IE in the HS-DSCH Preconfiguration Info IE in the RADIO LINK SETUP RESPONSE message.]

-
[FDD – the SixtyfourQAM DL Support Indicator IE shall be included.]

-
[FDD – if the UE Support Indicator Extension IE is included in the HS-DSCH Preconfiguration Setup IE, then the DRNS may store this information in the preconfigured configuration.]

-
[FDD – the DRNS shall, if supported, include in the Sets of HS-SCCH Codes IE the Measurement Power Offset IE for each preconfigured cell.]

-
[FDD – The DRNS shall include in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK SETUP RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK SETUP FAILURE message the E-DCH FDD DL Control Channel Information containing the preconfigured configuration of the E-DCH serving cell according to the rules defined for Serving E-DCH Radio Link Change as follows: ]
-
[FDD – The DRNS shall allocate for the preconfigured configuration a primary E-RNTI identifier or a secondary E-RNTI identifier or both for the new Serving E-DCH Radio Link and include these E-RNTI identifiers along with the channelisation code of the corresponding E-AGCH in the E-DCH FDD DL Control Channel Information IE.]

-
[FDD – The DRNS may preconfigure the Serving Grant Value IE and Primary/Secondary Grant Selector IE for the initial grant for the serving E-DCH RL and include these values in the E-DCH FDD DL Control Channel Information IE.]

----------------------------------Text omitted--------------------------------------------------------

8.3.2
Radio Link Addition

8.3.2.1
General

This procedure is used for establishing the necessary resources in the DRNS for one [FDD – or more] additional RLs towards a UE when there is already at least one RL established to the concerned UE via this DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.
----------------------------------Text omitted--------------------------------------------------------
[FDD – HS-DSCH Preconfiguration for Enhanced HS Serving Cell Change]

[FDD – If the RADIO LINK ADDITION REQUEST message includes the HS-DSCH Preconfiguration Setup IE in the RL Information IE for a Radio Link not indicated by the HS-PDSCH RL ID IE in the HS-DSCH Serving Cell Change Information IE the DRNS shall, if supported, preconfigure the indicated cells for Enhanced HS Serving Cell Change acoording to TS 25.308 [63]:]

-
[FDD – The DRNS shall preconfigure sets of HS-SCCH codes on the cells preconfigured for HS-DSCH, primary serving HS-DSCH cell, as well as on the secondary serving HS-DSCH cells. The primary serving HS-DSCH cell is designated through the C-ID IE part of the RL Information IE in the RADIO LINK ADDITION REQUEST message. The list of secondary serving HS-DSCH cells is designated by the list of Secondary C-ID Iesin the HS-DSCH Preconfiguration Setup IE part of the RL Information IE in the RADIO LINK ADDITION REQUEST message. ]

-
[FDD – The number of HS-SCCH codes to preconfigure for each cell may be optionally specified: ]

-
[FDD – by the Num Primary HS-SCCH Codes IE in the HS-DSCH Preconfiguration Setup IE, for the primary serving HS-DSCH cell.]

-
[FDD – by the Num Secondary HS-SCCH Codes IE in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE for each of the secondary serving HS-DSCH cells.]

-
[FDD – If Num Primary HS-SCCH Codes IE or Num Secondary HS-SCCH Codes IE is not included in the message the number and distribution of codes on primary and any secondary cells shall be preconfigured to satisfy any limitations in TS 25.214 [10]. ]

-
[FDD – The DRNS shall return these codes in the Sets of HS-SCCH Codes IE along with the corresponding per- cell HS-DSCH-RNTI IE in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE of the RADIO LINK ADDITION RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK ADDITION FAILURE message. ]

-
[FDD – The DRNS shall use the first in the numbered list the primary serving HS-DSCH cell’s of HS-SCCH codes in the HS-SCCH Preconfigured Codes IE sent to the SRNC to signal the Target Cell HS-SCCH Order defined in TS 25.331 [16]].

-
[FDD – The DRNS shall include, in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK ADDITION RESPONSE message or in the Successful RL Information Response IE of the RADIO LINK ADDITION FAILURE message, IEs according to the rules defined for HS-DSCH Setup at Serving HS-DSCH Radio Link Change and:]

-
[FDD – if HARQ Preamble Mode IE is included in the HS-DSCH Preconfiguration Setup IE the HARQ Preamble Mode Activation Indicator IE.]
-
[FDD – if MIMO Activation Indicator IE is included in the HS-DSCH Preconfiguration Setup IE or in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE the Pilot Configuration and MIMO N/M Ratio in MIMO Information Response IE.]

-
[FDD – if MIMO with four transmit antennas Activation Indicator IE is included in the HS-DSCH Preconfiguration Setup IE or in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE the Pilot Configuration, MIMO N/M Ratio and Additional Associated Secondary CPICH in MIMO Information Response IE]

-
[FDD – if Dual Stream MIMO with four transmit antennas Activation Indicator IE is included in the HS-DSCH Preconfiguration Setup IE or in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE the Pilot Configuration and MIMO N/M Ratio in MIMO Information Response IE]

-
[FDD – if HS-DSCH MAC-d PDU Size Format IE is included in the HS-DSCH Preconfiguration Setup IE and set to “Flexible MAC-d PDU Size” and if Sixtyfour QAM will not be used for the cell in the preconfiguration the HS-DSCH TB Size Table Indicator IE for each preconfigured cell.]

-
[FDD – if Sixtyfour QAM Usage Allowed Indicator IE is included in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE or in the HS-DSCH Preconfiguration Setup IE the SixtyfourQAM DL Usage Indicator IE for each preconfigured cell.]

-
[FDD – if Continuous Packet Connectivity HS-SCCH less Information IE is included in the HS-DSCH Preconfiguration Setup IE the Continuous Packet Connectivity HS-SCCH less Information Response IE.]

-
[FDD – if the UE with enhanced HS-SCCH support indicator IE is included in the HS-DSCH Preconfiguration Setup IE, then the DRNS shall store this information in the preconfigured configuration.]

-
[FDD - If the UE Support Indicator Extension IE is included in the HS-DSCH Preconfiguration Setup IE with the bit UE DTXDRX related HS-SCCH orders uniform behavior indicator set to 0, then the DRNS shall, if supported, include the Support of dynamic DTXDRX related HS-SCCH order IE in the HS-DSCH Preconfiguration Info IE in the RADIO LINK ADDITION RESPONSE message.]

-

[FDD – the SixtyfourQAM DL Support Indicator IE may be included.]

-
[FDD – If the UE Support Indicator Extension IE is included in the HS-DSCH Preconfiguration Setup IE, then the DRNS may store this information in the preconfigured configuration.]

-
[FDD – the DRNS shall, if supported, include in the Sets of HS-SCCH Codes IE the Measurement Power Offset IE for each preconfigured cell.]

-
[FDD – If the Power Offset For S-CPICH for MIMO Request Indicator IE is included in the HS-DSCH Preconfiguration Setup IE or in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE, the DRNC shall, if supported and MIMO pilot configuration with Primary and Secondary CPICH is set up with a non-zero power offset on the cell where HS-DSCH / secondary  HS-DSCH is preconfigured, include the Power Offset For S-CPICH for MIMO IE in the HS-DSCH Preconfiguration Info IE or in the Sets of HS-SCCH Codes IE in the HS-DSCH Preconfiguration Info IE for each preconfigured cell in the RADIO LINK ADDITION RESPONSE message. If zero power offset the DRNC may include the Power Offset For S-CPICH for MIMO IE.]
----------------------------------Text omitted--------------------------------------------------------

-
[FDD – If the MIMO Activation Indicator IE, or MIMO with four transmit antennas Activation Indicator IE, or Dual Stream MIMO with four transmit antennas Activation Indicator IE is included in the HS-DSCH FDD Information IE, then ]
-
[FDD – The DRNS shall activate the MIMO mode, or MIMO with four transmit antennas mode, or Dual Stream MIMO with four transmit antennas mode for the HS-DSCH Radio Link.]
-
[FDD – The DRNS shall decide the pilot configuration and the UE reporting configuration (N/M ratio) according to TS 25.214 [10] for MIMO and include the MIMO Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

-
[FDD – If the Power Offset For S-CPICH for MIMO Request Indicator IE is included, the DRNC shall, if supported and MIMO pilot configuration with Primary and Secondary CPICH is set up with a non-zero power offset on the cell where the Serving HS-DSCH Radio Link is established, include the Power Offset For S-CPICH for MIMO IE in the HS-DSCH FDD Information Response IE. If zero power offset the DRNC may include the Power Offset For S-CPICH for MIMO IE.]

-
[FDD – If the Power Offset For S-CPICH for MIMO with four transmit antennas Request Indicator IE is included, the DRNC shall, if supported and MIMO with four transmit antennas Pilot Configuration is set up with a non-zero power offset on the cell where the Serving HS-DSCH Radio Link is established, include the Power Offset For S-CPICH for MIMO with four transmit antennas IE in the HS-DSCH FDD Information Response IE in the RADIO LINK SETUP RESPONSE message. If zero power offset the DRNC may include the Power Offset For S-CPICH for MIMO with four transmit antennas IE.]
-
[FDD – If the MIMO with four transmit antennas Activation Indicator IE, or Dual Stream MIMO with four transmit antennas Activation Indicator IE is included in the HS-DSCH FDD Information IE, then]
-
[FDD – the DRNS shall include Additional Associated S-CPICH Channelisation Code in Additional Associated Secondary CPICH IE in MIMO Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK ADDITION RESPONSE message.]
-
[FDD – If MIMO pilot configuration with D-CPICH is set up on the cell where the Serving HS-DSCH Radio Link is established, the DRNS shall include Additional Associated D-CPICH Channelisation Code in Additional Associated Secondary CPICH IE and Activation Status For D-CPICH IE in the HS-DSCH FDD Information Response IE in the RADIO LINK ADDITION RESPONSE message.]
-
[FDD – If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Information IE, then the DRNS may if the value is set to “allowed” use 64 QAM for the HS-DSCH Radio Link, and the DRNS shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

-
[FDD – If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Information IE with value set to “not allowed”, then the DRNS shall not use 64 QAM for the HS-DSCH Radio Link.]

-
[FDD – If the RADIO LINK ADDITION REQUEST message includes the HS-DSCH MAC-d PDU Size Format IE set to “Flexible MAC-d PDU Size” and if Sixtyfour QAM will not be used, the DRNS shall include the HS-DSCH TB Size Table Indicator IE in the HS-DSCH FDD Information Response IE in the HS-DSCH Serving Cell Change Information Response IE in the RADIO LINK ADDITION RESPONSE message if it decides to use the octet aligned table defined in TS 25.321 [41] for HS-DSCH Transport Block Size signalling.]

-
[FDD – If the UE with enhanced HS-SCCH support indicator IE is included in the HS-DSCH FDD Information IE, then the DRNS may use:]

-
[FDD – a different HS-SCCH in consecutive TTIs for this UE.]

-
[FDD – HS-SCCH orders for the case of HS-SCCH-less operation to this UE.]

-
[FDD – If the UE Support Indicator Extension IE is included in the HS-DSCH FDD Information IE the DRNS may use the supported HSDPA functions for this UE.] 

-
[FDD - If the UE Support Indicator Extension IE is included in the HS-DSCH FDD Information IE with the bit UE DTXDRX related HS-SCCH orders uniform behavior indicator set to 0, then the D shall, if supported, include the Support of dynamic DTXDRX related HS-SCCH order IE in the HS-DSCH FDD Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

-
[FDD – If the RADIO LINK ADDITION REQUEST message includes DL RLC PDU Size Format IE for a Priority Queue in the HS-DSCH MAC-d Flows Information IE in the HS-DSCH Information IE, the DL RLC PDU Size Format IE may be used by the DRNS to determine the allocated capacity on user plane as described in TS 25.425 [32].] 
----------------------------------Text omitted--------------------------------------------------------

[FDD – Secondary Serving HS-DSCH Setup on a New Radio Link at Serving HS-DSCH Radio Link Change:]

-
[FDD – The DRNS shall setup the requested HS-PDSCH resources on the Secondary Serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE.]

-
[FDD – The HS-DSCH FDD Secondary Serving Information IE defines the new secondary serving HS-DSCH configuration in the DRNS to be used on the new secondary serving HS-DSCH Radio Link. Non cell specific secondary serving Radio Link and non cell specific secondary serving HS-DSCH parameters take the same values as for the serving HS-DSCH cell.]
-
[FDD – If the RADIO LINK ADDITION REQUEST message includes the HS-SCCH Power Offset IE in the HS-DSCH FDD Secondary Serving Information IE in the Additional HS Cell Information RL Addition IE, then the DRNS may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any secondary serving HS-SCCH transmission to this UE.]
-
[FDD – If the MIMO Activation Indicator IE, or MIMO with four transmit antennas Activation Indicator IE, or Dual Stream MIMO with four transmit antennas Activation Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the DRNS shall activate the MIMO mode, or MIMO with four transmit antennas mode, or Dual Stream MIMO with four transmit antennas mode for the secondary serving HS-DSCH Radio Link and the Node B shall decide the pilot configuration and the UE reporting configuration (N/M ratio) according to TS 25.214 [10] for MIMO and include the MIMO Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the HS-DSCH Secondary Serving Cell Change Information Response IE in the Additional HS Cell Change Information Response IE in the RADIO LINK ADDITION RESPONSE message.]
-
[FDD – If the MIMO with four transmit antennas Activation Indicator IE, or Dual Stream MIMO with four transmit antennas Activation Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then]
-
[FDD – the DRNS shall include Additional Associated S-CPICH Channelisation Code IE in Additional Associated Secondary CPICH IE in MIMO Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK ADDITION RESPONSE message.]
-
[FDD – If MIMO pilot configuration with D-CPICH is set up on the cell where the Secondary Serving HS-DSCH Radio Link is established, the DRNS shall include Additional Associated D-CPICH Channelisation Code in Additional Associated Secondary CPICH IE and Activation Status For D-CPICH IE in MIMO Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK ADDITION RESPONSE message.]
-
[FDD – If the Power Offset For S-CPICH for MIMO Request Indicator IE is included, the DRNC shall, if supported and MIMO pilot configuration with Primary and Secondary CPICH is set up with a non-zero power offset on the cell where the Secondary Serving HS-DSCH Radio Link is established, include the Power Offset For S-CPICH for MIMO IE in the HS-DSCH FDD Information Response IE. If zero power offset the DRNC may include the Power Offset For S-CPICH for MIMO IE.]

-
[FDD – If the Power Offset For S-CPICH for MIMO with four transmit antennas Request Indicator IE is included, the DRNC shall, if supported and MIMO with four transmit antennas Pilot Configuration is set up with a non-zero power offset on the cell where the Secondary Serving HS-DSCH Radio Link is established, include the Power Offset For S-CPICH for MIMO IE in the HS-DSCH FDD Information Response IE. If zero power offset the DRNC may include the Power Offset For S-CPICH for MIMO IE.]
-
[FDD – If the Single Stream MIMO Activation Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the DRNS shall activate the Single Stream MIMO mode for the secondary serving HS-DSCH Radio Link.]

-
[FDD – If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the DRNS may if the value is set to “allowed” use 64 QAM for the secondary serving HS-DSCH Radio Link, and the DRNS shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the HS-DSCH Secondary Serving Cell Change Information Response IE in the Additional HS Cell Change Information Response IE in the RADIO LINK ADDITION RESPONSE message.]

-
[FDD – If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE with value set to “not allowed”, then the DRNS shall not use 64 QAM for the secondary serving HS-DSCH Radio Link.]

-
[FDD – If Sixtyfour QAM will not be used for the secondary serving cell, the DRNS shall include the HS-DSCH TB Size Table Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the HS-DSCH Secondary Serving Cell Change Information Response IE in the Additional HS Cell Change Information Response IE in the RADIO LINK ADDITION RESPONSE message if it decides to use the octet aligned table defined in TS 25.321 [41] for secondary serving HS-DSCH Transport Block Size signalling.] 

-
[FDD – If the Diversity Mode IE is included in the HS-DSCH FDD Secondary Serving Information IE in the Additional HS Cell Information RL Addition IE in the RADIO LINK ADDITION REQUEST message the DRNS shall apply cell specific transmit diversity configuration and if the Diversity Mode IE is not set to “None” the DRNS shall activate/deactivate the Transmit Diversity for the secondary serving HS-DSCH Radio Link in accordance with the Transmit Diversity Indicator IE in the HS-DSCH FDD Secondary Serving Information IE.]
-
[FDD – If the Serving Cell Change CFN IE is included in the RADIO LINK ADDITION REQUEST message, then the DRNS shall activate the resources that are allocated for the new secondary serving HS-DSCH Radio Link at the next coming CFN with a value equal to the value requested by the SRNC, or earlier. In this case, in the new configuration the DRNS shall, if applicable, de-allocate the HS-PDSCH resources of the old secondary serving HS-PDSCH Radio Link. The DRNS shall deactivate those resources at the next coming CFN with a value equal to the value requested by the SRNC.]
----------------------------------Text omitted--------------------------------------------------------

8.3.4
Synchronised Radio Link Reconfiguration Preparation

8.3.4.1
General

The Synchronised Radio Link Reconfiguration Preparation procedure is used to prepare a new configuration of Radio Link(s) related to one UE-UTRAN connection within a DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.

The Synchronised Radio Link Reconfiguration Preparation procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.
----------------------------------Text omitted--------------------------------------------------------

-
[FDD – If the MIMO Activation Indicator IE, or the MIMO with four transmit antennas Activation Indicator IE, or Dual Stream MIMO with four transmit antennas Activation Indicator IE is included in the HS-DSCH FDD Information IE, then:]
-
[FDD – The DRNS shall activate the MIMO mode, or MIMO with four transmit antennas mode, or Dual Stream MIMO with four transmit antennas mode for the HS-DSCH Radio Link.]

-
[FDD – The DRNS shall decide the pilot configuration and the UE reporting configuration (N/M ratio) according to TS 25.214 [10] for MIMO or MIMO with four transmit antennas or Dual Stream MIMO with four transmit antennas and include the MIMO Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
-
[FDD – If the MIMO with four transmit antennas Activation Indicator IE, or Dual Stream MIMO with four transmit antennas Activation Indicator IE is included in the HS-DSCH FDD Information IE, then]
-
[FDD – the DRNS shall include Additional Associated S-CPICH Channelisation Code in Additional Associated Secondary CPICH IE in MIMO Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
-
[FDD – If MIMO pilot configuration with D-CPICH is set up on the cell where the Serving HS-DSCH Radio Link is established, the DRNS shall include Additional Associated D-CPICH Channelisation Code in Additional Associated Secondary CPICH IE and Activation Status For D-CPICH IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
-
[FDD – If the Power Offset For S-CPICH for MIMO Request Indicator IE is included, the DRNC shall, if supported and MIMO pilot configuration with Primary and Secondary CPICH is set up on the cell with a non-zero power offset where the Serving HS-DSCH Radio Link is established, include the Power Offset For S-CPICH for MIMO IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message. If zero power offset the DRNC may include the Power Offset For S-CPICH for MIMO IE.]

-
[FDD – If the Power Offset For S-CPICH for MIMO with four transmit antennas Request Indicator IE is included, the DRNC shall, if supported and MIMO with four transmit antennas Pilot Configuration is set up on the cell with a non-zero power offset where the Serving HS-DSCH Radio Link is established, include the Power Offset For S-CPICH for MIMO with four transmit antennas IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message. If zero power offset the DRNC may include the Power Offset For S-CPICH for MIMO with four transmit antennas IE.]
-
[1.28 Mcps TDD – If the MIMO Activation Indicator IE is included in the HS-DSCH TDD Information IE, then:]

-
[1.28 Mcps TDD – The DRNS shall activate the MIMO mode for the HS-DSCH Radio Link.]

-
[1.28 Mcps TDD – The DRNS shall decide the SF mode for HS-PDSCH dual stream and include the MIMO SF Mode for HS-PDSCH dual stream IE in the HS-DSCH TDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
-
[FDD – If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Information IE, then the DRNS may if the value is set to “allowed” use 64 QAM for the HS-DSCH Radio Link, and the DRNS shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD – If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Information IE with value set to “not allowed”, then the DRNS shall not use 64 QAM for the HS-DSCH Radio Link.]

-
[FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH MAC-d PDU Size Format IE set to “Flexible MAC-d PDU Size” and if Sixtyfour QAM will not be used, the DRNS shall include the HS-DSCH TB Size Table Indicator IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message if it decides to use the octet aligned table defined in TS 25.321 [41] for HS-DSCH Transport Block Size signalling.]

-
[FDD – If the UE with enhanced HS-SCCH support indicator IE is included in the HS-DSCH FDD Information IE, then the DRNS may use:]

-
[FDD – a different HS-SCCH in consecutive TTIs for this UE]

-
[FDD – HS-SCCH orders for the case of HS-SCCH-less operation to this UE]
----------------------------------Text omitted--------------------------------------------------------

[FDD – Secondary Serving HS-DSCH Setup:]

[FDD – If the C-ID IE is present in the Additional HS Cell Information RL Reconf Prep IE in the RADIO LINK RECONFIGURATION PREPARE message, and no secondary serving HS-DSCH Radio Link(s) has been configured in the DRNS or if the new configuration contains more than one secondary serving HS-DSCH Radio Link, then if the Ordinal Number Of Frequency IEs, in the HS-DSCH FDD Secondary Serving Information IE or in the HS-DSCH FDD Secondary Serving Information To Modify IE for each instance of the Additional HS Cell Information RL Reconf Prep IE, indicate that new secondary serving HS-DSCH Radio Link(s) shall be setup, then:]

-
[FDD – The DRNS shall setup the requested HS-PDSCH resources on the secondary serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE. Non cell specific secondary serving Radio Link and non cell specific secondary serving HS-DSCH parameters take the same values as for the serving HS-DSCH cell.]

-
[FDD – The DRNC shall allocate an HS-DSCH-RNTI to the UE Context and include the HS-DSCH-RNTI IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-SCCH Power Offset IE in the HS-DSCH FDD Secondary Serving Information IE, then the DRNS may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any secondary serving HS-SCCH transmission to this UE.]

-
[FDD – The DRNC shall include the Measurement Power Offset IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD – The DRNS shall allocate HS-SCCH codes corresponding to the secondary serving HS-DSCH and the DRNC shall include the HS-SCCH Specific Secondary Serving Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD – If the MIMO Activation Indicator IE, or MIMO with four transmit antennas Activation Indicator IE, or Dual Stream MIMO with four transmit antennas Activation Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the DRNS shall activate the MIMO mode, or MIMO with four transmit antennas mode, or Dual Stream MIMO with four transmit antennas mode for the secondary serving HS-DSCH Radio Link and the DRNS shall decide the pilot configuration and the UE reporting configuration (N/M ratio) according to TS 25.214 [10] for MIMO or MIMO with four transmit antennas or Dual Stream MIMO with four transmit antennas and include the MIMO Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
-
[FDD – If the MIMO with four transmit antennas Activation Indicator IE, or Dual Stream MIMO with four transmit antennas Activation Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then]
-
[FDD – the DRNS shall include Additional Associated S-CPICH Channelisation Code IE in Additional Associated Secondary CPICH IE in MIMO Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
-
[FDD – If MIMO pilot configuration with D-CPICH is set up on the cell where the Secondary Serving HS-DSCH Radio Link is established, the DRNS shall include Additional Associated D-CPICH Channelisation Code in Additional Associated Secondary CPICH IE and Activation Status For D-CPICH IE in MIMO Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
-
[FDD – If the Power Offset For S-CPICH for MIMO Request Indicator IE is included, the DRNC shall, if supported and MIMO pilot configuration with Primary and Secondary CPICH is set up on the cell with a non-zero power offset where the Secondary Serving HS-DSCH Radio Link is established, include the Power Offset For S-CPICH for MIMO IE in the HS-DSCH FDD Secondary Serving Information Response IE in the RADIO LINK RECONFIGURATION READY message. If zero power offset the DRNC may include the Power Offset For S-CPICH for MIMO IE.]

-
[FDD – If the Power Offset For S-CPICH for MIMO with four transmit antennas Request Indicator IE is included, the DRNC shall, if supported and MIMO with four transmit antennas Pilot Configuration is set up on the cell with a non-zero power offset where the Secondary Serving HS-DSCH Radio Link is established, include the Power Offset For S-CPICH for MIMO with four transmit antennas IE in the HS-DSCH FDD Secondary Serving Information Response IE in the RADIO LINK RECONFIGURATION READY message. If zero power offset the DRNC may include the Power Offset For S-CPICH for MIMO with four transmit antennas IE.]

-
[FDD – If the Single Stream MIMO Activation Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the DRNS shall activate the Single Stream MIMO mode for the secondary serving HS-DSCH Radio Link.]

-
[FDD – The DRNC shall include the HS-PDSCH And HS-SCCH Scrambling Code IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
-
[FDD – If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the DRNS may if the value is set to “allowed” use 64 QAM for the secondary serving HS-DSCH Radio Link, and the DRNS shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD – If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE with value set to “not allowed”, then the DRNS shall not use 64 QAM for the secondary serving HS-DSCH Radio Link.]

-
[FDD – If, in the new configuration, the UE context is configured not to use Sixtyfour QAM for the secondaery serving HS-DSCH, then the DRNC shall include the HS-DSCH TB Size Table Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message if it decides to use the octet aligned table defined in TS 25.321 [41] for secondary serving HS-DSCH Transport Block Size signalling.] 

-
[FDD – If the Diversity Mode IE is included in the HS-DSCH FDD Secondary Serving Information IE, the DRNS shall apply cell specific transmit diversity configuration and if the Diversity Mode IE is not set to “None” the DRNS shall activate/deactivate the Transmit Diversity for the secondary serving HS-DSCH Radio Link in accordance with the Transmit Diversity Indicator IE in the HS-DSCH FDD Secondary Serving Information IE.]

-
[FDD - If the Ordinal Number Of Frequency IE is included in the HS-DSCH FDD Secondary Serving Information IE, and the new configuration contains more than one secondary serving HS-DSCH Radio Link, then the DRNS shall use this value in the physical layer.]
----------------------------------Text omitted--------------------------------------------------------

[FDD – Intra-DRNS Secondary Serving HS-DSCH Radio Link Change:]

[FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the C-ID IE in the Additional HS Cell Information RL Reconf Prep IE, one or more secondary serving HS-DSCH Radio Link(s) has been configured in the DRNS and if the new configuration contains more than one secondary serving HS-DSCH Radio Link, then if the Ordinal Number Of Frequency IEs, in the HS-DSCH FDD Secondary Serving Information IE for each instance of the Additional HS Cell Information RL Reconf Prep IE, indicate that existing secondary serving HS-DSCH Radio Links shall be subject to intra-DRNS secondary serving HS-DSCH Radio Link change, then the HS-PDSCH RL ID IE indicates the new Serving HS-DSCH Radio Link:]

-
[FDD – The DRNS shall release the HS-PDSCH resources on the old secondary serving HS-DSCH Radio Link and setup the HS-PDSCH resources on the new secondary serving HS-DSCH Radio Link. The DRNS shall remove the old secondary serving HS-PDSCH Radio Link if no E-DCH resources are allocated to the RL. Non cell specific secondary serving Radio Link and non cell specific secondary serving HS-DSCH parameters take the same values as for the serving HS-DSCH cell.]

-
[FDD – The DRNC shall allocate an HS-DSCH-RNTI to the UE Context and include the HS-DSCH-RNTI IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD – The DRNC shall include the Measurement Power Offset IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - If the Ordinal Number Of Frequency IE is included in the HS-DSCH FDD Secondary Serving Information IE, and the new configuration contains more than one secondary serving HS-DSCH Radio Link, then the DRNS shall use this value in the physical layer.]

-
[FDD – The DRNS shall allocate HS-SCCH codes corresponding to the secondary serving HS-DSCH and the DRNC shall include the HS-SCCH Specific Secondary Serving Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD – The DRNC shall include the HS-PDSCH And HS-SCCH Scrambling Code IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information To Modify IE and the value is set to "allowed" or if HS-DSCH FDD Secondary Serving Information To Modify IE is not included and the UE Context is configured with Sixtyfour QAM allowed for the secondary serving HS-DSCH Radio Link and not used in the current configuration and then if the DRNS decides to use 64 QAM for the new secondary serving HS-DSCH Radio Link, then it shall include the SixtyfourQAM DL Usage Indicator IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD – If, in the new configuration, the UE context is configured not to use Sixtyfour QAM for the secondary serving HS-DSCH, the DRNS shall include the HS-DSCH TB Size Table Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message if it decides to use the octet aligned table defined in TS 25.321 [41] for secondary serving HS-DSCH Transport Block Size signalling.]

-
[FDD - If the old and/or new configuration contains more than one Secondary Serving HS-DSCH Radio Link the HS-DSCH FDD Secondary Serving Information IE defines the new secondary serving HS-DSCH configuration in the DRNS to be used on the new secondary serving HS-DSCH Radio Link, and then:]

-
[FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-SCCH Power Offset IE in the HS-DSCH FDD Secondary Serving Information IE, then the DRNS may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any secondary serving HS-SCCH transmission to this UE.]

-
[FDD – If the MIMO Activation Indicator IE or MIMO with four transmit antennas Activation Indicator IE, or Dual Stream MIMO with four transmit antennas Activation Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the DRNS shall activate the MIMO mode or MIMO with four transmit antennas mode, or Dual Stream MIMO with four transmit antennas mode for the secondary serving HS-DSCH Radio Link and the DRNS shall decide the pilot configuration and the UE reporting configuration (N/M ratio) according to TS 25.214 [10] for MIMO or MIMO with four transmit antennas, or Dual Stream MIMO with four transmit antennas mode and include the MIMO Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the HS-DSCH Secondary Serving Cell Change Information Response IE in the Additional HS Cell Change Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
-
[FDD – If the MIMO with four transmit antennas Activation Indicator IE, or Dual Stream MIMO with four transmit antennas Activation Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then]
-
[FDD – the DRNS shall include Additional Associated S-CPICH Channelisation Code IE in Additional Associated Secondary CPICH IE in MIMO Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
-
[FDD – If MIMO pilot configuration with D-CPICH is set up on the cell where the Secondary Serving HS-DSCH Radio Link is established, the DRNS shall include Additional Associated D-CPICH Channelisation Code in Additional Associated Secondary CPICH IE and Activation Status For D-CPICH IE in MIMO Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
-
[FDD – If the Single Stream MIMO Activation Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the DRNS shall activate the Single Stream MIMO mode for the secondary serving HS-DSCH Radio Link.]

-
[FDD – If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the DRNS may if the value is set to “allowed” use 64 QAM for the secondary serving HS-DSCH Radio Link, and the DRNS shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD – If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE with value set to “not allowed”, then the DRNS shall not use 64 QAM for the secondary serving HS-DSCH Radio Link.]

-
[FDD – If the Diversity Mode IE is included in the HS-DSCH FDD Secondary Serving Information IE, the DRNS shall apply cell specific transmit diversity configuration and if the Diversity Mode IE is not set to “None” the DRNS shall activate/deactivate the Transmit Diversity for the secondary serving HS-DSCH Radio Link in accordance with the Transmit Diversity Indicator IE in the HS-DSCH FDD Secondary Serving Information IE.]

-
[FDD - If the power offset for S-CPICH for MIMO Request indicator and MIMO activation indicator have been configured for the secondary serving HS-DSCH radio link in the new configuration and MIMO pilot configuration with Primary and Secondary CPICH is set up with a non zero power offset on the cell where the Secondary Serving HS-DSCH Radio Link is established, the DRNC shall include the Power Offset For S-CPICH for MIMO IE in the HS-DSCH FDD Secondary Serving Information Response IE  in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message. If zero power offset the DRNC may include the Power Offset For S-CPICH for MIMO IE.]

-
[FDD - If the Power Offset For S-CPICH for MIMO with four transmit antennas Request indicator and MIMO with four transmit antennas activation indicator or Dual Stream MIMO with four transmit antennas activation indicator have been configured for the secondary serving HS-DSCH radio link in the new configuration and MIMO with four transmit antennas Pilot Configuration is set up with a non zero power offset on the cell where the Secondary Serving HS-DSCH Radio Link is established, the DRNC shall include the Power Offset For S-CPICH for MIMO with four transmit antennas IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message. If zero power offset the DRNC may include the Power Offset For S-CPICH for MIMO with four transmit antennas IE.]
----------------------------------Text omitted--------------------------------------------------------

HS-DSCH Modification:

If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH Information To Modify IE, then:

· The DRNC shall include the HS-DSCH Initial Capacity Allocation IE for each HS-DSCH MAC-d flow being modified for which the establishment of one or several new Priority Queues was requested, if the DRNS allows the SRNC to start the transmission of MAC-d PDUs for the Priority Queue(s) being established before the DRNS has allocated capacity on user plane as described in TS 25.425 [32]. If RADIO LINK RECONFIGURATION PREPARE message includes HS-DSCH MAC-d PDU Size Format IE in the HS-DSCH Information To Modify IE set to “Flexible MAC-d PDU Size”, then DRNC shall only set in the HS-DSCH Initial Capacity Allocation IE the values for the peer of Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE to the values of the corresponding peer I in RADIO LINK RECONFIGURATION PREPARE in the HS-DSCH Information To Modify IE for a Priority Queue including Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE.

· If the RADIO LINK RECONFIGURATION PREPARE message includes the Traffic Class IE in the HS-DSCH Information To Modify IE for a specific HS-DSCH MAC-d flow, the DRNS may use this information to determine the transport bearer characteristics to apply between DRNC and Node B. The DRNC should ignore the Traffic Class IE if the TrCH Source Statistics Descriptor IE for this specific HS-DSCH MAC-d flow indicates the value “RRC”.

· If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the DRNS to determine the transport bearer characteristics to apply in the uplink between the DRNS and the SRNC for the related MAC-d flow.

· If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-hs Guaranteed Bit Rate IE in the HS-DSCH Information To Modify IE, the DRNS shall use this information to optimise MAC-hs scheduling decisions for the related HSDPA Priority Queue.
· If the RADIO LINK RECONFIGURATION PREPARE message includes the Discard Timer IE for a Priority Queue in the HS-DSCH Information To Modify IE, then the DRNS shall use this information to discard out-of-date MAC-hs SDUs from the related HSDPA Priority Queue.
· If the RADIO LINK RECONFIGURATION PREPARE message includes the Maximum MAC-d PDU Size Extended IE in the HS-DSCH Information To Modify IE, then the DRNS shall ignore the SID IE and MAC-d PDU Size IE in the MAC-d PDU Size Index IE and use Maximum MAC-d PDU Size Extended IE to optimise capacity allocation for the related HSDPA Priority Queue.
· If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-hs Window Size IE or T1 IE in the HS-DSCH Information To Modify IE, then the DRNS shall use the indicated values in the new configuration for the related HSDPA Priority Queue.

· If the RADIO LINK RECONFIGURATION PREPARE message includes the MAC-d PDU Size Index IE in the Modify Priority Queue choice, the DRNS shall delete the previous list of MAC-d PDU Size Index values for the related HSDPA Priority Queue and use the MAC-d PDU Size Index values indicated in the MAC-d PDU Size Index IE in the new configuration.

· [FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the CQI Feedback Cycle k IE, the CQI Repetition Factor IE, the ACK-NACK Repetition Factor IE, the ACK Power Offset IE, the NACK Power Offset IE or the CQI Power Offset IE in the HS-DSCH Information To Modify IE, then the DRNS shall use the indicated CQI Feedback Cycle k value, the CQI Repetition Factor or the ACK-NACK Repetition Factor, ACK Power Offset, the NACK Power Offset or the CQI Power Offset in the new configuration.]

· [FDD – If the HS-SCCH Power Offset IE is included in the HS-DSCH Information To Modify IE, the DRNS may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any HS-SCCH transmission to this UE.]

· [TDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the TDD ACK NACK Power Offset IE in the HS-DSCH Information To Modify IE, the DRNS shall use the indicated power offset in the new configuration.]

· [FDD – If the HS-DSCH Information To Modify IE includes the HS-SCCH Code Change Grant IE, then the DRNS may modify the HS-SCCH codes corresponding to the HS-DSCH. The DRNC shall then report the codes which are used in the new configuration specified in the HS-SCCH Specific Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

· [FDD – If the HS-DSCH Information To Modify IE includes the HS-PDSCH Code Change Grant IE, then the DRNS may modify the HS-PDSCH codes corresponding to the HS-DSCH. The DRNC shall then report the codes which are used in the new configuration specified in the Continuous Packet Connectivity HS-SCCH less Information Response IE in the RADIO LINK RECONFIGURATION READY message. If the concerned DRNS is not in Continuous Packet Connectivity HS-SCCH less mode, the SRNC shall not include the HS-PDSCH Code Change Grant IE in the HS-DSCH Information To Modify IE.]

· [TDD – If the HS-DSCH Information To Modify IE includes the HS-SCCH Code Change Grant IE, then the DRNS may modify the HS-SCCH parameters corresponding to the HS-DSCH. The DRNC shall then report the values for the parameters which are used in the new configuration specified in the [3.84Mcps TDD – HS-SCCH Specific Information Response IE] [1.28Mcps TDD – HS-SCCH Specific Information Response LCR IE] [7.68 Mcps TDD – HS-SCCH Specific Information Response 7.68 Mcps IE] in the RADIO LINK RECONFIGURATION READY message.]
· [FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the HARQ Preamble Mode IE in the HS-DSCH Information To Modify IE, then the DRNS shall use the indicated HARQ Preamble Mode in the new configuration as described in TS 25.214 [10], if HS-DPCCH ACK/NACK preamble and postamble is supported. Then, in this case, if the mode 1 is applied, the DRNC shall include the HARQ Preamble Mode Activation Indicator IE in the HS-DSCH Information Response IE in the RADIO LINK RECONFIGURATION READY message. If the HARQ Preamble Mode IE is not included or if the mode 0 is applied, then the DRNC shall not include the HARQ Preamble Mode Activation Indicator IE in the HS-DSCH Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
· If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH MAC-d PDU Size Format IE in the HS-DSCH Information To Modify IE, then the DRNS shall use, in the new configuration, the indicated format in user plane frame structure for HS-DSCH channels (TS 25.425 [32]) and MAC-hs (TS 25.321 [41]).
-
[FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH Physical Layer Category IE in the HS-DSCH Information To Modify IE, the DRNS shall use this information in the new configuration.]
-
[FDD – If the MIMO Mode Indicator IE or MIMO with four transmit antennas Mode Indicator IE, or Dual Stream MIMO with four transmit antennas Activation Indicator IE is included in the HS-DSCH Information To Modify IE, then:]
-
[FDD – The DRNS shall activate/deactivate the MIMO mode or MIMO with four transmit antennas mode, or Dual Stream MIMO with four transmit antennas mode for the HS-DSCH Radio Link in the new configuration in accordance with the MIMO Mode Indicator IE or MIMO with four transmit antennas Mode Indicator IE, or Dual Stream MIMO with four transmit antennas Activation Indicator IE.]

-
[FDD – If the MIMO Mode Indicator IE or MIMO with four transmit antennas Mode Indicator IE, or Dual Stream MIMO with four transmit antennas Mode Indicator IE is set to “Activate”, then the DRNS shall decide the pilot configuration and the UE reporting configuration (N/M ratio) according to TS 25.214 [10] for MIMO or MIMO with four transmit antennas or Dual Stream MIMO with four transmit antennas and include the MIMO Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
-
[FDD – If the MIMO with four transmit antennas Activation Indicator IE, or Dual Stream MIMO with four transmit antennas Activation Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then]
-
[FDD – the DRNS shall include Additional Associated S-CPICH Channelisation Code in Additional Associated Secondary CPICH IE in MIMO Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
-
[FDD – If MIMO pilot configuration with D-CPICH is set up on the cell where the Serving HS-DSCH Radio Link is established, the DRNS shall include Additional Associated D-CPICH Channelisation Code in Additional Associated Secondary CPICH IE and Activation Status For D-CPICH IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
-
[FDD – If the MIMO Mode Indicator IE is set to “Activate” and Power Offset For S-CPICH for MIMO Request Indicator IE is included, the DRNC shall, if supported and MIMO pilot configuration with Primary and Secondary CPICH is set up with a non-zero power offset on the cell where the Serving HS-DSCH Radio Link is established, include the Power Offset For S-CPICH for MIMO IE in the HS-DSCH FDD Information Response IE. If zero power offset the DRNC may include the Power Offset For S-CPICH for MIMO IE.]

-
[FDD – If the MIMO with four transmit antennas Mode Indicator IE is set to “Activate” or the Dual Stream MIMO with four transmit antennas Mode Indicator IE is set to “Activate” and Power Offset For S-CPICH for MIMO with four transmit antennas Request Indicator IE is included, the DRNC shall, if supported and MIMO with four transmit antennas Pilot Configuration is set up with a non-zero power offset on the cell where the Serving HS-DSCH Radio Link is established, include the Power Offset For S-CPICH for MIMO with four transmit antennas IE in the HS-DSCH FDD Information Response IE. If zero power offset the DRNC may include the Power Offset For S-CPICH for MIMO with four transmit antennas IE.]

-
[FDD – The DRNC may include the HARQ Memory Partitioning IE in the RADIO LINK RECONFIGURATION READY message. The HARQ Memory Partitioning IE may contain the HARQ Memory Partitioning Information Extension For MIMO IE.]
----------------------------------Text omitted--------------------------------------------------------

[FDD – Secondary Serving HS-DSCH Modification:]

[FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH FDD Secondary Serving Information To Modify IE, then:]

-
[FDD – If the HS-SCCH Power Offset IE is included in the HS-DSCH FDD Secondary Serving Information To Modify IE, the DRNS may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any secondary serving HS-SCCH transmission to this UE.]

-
[FDD – If the HS-DSCH FDD Secondary Serving Information To Modify IE includes the HS-SCCH Code Change Grant IE, then the DRNS may modify the HS-SCCH codes corresponding to the secondary serving HS-DSCH. The DRNC shall then report the codes which are used in the new configuration specified in the HS-SCCH Specific Secondary Serving Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD – If the MIMO Mode Indicator IE or MIMO with four transmit antennas Mode Indicator IE, or Dual Stream MIMO with four transmit antennas Mode Indicator IE is included in the HS-DSCH FDD Secondary Serving Information To Modify IE, then the DRNS shall activate/deactivate the MIMO mode or MIMO with four transmit antennas mode, or Dual Stream MIMO with four transmit antennas mode for the secondary serving HS-DSCH Radio Link in accordance with the MIMO Mode Indicator IE or MIMO with four transmit antennas Mode Indicator IE, or Dual Stream MIMO with four transmit antennas Mode Indicator IE.]

-
[FDD – If the MIMO Mode Indicator IE or MIMO with four transmit antennas Mode Indicator IE, or Dual Stream MIMO with four transmit antennas Mode Indicator IE, is set to “Activate”, then the DRNS shall decide the pilot configuration and the UE reporting configuration (N/M ratio) according to TS 25.214 [10] for MIMO or MIMO with four transmit antennas or Dual Stream MIMO with four transmit antennas and include the MIMO Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD – If the MIMO Mode Indicator IE is set to “Activate” and Power Offset For S-CPICH for MIMO Request Indicator IE is included, the DRNC shall, if supported and MIMO pilot configuration with Primary and Secondary CPICH is set up with a non-zero power offset on the cell where the Secondary Serving HS-DSCH Radio Link is established, include the Power Offset For S-CPICH for MIMO IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message. If zero power offset the DRNC may include the Power Offset For S-CPICH for MIMO IE.]

-
[FDD – If the MIMO with four transmit antennas Mode Indicator IE is set to “Activate” or the Dual Stream MIMO with four transmit antennas Mode Indicator IE is set to “Activate” and Power Offset For S-CPICH for MIMO with four transmit antennas Request Indicator IE is included, the DRNC shall, if supported and MIMO with four transmit antennas Pilot Configuration is set up with a non-zero power offset on the cell where the Secondary Serving HS-DSCH Radio Link is established, include the Power Offset For S-CPICH for MIMO with four transmit antennas IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message. If zero power offset the DRNC may include the Power Offset For S-CPICH for MIMO with four transmit antennas IE.]
-
[FDD – If the MIMO with four transmit antennas Activation Indicator IE, or Dual Stream MIMO with four transmit antennas Activation Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then]
-
[FDD – the DRNS shall include Additional Associated S-CPICH Channelisation Code IE in Additional Associated Secondary CPICH IE in MIMO Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
-
[FDD – If MIMO pilot configuration with D-CPICH is set up on the cell where the Secondary Serving HS-DSCH Radio Link is established, the DRNS shall include Additional Associated D-CPICH Channelisation Code in Additional Associated Secondary CPICH IE and Activation Status For D-CPICH IE in MIMO Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]
-
[FDD – If the Single Stream MIMO Mode Indicator IE is included in the HS-DSCH FDD Secondary Serving Information To Modify IE, then the DRNS shall activate/deactivate the Single Stream MIMO mode for the secondary serving HS-DSCH Radio Link in accordance with the Single Stream MIMO Mode Indicator IE.]

-
[FDD – If the Ordinal Number Of Frequency IE is included in the HS-DSCH FDD Secondary Serving Information To Modify IE, and the new configuration contains more than one secondary serving HS-DSCH Radio Link, then the DRNS shall use this value in the physical layer.]

-
[FDD – If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information To Modify IE, then the DRNS may if the value is set to “allowed” use 64 QAM for the secondary serving HS-DSCH Radio Link, and the DRNS shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD – If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information To Modify IE with value set to “not allowed”, then the DRNS shall not use 64 QAM for the secondary serving HS-DSCH Radio Link.]

-
[FDD – If, in the new configuration, the UE context is configured not to use Sixtyfour QAM for the secondaery serving HS-DSCH, then the DRNC shall include the HS-DSCH TB Size Table Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION READY message if it decides to use the octet aligned table defined in TS 25.321 [41] for secondary serving HS-DSCH Transport Block Size signalling.] 

-
[FDD – If the Diversity Mode IE is included, then:]

-
[FDD – the DRNS shall apply cell specific transmit diversity configuration for the secondary serving HS-DSCH radio link according to Diversity Mode IE and Transmit Diversity Indicator IE in the HS-DSCH FDD Secondary Serving Information To Modify IE,]

-
[FDD – If the Diversity Mode IE is not set to “None”, the DRNS shall apply diversity for the secondary serving HS-DSCH radio link according to the value given in the Transmit Diversity Indicator IE in the HS-DSCH FDD Secondary Serving Information To Modify IE.]

-
[FDD – If the Non Cell Specific Tx Diversity IE equals “Tx Diversity” is included, the DRNS shall apply non cell specific transmit diversity configuration and reconfigure the transmit diversity setting for the secondary serving HS-DSCH radio link to the same value as defined for the serving HS-DSCH radio link in the new configuration.]
----------------------------------Text omitted--------------------------------------------------------

[FDD – HS-DSCH Preconfiguration for Enhanced HS Serving Cell Change]

[FDD – If the RADIO LINK RECONFIGURATION PREPARE message includes the HS-DSCH Preconfiguration Setup IE in the RL Information IE the DRNS shall, if supported, preconfigure the indicated cells for Enhanced HS Serving Cell Change acoording to TS 25.308 [63]:]

-
[FDD – The DRNS shall preconfigure sets of HS-SCCH codes on the cells preconfigured for HS-DSCH,  primary serving HS-DSCH cell, as well as on the secondary serving HS-DSCH cells. The primary serving HS-DSCH cell is designated through the C-ID IE part of the RL Information IE in the RADIO LINK RECONFIGURATION PREPARE message. The list of secondary serving HS-DSCH cells is designated by the list of Secondary C-ID IEsin the HS-DSCH Preconfiguration Setup IE part of the RL Information IE in the RADIO LINK RECONFIGURATION PREPARE message.]

-
[FDD – The number of HS-SCCH codes to preconfigure for each cell may be optionally specified: ]

-
[FDD – by the Num Primary HS-SCCH Codes IE in the HS-DSCH Preconfiguration Setup IE, for the primary serving HS-DSCH cell.]

-
[FDD – by the Num Secondary HS-SCCH Codes IE in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE for each of the secondary serving HS-DSCH cells.]

-
[FDD – If Num Primary HS-SCCH Codes IE or Num Secondary HS-SCCH Codes IE is not included in the message the number and distribution of codes on primary and any secondary cells shall be preconfigured to satisfy any limitations in TS 25.214 [10]. ]

-
[FDD – The DRNS shall return these codes in the Sets of HS-SCCH Codes IE along with the corresponding per- cell HS-DSCH-RNTI IE in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE of the RADIO LINK RECONFIGURATION READY.]

-
[FDD – The DRNS shall use the first in the numbered list the primary serving HS-DSCH cell’s of HS-SCCH codes in the HS-SCCH Preconfigured Codes IE sent to the SRNC to signal the Target Cell HS-SCCH Order defined in TS 25.331 [16].]

-
[FDD – The DRNS shall include, in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK RECONFIGURATION READY message, IEs according to the rules defined for HS-DSCH Setup at Serving HS-DSCH Radio Link Change and:]

-
[FDD – if HARQ Preamble Mode IE is included in the HS-DSCH Preconfiguration Setup IE the HARQ Preamble Mode Activation Indicator IE.]
-
[FDD – if MIMO Activation Indicator IE is included in the HS-DSCH Preconfiguration Setup IE the MIMO N/M Ratio IE.]

-
[FDD – if MIMO with four transmit antennas Activation Indicator IE is included in the HS-DSCH Preconfiguration Setup IE the MIMO N/M Ratio and Additional Associated Secondary CPICH IE.]

-
[FDD – if Dual Stream MIMO with four transmit antennas Activation Indicator IE is included in the HS-DSCH Preconfiguration Setup IE the MIMO N/M Ratio IE.]

-
[FDD – if HS-DSCH MAC-d PDU Size Format IE is included in the HS-DSCH Preconfiguration Setup IE and set to "Flexible MAC-d PDU Size" and if Sixtyfour QAM will not be used for the cell in the preconfiguration the HS-DSCH TB Size Table Indicator IE for each preconfigured cell.]

-
[FDD – if Sixtyfour QAM Usage Allowed Indicator IE is included in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE or in the HS-DSCH Preconfiguration Setup IE  the SixtyfourQAM DL Usage Indicator IE for each preconfigured cell.]

-
[FDD – if Continuous Packet Connectivity HS-SCCH less Information IE is included in the HS-DSCH Preconfiguration Setup IE the Continuous Packet Connectivity HS-SCCH less Information Response IE.]

-
[FDD – if the UE with enhanced HS-SCCH support indicator IE is included in the HS-DSCH Preconfiguration Setup IE, then the DRNS shall store this information in the preconfigured configuration.]

-
[FDD – the SixtyfourQAM DL Support Indicator IE may be included.]

-
[FDD – If the UE Support Indicator Extension IE is included in the HS-DSCH Preconfiguration Setup IE, then the DRNS may store this information in the preconfigured configuration.]

-
[FDD - If the UE Support Indicator Extension IE is included in the HS-DSCH Preconfiguration Setup IE with the bit UE DTXDRX related HS-SCCH orders uniform behavior indicator set to 0, then the DRNS shall, if supported, include the Support of dynamic DTXDRX related HS-SCCH order IE in the HS-DSCH Preconfiguration Info IE in the RADIO LINK RECONFIGURATION READY message.]

-
[FDD – the DRNS shall, if supported, include in the Sets of HS-SCCH Codes IE the Measurement Power Offset IE for each preconfigured cell.]

-
[FDD – The DRNS shall include in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK RECONFIGURATION READY message the E-DCH FDD DL Control Channel Information containing the preconfigured configuration of the E-DCH serving cell according to the rules defined for Serving E-DCH Radio Link Change as follows:]

-
[FDD – The DRNS shall allocate for the preconfigured configuration a primary E-RNTI identifier or a secondary E-RNTI identifier or both for the new Serving E-DCH Radio Link and include these E-RNTI identifiers along with the channelisation code of the corresponding  E-AGCH in the E-DCH FDD DL Control Channel Information IE.]

-
[FDD – The DRNS may preconfigure the Serving Grant Value IE and Primary/Secondary Grant Selector IE for the initial grant for the serving E-DCH RL and include these values in the E-DCH FDD DL Control Channel Information IE.]

-
[FDD – If the Power Offset For S-CPICH for MIMO Request Indicator IE is included in the HS-DSCH Preconfiguration Setup IE or in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE, the DRNC shall, if supported and MIMO pilot configuration with Primary and Secondary CPICH is set up on the cell with a non-zero power offset where HS-DSCH / secondary  HS-DSCH is preconfigured, include the Power Offset For S-CPICH for MIMO IE in the HS-DSCH Preconfiguration Info IE or in the Sets of HS-SCCH Codes IE in the HS-DSCH Preconfiguration Info IE for each preconfigured cell in the RADIO LINK RECONFIGURATION READY message. If zero power offset the DRNC may include the Power Offset For S-CPICH for MIMO IE.]

----------------------------------Text omitted--------------------------------------------------------

8.3.7
Unsynchronised Radio Link Reconfiguration

8.3.7.1
General

The Unsynchronised Radio Link Reconfiguration procedure is used to reconfigure Radio Link(s) related to one UE‑UTRAN connection within a DRNS.

The procedure is used when there is no need to synchronise the time of the switching from the old to the new radio link configuration in the cells used by the UE-UTRAN connection within the DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Contex 

----------------------------------Text omitted--------------------------------------------------------

-
[FDD – If the MIMO Activation Indicator IE or MIMO with four transmit antennas Activation Indicator IE, or Dual Stream MIMO with four transmit antennas Activation Indicator IE is included in the HS-DSCH FDD Information IE, then]
-
[FDD – The DRNS shall activate the MIMO mode or MIMO with four transmit antennas mode or Dual Stream MIMO with four transmit antennas mode for the HS-DSCH Radio Link.]

-
[FDD – The DRNS shall decide the pilot configuration and the UE reporting configuration (N/M ratio) according to TS 25.214 [10] for MIMO or MIMO with four transmit antennas, or Dual Stream MIMO with four transmit antennas and include the MIMO Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
-
[FDD – If the MIMO with four transmit antennas Activation Indicator IE, or Dual Stream MIMO with four transmit antennas Activation Indicator IE is included in the HS-DSCH FDD Information IE, then]
-
[FDD – the DRNS shall include Additional Associated S-CPICH Channelisation Code in Additional Associated Secondary CPICH IE in MIMO Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
-
[FDD – If MIMO pilot configuration with D-CPICH is set up on the cell where the Serving HS-DSCH Radio Link is established, the DRNS shall include Additional Associated D-CPICH Channelisation Code in Additional Associated Secondary CPICH IE and Activation Status For D-CPICH IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
-
[FDD – If the Power Offset For S-CPICH for MIMO Request Indicator IE is included, the DRNC shall, if supported and MIMO pilot configuration with Primary and Secondary CPICH is set up with a non-zero power offset on the cell where the Serving HS-DSCH Radio Link is established, include the Power Offset For S-CPICH for MIMO IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message. If zero power offset the DRNC may include the Power Offset For S-CPICH for MIMO IE.]

-
[FDD – If the Power Offset For S-CPICH for MIMO with four transmit antennas Request Indicator IE is included, the DRNC shall, if supported and MIMO with four transmit antennas Pilot Configuration is set up with a non-zero power offset on the cell where the Serving HS-DSCH Radio Link is established, include the Power Offset For S-CPICH for MIMO with four transmit antennas IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message. If zero power offset the DRNC may include the Power Offset For S-CPICH for MIMO with four transmit antennas IE.]

-
[1.28 Mcps TDD – If the MIMO Activation Indicator IE is included in the HS-DSCH TDD Information IE, then:]

-
[1.28 Mcps TDD – The DRNS shall activate the MIMO mode for the HS-DSCH Radio Link.]

-
[1.28 Mcps TDD – The DRNS shall decide the SF mode for HS-PDSCH dual stream and include the MIMO SF Mode for HS-PDSCH dual stream IE in the HS-DSCH TDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
-
[FDD – If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Information IE, then the DRNS may if the value is set to “allowed” use 64 QAM for the HS-DSCH Radio Link, and the DRNS shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
----------------------------------Text omitted--------------------------------------------------------

[FDD – Secondary Serving HS-DSCH Setup:]

[FDD – If the C-ID IE is present in the RADIO LINK RECONFIGURATION REQUEST message, no secondary serving HS-DSCH Radio Link(s) has been configured in the DRNS or if the new configuration contains more than one secondary serving HS-DSCH Radio Link, then if the Ordinal Number Of Frequency IEs, in the HS-DSCH FDD Secondary Serving Information IE or in the HS-DSCH FDD Secondary Serving Information To ModifyUnsynchronised IE for each instance of the Additional HS Cell Information RL Reconf Req IE, indicate that new secondary serving HS-DSCH Radio Link(s) shall be setup, then:]

-
[FDD – The DRNS shall setup the requested HS-PDSCH resources on the secondary serving HS-DSCH Radio Link indicated by the HS-PDSCH RL ID IE. Non cell specific secondary serving Radio Link and non cell specific secondary serving HS-DSCH parameters take the same values as for the serving HS-DSCH cell.]

-
[FDD – The DRNC shall allocate an HS-DSCH-RNTI to the UE Context and include the HS-DSCH-RNTI IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD – If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-SCCH Power Offset IE in the HS-DSCH FDD Secondary Serving Information IE, then the DRNS may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any secondary serving HS-SCCH transmission to this UE.]

-
[FDD – The DRNS shall allocate HS-SCCH codes corresponding to the secondary serving HS-DSCH and the DRNC shall include the HS-SCCH Specific Secondary Serving Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD – The DRNC shall include the HS-PDSCH And HS-SCCH Scrambling Code IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD – The DRNC shall include the Measurement Power Offset IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD – If the MIMO Activation Indicator IE or MIMO with four transmit antennas Activation Indicator IE, or Dual Stream MIMO with four transmit antennas Activation Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the DRNS shall activate the MIMO mode or MIMO with four transmit antennas mode or Dual Stream MIMO with four transmit antennas mode for the secondary serving HS-DSCH Radio Link and the DRNS shall decide the pilot configuration and the UE reporting configuration (N/M ratio) according to TS 25.214 [10] for MIMO or MIMO with four transmit antennas, or Dual Stream MIMO with four transmit antennas and include the MIMO Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
-
[FDD – If the MIMO with four transmit antennas Activation Indicator IE, or Dual Stream MIMO with four transmit antennas Activation Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then]
-
[FDD – the DRNS shall include Additional Associated S-CPICH Channelisation Code IE in Additional Associated Secondary CPICH IE in MIMO Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
-
[FDD – If MIMO pilot configuration with D-CPICH is set up on the cell where the Secondary Serving HS-DSCH Radio Link is established, the DRNS shall include Additional Associated D-CPICH Channelisation Code in Additional Associated Secondary CPICH IE and Activation Status For D-CPICH IE in MIMO Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
-
[FDD – If the Power Offset For S-CPICH for MIMO Request Indicator IE is included, the DRNC shall, if supported and MIMO pilot configuration with Primary and Secondary CPICH is set up with a non-zero power offset on the cell where the Secondary Serving HS-DSCH Radio Link is established, include the Power Offset For S-CPICH for MIMO IE in the HS-DSCH FDD Secondary Serving Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message. If zero power offset the DRNC may include the Power Offset For S-CPICH for MIMO IE.]

-
[FDD – If the Power Offset For S-CPICH for MIMO with four transmit antennas Request Indicator IE is included, the DRNC shall, if supported and MIMO with four transmit antennas Pilot Configuration is set up with a non-zero power offset on the cell where the Secondary Serving HS-DSCH Radio Link is established, include the Power Offset For S-CPICH for MIMO with four transmit antennas IE in the HS-DSCH FDD Secondary Serving Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message. If zero power offset the DRNC may include the Power Offset For S-CPICH for MIMO with four transmit antennas IE.]

-
[FDD – If the Single Stream MIMO Activation Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the DRNS shall activate the Single Stream MIMO mode for the secondary serving HS-DSCH Radio Link.]
-
[FDD - If the Ordinal Number Of Frequency IE is included in the HS-DSCH FDD Secondary Serving Information IE, and the new configuration contains more than one secondary serving HS-DSCH Radio Link, then the DRNS shall use this value in the physical layer.]

-
[FDD – If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the DRNS may if the value is set to “allowed” use 64 QAM for the secondary serving HS-DSCH Radio Link, and the DRNS shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
----------------------------------Text omitted--------------------------------------------------------

[FDD – Intra-DRNS Secondary Serving HS-DSCH Radio Link Change:]

[FDD – If the RADIO LINK RECONFIGURATION REQUEST message includes the C-ID IE in the Additional HS Cell Information RL Reconf Req IE, one or more secondary serving HS-DSCH Radio Link(s) has been configured in the DRNS and if the new configuration contains more than one secondary serving HS-DSCH Radio Link, then if the Ordinal Number Of Frequency IEs, in the HS-DSCH FDD Secondary Serving Information IE for each instance of the Additional HS Cell Information RL Reconf Req IE, indicate that existing secondary serving HS-DSCH Radio Links shall be subject to intra-DRNS secondary serving HS-DSCH Radio Link change, then the HS-PDSCH RL ID IE indicates the new Serving HS-DSCH Radio Link:]

-
[FDD – The DRNS shall release the HS-PDSCH resources on the old secondary serving HS-DSCH Radio Link and setup the HS-PDSCH resources on the new secondary serving HS-DSCH Radio Link. The DRNS shall remove the old secondary serving HS-PDSCH Radio Link if no E-DCH resources are allocated to the RL. Non cell specific secondary serving Radio Link and non cell specific secondary serving HS-DSCH parameters take the same values as for the serving HS-DSCH cell.]

-
[FDD – The DRNC shall allocate a new HS-DSCH-RNTI to the UE Context and include the HS-DSCH-RNTI IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD – The DRNC shall include the Measurement Power Offset IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - If the Ordinal Number Of Frequency IE is included in the HS-DSCH FDD Secondary Serving Information IE, and the new configuration contains more than one secondary serving HS-DSCH Radio Link, then the DRNS shall use this value in the physical layer.]

-
[FDD – The DRNS shall allocate HS-SCCH codes corresponding to the secondary serving HS-DSCH and the DRNC shall include the HS-SCCH Specific Secondary Serving Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD – The DRNC shall include the HS-PDSCH And HS-SCCH Scrambling Code IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD - If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information To Modify Unsynchronised IE and the value is set to "allowed" or if HS-DSCH FDD Secondary Serving Information To Modify Unsynchronised IE is not included and the UE context is configured with Sixtyfour QAM allowed for the secondary serving HS-DSCH Radio Link and not used in the current configuration and then if the DRNS decides to use 64 QAM for the new secondary serving HS-DSCH Radio Link, then it shall include the SixtyfourQAM DL Usage Indicator IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD – If, in the new configuration, the UE context is configured not to use Sixtyfour QAM for the secondary serving HS-DSCH, the DRNS shall include the HS-DSCH TB Size Table Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message if it decides to use the octet aligned table defined in TS 25.321 [41] for secondary serving HS-DSCH Transport Block Size signalling.]

-
[FDD - If the old and/or new configuration contains more than one Secondary Serving HS-DSCH Radio Link the HS-DSCH FDD Secondary Serving Information IE defines the new secondary serving HS-DSCH configuration in the DRNS to be used on the new secondary serving HS-DSCH Radio Link, and then:]

-
[FDD – If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-SCCH Power Offset IE in the HS-DSCH FDD Secondary Serving Information IE, then the DRNS may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any secondary serving HS-SCCH transmission to this UE.]

-
[FDD – If the MIMO Activation Indicator IE or MIMO with four transmit antennas Activation Indicator IE, or Dual Stream MIMO with four transmit antennas Activation Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the DRNS shall activate the MIMO mode or MIMO with four transmit antennas mode, or Dual Stream MIMO with four transmit antennas mode for the secondary serving HS-DSCH Radio Link and the DRNS shall decide the pilot configuration and the UE reporting configuration (N/M ratio) according to TS 25.214 [10] for MIMO or MIMO with four transmit antennas, or Dual Stream MIMO with four transmit antennas mode and include the MIMO Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the HS-DSCH Secondary Serving Cell Change Information Response IE in the Additional HS Cell Change Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
-
[FDD – If the MIMO with four transmit antennas Activation Indicator IE, or Dual Stream MIMO with four transmit antennas Activation Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then]
-
[FDD – the DRNS shall include Additional Associated S-CPICH Channelisation Code IE in Additional Associated Secondary CPICH IE in MIMO Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
-
[FDD – If MIMO pilot configuration with D-CPICH is set up on the cell where the Secondary Serving HS-DSCH Radio Link is established, the DRNS shall include Additional Associated D-CPICH Channelisation Code in Additional Associated Secondary CPICH IE and Activation Status For D-CPICH IE in MIMO Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
-
[FDD – If the Single Stream MIMO Activation Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the DRNS shall activate the Single Stream MIMO mode for the secondary serving HS-DSCH Radio Link.]

-
[FDD – If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then the DRNS may if the value is set to “allowed” use 64 QAM for the secondary serving HS-DSCH Radio Link, and the DRNS shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD – If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE with value set to “not allowed”, then the DRNS shall not use 64 QAM for the secondary serving HS-DSCH Radio Link.]

-
[FDD – If the power offset for S-CPICH for MIMO Request indicator and MIMO activation indicator have been configured in the new configuration and MIMO pilot configuration with Primary and Secondary CPICH is set up with a non-zero power offset on the cell where the Secondary Serving HS-DSCH Radio Link is established, the DRNC shall include the Power Offset For S-CPICH for MIMO IE in the HS-DSCH FDD Secondary Serving Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message. If zero power offset the DRNC may include the Power Offset For S-CPICH for MIMO IE.]

-
[FDD – If the power offset for S-CPICH for MIMO with four transmit antennas Request indicator and MIMO with four transmit antennas activation indicator, or Dual Stream MIMO with four transmit antennas activation indicator have been configured in the new configuration and MIMO with four transmit antennas Pilot Configuration is set up with a non-zero power offset on the cell where the Secondary Serving HS-DSCH Radio Link is established, the DRNC shall include the Power Offset For S-CPICH for MIMO with four transmit antennas IE in the HS-DSCH FDD Secondary Serving Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message. If zero power offset the DRNC may include the Power Offset For S-CPICH for MIMO with four transmit antennas IE.]
----------------------------------Text omitted--------------------------------------------------------

HS-DSCH Modification:

If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH Information To Modify Unsynchronised IE, then:

· The DRNC shall include the HS-DSCH Initial Capacity Allocation IE for each HS-DSCH MAC-d flow being modified for which the establishment of one or several new Priority Queues was requested, if the DRNS allows the SRNC to start the transmission of MAC-d PDUs for the Priority Queue(s) being established before the DRNS has allocated capacity on user plane as described in TS 25.425 [32]. If UE context is configured to use “Flexible MAC-d PDU Size”, then DRNC shall only set in the HS-DSCH Initial Capacity Allocation IE the values for the peer of Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE to the values of the corresponding peer for the Priority Queue of UE context.

· If the RADIO LINK RECONFIGURATION REQUEST message includes the Traffic Class IE in the HS-DSCH Information To Modify Unsynchronised IE for a specific HS-DSCH MAC-d flow, the DRNS may use this information to determine the transport bearer characteristics to apply between DRNC and Node B. The DRNC should ignore the Traffic Class IE if the TrCH Source Statistics Descriptor IE for this specific HS-DSCH MAC-d flow indicates the value “RRC”.

· If the TNL QoS IE is included for a MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the DRNS to determine the transport bearer characteristics to apply in the uplink between the DRNS and the SRNC for the related MAC-d flow.

· If the RADIO LINK RECONFIGURATION REQUEST message includes the MAC-hs Guaranteed Bit Rate IE in the HS-DSCH Information To Modify Unsynchronised IE, the DRNS shall use this information to optimise MAC-hs scheduling decisions for the related HSDPA Priority Queue.
· If the RADIO LINK RECONFIGURATION REQUEST message includes the Discard Timer IE for a Priority Queue in the HS-DSCH Information To Modify Unsynchronised IE, then the DRNS shall use this information to discard out-of-date MAC-hs SDUs from the related HSDPA Priority Queue.
· [FDD – If the RADIO LINK RECONFIGURATION REQUEST message includes the ACK Power Offset IE, the NACK Power Offset IE or the CQI Power Offset IE in the HS-DSCH Information To Modify Unsynchronised IE, then the DRNS shall use the indicated ACK Power Offset, the NACK Power Offset or the CQI Power Offset in the new configuration.]

· [FDD – If the HS-SCCH Power Offset IE is included in the HS-DSCH Information To Modify Unsynchronised IE, the DRNS may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any HS-SCCH transmission to this UE.]

· [TDD – If the RADIO LINK RECONFIGURATION REQUEST message includes the TDD ACK NACK Power Offset IE in the HS-DSCH Information To Modify Unsynchronised IE, the DRNS shall use the indicated power offset in the new configuration.]

· [FDD – If the RADIO LINK RECONFIGURATION REQUEST message includes the HARQ Preamble Mode IE in the HS-DSCH Information To ModifyUnsynchronised IE, then the DRNS shall use the indicated HARQ Preamble Mode in the new configuration as described in TS 25.214 [10], if HS-DPCCH ACK/NACK preamble and postamble is supported. Then, in this case, if the mode 1 is applied, the DRNC shall include the HARQ Preamble Mode Activation Indicator IE in the HS-DSCH Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message. If the HARQ Preamble Mode IE is not included or if the mode 0 is applied, then the DRNC shall not include the HARQ Preamble Mode Activation Indicator IE in the HS-DSCH Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD – If the MIMO Mode Indicator IE or MIMO with four transmit antennas Mode Indicator IE, or Dual Stream MIMO with four transmit antennas Mode Indicator IE is included in the HS-DSCH Information To Modify Unsynchronised IE, then:]
-
[FDD – The DRNS shall activate/deactivate the MIMO mode or MIMO with four transmit antennas mode, or Dual Stream MIMO with four transmit antennas mode for the HS-DSCH Radio Link in the new configuration in accordance with the MIMO Mode Indicator IE or MIMO with four transmit antennas Mode Indicator IE, or Dual Stream MIMO with four transmit antennas Mode Indicator IE.]

-
[FDD – If the MIMO Mode Indicator IE or MIMO with four transmit antennas Mode Indicator IE, or Dual Stream MIMO with four transmit antennas Mode Indicator IE is set to “Activate”, then the DRNS shall decide the pilot configuration and the UE reporting configuration (N/M ratio) according to TS 25.214 [10] for MIMO and include the MIMO Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
-
[FDD – If the MIMO with four transmit antennas Activation Indicator IE, or Dual Stream MIMO with four transmit antennas Activation Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then]
-
[FDD – the DRNS shall include Additional Associated S-CPICH Channelisation Code in Additional Associated Secondary CPICH IE in MIMO Information Response IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
-
[FDD – If MIMO pilot configuration with D-CPICH is set up on the cell where the Serving HS-DSCH Radio Link is established, the DRNS shall include Additional Associated D-CPICH Channelisation Code in Additional Associated Secondary CPICH IE and Activation Status For D-CPICH IE in the HS-DSCH FDD Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
-
[FDD – If the MIMO Mode Indicator IE is set to “Activate” and Power Offset For S-CPICH for MIMO Request Indicator IE is included, the DRNC shall, if supported and MIMO pilot configuration with Primary and Secondary CPICH is set up with a non-zero power offset on the cell where the Serving HS-DSCH Radio Link is established, include the Power Offset For S-CPICH for MIMO IE in the HS-DSCH FDD Information Response IE. If zero power offset the DRNC may include the Power Offset For S-CPICH for MIMO IE.]

-
[FDD – If the MIMO with four transmit antennas Mode Indicator IE or Dual Stream MIMO with four transmit antennas Mode Indicator IE is set to “Activate” and Power Offset For S-CPICH for MIMO with four transmit antennas Request Indicator IE is included, the DRNC shall, if supported and MIMO with four transmit antennas Pilot Configuration is set up with a non-zero power offset on the cell where the Serving HS-DSCH Radio Link is established, include the Power Offset For S-CPICH for MIMO with four transmit antennas IE in the HS-DSCH FDD Information Response IE. If zero power offset the DRNC may include the Power Offset For S-CPICH for MIMO with four transmit antennas IE.]
----------------------------------Text omitted--------------------------------------------------------

[FDD – Secondary Serving HS-DSCH Modification:]

[FDD – If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH FDD Secondary Serving Information To Modify Unsynchronised IE in the Additional HS Cell Information RL Reconf Req IE, then:]

-
[FDD – If the HS-SCCH Power Offset IE is included in the HS-DSCH FDD Secondary Serving Information To Modify Unsynchronised IE, the DRNS may use this value to determine the HS-SCCH power. The HS-SCCH Power Offset should be applied for any secondary serving HS-SCCH transmission to this UE.]

-
[FDD – If the MIMO Mode Indicator IE or MIMO with four transmit antennas Mode Indicator IE or Dual Stream MIMO with four transmit antennas Mode Indicator IE is included in the HS-DSCH FDD Secondary Serving Information To Modify Unsynchronised IE, then the DRNS shall activate/deactivate the MIMO mode or MIMO with four transmit antennas mode, or Dual Stream MIMO with four transmit antennas mode for the secondary serving HS-DSCH Radio Link in accordance with the MIMO Mode Indicator IE or MIMO with four transmit antennas Mode Indicator IE, or Dual Stream MIMO with four transmit antennas Mode Indicator IE.]

-
[FDD – If the MIMO Mode Indicator IE or MIMO with four transmit antennas Mode Indicator IE, or Dual Stream MIMO with four transmit antennas Mode Indicator IE is set to “Activate”, then the DRNS shall decide the pilot configuration and the UE reporting configuration (N/M ratio) according to TS 25.214 [10] for MIMO or MIMO with four transmit antennas, or Dual Stream MIMO with four transmit antennas and include the MIMO Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD – If the MIMO Mode Indicator IE is set to “Activate” and Power Offset For S-CPICH for MIMO Request Indicator IE is included, the DRNC shall, if supported and MIMO pilot configuration with Primary and Secondary CPICH is set up with a non-zero power offset on the cell where the Secondary Serving HS-DSCH Radio Link is established, include the Power Offset For S-CPICH for MIMO IE in the HS-DSCH FDD Secondary Serving Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message. If zero power offset the DRNC may include the Power Offset For S-CPICH for MIMO IE.]

-
[FDD – If the MIMO with four transmit antennas Mode Indicator IE is set to “Activate” or Dual Stream MIMO with four transmit antennas Mode Indicator IE is set to “Activate” and Power Offset For S-CPICH for MIMO with four transmit antennas Request Indicator IE is included, the DRNC shall, if supported and MIMO with four transmit antennas Pilot Configuration is set up with a non-zero power offset on the cell where the Secondary Serving HS-DSCH Radio Link is established, include the Power Offset For S-CPICH for MIMO with four transmit antennas IE in the HS-DSCH FDD Secondary Serving Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message. If zero power offset the DRNC may include the Power Offset For S-CPICH for MIMO with four transmit antennas IE.]
-
[FDD – If the MIMO with four transmit antennas Activation Indicator IE, or Dual Stream MIMO with four transmit antennas Activation Indicator IE is included in the HS-DSCH FDD Secondary Serving Information IE, then]
-
[FDD – the DRNS shall include Additional Associated S-CPICH Channelisation Code IE in Additional Associated Secondary CPICH IE in MIMO Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
-
[FDD – If MIMO pilot configuration with D-CPICH is set up on the cell where the Secondary Serving HS-DSCH Radio Link is established, the DRNS shall include Additional Associated D-CPICH Channelisation Code in Additional Associated Secondary CPICH IE and Activation Status For D-CPICH IE in MIMO Information Response IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]
-
[FDD – If the Single Stream MIMO Mode Indicator IE is included in the HS-DSCH FDD Secondary Serving Information To Modify Unsynchronised IE, then the Node B shall activate/deactivate the Single Stream MIMO mode for the secondary serving HS-DSCH Radio Link in accordance with the Single Stream MIMO Mode Indicator IE.]

-
[FDD - If the Ordinal Number Of Frequency IE is included in the HS-DSCH FDD Secondary Serving Information To Modify Unsynchronised IE, and the new configuration contains more than one secondary serving HS-DSCH Radio Link, then the DRNS shall use this value in the physical layer.]

-
[FDD – If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information To Modify Unsynchronised IE, then the DRNS may if the value is set to “allowed” use 64 QAM for the secondary serving HS-DSCH Radio Link, and the DRNS shall include the SixtyfourQAM DL Usage Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD – If the Sixtyfour QAM Usage Allowed Indicator IE is included in the HS-DSCH FDD Secondary Serving Information To Modify Unsynchronised IE with value set to “not allowed”, then the DRNS shall not use 64 QAM for the secondary serving HS-DSCH Radio Link.]

-
[FDD – If, in the new configuration, the UE context is configured to use the “Flexible MAC-d PDU Size” format and if Sixtyfour QAM will not be used for the secondaery serving HS-DSCH, then the DRNS shall include the HS-DSCH TB Size Table Indicator IE in the HS-DSCH FDD Secondary Serving Information Response IE in the Additional HS Cell Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message if it decides to use the octet aligned table defined in TS 25.321 [41] for secondary serving HS-DSCH Transport Block Size signalling.]
----------------------------------Text omitted--------------------------------------------------------

[FDD – HS-DSCH Preconfiguration for Enhanced HS Serving Cell Change]

[FDD – If the RADIO LINK RECONFIGURATION REQUEST message includes the HS-DSCH Preconfiguration Setup IE in the RL Information IE the DRNS shall, if supported, preconfigure the indicated cells for Enhanced HS Serving Cell Change acoording to TS 25.308 [63]:]

-
[FDD – The DRNS shall preconfigure sets of HS-SCCH codes on the cells preconfigured for HS-DSCH,  primary serving HS-DSCH cell, as well as on the secondary serving HS-DSCH cells. The primary serving HS-DSCH cell is designated through the C-ID IE part of the RL Information IE in the RADIO LINK RECONFIGURATION REQUEST message. The list of secondary serving HS-DSCH cells is designated by the list of Secondary C-ID IEsin the HS-DSCH Preconfiguration Setup IE part of the RL Information IE in the RADIO LINK RECONFIGURATION REQUEST message.]

-
[FDD – The number of HS-SCCH codes to preconfigure for each cell may be optionally specified: ]

-
[FDD – by the Num Primary HS-SCCH Codes IE in the HS-DSCH Preconfiguration Setup IE, for the primary serving HS-DSCH cell.]

-
[FDD – by the Num Secondary HS-SCCH Codes IE in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE for each of the secondary serving HS-DSCH cells.]

-
[FDD – If Num Primary HS-SCCH Codes IE or Num Secondary HS-SCCH Codes IE is not included in the message the number and distribution of codes on primary and any secondary cells shall be preconfigured to satisfy any limitations in TS 25.214 [10]. ]

-
[FDD – The DRNS shall return these codes in the Sets of HS-SCCH Codes IE along with the corresponding per- cell HS-DSCH-RNTI IE in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE of the RADIO LINK RECONFIGURATION RESPONSE.]

-
[FDD – The DRNS shall use the first in the numbered list the primary serving HS-DSCH cell’s of HS-SCCH codes in the HS-SCCH Preconfigured Codes IE sent to the SRNC to signal the Target Cell HS-SCCH Order defined in TS 25.331 [16].]

-
[FDD – The DRNS shall include, in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message, IEs according to the rules defined for HS-DSCH Setup at Serving HS-DSCH Radio Link Change and:]

-
[FDD – if HARQ Preamble Mode IE is included in the HS-DSCH Preconfiguration Setup IE the HARQ Preamble Mode Activation Indicator IE.]
-
[FDD – if MIMO Activation Indicator IE is included in the HS-DSCH Preconfiguration Setup IE the MIMO N/M Ratio IE.]

-
[FDD – if MIMO with four transmit antennas Activation Indicator IE is included in the HS-DSCH Preconfiguration Setup IE the MIMO N/M Ratio and Additional Associated Secondary CPICH IE.]

-
[FDD – if Dual Stream MIMO with four transmit antennas Activation Indicator IE is included in the HS-DSCH Preconfiguration Setup IE the MIMO N/M Ratio IE.]

-
[FDD – if HS-DSCH MAC-d PDU Size Format IE is included in the HS-DSCH Preconfiguration Setup IE and set to "Flexible MAC-d PDU Size" and if Sixtyfour QAM will not be used for the cell in the preconfiguration the HS-DSCH TB Size Table Indicator IE for each preconfigured cell.]

-
[FDD – if Sixtyfour QAM Usage Allowed Indicator IE is included in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE or in the HS-DSCH Preconfiguration Setup IE  the SixtyfourQAM DL Usage Indicator IE for each preconfigured cell.]

-
[FDD – if Continuous Packet Connectivity HS-SCCH less Information IE is included in the HS-DSCH Preconfiguration Setup IE the Continuous Packet Connectivity HS-SCCH less Information Response IE.]

-
[FDD – if the UE with enhanced HS-SCCH support indicator IE is included in the HS-DSCH Preconfiguration Setup IE, then the DRNS shall store this information in the preconfigured configuration.]

-
[FDD – the SixtyfourQAM DL Support Indicator IE may be included.]

-
[FDD – If the UE Support Indicator Extension IE is included in the HS-DSCH Preconfiguration Setup IE, then the DRNS may store this information in the preconfigured configuration.]

-
[FDD - If the UE Support Indicator Extension IE is included in the HS-DSCH Preconfiguration Setup IE with the bit UE DTXDRX related HS-SCCH orders uniform behavior indicator set to 0, then the DRNS shall, if supported, include the Support of dynamic DTXDRX related HS-SCCH order IE in the Preconfiguration Info IE in the RADIO LINK RECONFIGURATION RESPONSE message.]

-
[FDD – the DRNS shall, if supported, include in the Sets of HS-SCCH Codes IE the Measurement Power Offset IE for each preconfigured cell.]

-
[FDD – The DRNS shall include in the HS-DSCH Preconfiguration Info IE in the RL Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message the E-DCH FDD DL Control Channel Information containing the preconfigured configuration of the E-DCH serving cell according to the rules defined for Serving E-DCH Radio Link Change as follows:]

-
[FDD – The DRNS shall allocate for the preconfigured configuration a primary E-RNTI identifier or a secondary E-RNTI identifier or both for the new Serving E-DCH Radio Link and include these E-RNTI identifiers along with the channelisation code of the corresponding  E-AGCH in the E-DCH FDD DL Control Channel Information IE.]

-
[FDD – The DRNS may preconfigure the Serving Grant Value IE and Primary/Secondary Grant Selector IE for the initial grant for the serving E-DCH RL and include these values in the E-DCH FDD DL Control Channel Information IE.]

-
[FDD – If the Power Offset For S-CPICH for MIMO Request Indicator IE is included in the HS-DSCH Preconfiguration Setup IE or in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE, the DRNC shall, if supported and MIMO pilot configuration with Primary and Secondary CPICH is set up on the cell with a non-zero power offset where HS-DSCH / secondary  HS-DSCH is preconfigured, include the Power Offset For S-CPICH for MIMO IE in the HS-DSCH Preconfiguration Info IE or in the Sets of HS-SCCH Codes IE in the HS-DSCH Preconfiguration Info IE for each preconfigured cell in the RADIO LINK RECONFIGURATION RESPONSE message. If zero power offset the DRNC may include the Power Offset For S-CPICH for MIMO IE.]
----------------------------------Text omitted--------------------------------------------------------

9.2.2.78
MIMO Information Response

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	CHOICE Pilot Configuration
	M
	
	
	
	–
	

	>Primary and Secondary CPICH
	
	
	
	
	–
	

	>>MIMO S-CPICH Channelisation Code
	M
	
	INTEGER (0..255)
	
	–
	

	>Normal and Diversity Primary CPICH
	
	
	NULL
	
	–
	

	MIMO N/M Ratio
	M
	
	ENUMERATED (1/2, 2/3, ¾, 4/5, 5/6, 6/7, 7/8, 8/9, 9/10, 1/1,…)
	
	–
	

	Additional Associated Secondary CPICH
	
	0..<maxSCPICHCell-1>
	
	For the additional secondary CPICHs.
	–
	

	>Additional Associated S-CPICH Channelisation Code
	M
	
	INTEGER (0..255)
	
	–
	

	>Additional Associated D-CPICH Channelisation Code
	O
	
	INTEGER (0..255)
	
	–
	

	Activation Status For D-CPICH  
	O
	
	ENUMERATED (Activated, De-activated)
	
	YES
	ignore


9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************
-----------------------------------Text omitted---------------------------------------------------------------

id-Allowed-Rate-Information,


id-AntennaColocationIndicator,

id-BindingID,

id-Cell-Capacity-Class-Value,


id-CellCapabilityContainer-FDD,


id-CellCapabilityContainer-TDD,


id-CellCapabilityContainer-TDD-LCR,


id-Continuous-Packet-Connectivity-HS-SCCH-Less-Information,

id-Continuous-Packet-Connectivity-HS-SCCH-Less-Information-Response,


id-Counting-Information,


id-CoverageIndicator,

id-DPC-Mode-Change-SupportIndicator,


id-E-DCH-Minimum-Set-E-TFCIValidityIndicator,


id-E-RGCH-E-HICH-ChannelisationCodeValidityIndicator,

id-Extended-Round-Trip-Time-Value,


id-ExtendedPropagationDelay,


id-Extended-SRNC-ID,

id-Extended-RNC-ID,


id-ExtendedAffectedUEInformationForMBMS,

id-Additional-Associated-Secondary-CPICH,

id-Activation-Status-For-D-CPICH,

id-MIMO-withfourtransmitantennas-ActivationIndicator,


id-MIMO-withfourtransmitantennas-ModeIndicator,


id-DualStream-MIMO-withfourtransmitantennas-ActivationIndicator,


id-DualStream-MIMO-withfourtransmitantennas-ModeIndicator,

-----------------------------------Text omitted---------------------------------------------------------------
MIMO-ActivationIndicator
::=
NULL
MIMO-InformationResponse ::= SEQUENCE {

mIMO-PilotConfiguration





MIMO-PilotConfiguration,


mIMO-N-M-Ratio







MIMO-N-M-Ratio,


iE-Extensions







ProtocolExtensionContainer { { MIMO-InformationResponse-ExtIEs } }


OPTIONAL,

...

}

MIMO-InformationResponse-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-Additional-Associated-Secondary-CPICH
CRITICALITY reject
EXTENSION Additional-Associated-Secondary-CPICH

PRESENCE optional }|


{ ID id-Activation-Status-For-D-CPICH


CRITICALITY ignore
EXTENSION Activation-Status-For-D-CPICH




PRESENCE optional },


...

}
MIMO-Mode-Indicator ::= ENUMERATED {

activate,


deactivate
}

MIMO-N-M-Ratio ::= ENUMERATED {v1-2, v2-3, v3-4, v4-5, v5-6, v6-7, v7-8, v8-9, v9-10, v1-1,...}

MIMO-PilotConfiguration ::= CHOICE {


primary-and-secondary-CPICH



MIMO-S-CPICH-Channelisation-Code,


normal-and-diversity-primary-CPICH

NULL,


...

}

MIMO-S-CPICH-Channelisation-Code ::= INTEGER (0..255)

MIMO-withfourtransmitantennas-ActivationIndicator
::=
NULL

MIMO-withfourtransmitantennas-ModeIndicator ::= ENUMERATED {


activate,


deactivate

}

DualStream-MIMO-withfourtransmitantennas-ActivationIndicator
::=
NULL

DualStream-MIMO-withfourtransmitantennas-ModeIndicator ::= ENUMERATED {


activate,


deactivate

}

Additional-Associated-Secondary-CPICH ::= SEQUENCE (SIZE (1.. maxSCPICHCell-1)) OF Additional-Secondary-CPICH

Additional-Secondary-CPICH ::= SEQUENCE{


additional-secondary-CPICH



MIMO-S-CPICH-Channelisation-Code,


additional-D-CPICH





MIMO-S-CPICH-Channelisation-Code OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { Additional-Secondary-CPICH-Item-ExtIEs} }

OPTIONAL,


...

}

Additional-Secondary-CPICH-Item-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

Activation-Status-For-D-CPICH
::= ENUMERATED {


activated,


de-activated
}

MinUL-ChannelisationCodeLength

::= ENUMERATED {


v4,


v8,


v16,


v32,


v64,


v128,


v256

}
-----------------------------------Text omitted---------------------------------------------------------------
9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

RNSAP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM RNSAP-CommonDataTypes;
-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-commonTransportChannelResourcesInitialisation


ProcedureCode ::= 0

id-commonTransportChannelResourcesRelease




ProcedureCode ::= 1

id-compressedModeCommand








ProcedureCode ::= 2

id-downlinkPowerControl









ProcedureCode ::= 3

id-downlinkPowerTimeslotControl







ProcedureCode ::= 4

-----------------------------------Text omitted---------------------------------------------------------------
id-UL-CLTD-Information-Reconf











ProtocolIE-ID ::= 907

id-UL-CLTD-State-Update-Information










ProtocolIE-ID ::= 908

id-Support-of-Dynamic-DTXDRX-Related-HS-SCCH-Order






ProtocolIE-ID ::= 909

id-CPC-RecoveryReport













ProtocolIE-ID ::= 910

id-FTPICH-Information













ProtocolIE-ID ::= 911

id-FTPICH-Information-Reconf











ProtocolIE-ID ::= 912

id-UE-RF-Band-CapabilityLCR












ProtocolIE-ID ::= 913

id-Extended-S-RNTI














ProtocolIE-ID ::= 914

id-ExtendedAffectedUEInformationForMBMS









ProtocolIE-ID ::= 915

id-Extended-S-RNTI-Group












ProtocolIE-ID ::= 916

id-FTPICH-Information-Response











ProtocolIE-ID ::= 917

id-FTPICH-Reconfiguration-Information









ProtocolIE-ID ::= 918

id-MIMO-withfourtransmitantennas-ActivationIndicator





ProtocolIE-ID ::= 919

id-MIMO-withfourtransmitantennas-ModeIndicator







ProtocolIE-ID ::= 920

id-power-offset-for-S-CPICH-for-MIMO-withfourtransmitantennas



ProtocolIE-ID ::= 921

id-power-offset-for-S-CPICH-for-MIMO-withfourtransmitantennas-Request-Indicator ProtocolIE-ID ::= 922

id-DualStream-MIMO-withfourtransmitantennas-ActivationIndicator



ProtocolIE-ID ::= 923

id-DualStream-MIMO-withfourtransmitantennas-ModeIndicator




ProtocolIE-ID ::= 924

id-Additional-Associated-Secondary-CPICH








ProtocolIE-ID ::= 925

id-UE-transmission-power-headroom










ProtocolIE-ID ::= 926

id-Multiflow-Information












ProtocolIE-ID ::= 927

id-Multiflow-Reconfiguration











ProtocolIE-ID ::= 928

id-Multiflow-OrdinalNumberOfFrequency









ProtocolIE-ID ::= 929

id-UL-MIMO-Information













ProtocolIE-ID ::= 930

id-UL-MIMO-Reconfiguration












ProtocolIE-ID ::= 931

id-UL-MIMO-DL-Control-Channel-Information








ProtocolIE-ID ::= 932

id-SixtyfourQAM-UL-Operation-Indicator









ProtocolIE-ID ::= 933

id-Common-E-RGCH-Cell-InfEx-Rqst










ProtocolIE-ID ::= 935

id-Common-E-RGCH-Cell-InfEx-Rsp











ProtocolIE-ID ::= 936

id-Common-E-RGCH-Cell-InfEx-Rprt










ProtocolIE-ID ::= 937

id-Common-E-RGCH-Cell-Information










ProtocolIE-ID ::= 938

id-SpeechVersion














ProtocolIE-ID ::= 2048

id-SourceID
















ProtocolIE-ID ::= 2049

id-TargetID
















ProtocolIE-ID ::= 2050

id-ClassmarkInformation2












ProtocolIE-ID ::= 2051

id-ClassmarkInformation3












ProtocolIE-ID ::= 2052

id-GSM-Cell-CM-Rqst














ProtocolIE-ID ::= 2053

id-Extension-CommonMeasurementObjectType-CM-Rprt






ProtocolIE-ID ::= 2054

id-Extension-CommonMeasurementObjectType-CM-Rqst






ProtocolIE-ID ::= 2055

id-Extension-CommonMeasurementObjectType-CM-Rsp







ProtocolIE-ID ::= 2056

id-Extension-FailureIndicationMeasurementList







ProtocolIE-ID ::= 2057

id-Extension-FailureMeasurementList










ProtocolIE-ID ::= 2058

id-Extension-TerminationMeasurementList









ProtocolIE-ID ::= 2059

id-GsmCellList-CM-Rprt













ProtocolIE-ID ::= 2060

id-GsmCellList-CM-Rqst













ProtocolIE-ID ::= 2061

id-GsmCellList-CM-Rsp













ProtocolIE-ID ::= 2062

id-LoadValue















ProtocolIE-ID ::= 2063

id-EventH
















ProtocolIE-ID ::= 2064
id-Activation-Status-For-D-CPICH










ProtocolIE-ID ::= xxxx
END
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