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#Partially omitted
8.16
Common ID

8.16.1
General

The purpose of the Common ID procedure is to inform the RNC about the permanent NAS UE Identity (i.e. IMSI) of a user. This is used by the RNC e.g. to create a reference between the permanent NAS UE identity of the user and the RRC connection of that user for UTRAN paging co-ordination. The procedure may also be used to provide the SNA Access Information IE to the RNC or to provide the Management Based MDT Allowed IE to the RNC or to provide the Management Based MDT PLMN List IE to the RNC.

The procedure uses connection oriented signalling.

8.16.2
Successful Operation
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Figure 17: Common ID procedure. Successful operation.

After having established an Iu signalling connection, and if the Permanent NAS UE identity (i.e. IMSI) is available, the CN shall send to the RNC a COMMON ID message containing the Permanent NAS UE Identity IE and optionally the SNA Access Information IE. The COMMON ID message may also include the UESBI-Iu IE. The RNC shall associate the permanent identity to the RRC Connection of that user and shall save it for the duration of the RRC connection.

The RNC shall, if supported, use the UESBI-Iu IE when received in the COMMON ID message.

If the CSG Membership Status IE is included in the COMMON ID message the RAN shall, if supported, take the following actions:

· If the cell that serves the UE is a Hybrid cell, the RNC shall store the value contained in the CSG Membership Status IE and replace any previously stored memberhip status value by this new one. The RNC may use such information to perform differentiated treatment for member and non-member UEs. 

· If the cell that serves the UE is a CSG cell, and the CSG Membership Status IE is set to “non-member”, the RNC should initiate actions to ensure that the UE is no longer served by the CSG cell as defined in TS 25.467 [55].

If the SNA Access Information IE is contained in the COMMON ID message, the RNC shall store this information and use it to determine whether the UE has access to radio resources in the UTRAN. The RNC shall consider that the UE is authorised to access only the PLMNs identified by the PLMN identity IEs in the SNA Access Information IE. If the Authorised SNAs IE is included for a given PLMN (identified by the PLMN identity IE), then the RNC shall consider that the access to radio resources for the concerned UE is restricted to the LAs contained in the SNAs identified by the SNAC IEs.

In case of GWCN configuration for a network sharing non-supporting UE, the COMMON ID message shall include, if available, the Selected PLMN identity IE. If received, the RNC shall store this information.

In case SRVCC functionality is supported by the UE and CN, the CN shall include SRVCC Operation Possible IE in COMMON ID message.
In case rSRVCC functionality is supported by the UE and CN, the CN shall include rSRVCC Operation Possible IE in COMMON ID message.
If the Management Based MDT Allowed IE is included in the the COMMON ID message, the RNC shall use it, if supported, together with information in the Management Based MDT PLMN List IE, if available, to allow subsequent selection of the UE for management based MDT as defined in TS 32.422 [38].

Upon receipt of the COMMON ID message the RNC shall
-
store the Subscriber Profile ID for RAT/Frequency priority IE and use it as defined in TS 36.300 [52].
#Partially omitted
9.1.24
COMMON ID

This message is sent by the CN to inform the RNC about the permanent NAS UE identity for a user. It may include additional information.

Direction: CN ( RNC.

Signalling bearer mode: Connection oriented.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	Permanent NAS UE Identity
	M
	
	9.2.3.1
	
	YES
	ignore

	SNA Access Information
	O
	
	9.2.3.24
	
	YES
	ignore

	UESBI-Iu
	O
	
	9.2.1.59
	
	YES
	ignore

	Selected PLMN Identity
	O
	
	9.2.3.33
	
	YES
	ignore

	Subscriber Profile ID for RAT/Frequency priority
	O
	
	9.2.1.86
	
	YES
	ignore

	SRVCC operation possible
	O
	
	9.2.1.87
	
	YES
	ignore

	CSG Membership Status
	O
	
	9.2.1.92
	
	YES
	ignore

	Management Based MDT Allowed
	O
	
	9.2.1.110
	
	YES
	ignore

	Management Based MDT PLMN List
	O
	
	MDT PLMN List

9.2.1.116
	
	YES
	ignore

	rSRVCC operation possible
	O
	
	9.2.1.XX
	
	YES
	ignore


#Partially omitted
9.2.1.XX
rSRVCC operation possible

This information element is set by the CN to provide an indication that both UE and CN are rSRVCC-capable.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	rSRVCC operation possible
	M
	
	ENUMERATED
(rSRVCC possible,…)
	


#Partially omitted
9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for RANAP.

--

-- **************************************************************

RANAP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

umts-Access (20) modules (3) ranap (0) version1 (1) ranap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


AccuracyFulfilmentIndicator,


APN,


BroadcastAssistanceDataDecipheringKeys,


LocationRelatedDataRequestType,


LocationRelatedDataRequestTypeSpecificToGERANIuMode,


DataVolumeReference,


CellLoadInformation,


AreaIdentity,


CN-DomainIndicator,


Cause,


Cell-Access-Mode,

ClientType,


CriticalityDiagnostics,


ChosenEncryptionAlgorithm,


ChosenIntegrityProtectionAlgorithm,


ClassmarkInformation2,


ClassmarkInformation3,


CSG-Id,


CSG-Id-List,


CSG-Membership-Status,

DL-GTP-PDU-SequenceNumber,


DL-N-PDU-SequenceNumber,


DataVolumeReportingIndication,


DeltaRAListofIdleModeUEs,


DRX-CycleLengthCoefficient,


EncryptionInformation,


EncryptionKey,


E-UTRAN-Service-Handover,


ExtendedRNC-ID,


FrequenceLayerConvergenceFlag,


GERAN-BSC-Container,


GERAN-Classmark,


GlobalCN-ID,


GlobalRNC-ID,


GTP-TEI,


IncludeVelocity,


InformationExchangeID,


InformationExchangeType,


InformationRequested,


InformationRequestType,


InformationTransferID,


InformationTransferType,


InterSystemInformationTransferType,


IntegrityProtectionInformation,


IntegrityProtectionKey,


InterSystemInformation-TransparentContainer,


IPMulticastAddress,


IuSignallingConnectionIdentifier,


IuTransportAssociation,


KeyStatus,


L3-Information,


LAI,


LastKnownServiceArea,


Correlation-ID,


MBMS-PTP-RAB-ID,


MBMSBearerServiceType,


MBMSCountingInformation,

MBMSCNDe-Registration,


MBMSHCIndicator,


MBMSRegistrationRequestType,


MBMSServiceArea,


MBMSSessionDuration,


MBMSSessionIdentity,

MBMSSessionRepetitionNumber,


MSISDN,


NAS-PDU,


NAS-SequenceNumber,


NAS-SynchronisationIndicator,


NewBSS-To-OldBSS-Information,

NonSearchingIndication,


NumberOfSteps,


Offload-RAB-Parameters,


Offload-RAB-Parameters-APN,


Offload-RAB-Parameters-ChargingCharacteristics,


OMC-ID,


OldBSS-ToNewBSS-Information,


PagingAreaID,


PagingCause,


PDP-TypeInformation, 


PDP-TypeInformation-extension,


PermanentNAS-UE-ID,


PLMNidentity,

PositionData,


PositionDataSpecificToGERANIuMode,


PositioningPriority,


ProvidedData,


RAB-ID,


RAB-Parameters,


RAC,


RAListofIdleModeUEs,

RAT-Type,

RedirectAttemptFlag,


RedirectionCompleted,


RejectCauseValue,

RelocationType,


RequestedGANSSAssistanceData,


RequestType,


Requested-RAB-Parameter-Values,


ResponseTime,


RRC-Container,

RSRVCC-Operation-Possible,
#Partially omitted

id-RequestedGANSSAssistanceData,

id-RequestType,


id-ResponseTime,

id-RSRVCC-Operation-Possible,

id-SAI,


id-SAPI,


id-SelectedPLMN-ID,


id-SessionUpdateID,


id-SNA-Access-Information,


id-SourceBSS-ToTargetBSS-TransparentContainer,


id-SourceRNC-ID,


id-SourceExtendedRNC-ID,


id-SourceID,


id-Source-ToTarget-TransparentContainer,


id-SourceRNC-PDCP-context-info,


id-SRVCC-HO-Indication,


id-SRVCC-Information,


id-SRVCC-Operation-Possible,

#Partially omitted
-- **************************************************************

--

-- COMMON ID ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Common ID

--

-- **************************************************************

CommonID ::= SEQUENCE {


protocolIEs


ProtocolIE-Container


{ {CommonID-IEs} },


protocolExtensions

ProtocolExtensionContainer
{ {CommonIDExtensions} }




OPTIONAL,


...

}

CommonID-IEs RANAP-PROTOCOL-IES ::= {


{ ID id-PermanentNAS-UE-ID


CRITICALITY ignore
TYPE PermanentNAS-UE-ID



PRESENCE mandatory
},


...

}

CommonIDExtensions RANAP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 5 to enable shared networks in connected mode --

{ ID id-SNA-Access-Information


CRITICALITY ignore
EXTENSION SNA-Access-Information



PRESENCE optional }|

-- Extension for Release 5 to enable specific behaviour by the RNC in relation with early UE handling --

{ ID id-UESBI-Iu





CRITICALITY ignore
EXTENSION UESBI-Iu







PRESENCE optional }|

-- Extension for Release 6 to indicate the selected plmn in GWCN configuration for network sharing non-supporting UEs --


{ ID id-SelectedPLMN-ID




CRITICALITY ignore
EXTENSION PLMNidentity






PRESENCE optional }|

-- Extension for Release 8 to indicate the Subscriber Profile ID for RAT/Frequency Selection Priority --


{ID id-SubscriberProfileIDforRFP

CRITICALITY ignore
EXTENSION SubscriberProfileIDforRFP


PRESENCE optional }|

-- Extension for Release 8 for SRVCC operation --


{ ID id-SRVCC-Operation-Possible

CRITICALITY ignore
EXTENSION SRVCC-Operation-Possible


PRESENCE optional }|

-- Extension for Release 9 to allow for UE prioritisation during access to hybrid cells --

{ ID id-CSG-Membership-Status


CRITICALITY ignore
EXTENSION CSG-Membership-Status




PRESENCE optional }|

-- Extension for Release 10 to indicate Management Based MDT Allowed --


{ ID id-Management-Based-MDT-Allowed
CRITICALITY ignore
EXTENSION Management-Based-MDT-Allowed

PRESENCE optional }|

-- Extension for Release 11 to indicate MDT PLMN List --


{ ID id-Management-Based-MDT-PLMN-List
CRITICALITY ignore
EXTENSION MDT-PLMN-List






PRESENCE optional }|
-- Extension for Release 11 rSRVCC operation --


{ ID id-RSRVCC-Operation-Possible
CRITICALITY ignore
EXTENSION RSRVCC-Operation-Possible


PRESENCE optional },

...

}

#Partially omitted
9.3.4
Information Element Definitions

#Partially omitted
RSRVCC-Operation-Possible ::= ENUMERATED {


rsrvcc-possible,


...

}
#Partially omitted
9.3.6
Constant Definitions

#Partially omitted
id-M4Report











INTEGER ::= 265

id-M5Report











INTEGER ::= 266

id-M6Report











INTEGER ::= 267

id-M7Report











INTEGER ::= 268

id-RSRVCC-Operation-Possible






INTEGER ::= xxx
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