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***** PARTIALLY OMITTED *****
9.2.2.b
ACK Power Offset
The ACK Power Offset IE indicates Power offset used in the UL between the HS-DPCCH slot carrying HARQ ACK information and the associated DPCCH. 
	IE/Group Name 
	Presence 
	Range 
	IE type and reference 
	Semantics description 

	ACK Power Offset
	
	
	INTEGER (0..8,…,9,10)
	According to mapping in TS 25.213 [21] subclause 4.2.1.


***** PARTIALLY OMITTED *****
9.2.2.24b
CQI Power Offset
The CQI Power Offset IE indicates Power offset used in the UL between the HS-DPCCH slots carrying CQI information and the associated DPCCH. 
	IE/Group Name 
	Presence 
	Range 
	IE type and reference 
	Semantics description 

	CQI Power Offset
	
	
	INTEGER (0..8,…,9,10)
	According to mapping in TS 25.213 [21] subclause 4.2.1.


***** PARTIALLY OMITTED *****
9.2.2.26a
NACK Power Offset
The NACK Power Offset IE indicates Power offset used in the UL between the HS-DPCCH slot carrying HARQ NACK information and the associated DPCCH. 
	IE/Group Name 
	Presence 
	Range 
	IE type and reference 
	Semantics description 

	NACK Power Offset
	
	
	INTEGER (0..8,…,9,10)
	According to mapping in TS 25.213 [21] subclause 4.2.1.


***** PARTIALLY OMITTED *****
9.2.2.155
Multiflow Role

The Multiflow Role IE is used to specify primary or assisting Multiflow operation mode.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Multiflow Role
	M
	
	ENUMERATED (Primary, Assisting, ...)
	


***** PARTIALLY OMITTED *****
9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

***** PARTIALLY OMITTED *****
-- A

AccessPointName

::= OCTET STRING (SIZE (1..255))
AckNack-RepetitionFactor ::= INTEGER (1..4,...)

-- Step: 1

Ack-Power-Offset ::= INTEGER (0..8,... ,9,10)
-- According to mapping in TS 25.213 [21] subclause 4.2.1
ActivationInformation ::= SEQUENCE (SIZE (1..maxNrOfEDCH-1)) OF ActivationInformationItem
***** PARTIALLY OMITTED *****
CQI-Feedback-Cycle ::= ENUMERATED {v0, v2, v4, v8, v10, v20, v40, v80, v160,..., v16, v32, v64}

CQI-Power-Offset ::= INTEGER (0..8,... ,9,10)

-- According to mapping in TS 25.213 [21] subclause 4.2.1
CQI-RepetitionFactor ::= INTEGER (1..4,...)

-- Step: 1
***** PARTIALLY OMITTED *****
Nack-Power-Offset ::= INTEGER (0..8,... ,9,10)

-- According to mapping in TS 25.213 [21] subclause 4.2.1
NCC ::= BIT STRING (SIZE (3))
Neighbouring-UMTS-CellInformation ::= SEQUENCE (SIZE (1..maxNrOfNeighbouringRNCs)) OF ProtocolIE-Single-Container {{ Neighbouring-UMTS-CellInformationItemIE }}

Neighbouring-UMTS-CellInformation-Ext ::= SEQUENCE (SIZE (1..maxNrOfExtendedNeighbouringRNCs)) OF ProtocolIE-Single-Container {{ Neighbouring-UMTS-CellInformationExtensionItemIE }}

Neighbouring-UMTS-CellInformationExtensionItemIE RNSAP-PROTOCOL-IES ::= {


{ ID id-Neighbouring-UMTS-CellInformationExtensionItem
CRITICALITY ignore
TYPE Neighbouring-UMTS-CellInformationExtensionItem
PRESENCE
mandatory }

}

***** PARTIALLY OMITTED *****
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