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*** Start of change ***
//**first change
8.12.2
Kill

8.12.2.1
General

The purpose of Kill procedure is to cancel an already ongoing broadcast of a warning message.

The procedure uses non UE-associated signalling.

8.12.2.2
Successful Operation
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Figure 8.12.2.2-1: Kill procedure. Successful operation.
The MME initiates the procedure by sending a KILL REQUEST message to the eNB.

If, in a certain area, broadcast of one or more warning messages are already ongoing and the eNB receives a KILL REQUEST message with the same Message Identifier and Serial Number IE from those in any of the warning messages being broadcast the eNB shall stop broadcasting and discard the warning message, for that area.

If Warning Area List IE is not included in the KILL REQUEST message, the eNB shall stop broadcasting and discard the warning message identified by the Message Identifier IE and Serial Number IE in all of the cells in the eNB.

The eNB shall acknowledge the KILL REQUEST message by sending the KILL RESPONSE message, with the Message Identifier IE and Serial Number IE copied from the KILL REQUEST message and include the Broadcast Cancelled Area List IE.

If an area included in the Warning Area List IE in the KILL REQUEST message does not appear in the Broadcast Cancelled Area List IE, the MME shall consider that the eNB had no ongoing broadcast to stop for the same Message Identifier and Serial Number in that area.

If the Broadcast Cancelled Area List IE is not included in the KILL RESPONSE message, the MME shall consider that the eNB had no ongoing broadcast to stop for the same Message Identifier and Serial Number.

//**Second change
9.2.1.46
Warning Area List

The Warning Area List IE indicates the areas where the warning message needs to be broadcast or cancelled.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Warning Area
	
	
	
	

	>Cell ID List
	
	1 to <maxnoofCellID>
	
	

	>>E-CGI
	M
	
	9.2.1.38
	

	>TAI List
	
	1 to <maxnoofTAIs>
	
	

	>>TAI
	M
	
	9.2.3.16
	

	>Emergency Area ID List
	
	1 to <maxnoofEmergencyAreaID>
	
	

	    >>Emergency Area ID
	M
	
	9.2.1.47
	


	Range bound
	Explanation

	maxnoofCellID
	Maximum no. of Cell ID subject for warning message broadcast. Value is 65535.

	maxnoofTAI
	Maximum no. of TAI subject for warning message broadcast. Value is 65535.

	maxnoofEmergencyAreaID
	Maximum no. of Emergency Area ID subject for warning message broadcast. Value is 65535.
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