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	Reason for change:
(

	The referred Mobile Station Classmark 2 and Mobile Station Classmark 3 IE are not present the reference TS 48.008 for the coding MS Classmark 2 and MS Classmark 3 IE.
Instead, Classmark Information Type 2 and Classmark Information Type 3 IE are defined in the TS 48.008. However the the encoding of Classmark Information Type 3 IE is different from the way defined in the RRC which means the eNB needs to handle the transparent UE capability.



	
	

	Summary of change:
(

	Update the reference to to be TS 36.331 i.e. Coding of MS Classmark 2 IE and MS Classmark 3 IE as the same way in RRC.
Impact assessment towards the previous version of the specification (same release):
This CR has an isolated impact towards the previous version of the specification (same release).

This CR has an impact under a functional point of view. The impact can be considered isolated since it only affects the SRVCC to GERAN.
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not approved:
	Incorrect reference about coding of the MS Classmark 2 IE and MS Classmark 3 IE which may cause IOT issue.
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9.2.1.64
MS Classmark 2

The coding of this element is described in TS 36.331 [16].

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	MS Classmark 2
	M
	
	OCTET STRING
	Coded same way as the Mobile Station Classmark 2 IE defined in TS 36.331 [16].


9.2.1.65
MS Classmark 3

The coding of this element is described in TS 36.331 [16].

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	MS Classmark 3
	M
	
	OCTET STRING
	Coded same way as the Mobile Station Classmark 3 IE defined in TS 36.331 [16].
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