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	NodeB triggered HS-DPCCH transmission is introduced to improve downlink data transmission by receiving CQI and ACK/NACK. If ACK/NACK or CQI is not configured, the downlink transmission gain cannot be obtained.
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8.2.18.4
Abnormal Conditions

[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message contains Add to HS-SCCH Resource Pool IE, the Modify HS-SCCH Resource Pool IE, or the Delete from HS-SCCH Resource Pool IE and does not contain the Configuration Generation ID the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]

[3.84Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message contains the Add to E-AGCH Resource Pool IE, the Modify E-AGCH Resource Pool IE, or the Delete from E-AGCH Resource Pool IE and does not contain the Configuration Generation ID the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]
[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message contains the Add to E-AGCH Resource Pool 1.28Mcps IE, the Modify E-AGCH Resource Pool 1.28Mcps IE, or the Delete from E-AGCH Resource Pool IE and does not contain the Configuration Generation ID the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]
[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message contains the Add to E-HICH Resource Pool 1.28Mcps IE, the Modify E-HICH Resource Pool 1.28Mcps IE, or the Delete from E-HICH Resource Pool 1.28Mcps IE and does not contain the Configuration Generation ID the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]

[7.68Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message contains the Add to E-AGCH Resource Pool 7.68Mcps IE, the Modify E-AGCH Resource Pool 7.68Mcps IE, or the Delete from E-AGCH Resource Pool IE and does not contain the Configuration Generation ID the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]

[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message contains the Configuration Generation ID IE and does not contain at least one of Add to HS-SCCH Resource Pool IE, the Modify HS-SCCH Resource Pool IE, [3.84Mcps TDD -  the Add to E-AGCH Resource Pool IE, the Modify E-AGCH Resource Pool IE, the Delete from E-AGCH Resource Pool IE,] [1.28Mcps TDD - the Add to E-AGCH Resource Pool 1.28Mcps IE, the Modify E-AGCH Resource Pool 1.28Mcps IE, the Delete from E-AGCH Resource Pool IE, the Add to E-HICH Resource Pool 1.28Mcps IE, the Modify E-HICH Resource Pool 1.28Mcps IE, the Delete from E-HICH Resource Pool 1.28Mcps IE,][7.68Mcps TDD -  the Add to E-AGCH Resource Pool 7.68Mcps IE, the Modify E-AGCH Resource Pool 7.68Mcps IE, the Delete from E-AGCH Resource Pool IE,] or the Delete from HS-SCCH Resource Pool IE the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]

[FDD - If neither E-AGCH nor E-HICH/E-RGCH resources are configured in the cell, and if one or more codes are included in the E-AGCH FDD Code Information IE and/or E-RGCH/E-HICH FDD Code Information IE but the Maximum Target Received Total Wide Band Power IE is not included in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, then the Node B shall send PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE, and the E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE is not identical to the scrambling code of the phase reference, then the Node B shall reject the procedure using the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message.]
[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE in the HSDPA And E-DCH Cell Portion Information IE, and the E-AGCH And E-RGCH/E-HICH FDD Scrambling Code IE is not identical to the scrambling code of the phase reference, then the Node B shall reject the procedure using the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message.]

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes HS-DSCH Common Information IE and/or Common MAC Flow Specific Information IE and if the Priority Queues associated with the same Common MAC Flow ID IE have the same Scheduling Priority Indicator IE value, the Node B shall reject the procedure using the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message.]

[1.28Mcps TDD - For a multi-frequency cell, if the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message does not contain the UARFCN IE in the DL Timeslot and Code Information LCR per UARFCN IE in the HS-PDSCH TDD Information IE, the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]
[1.28Mcps TDD - For a multi-frequency cell, if the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message does not contain the UARFCN IE in the HS-SCCH Information LCR IE in the Add to HS-SCCH Resource Pool IE, the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]
[1.28Mcps TDD - For a multi-frequency cell, if the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message contains the UARFCN IE in the HS-SCCH Information LCR IE in the Modify HS-SCCH Resource Pool IE, the HS-SCCH information on the new frequency shall be provided, otherwise the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]

[1.28Mcps TDD - For a multi-frequency cell, if the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message contains the UARFCN IE in the E-AGCH Information 1.28Mcps IE in the Modify E-AGCH Resource Pool 1.28Mcps IE, the E-AGCH information on the new frequency shall be provided, otherwise the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]
[1.28Mcps TDD - For a multi-frequency cell, if the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message contains the UARFCN IE in the E-HICH Information 1.28Mcps IE in the Modify E-HICH Resource Pool 1.28Mcps IE, the E-HICH information on the new frequency shall be provided, otherwise the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]
[1.28Mcps TDD - For a multi-frequency cell, if the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message does not contain the DL Timeslot and Code Information LCR IE in the DL Timeslot and Code Information LCR per UARFCN IE in the HS-PDSCH TDD Information IE but contains UARFCN IE, and no HS-DSCH resources are configured on the frequency within the cell, the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]

[1.28Mcps TDD - For a multi-frequency cell, if the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message does not contain the UARFCN IE in the E-PUCH Timeslot Information 1.28Mcps per UARFCN IE in the E-PUCH Information 1.28Mcps IE, the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]
[1.28Mcps TDD - For a multi-frequency cell, if the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message does not contain the UARFCN IE in the Add to E-AGCH Resource Pool 1.28Mcps IE, the Modify E-AGCH Resource Pool 1.28Mcps IE, the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]
[1.28Mcps TDD - For a multi-frequency cell, if the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message does not contain the UARFCN IE in the Add to E-HICH Resource Pool 1.28Mcps IE, the Modify E-HICH Resource Pool 1.28Mcps IE, the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]
[1.28Mcps TDD - For a multi-frequency cell, if the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message does not contain the E-PUCH Timeslot Information 1.28Mcps IE in the E-PUCH Timeslot Information 1.28Mcps per UARFCN IE in the E-PUCH Information 1.28Mcps IE but contains UARFCN IE, and no E-DCH resources are configured on the frequency within the cell, the Node B shall consider the procedure as having failed and shall send the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message to the CRNC.]

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common E-DCH System Information IE and if the message does not contain the HS-DSCH Common System Information IE or the resource for enhanced FACH is not configured for the cell, the Node B shall reject the procedure using the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message.]
[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Enhanced UE DRX Information IE and if the message does not contain the HS-DSCH Common System Information IE or the resource for enhanced FACH is not configured for the cell, the Node B shall reject the procedure using the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message.]

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes HS-DSCH Paging System Information IE and Paging MAC Flow Specific Information IE and if the Priority Queues associated with the same Paging MAC Flow ID IE have the same Scheduling Priority Indicator IE value, the Node B shall reject the procedure using the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message.]

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Further Enhanced UE DRX Information IE and if the message does not contain the Enhanced UE DRX Information IE, the Node B shall reject the procedure using the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message.]

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the Common E-RGCH Operation Indicator IE and if the message does not contain the Common E-DCH System Information IE, the Node B shall reject the procedure using the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message.] 
[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes the NodeB Triggered HS-DPCCH Transmission Information IE and if the message does not contain the Common E-DCH HS-DPCCH Information or Common E-DCH CQI Information IE, the Node B shall reject the procedure using the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message.]
If ALCAP is not used, if the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message does not include the Transport Layer Address IE and the Binding ID IE for the newly established Common MAC Flow, Paging MAC Flow and/or UL Common MAC Flow, the Node B shall reject the procedure using the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message.
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