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1
Introduction
It has been agreed to to have the rapporterus carry out an ASN.1 check of the main RAN 3 Technical Specifications before freezing their ASN.1 code.
This document lists the issues found in TS 25.413.
2
List of issues
The table below lists the issues encountered during the ASN.1 review of TS 25.413. 

	Issue #
	Section
	Description of correction
	Type of issue
	Hinted by

	1
	8.22.2
	"Redirection Indication" IE or a "Redirection Completed" IE rewritten in italic.
	Editorial
	 

	2
	9.1.10
	The Anchor PLMN Identity IE references 9.2.3.33 which is Selected PLMN Identity. Added reference in IE type and reference column.
	Editorial
	Martin W

	3
	9.1.24
	Last semantics description needs to be aligned as centered
	Editorial
	 

	4
	9.2.1.104
	The Timing Difference UL-DL IE was never introduced in ASN.1. The ASN.1 code has been fixed in a backward compatible way (see Section 9.3.4) and the table has been updated accordingly.
	ASN.1 error; 
Table vs. ASN.1 inconsistency
(Critical)
	 

	5
	9.2.1.106
	The UE identity IE had presence set to mandatory in ASN.1 while it is optional in the table. The table has been aligned with the ASN.1 code.
	Table vs. ASN.1 inconsistency
	 

	6
	9.2.1.115
	"Octet string" has been capitalized in the table.
	Editorial
	 

	7
	9.2.1.117/118
	Added for the ALL IE and When Available IE is sections 9.2.1.117 and 118 the IE Type NULL.
	Table vs. ASN.1 inconsistency
	 

	8
	9.2.1.28
	The Cell Load Information Group IE moved after SRB TrCH Mapping IE and added criticality
	Table vs. ASN.1 inconsistency
	 

	9
	9.2.1.35
	Added criticality for the Message structure IE and the Type of Error IE                                                                                                                                                                                                                                                   
	Table vs. ASN.1 inconsistency
	 

	10
	9.2.1.42
	Tab between section number and title is missing
	Editorial
	 

	11
	9.2.1.43
	Added the extension marker to the IE types ENUMERATED (Unspecified, Value range, Discrete values) and INTEGER (1..1,000,000,000)
	Table vs. ASN.1 inconsistency
	 

	12
	9.2.1.44
	Added optionality to the last two Ies
	Table vs. ASN.1 inconsistency
	 

	12
	9.2.1.45
	Added criticality to the Alternative RAB configuration IE and optionality OPTIONAL to the last IEs.
	Table vs. ASN.1 inconsistency
	 

	13
	9.2.1.61
	The IEs order of the table does not match with the ASN.1 (see "SourceCellID" in section 9.3.4), consequently the table has been rearranged to match the ASN.1 code.
	Table vs. ASN.1 inconsistency
	 

	14
	9.2.1.64
	Added criticality to the two last IEs (compare with "RNCTraceInformation-ExtIEs" in 9.3.4)
	Table vs. ASN.1 inconsistency
	Liwei

	15
	9.2.1.83
	HO Cause Value IE references the 9.2.1.4 Cause IE: Added a reference in IE type and reference column
	Editorial
	Martin W

	16
	8.7.3, 9.1.9, 9.1.10, 9.1.77, 9.1.81, 9.2.1.85, 11.3.2
	The CSG Id IE This is variously called CSG ID IE (see CR 1208) and CSG id IE in other places.The name has been aligned consistently.
	Editorial
	Martin W

	17
	9.2.1.97
	Added criticality for M4/5/6/7 Report IEs
	Table vs. ASN.1 inconsistency
	 

	18
	9.2.1.98
	In table INTEGER should use ".." instead of "…"
	Editorial
	 

	19
	9.2.3.27
	The following IE types have been updated to align with ASN.1.
BIT STRING (4) --> "BIT STRING (SIZE(4))
OCTET STRING (1) --> OCTET STRING (SIZE(1))
	Table vs. ASN.1 inconsistency
	 

	20
	9.2.3.42
	The RAC IE has been moved one step down in the hierarchy of IEs align with ASN.1
	Table vs. ASN.1 inconsistency
	 

	21
	9.2.3.46/7
	List should be bold and have no presence field filled
	Editorial
	 

	22
	11.2.2
	Reference to UE Trace Identity IE replaced with reference to UE Identity IE.
	Procedural text vs. table inconsistency
	Martin W

	23
	9.3.4
	The comment ASN.1 fro anonymization MDT has been corrected to refer to Rel-11 and not Rel-10. Removed extra line after "…" in RSRVCC-Information.
	Editorial
	Liwei


NOTE:
Issue #4 requires a Rel-10 ASN.1 change since the IE in section 9.2.1.104 was introduced in Version A.1.0 of the specification. The change has been captured in [1, 2].
NOTE:
All other changes not affecting the ASN.1 code have been collected in [3].
3
Conclusion and proposal
The issues found in TS 25.413 have been listed in Section 2 above. It is proposed to correct them by agreeing on the related CRs [1, 2, 3].
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