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1
Introduction
It has been agreed to have the rapporterus carry out an ASN.1 check of the main RAN3 Protocol Specifications before freezing their ASN.1 code.

This document lists the issues found in TS 25.423.
2
List of issues
The table below lists the issues encountered during the ASN.1 review of TS 25.413.
	Issue#
	Section
	Identified Issue
	Related Action

	1
	9.3.3
	The constant "id-Dual-Band-Secondary-Serving-Cell-List" is imported twice. (Found by Alex Sayenko)
	Remove the duplicated import. Included in Rapporteur CR.

	2
	9.3.3
	The constant "id-GSM-Cell-InfEx-Rqst" is imported twice. (Found by Alex Sayenko)
	Remove the duplicated import. Included in Rapporteur CR.

	3
	9.2.2.78
	Range bound table missing below the table for "maxSCPICHCell". 
	Add the missing Range Bound Table. Included in Rapporteur CR.

	4
	9.2.2.148
	Range bound table missing below the table for "maxSCPICHCell". 
	Add the missing Range Bound Table. Included in Rapporteur CR.

	5
	8.3.4.2
	Several IE names below the "HS-DSCH MAC-d Flow Addition/Deletion:" section is not using italics. 
	Change the IE names to "italics". Included in Rapporteur CR.

	6
	8.5.6.2
	Several IE names in italics are missing the word "IE" after it. 
	Add the missing word "IE" when applicable. Included in Rapporteur CR.

	7
	9.1.49
	The Criticality and Assigned Criticality columns are wrong for ">>ANR Cell" 
	Change to "GLOBAL" and reject (to align with the ASN.1). Included in Rapporteur CR.

	8
	9.1.50
	The Criticality and Assigned Criticality columns are wrong for ">>ANR Cell" 
	Change to "GLOBAL" and ignore (to align with the ASN.1). Included in Rapporteur CR.

	9
	8.3.2.2
	RADIO LINK SETUP REQUEST was used instead of RADIO LINK ADDITION REQUEST in CR1768. (Identified by NSN)
	Replace RADIO LINK SETUP REQUEST with RADIO LINK ADDITION REQUEST in 8.3.2.2 [FDD - UL MIMO Setup] and 8.3.2.2 [FDD - Multiflow Setup]. Included in Rapporteur CR.

	10
	8.3.7.2
	RADIO LINK RECONFIGURATION PREPARE was used instead of  RADIO LINK RECONFIGURATION REQUEST in CR1769. (Identified by NSN)
	Replace RADIO LINK RECONFIGURATION PREPARE with RADIO LINK RECONFIGURATION REQUEST in 8.3.7.2 [FDD - UL MIMO Setup], [FDD - UL MIMO Modification] and [FDD - UL MIMO Removal]. Included in Rapporteur CR.

	11
	8.3.4.2
	There appears to be a not needed "I" in the sentence:
If the UE context is configured to use the “Flexible MAC-d PDU Size” format for the HS-DSCH, then DRNC shall only set in the HS-DSCH Initial Capacity Allocation IE the values for the peer of Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE to the values of the corresponding peer I in RADIO LINK RECONFIGURATION PREPARE message in the HS-DSCH MAC-d Flows To Add IE for a Priority Queue including Scheduling Priority Indicator IE and Maximum MAC-d PDU Size Extended IE.
	Remove the extra "I" from 8.3.4.2 under the HS-DSCH MAC-d Flow Addition/Deletion: "section". Included in Rapporteur CR.

	12
	9.2.2.137
	Missing one full stop “.” for the extension marker in the tabular (Identified by Huawei)
	Correct the extension marker by adding the missing “.” in 9.2.2.137. Included in Rapporteur CR.

	13
	9.2.2.132
	There is misalignment between the tabular and ASN.1 (Identified by Huawei)
	Add C-ID IE in the sequence in 9.2.2.132 to align with the ASN.1. Included in Rapporteur CR.

	14
	9.1.52
	The reference in the tabular in 9.1.52 for the last Requested Data Value Information IE does not refer to the same IE as in the ASN.1. (Identified by Huawei)
	Change the reference for the Requested Data Value Information IE in Common E-RGCH Cell List from 9.2.1.48A to 9.2.1.48B. Included in Rapporteur CR.

	15
	9.2.1.18
	Redundant “” in the semantics description of the Dedicated Measurement Type (Identified by Huawei)
	Delete the additional “” for the "UE transmission power headroom". Included in Rapporteur CR.

	16
	9.3.4
	Redundant blank line after “ue-transmission-power-headroom” in the definition of the DedicatedMeasurementType ENUMERATED. (Identified by Huawei)
	Remove the redundant blank line in the definition of the DedicatedMeasurementType ENUMERATED. Included in Rapporteur CR.

	17
	9.1.49
	Missing “.” in the explanation for “maxNoOfCommonRGCells" in the Range Bound table. (Identified by Huawei)
	Add the full stop in the explanation. Included in Rapporteur CR.

	18
	9.1.3.1, 9.1.3.2, 9.1.24.1, 9.1.24.2, 9.1.25, 9.1.28, 9.1.36.1, 9.1.36.2, 9.1.37, 9.1.39, 9.1.55, 9.1.70, 9.2.1.86, 9.2.1.155, 
	The reference for Extended S-RNTI should be corrected to include also the IE name since the reference 9.2.1.154 refers to "Extended RNTI" (without "S-"). (Identified by Alcatel-Lucent)
	Change to reference to 9.2.1.154 to "Extended RNTI 9.2.1.154". Included in Rapporteur CR.

	19
	 
	 
	 

	20
	 
	Still many extra spaces after ">" in the tabular
	??

	21
	 
	In the tabular format for single IE's there should be a "M" in the Presence column
	?? 


3
Summary and Proposal

The issues found in TS 25.423 have been listed in Section 2 above. It is proposed to correct them by agreeing the related CR [1]. 
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