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8.6
MBMS Session Update

8.6.1
General

The purpose of the MBMS Session Update procedure is to inform the MCE about changing characteristics of the MBMS session.
The procedure uses MBMS-Service-associated signalling.

8.6.2
Successful Operation
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Figure 8.6.2-1. MBMS Session Update procedure. Successful operation.

The MME initiates the procedure by sending an MBMS SESSION UPDATE REQUEST message to the MCE. 

The MCE shall use the service area, minimum time to MBMS data transfer and time of MBMS data transfer parameters contained in the MBMS SESSION UPDATE REQUEST message to update its own parameters of this session. The MCE shall then transfer the relevant updated parameters to the involved eNB(s) according to the service area. The Session Duration IE and the Session Identity IE if received shall be ignored by the MCE.
If the “Time of MBMS Data Transfer” is included in the MBMS SESSION UPDATE REQUEST message, the MCE shall, if supported, take it into account for the synchronization of the corresponding MCCH Update instead of the “Minimum Time to MBMS Data Transfer”. The MCE shall ensure the eNB applies the MCCH update from the last modification period before this “Time of MBMS Data Transfer”.

After receiving the response from the involved eNBs the MCE shall report to the MME in the MBMS SESSION UPDATE RESPONSE message the result of the update.
8.6.3
Unsuccessful Operation
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Figure 8.6.3-1: MBMS Session Update procedure. Unsuccessful operation.

If the MCE determines that the E-UTRAN is not able to accommodate the requested updating, the eNB shall send to the MME the MBMS SESSION UPDATE FAILURE message.
8.6.4
Abnormal Conditions

Not applicable.
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