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	Reason for change:
(

	During immediated MDT configuration of M1 measurement, when in the case of event A2 trigger, it is explained by SA5(TS32.422 5.10.7 and 5.10.7a) that the thresholds for RSRP and RSRQ should both be included.
The specification is copied for reference. 
5.10.7
Event Threshold for RSRP

The parameter is mandatory if the report trigger parameter is configured for A2 event reporting and the job type parameter is configured for Immediate MDT. 

Detailed definition of the parameter is in 3GPP TS 36.331 [32].

5.10.7a
Event Threshold for RSRQ

The parameter is mandatory if the report trigger parameter is configured for A2 event reporting and the job type parameter is configured for Immediate MDT. 

Detailed definition of the parameter is in 3GPP TS 36.331 [32].

It is valid for management MDT configuration, O&M could configure with two thresholds.
However during signalling MDTconfiguration, only one threshold could be configured due to limitation of current S1 specification.The limitation introduced may as a result of implementation of AS measurement mechanism where only one threshold could be configured in RRC(TS 36.331) message.
The misalignment between TS 32.422 and TS 36.413 introduce different behaviours of eNB implementtaion between management MDT configuration and Signalling MDT configurataion.
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	Remove misalignment on MDT configuration threshold between TS 32.422 and TS 36.413.
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*** Start of change ***
//**first change
9.2.1.81
MDT Configuration

The IE defines the MDT configuration parameters.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MDT Activation
	M
	
	ENUMERATED(Immediate MDT only, Logged MDT only, Immediate MDT and Trace, …)
	

	CHOICE Area Scope of MDT
	M
	
	
	

	>Cell based
	
	
	
	

	>>Cell ID List for MDT
	
	1 to <maxnoofCellIDforMDT>
	
	

	>>>E-CGI
	M
	
	9.2.1.38
	

	>TA based
	
	
	
	

	>>TA List for MDT
	
	1 to <maxnoofTAforMDT>
	
	

	>>>TAC
	M
	
	9.2.3.7
	

	>PLMN Wide
	
	
	NULL
	

	CHOICE MDT Mode
	M
	
	
	

	>Immediate MDT
	
	
	
	

	>>Measurements to Activate
	M
	
	BITSTRING

(SIZE(8))
	Each position in the bitmap indicates a MDT measurement, as defined in TS 37.320 [31]. 

First Bit = M1,

Second Bit= M2.

Other bits are reserved for future use and are ignored if received.

Value “1” indicates “activate” and value “0” indicates “do not activate”.

	>>Reporting Trigger MDT
	M
	
	ENUMERATED (periodic, A2event-triggered,, …)
	

	>>Threshold Event A2
	C-ifM1A2trigger
	
	
	Included in case of event-triggered reporting for measurement M1

	
	
	
	
	

	>>>RSRP
	
	
	
	

	>>>>Threshold RSRP
	M
	
	INTEGER (0..97)
	This IE is defined in TS 36.331 [16].

	>>>RSRQ
	
	
	
	

	>>>>Threshold RSRQ
	M
	
	INTEGER (0..34)
	This IE is defined in TS 36.331 [16].

	>>Periodic reporting MDT
	C-ifperiodicMDT
	
	
	Included in case of periodic reporting.

	>>>Report interval
	M
	
	ENUMERATED (ms120, ms240, ms480, ms640, ms1024, ms2048, ms5120, ms10240, , min1, min6, min12, min30, min60)
	This IE is defined in TS 36.331 [16].

	>>>Report amount
	M
	
	ENUMERATED (1, 2, 4, 8, 16, 32, 64, infinity)
	Number of reports.

	>Logged MDT
	
	
	
	

	>>Logging interval
	M
	
	ENUMERATED (1.28, 2,56, 5.12,10.24,20.48, 30.72, 40.96 and 61.44)
	This IE is defined in TS 36.331 [16]. Unit: [second]

	>>Logging duration
	M
	
	ENUMERATED (10, 20, 40, 60, 90 and 120)
	This IE is defined in TS 36.331 [16]. Unit: [minute]


	Range bound
	Explanation

	maxnoofCellIDforMDT
	Maximum no. of Cell ID subject for MDT scope. Value is 32.

	maxnoofTAforMDT
	Maximum no. of TA subject for MDT scope. Value is 8.


//**Second change
9.3.4
Information Element Definitions
ThresholdEventA2 ::= SEQUENCE { 



    threshold-RSRP



Threshold-RSRP,


threshold-RSRQ



Threshold-RSRQ,

iE-Extensions



ProtocolExtensionContainer { { ThresholdEventA2-ExtIEs} } OPTIONAL,


...

}
//**Skip unchanged text
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