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BEGINNING OF CHANGES
8.47
UE Radio Capability Match

8.47.1
General

The purpose of the UE Radio Capability Match procedure is to enable the SGSN to request for an indication on whether the UE capabilities match the network configuration for voice continuity. The procedure uses connection oriented signalling.

8.47.2
Successful Operation
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Figure 62: UE Radio Capability Match procedure: Successful operation.

The SGSN initiates the procedure by sending a UE RADIO CAPABILITY MATCH REQUEST message to the RNC. The RNC shall, if supported, respond with a UE RADIO CAPABILITY MATCH RESPONSE message.
The UE RADIO CAPABILITY MATCH REQUEST message may contain

-
the SNA Access Information  IE,

-
the Subscriber Profile ID for RAT/Frequency priority IE.
If the UE RADIO CAPABILITY MATCH REQUEST message containes the SNA Access Information IE or the Subscriber Profile ID for RAT/Frequency priority IE, the RNC shall use the contained IEs to determine the value of the Voice Support Match Indicator IE to be included in the UE RADIO CAPABILITY MATCH RESPONSE message.
8.47.3
Unsuccessful Operation

Not applicable.

8.47.4
Abnormal Conditions

Not applicable.

NEXT CHANGE
9.1.85
UE RADIO CAPABILITY MATCH REQUEST

This message is sent by the SGSN in order to request indications about compatibility between UE radio capabilities and network configuration.

Direction: SGSN ( RNC.
Signalling bearer mode: Connection oriented.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	SNA Access Information
	O
	
	9.2.3.24
	
	YES
	ignore

	Subscriber Profile ID for RAT/Frequency priority
	O
	
	9.2.1.86
	
	YES
	ignore


NEXT CHANGE
9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for RANAP.

--

-- **************************************************************

SKIP UNCHANGED TEXT
-- **************************************************************

--

-- UE RADIO CAPABILITY MATCH PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- UE Radio Capability Match Request

--

-- **************************************************************

UeRadioCapabilityMatchRequest ::= SEQUENCE {


protocolIEs



ProtocolIE-Container

{ {UeRadioCapabilityMatchRequestIEs} },


protocolExtensions

ProtocolExtensionContainer
{ {UeRadioCapabilityMatchRequestExtensions} }


OPTIONAL,


...

}

UeRadioCapabilityMatchRequestIEs RANAP-PROTOCOL-IES ::= {


...

}

UeRadioCapabilityMatchRequestExtensions RANAP-PROTOCOL-EXTENSION ::= {


{ ID id-SNA-Access-Information

CRITICALITY ignore
EXTENSION
SNA-Access-Information
PRESENCE optional
}|


{ ID id-SubscriberProfileIDforRFP
CRITICALITY ignore
EXTENSION 
SubscriberProfileIDforRFP

PRESENCE optional
},

...

}

END OF CHANGES
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