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9.1.13.1
WRITE-REPLACE WARNING REQUEST

This message is sent by the MME to request the start or overwrite of the broadcast of a warning message.
Direction: MME ( eNB 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	Message Identifier
	M
	
	9.2.1.44
	
	YES
	reject

	Serial Number
	M
	
	9.2.1.45
	
	YES
	reject

	Warning Area List
	O
	
	9.2.1.46
	
	YES
	ignore

	Repetition Period
	M
	
	9.2.1.48
	
	YES
	reject

	Extended Repetition Period
	O
	
	9.2.1.75
	
	YES
	reject

	Number of Broadcasts Requested
	M
	
	9.2.1.49
	
	YES
	reject

	Warning Type
	O
	
	9.2.1.50
	
	YES
	ignore

	Warning Security Information
	O
	
	9.2.1.51
	See TS 23.041 [29].
	YES
	ignore

	Data Coding Scheme
	O
	
	9.2.1.52
	
	YES
	ignore

	Warning Message Contents
	O
	
	9.2.1.53
	
	YES
	ignore

	Concurrent Warning Message Indicator
	O
	
	9.2.1.72
	
	YES
	reject

	Warning Area List2
	O
	
	9.2.1.46
	
	YES
	ignore


9.1.13.2
WRITE-REPLACE WARNING RESPONSE

This message is sent by the eNB to acknowledge the MME on the start or overwrite request of a warning message.
Direction: eNB ( MME
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	Message Identifier
	M
	
	9.2.1.44
	
	YES
	reject

	Serial Number
	M
	
	9.2.1.45
	
	YES
	reject

	Broadcast Completed Area List
	O
	
	9.2.1.54
	
	YES
	ignore

	Broadcast Completed Area List2
	O
	
	9.2.1.54
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.21
	
	YES
	ignore


9.1.13.3
KILL REQUEST

This message is forwarded by the MME to eNB to cancel an already ongoing broadcast of a warning message
Direction: MME ( eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	Message Identifier
	M
	
	9.2.1.44
	
	YES
	reject

	Serial Number
	M
	
	9.2.1.45
	
	YES
	reject

	Warning Area List
	O
	
	9.2.1.46
	
	YES
	ignore

	Warning Area List2
	O
	
	9.2.1.46
	
	YES
	ignore


9.1.13.4
KILL RESPONSE

This message is sent by the eNB to indicate the list of warning areas where cancellation of the broadcast of the identified message was successful and unsuccessful.
Direction: eNB ( MME
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	Message Identifier
	M
	
	9.2.1.44
	
	YES
	reject

	Serial Number
	M
	
	9.2.1.45
	
	YES
	reject

	Broadcast Cancelled Area List
	O
	
	9.2.1.70
	
	YES
	ignore

	Broadcast Cancelled Area List2
	O
	
	9.2.1.70
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.21
	
	YES
	ignore


9.2.1.xx
Warning Area List2
The Warning Area List2 IE indicates the areas where the warning message needs to be broadcast or cancelled.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Warning Area List2
	
	
	
	

	>Cell ID List
	
	1 .. <maxnoofCellID>
	
	

	>>E-CGI
	M
	
	9.2.1.38
	


	Range bound
	Explanation

	maxnoofCellID
	Maximum no. of Cell ID subject for warning message broadcast. Value is 65535.


9.2.1.xy
Broadcast Completed Area List2
The Broadcast Completed Area List2 IE indicates the areas of the Warning Area List2 IE where broadcast was performed successfully.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Broadcast Completed Area List2
	
	
	
	

	>Cell ID Broadcast 
	
	1 .. <maxnoofCellID>
	
	

	>>E-CGI
	M
	
	9.2.1.38
	


	Range bound
	Explanation

	maxnoofCellID
	Maximum no. of Cell ID subject for warning message broadcast. Value is 65535.


9.2.1.yy
Broadcast Cancelled Area List2
The Broadcast Cancelled Area List2 IE indicates the areas of the Warning Area List2 IE where broadcast was stopped successfully.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Broadcast Cancelled Area List2
	
	
	
	

	>Cell ID Cancelled
	
	1 .. <maxnoofCellID>
	
	

	>>E-CGI
	M
	
	9.2.1.38
	

	>>Number of Broadcasts
	M
	
	9.2.1.71
	


	Range bound
	Explanation

	maxnoofCellID
	Maximum no. of Cell ID subject for warning message broadcast. Value is 65535.
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