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8.10
MBMS Session Update

8.10.1
General

The purpose of the MBMS Session Update procedure is to inform the eNB about changing characteristics of the MBMS session.
The procedure uses MBMS-Service-associated signalling.

8.10.2
Successful Operation
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Figure 8.10.2-1. MBMS Session Update procedure. Successful operation.

The MCE initiates the procedure by sending a MBMS SESSION UPDATE REQUEST message.
If the MBMS Service Area IE is included in the MBMS SESSION UPDATE REQUEST message, the eNB shall check the involvement of its cells in the new service area, update correspondingly the MBMS context and resources, join or leave the IP multicast if needed and send the MBMS SESSION UPDATE RESPONSE message.

If the TNL Information IE is included in the MBMS SESSION UPDATE REQUEST message, the eNB shall use the contained information to join the IP multicast when needed.

If the MBMS SESSION UPDATE REQUEST message contains the MBMS Session Identity IE for an MBMS service, the eNB shall, when needed, use it for broadcast of the MBMS Session Identity on air interface.
8.10.3
Unsuccessful Operation
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Figure 8.10.3-1. MBMS Session Update procedure. Unsuccessful operation.

If the eNB fails to update the MBMS session, it shall return a MBMS SESSION UPDATE FAILURE message.
8.10.4
Abnormal Conditions
Void.
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