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Foreword

This Technical Report has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

Introduction

SON enhancements may be necessary for the interoperability of the existing features as well as for the new features and new deployments considered in Rel.12.

In Rel.11 Mobility Robustness Optimisation (MRO) has been enhanced so that identification of the UE type, for which a failure has occurred may be possible. Other SON use cases may benefit from similar differentiation in handling. Active antennas allow the creation of multiple vertical and horizontal beams making the deployment dynamic. SON may enhance network deployment based on active antennas. Finally, review of SON techniques and verification of any enhancements with regard to existing pre-Rel.12 small cells are part of the study item.
1
Scope

The present document provides descriptions and possible solutions of use cases and analysis of these solutions. Considerations with regards to requested functionality in scope of other 3GPP groups if any, may be captured in this document as well.
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

SON
Self-Organizing Network
4
Description of addressed problems and solutions
4.1
SON for UE types
According to current specifications, differentiation of mobility settings is possible. The objective of the “SON for UE types” task should be to evaluate if differentiation of mobility settings mechanisms can cause interoperability issues and if yes, to evaluate solutions for them. 

Any solution should bring sufficient improvements to inter vendor interoperability and it should be robust and future proof. Such solutions should not unnecessarily limit the flexibility available in current systems for assigning different policies to UEs or UE groups. 
4.1.1
Scenario 1
Problem description:

Solutions:
4.2
SON for AAS-based deployments
The objective of SON for AAS task should be to evaluate whether SON mechanism could be beneficial to optimize inter-operability of AAS operations. Also, as part of the task, an evaluation should be performed of whether existing SON features need to be enhanced to handle the dynamic changes due to AAS activities.

4.2.1
Scenario 1

Problem description:

Solutions:

4.3
SON for pre-Rel.12 small cells

4.3.1
Scenario 1

Problem description:

Solutions:

5
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