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	14.  RAN enhancements for UMTS/LTE interworking SI 

WID: RP-122036 (target: RAN#62), TR 37.852

	R3-131001
R3-131097
	Discussion on evaluation metrics for U/L Interworking enhancements (China Unicom, Huawei, ZTE, LGE, Nokia Siemens Networks)
	Disc

- commented that should be clear in the text captured in the TR that comparison is against existing solutions. 

- clarify the difference between signaling reduction and Network resource efficiency 

Revision in R3-131142 (Disc)

Noted

TP for TR in R3-131143
Agreed

Rapporteur to include the agreed TP in a new version of the TR (updated TR to be agreed next meeting as the new baseline for the TR).

	14.1.  Load balancing

	R3-130873
	Discussion on Load Balancing Enhancements for Scenario 1 (Huawei)
	Disc

- Clarify assumptions on configurations.

- Get more cosigners,

Noted.
To be continued

	R3-130874
	Discussion on Load Balancing Enhancements for MSR base station (Huawei)
	Disc

- Questions on Scenario 3b. Same as 1b?

- Some of the text boxes contains assumptions on MSR implementation.

Noted

	R3-130901
	CRE-based inter-RAT MLB enhancement (New Postcom)
	Disc

Proposal:

- the scenario of densely deployed intra-RAT small cells shall be discussed with high priority

- study the feasibility of CRE-based inter-RAT load balancing enhancements.

Noted

	R3-130924
	Text Proposal on RAN Enhancements for UMTS/HSPA and LTE Interworking (Ericsson)
	Disc

Noted

	R3-131026
	Load reporting mechainsm enhancement (Samsung)
	Appr
Noted.
To be continued

	R3-131047
	Consideration on reducing signalling duplication (LG Electronics Inc.)
	Disc

- similar to Huawei proposal in 873
Noted

	

	14.2.  Inter-RAT Connected Mobility

	R3-130819
	Comparing UTRAN-E-UTRAN Interworking Solutions. (Alcatel-Lucent)
	Disc

- shows that there is a big differences between different messages

Noted

	R3-130875
	Discussion on mobility enhancements for MSR base station (Huawei)
	Disc

- How big is latency reduction 1? 10-50 ms

How big is latance reduction 2? About 100 ms

- for failure cases outside RAN there will be some extra work

- clarified that the red parts of the signaling flow represent changes to current specifications

- expand the MSR part of the figure to clearly show from which part the external messages are sent

Noted

	R3-131027
	Issues of connected mobility enhancements via direct interface (Samsung)
	Appr

Noted

	R3-131028
	Connected mobility enhancement (Samsung)
	Appr

- optimization of the CN internal signaling

Noted

	

	14.3.  Inter-RAT Redirection

	R3-131002
	Consideration on inter-RAT call redirection improvements (China Unicom)
	Disc

- will impact RAN2 specs

- what if the UE is already in active mode? Only applicable for “MO calls”

Note

	14.4.  Other

	


