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1. Overall Description:

RAN3 has discussed the RAN2 assumptions related to MSA (multiple site aggregation). RAN3 would like to confirm that:
· Only one MME connection per UE terminated at the MeNB;

· The packet loss rate over Xn are abnormal event that are expected to be very rare (less than 10-8);

· The same transport layer protocol as X2/S1 is assumed for Xn, i.e. SCTP over IP for control plane and GTP-U over UDP/IP for user plane. And based on the assumption, the in-sequence delivery of packets is guaranteed.

RAN3 also discussed the backhaul characteristics to support MSA. RAN3 would like to confirm that there are some typical backhaul deployment scenarios which can support MeNB routing (i.e. UP alternatives 2 and 3) with same backhaul requirement as SGW routing (i.e. UP alternative 1). The backhaul latency over Xn of most typical transport technologies can meet the service QoS requirement. And as mentioned above, the packet loss rate over Xn is very rare case and the in sequence delivery of packets is guaranteed.
2. Actions:

To RAN2:
ACTION: 
RAN3 respectfully asks RAN2 to take the above agreement made by RAN3 into account.
3. Date of Next TSG-RAN3 Meetings:
RAN3 Meeting #81bis 
7th – 11th October 2013
Venice, Italy.
RAN3 Meeting #82 
11th – 15th November 2013
San Francisco, USA.
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