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START OF CHANGE
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

1xCSFB
Circuit Switched Fallback to 1xRTT

ABS
Almost Blank Subframe

ACK
Acknowledgement

ACLR
Adjacent Channel Leakage Ratio

AM
Acknowledged Mode

AMBR
Aggregate Maximum Bit Rate

ANR
Automatic Neighbour Relation

ARQ
Automatic Repeat Request

ARP
Allocation and Retention Priority

AS
Access Stratum

BCCH
Broadcast Control Channel

BCH
Broadcast Channel

BSR
Buffer Status Report

C/I
Carrier-to-Interference Power Ratio

CAZAC
Constant Amplitude Zero Auto-Correlation

CA
Carrier Aggregation

CBC
Cell Broadcast Center

CC
Component Carrier

CIF
Carrier Indicator Field

CMAS
Commercial Mobile Alert Service

CMC
Connection Mobility Control

CP
Cyclic Prefix

CoMP
Coordinated Multi Point

C-plane
Control Plane

C-RNTI
Cell RNTI

CQI
Channel Quality Indicator

CRC
Cyclic Redundancy Check

CRE
Cell Range Extension

CRS
Cell-specific Reference Signal

CSA
Common Subframe Allocation

CSG
Closed Subscriber Group

CSI
Channel State Information

CSI-IM
CSI interference measurement

CSI-RS
CSI reference signal

DCCH
Dedicated Control Channel

DeNB
Donor eNB

DFTS
DFT Spread OFDM

DL
Downlink

DRB
Data Radio Bearer

DRX
Discontinuous Reception

DTCH
Dedicated Traffic Channel

DTX
Discontinuous Transmission

DwPTS
Downlink Pilot Time Slot

EAB
Extended Access Barring

ECGI
E-UTRAN Cell Global Identifier

ECM
EPS Connection Management
EMM
EPS Mobility Management

E-CID
Enhanced Cell-ID (positioning method)

eNB
E-UTRAN NodeB

EPC
Evolved Packet Core
EPDCCH
Enhanced Physical Downlink Control Channel
EPS
Evolved Packet System

E-RAB
E-UTRAN Radio Access Bearer
ETWS
Earthquake and Tsunami Warning System

E-UTRA
Evolved UTRA

E-UTRAN
Evolved UTRAN

FDD
Frequency Division Duplex

FDM
Frequency Division Multiplexing

GERAN
GSM EDGE Radio Access Network

GNSS
Global Navigation Satellite System

GSM
Global System for Mobile communication

GBR
Guaranteed Bit Rate

GP
Guard Period
GRE
Generic Routing Encapsulation

GUMMEI
Globally Unique MME Identifier

GUTI
Globally Unique Temporary Identifier

GWCN
GateWay Core Network
HARQ
Hybrid ARQ

HO
Handover

HRPD
High Rate Packet Data

HSDPA
High Speed Downlink Packet Access

ICIC
Inter-Cell Interference Coordination

IDC
In-Device Coexistence

IP
Internet Protocol

ISM
Industrial, Scientific and Medical

KPAS
Korean Public Alert System

LB
Load Balancing

LCG
Logical Channel Group

LCR
Low Chip Rate

LCS
LoCation Service

LIPA
Local IP Access

LMU
Location Measurement Unit

LPPa
LTE Positioning Protocol Annex

L-GW
Local Gateway

LTE
Long Term Evolution

MAC
Medium Access Control

MBMS
Multimedia Broadcast Multicast Service

MBR
Maximum Bit Rate

MBSFN
Multimedia Broadcast multicast service Single Frequency Network

MCCH
Multicast Control Channel

MCE
Multi-cell/multicast Coordination Entity

MCH
Multicast Channel

MCS
Modulation and Coding Scheme

MDT
Minimization of Drive Tests

MIB
Master Information Block

MIMO
Multiple Input Multiple Output

MME
Mobility Management Entity

MSA 
MCH Subframe Allocation 
MSI
MCH Scheduling Information

MSP
MCH Scheduling Period

MTCH
Multicast Traffic Channel

NACK
Negative Acknowledgement

NAS
Non-Access Stratum

NCC
Next Hop Chaining Counter

NH
Next Hop key

NNSF
NAS Node Selection Function

NR
Neighbour cell Relation

NRT
Neighbour Relation Table

OFDM
Orthogonal Frequency Division Multiplexing

OFDMA
Orthogonal Frequency Division Multiple Access

OTDOA
Observed Time Difference Of Arrival (positioning method)

P-GW
PDN Gateway

P-RNTI
Paging RNTI

PA
Power Amplifier

PAPR
Peak-to-Average Power Ratio

PBCH
Physical Broadcast CHannel

PBR
Prioritised Bit Rate

PCC
Primary Component Carrier

PCCH
Paging Control Channel

PCell
Primary Cell

PCFICH
Physical Control Format Indicator CHannel

PCH
Paging Channel

PCI
Physical Cell Identifier

PDCCH
Physical Downlink Control CHannel

PDSCH
Physical Downlink Shared CHannel

PDCP
Packet Data Convergence Protocol

PDN
Packet Data Network

PDU
Protocol Data Unit

PHICH
Physical Hybrid ARQ Indicator CHannel

PHY
Physical layer

PLMN
Public Land Mobile Network

PMCH
Physical Multicast CHannel

PRACH
Physical Random Access CHannel

PRB
Physical Resource Block

PSC
Packet Scheduling

PUCCH
Physical Uplink Control CHannel

PUSCH
Physical Uplink Shared CHannel

pTAG
Primary Timing Advance Group

PWS
Public Warning System

QAM
Quadrature Amplitude Modulation

QCI
QoS Class Identifier

QoS
Quality of Service

R-PDCCH
Relay Physical Downlink Control CHannel

RA-RNTI
Random Access RNTI

RAC
Radio Admission Control

RACH
Random Access Channel

RAT
Radio Access Technology

RB
Radio Bearer

RBC
Radio Bearer Control


RF
Radio Frequency

RIM
RAN Information Management

RLC
Radio Link Control

RN
Relay Node

RNC
Radio Network Controller

RNL
Radio Network Layer

RNTI
Radio Network Temporary Identifier

ROHC
Robust Header Compression

RRC
Radio Resource Control

RRM
Radio Resource Management

RU
Resource Unit

S-GW
Serving Gateway

S1-MME
S1 for the control plane

SCC
Secondary Component Carrier

SCell
Secondary Cell

SI
System Information

SIB
System Information Block

SI-RNTI
System Information RNTI

S1-U
S1 for the user plane

SAE
System Architecture Evolution

SAP
Service Access Point

SC-FDMA
Single Carrier – Frequency Division Multiple Access

SCH
Synchronization Channel

SDF
Service Data Flow

SDMA
Spatial Division Multiple Access

SDU
Service Data Unit

SeGW
Security Gateway

SFN
System Frame Number
SIPTO
Selected IP Traffic Offload

SIPTO@LN
Selected IP Traffic Offload at the Local Network
SPID
Subscriber Profile ID for RAT/Frequency Priority

SR
Scheduling Request

SRB
Signalling Radio Bearer

SU
Scheduling Unit

sTAG
Secondary Timing Advance Group

TA
Tracking Area

TAG
Timing Advance Group

TB
Transport Block

TCP
Transmission Control Protocol

TDD
Time Division Duplex

TDM
Time Division Multiplexing

TEID
Tunnel Endpoint Identifier

TFT
Traffic Flow Template

TM
Transparent Mode

TNL
Transport Network Layer

TTI
Transmission Time Interval

UE
User Equipment

UL
Uplink

UM
Unacknowledged Mode

UMTS
Universal Mobile Telecommunication System

U-plane
User plane

UTRA
Universal Terrestrial Radio Access

UTRAN
Universal Terrestrial Radio Access Network

UpPTS
Uplink Pilot Time Slot
VRB
Virtual Resource Block

X2-C
X2-Control plane 

X2-U
X2-User plane

NEXT CHANGE
4
Overall architecture

The E-UTRAN consists of eNBs, providing the E-UTRA user plane (PDCP/RLC/MAC/PHY) and control plane (RRC) protocol terminations towards the UE. The eNBs are interconnected with each other by means of the X2 interface. The eNBs are also connected by means of the S1 interface to the EPC (Evolved Packet Core), more specifically to the MME (Mobility Management Entity) by means of the S1-MME interface and to the Serving Gateway (S-GW) by means of the S1-U interface. The S1 interface supports a many-to-many relation between MMEs / Serving Gateways and eNBs.

The E-UTRAN architecture is illustrated in Figure 4 below.
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Figure 4-1: Overall Architecture

NOTE:
In the figure above, an eNB operating in SIPTO@LN with co-located L-GW mode has been represented with its S5 interface.

Only if the eNB supports SIPTO@LN with co-located L-GW, it shall support an S5 interface towards the S-GW and an SGi interface towards the IP network. See section 4.x for the details of the architecture and functions in case SIPTO@LN with co-located L-GW is supported.
The E-UTRAN may also comprise LMUs (Location Measurement Unit) (see [51]) used for Uplink positioning.

NEXT CHANGE
4.1
Functional Split

The eNB hosts the following functions: 

-
Functions for Radio Resource Management: Radio Bearer Control, Radio Admission Control, Connection Mobility Control, Dynamic allocation of resources to UEs in both uplink and downlink (scheduling);

-
IP header compression and encryption of user data stream;

-
Selection of an MME at UE attachment when no routing to an MME can be determined from the information provided by the UE;

-
Routing of User Plane data towards Serving Gateway;

-
Scheduling and transmission of paging messages (originated from the MME);

-
Scheduling and transmission of broadcast information (originated from the MME or O&M);

-
Measurement and measurement reporting configuration for mobility and scheduling;

-
Scheduling and transmission of PWS (which includes ETWS and CMAS) messages (originated from the MME);

-
CSG handling;

-
Transport level packet marking in the uplink;

-
SIPTO@LN handling.

The DeNB hosts the following functions in addition to the eNB functions:
-
S1/X2 proxy functionality for supporting RNs;

-
S11 termination and S-GW/P-GW functionality for supporting RNs.

The MME hosts the following functions (see 3GPP TS 23.401 [17]):


-
NAS signalling; 

-
NAS signalling security; 

-
AS Security control;

-
Inter CN node signalling for mobility between 3GPP access networks;

-
Idle mode UE Reachability (including control and execution of paging retransmission);

-
Tracking Area list management (for UE in idle and active mode);

-
PDN GW and Serving GW selection;

-
MME selection for handovers with MME change;

-
SGSN selection for handovers to 2G or 3G 3GPP access networks;

-
Roaming;

-
Authentication;

-
Bearer management functions including dedicated bearer establishment;

-
Support for PWS (which includes ETWS and CMAS) message transmission;
-
Optionally performing paging optimisation.
NOTE 1: 
The MME should not filter the PAGING message based on the CSG IDs towards macro eNBs.
The Serving Gateway (S-GW) hosts the following functions (see 3GPP TS 23.401 [17]):

-
The local Mobility Anchor point for inter-eNB handover;

-
Mobility anchoring for inter-3GPP mobility;

-
E-UTRAN idle mode downlink packet buffering and initiation of network triggered service request procedure;

-
Lawful Interception;

-
Packet routeing and forwarding;

-
Transport level packet marking in the uplink and the downlink;

-
Accounting on user and QCI granularity for inter-operator charging;

-
UL and DL charging per UE, PDN, and QCI.

The PDN Gateway (P-GW) hosts the following functions (see 3GPP TS 23.401 [17]):

-
Per-user based packet filtering (by e.g. deep packet inspection);

-
Lawful Interception;

-
UE IP address allocation;

-
Transport level packet marking in the uplink and the downlink;

-
UL and DL service level charging, gating and rate enforcement;

-
DL rate enforcement based on APN-AMBR;

This is summarized on the figure below where yellow boxes depict the logical nodes, white boxes depict the functional entities of the control plane and blue boxes depict the radio protocol layers.

NOTE 2: 
There is no logical E-UTRAN node other than the eNB needed for RRM purposes.

NOTE 3:
MBMS related functions in E-UTRAN are described separately in subclause 15.
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Figure 4.1-1: Functional Split between E-UTRAN and EPC

NEXT CHANGE
4.6.x
Support of SIPTO@LN with Co-Located L-GW with HeNB
Figure 4.6.x-1 shows the logical architecture for the HeNB when it supports SIPTO@LN with co-located L-GW.


[image: image4.emf]HeNB 

GW

EPC

SeGW

HeNB

HeNB 

Mgmt 

System

S1-U

S1-MME

S1-U

S1-MME

S5

SIPTO

L-GW


Figure 4.6.x-1: E-UTRAN - HeNB operating in SIPTO@LN with co-located L-GW - Logical Architecture

The S5 interface does not go via the HeNB GW, even when present. All other functions are the same as described in Sec. 4.x.
NEXT CHANGE
4.x
Support of SIPTO@LN with Co-Located L-GW
For a SIPTO@LN PDN connection, the eNB sets up and maintains an S5 connection to the EPC.

Requirements on the secure backhaul link for the S5 interface are specified in TS 33.320 [53].

The mobility of the SIPTO@LN PDN connection is not supported in this release of the specification. The SIPTO@LN connection is always released at outgoing handover as described in TS23.401 [17]. The L-GW function in the eNB triggers this release over the S5 interface.

In case of SIPTO@LN support, the eNB supports the following additional functions:

-
transfer of the co-located L-GW IP address of the eNB over S1-MME to the EPC at every idle-active transition,

-
transfer of the co-located L-GW IP address of the eNB over S1-MME to the EPC at every Uplink NAS Transport procedure,

-
support of basic P-GW functions in the collocated L-GW function such as support of the SGi interface corresponding to SIPTO@LN,

-
additional support of first packet sending, buffering of subsequent packets, internal direct L-GW-eNB user path management and in sequence packet delivery to the UE,

-
support of the necessary restricted set of S5 procedures corresponding to the support of SIPTO@LN as specified in TS 23.401 [17],

-
notification to the EPC of the co-located L-GW function uplink TEIDs for the SIPTO@LN bearers over S5 interface within the restricted set of procedures to be forwarded over S1-MME, further used by the eNB as "SIPTO@LN Correlation ID" for correlation purposes between the co-located L-GW function and the eNB,
-
Initialization of SIPTO@LN PDN connection re-establishment when the UE moves away from eNB coverage.
In case of SIPTO@LN support, the MME may support the following additional functions:

-
activation of the SIPTO@LN connection for the requested APN, based on the received IP address of the co-located L-GW and the SIPTO permissions in the subscription data;
-
transfer of the SIPTO@LN correlation ID to the eNB via the UE context setup and E-RAB setup procedures,

-
SIPTO@LN PDN connection re-establishment when the UE moves away from eNB coverage.
END OF CHANGES
�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark appropriate boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Office® 2003 applications. Prefered format is ISO standard yyyy-MM-dd.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected and the CRs which are linked. This is particularly important where the affected specs belong to a different working group than that which will agree the present CR.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





_1255881489.vsd

_1437219026.vsd
Text



_1437219719.vsd
EPC














SeGW


HeNB GW



HeNB


HeNB Mgmt System


S1-U


S1-MME


S1-U


S1-MME


S5


SIPTO
L-GW



_1240229661.vsd
Text



