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9.2.1.30OA
HS-DSCH MAC-d Flows Information
The HS-DSCH MAC-d Flows Information IE is used for the establishment of HS-DSCH MAC-d flows for a UE Context.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	HS-DSCH MAC-d Flow Specific Information
	
	1..<maxNrOfMACdFlows>
	
	
	–
	

	>HS-DSCH MAC-d Flow ID
	M
	
	9.2.1.30O
	
	–
	

	>Allocation/Retention Priority
	M
	
	9.2.1.1
	
	–
	

	>Traffic Class
	M
	
	9.2.1.58A
	
	–
	

	>Binding ID
	O
	
	9.2.1.3
	Shall be ignored if bearer establishment with ALCAP.
	–
	

	>Transport Layer Address
	O
	
	9.2.1.62
	Shall be ignored if bearer establishment with ALCAP.
	–
	

	>TNL QoS
	O
	
	9.2.1.56A
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>TrCH Source Statistics Descriptor
	O
	
	9.2.1.65
	
	YES
	ignore

	Priority Queue Information
	
	1..<maxNrOfPrioQueues>
	
	
	–
	

	>Priority Queue ID
	M
	
	9.2.1.45A
	
	–
	

	>Associated HS-DSCH MAC-d Flow
	M
	
	HS-DSCH MAC-d Flow ID

9.2.1.30O
	The HS-DSCH MAC-d Flow ID shall be one of the flow IDs defined in the HS-DSCH MAC-d Flow Specific Information of this IE.

Multiple Priority Queues can be associated with the same HS-DSCH MAC-d Flow ID.
	–
	

	>Scheduling Priority Indicator
	M
	
	9.2.1.51A
	
	–
	

	>T1
	M
	
	9.2.1.54A
	
	–
	

	>Discard Timer
	O
	
	9.2.1.19C
	
	–
	

	>MAC-hs Window Size
	M
	
	9.2.1.34C
	
	–
	

	>MAC-hs Guaranteed Bit Rate
	O
	
	9.2.1.34Aa
	
	–
	

	>MAC-d PDU Size Index
	
	1..<maxNrOfPDUIndexes>
	
	
	–
	

	>>SID
	M
	
	9.2.1.52D
	Shall be ignored if Maximum MAC-d PDU Size extended IE is present.
	–
	

	>>MAC-d PDU Size
	M
	
	9.2.1.34A
	Shall be ignored if Maximum MAC-d PDU Size extended IE is present.
	–
	

	>RLC Mode
	M
	
	9.2.1.48D
	
	–
	

	>Maximum MAC-d PDU Size extended
	O
	
	MAC PDU Size Extended

9.2.1.34D
	
	YES
	reject

	>DL RLC PDU Size Format
	O
	
	9.2.1.136
	
	YES
	ignore

	>UE Aggregate Maximum Bit Rate Enforcement Indicator
	O
	
	NULL
	
	YES
	ignore

	>Drop Indication
	O
	
	9.2.1.x
	If present, this IE specifies for which drop reasons the DRNS can send the DROP INDICATION control frame.
	
	ignore


	Range Bound
	Explanation

	maxNrOfMACdFlows
	Maximum number of HS-DSCH MAC-d flows.

	maxNrOfPrioQueues
	Maximum number of Priority Queues.

	maxNrOfPDUIndexes
	Maximum number of different MAC-d PDU SIDs.


***** NEXT CHANGED SECTION *****
9.2.1.x
Drop Indication
The Drop Indication specifies for which drop reasons the DRNS can send the DROP INDICATION control frame, as specified in [32].

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Drop Indication
	
	
	BIT STRING (1..3,...)
	As specified in sub-clause 6.3.3.10 in [32]:

Bit 0 – Too long delay in MAC-hs/ehs buffer

Bit 1 – Unsuccessful HARQ due to T1 expiry

Bit 2 – TNL congestion detected by frame loss.


***** NEXT CHANGED SECTION *****
9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

RNSAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

maxCellSIB11OrSIB12,


maxNrOfFACHs,


maxIBSEG,


maxCellsMeas,


maxNoOfDSCHs,


maxNoOfUSCHs,


maxNrOfDCHs,


maxNrOfDL-Codes,


maxNrOfDLTs,


maxNrOfDLTsLCR,


maxNrOfDPCHs,


maxNrOfDPCHs768,


maxNrOfDPCHsLCR,


maxNrOfEDCH-HARQ-PO-QUANTSTEPs,

maxNrOfEDCHHARQProcesses2msEDCH,


maxNrOfBits-MACe-PDU-non-scheduled,


maxNrOfEDPCCH-PO-QUANTSTEPs,


maxNrOfRefETFCI-PO-QUANTSTEPs,

maxNrOfRefETFCIs,


maxNrOfErrors,


maxNrOfFDDNeighboursPerRNC,


maxNrOfMACcshSDU-Length,


maxNrOfNeighbouringRNCs,


maxNrOfTDDNeighboursPerRNC,


maxNrOfLCRTDDNeighboursPerRNC,


maxNrOfTS,


maxNrOfTsLCR,


maxNrOfULTs,


maxNrOfULTsLCR,


maxNrOfGSMNeighboursPerRNC,


maxRateMatching,


maxNrOfPoints,

maxNoOfRB,


maxNrOfRLs,


maxNrOfTFCs,


maxNrOfTFs,


maxCTFC,


maxRNCinURA-1,


maxNrOfSCCPCHs,


maxNrOfSCCPCHs768,


maxTGPS,


maxTTI-Count,


maxNoGPSTypes,


maxNoSat,


maxNrOfActiveMBMSServices,

maxNrOfCells,

maxNrOfSNAs,


maxNrOfHARQProc,

maxNrOfHSSCCHCodes,


maxNrOfMACdFlows,


maxNrOfMACdFlows-1,


maxNrOfMACdPDUSize,

maxNrOfMBMSL3,


maxNrOfMCCHMessages,


maxNrOfEDCHMACdFlows,


maxNrOfEDCHMACdFlows-1,

maxNrOfEDCHMACdFlowsLCR,


maxNrOfEDCHMACdFlowsLCR-1,

maxNrOfMBMSServices,

maxNrOfPDUIndexes,


maxNrOfPDUIndexes-1,


maxNrOfPrioQueues,


maxNrOfPrioQueues-1,

maxNrOfSatAlmanac-maxNoSat,


maxNrOfGERANSI,

maxNrofSigSeqERGHICH-1,

maxNrOfUEs,

maxNrOfAddFreq,


maxNrOfCellsPerFreq,


maxNoOfLogicalChannels,


maxNrOfRefBetas,


maxNrOfEAGCHCodes,


maxNrOfHS-DSCHTBSs,


maxNrOfHS-DSCHTBSs-HS-SCCHless,


maxHS-PDSCHCodeNrComp-1,


maxNrOfEHICHCodes,


maxGANSSSat,


maxNoGANSS,

maxSgnType,


maxNrOfBroadcastPLMNs,

maxHSDPAFrequency,


maxHSDPAFrequency-1,


maxFrequencyinCell,


maxFrequencyinCell-1,

maxGANSSSatAlmanac,


maxGANSSClockMod,


maxNrOfEDCHRLs,


maxNrOfEUTRANeighboursPerRNC,


maxEARFCN,


maxEARFCN-Extended,


maxNrOfPreconfiguredNeighbours,


maxNrOfHSDSCH-1,


maxNrOfHSDSCH,


maxGANSS-1,

maxlengthMBMSconcatservlists,

maxNoOfTBSs-Mapping-HS-DSCH-SPS,


maxNoOfTBSs-Mapping-HS-DSCH-SPS-1,


maxNoOfHS-DSCH-TBSsLCR,

maxNoOfRepetition-Period-LCR,


maxNoOfRepetitionPeriod-SPS-LCR-1,


maxNoOf-HS-SICH-SPS,


maxNoOf-HS-SICH-SPS-1,


maxNoOfNon-HS-SCCH-Assosiated-HS-SICH,


maxNrOfEDCH-1,

maxNrOfDCHMeasurementOccasionPatternSequence,


maxNrOfULCarriersLCR-1,


maxNrOfCellIds,


maxNrOfRAIs,


maxNrOfLAIs,


maxNrOfExtendedNeighbouringRNCs,


maxFreqBandsTDD,


maxSCPICHCell,


maxSCPICHCell-1,


id-Allowed-Rate-Information,


id-AntennaColocationIndicator,

id-BindingID,

id-Cell-Capacity-Class-Value,


id-CellCapabilityContainer-FDD,


id-CellCapabilityContainer-TDD,


id-CellCapabilityContainer-TDD-LCR,


id-Continuous-Packet-Connectivity-HS-SCCH-Less-Information,

id-Continuous-Packet-Connectivity-HS-SCCH-Less-Information-Response,


id-Counting-Information,


id-CoverageIndicator,

id-DPC-Mode-Change-SupportIndicator,


id-E-DCH-Minimum-Set-E-TFCIValidityIndicator,


id-E-RGCH-E-HICH-ChannelisationCodeValidityIndicator,

id-Extended-Round-Trip-Time-Value,


id-ExtendedPropagationDelay,


id-Extended-SRNC-ID,

id-Extended-RNC-ID,


id-ExtendedAffectedUEInformationForMBMS,

id-Additional-Associated-Secondary-CPICH,


id-MIMO-withfourtransmitantennas-ActivationIndicator,


id-MIMO-withfourtransmitantennas-ModeIndicator,


id-DualStream-MIMO-withfourtransmitantennas-ActivationIndicator,


id-DualStream-MIMO-withfourtransmitantennas-ModeIndicator,


id-GERAN-Cell-Capability,


id-GERAN-Classmark,


id-Guaranteed-Rate-Information,


id-HARQ-Preamble-Mode-Activation-Indicator,

id-HCS-Prio,


id-Inter-Frequency-Cell-Information,


id-Load-Value,

id-Load-Value-IncrDecrThres,

id-Neighbouring-GSM-CellInformation,


id-Neighbouring-UMTS-CellInformationItem,


id-neighbouring-LCR-TDD-CellInformation,


id-NRT-Load-Information-Value,


id-NRT-Load-Information-Value-IncrDecrThres,


id-OnModification,


id-PrecoderWeightSetRestriction,


id-Received-Total-Wideband-Power-Value,

id-Received-Total-Wideband-Power-Value-IncrDecrThres,

id-RT-Load-Value,


id-RT-Load-Value-IncrDecrThres,

id-SFNSFNMeasurementThresholdInformation,


id-SNA-Information,

id-TrafficClass,

id-Transmitted-Carrier-Power-Value,

id-Transmitted-Carrier-Power-Value-IncrDecrThres,

id-TUTRANGPSMeasurementThresholdInformation,

id-UL-Timeslot-ISCP-Value,

id-UL-Timeslot-ISCP-Value-IncrDecrThres,

maxNrOfLevels,


maxNrOfMeasNCell,


maxNrOfMeasNCell-1,


id-MessageStructure,


id-RestrictionStateIndicator,


id-Rx-Timing-Deviation-Value-LCR,


id-TransportLayerAddress,


id-Transmission-Mode-Information,

id-TypeOfError,


id-Angle-Of-Arrival-Value-LCR,


id-IPDL-TDD-ParametersLCR,


id-DSCH-InitialWindowSize,


id-Maximum-DL-Power-TimeslotLCR-InformationItem,


id-MBMS-Bearer-Service-Full-Address,

id-MBMS-Neighbouring-Cell-Information,

id-MBMS-RLC-Sequence-Number-Information,


id-MBSFN-Cluster-Identity,


id-MBSFN-Scheduling-Transmission-Time-Interval-Info-List,


id-MCCH-Configuration-Info,


id-MCCH-Message-List,


id-Minimum-DL-Power-TimeslotLCR-InformationItem,

id-HS-SICH-Reception-Quality,


id-HS-SICH-Reception-Quality-Measurement-Value,

id-HS-PDSCH-Code-Change-Grant,


id-HS-PDSCH-Code-Change-Indicator,


id-ExtendedGSMCellIndividualOffset,


id-Unidirectional-DCH-Indicator,


id-RTLoadValue,


id-RLC-Sequence-Number,


id-NRTLoadInformationValue,


id-Satellite-Almanac-Information-ExtItem,


id-TnlQos,


id-UpPTSInterferenceValue,


id-NACC-Related-Data,


id-HARQ-Preamble-Mode,


id-User-Plane-Congestion-Fields-Inclusion,


id-FrequencyBandIndicator,


id-PLCCH-Information-UL-TimeslotLCR-Info,


id-CellCapabilityContainer-TDD768,


id-hSSCCH-TDD-Specific-InfoList-Response768,


id-hSPDSCH-TDD-Specific-InfoList-Response768,


id-Rx-Timing-Deviation-Value-768,


id-UEMeasurementValueTransmittedPowerList768,


id-UEMeasurementValueTimeslotISCPList768,


id-E-DCH-PowerOffset-for-SchedulingInfo,


id-Rx-Timing-Deviation-Value-ext,


id-TrCH-SrcStatisticsDescr,


id-eDCH-MACdFlow-Retransmission-Timer-LCR,


id-MIMO-ActivationIndicator,


id-MIMO-InformationResponse,


id-MIMO-Mode-Indicator,


id-MIMO-N-M-Ratio,


id-SixteenQAM-UL-Operation-Indicator,

id-E-AGCH-Table-Choice,


id-E-TFCI-Boost-Information,


id-E-DPDCH-PowerInterpolation,


id-HSDSCH-MACdPDUSizeFormat,

id-MaximumMACdPDU-SizeExtended,

id-GANSS-Common-Data,


id-GANSS-Information,


id-GANSS-Generic-Data,


id-TUTRANGANSSMeasurementThresholdInformation,

id-TUTRANGANSSMeasurementValueInformation,


id-HARQ-MemoryPartitioningInfoExtForMIMO,


id-Ext-Reference-E-TFCI-PO,


id-Ext-Max-Bits-MACe-PDU-non-scheduled,


id-Multiple-PLMN-List,

id-TransportBearerNotSetupIndicator,

id-TransportBearerNotRequestedIndicator,


id-UARFCNforNt,


id-LCRTDD-uplink-Physical-Channel-Capability,


id-number-Of-Supported-Carriers,


id-HSSICH-SIRTarget,


id-HSSICH-TPC-StepSize,


id-tSN-Length,

id-HS-SICH-ID-Extension,


id-multipleFreq-HSPDSCH-InformationList-ResponseTDDLCR,


id-multicarrier-number,


id-UpPCH-InformationList-LCRTDD,


id-UpPCH-InformationItem-LCRTDD,


id-Max-UE-DTX-Cycle,

id-Default-Serving-Grant-in-DTX-Cycle2,


id-SixtyfourQAM-UsageAllowedIndicator,

id-SixtyfourQAM-DL-UsageIndicator,


id-UE-Capabilities-Info,


id-Extended-E-DCH-LCRTDD-PhysicalLayerCategory,

id-Continuous-Packet-Connectivity-HS-SCCH-Less-Deactivate-Indicator,


id-E-DCH-MACdPDUSizeFormat,

id-E-PUCH-PowerControlGAP,

id-MaximumNumber-Of-Retransmission-For-SchedulingInfo-LCRTDD,


id-E-DCH-RetransmissionTimer-For-SchedulingInfo-LCRTDD,


id-HSDSCH-TBSizeTableIndicator,

id-E-DCH-DL-Control-Channel-Change-Information,

id-E-DCH-DL-Control-Channel-Grant-Information,


id-DGANSS-Corrections-Req,


id-UE-with-enhanced-HS-SCCH-support-indicator,


id-EnhancedHSServingCC-Abort,


id-GANSS-Time-ID,


id-GANSS-AddIonoModelReq,


id-GANSS-EarthOrientParaReq,


id-GANSS-AddNavigationModelsReq,


id-GANSS-AddUTCModelsReq,


id-GANSS-AuxInfoReq,


id-GANSS-SBAS-ID,


id-GANSS-ID,


id-GANSS-Additional-Ionospheric-Model,


id-GANSS-Earth-Orientation-Parameters,


id-GANSS-Additional-Time-Models,


id-GANSS-Additional-Navigation-Models,


id-GANSS-Additional-UTC-Models,


id-GANSS-Auxiliary-Information,

id-GANSS-alm-keplerianNAVAlmanac,


id-GANSS-alm-keplerianReducedAlmanac,


id-GANSS-alm-keplerianMidiAlmanac,


id-GANSS-alm-keplerianGLONASS,


id-GANSS-alm-ecefSBASAlmanac,


id-Secondary-Serving-Cell-List,


id-MinimumReducedE-DPDCH-GainFactor,


id-E-AGCH-UE-Inactivity-Monitor-Threshold,

id-MACes-Maximum-Bitrate-LCR,

id-MultiCarrier-HSDSCH-Physical-Layer-Category,

id-MIMO-SFMode-For-HSPDSCHDualStream,


id-MIMO-SFMode-Supported-For-HSPDSCHDualStream,


id-MIMO-ReferenceSignal-InformationListLCR,


id-DL-RLC-PDU-Size-Format,


id-UE-SupportIndicatorExtension,

id-power-offset-for-S-CPICH-for-MIMO,

id-power-offset-for-S-CPICH-for-MIMO-Request-Indicator,

id-power-offset-for-S-CPICH-for-MIMO-withfourtransmitantennas,


id-power-offset-for-S-CPICH-for-MIMO-withfourtransmitantennas-Request-Indicator,


id-Dual-Band-Secondary-Serving-Cell-List,

id-Single-Stream-MIMO-ActivationIndicator,

id-Single-Stream-MIMO-Mode-Indicator,


id-Additional-EDCH-Preconfiguration-Information,


id-MulticellEDCH-Information,


id-EDCH-Indicator,


id-DiversityMode,


id-TransmitDiversityIndicator,


id-NonCellSpecificTxDiversity,


id-CellCapabilityContainerExtension-FDD,


id-HSDSCH-Physical-Layer-Category,


id-TS0-HS-PDSCH-Indication-LCR,


id-UE-TS0-CapabilityLCR,

id-DGNSS-ValidityPeriod,


id-UE-AggregateMaximumBitRate-Enforcement-Indicator,

id-Out-of-Sychronization-Window,


id-MulticellEDCH-RL-SpecificInformation,


id-Continuous-Packet-Connectivity-DTX-DRX-Information,

id-Additional-E-DCH-Non-Serving-RL-Preconfiguration-Setup,


id-Additional-E-DCH-New-non-serving-RL-E-DCH-FDD-DL-Control-Channel-InfoList,


id-OrdinalNumberOfFrequency,

id-Multicell-EDCH-Restriction,


id-CellListValidityIndicator,


id-completeAlmanacProvided,


id-ganss-Delta-T,


id-CellCapabilityContainerExtension-TDD-LCR,


id-SNPL-Carrier-Group-Indicator,

id-HS-SCCH-Inactivity-Threshold-for-UE-DRX-Cycle-LCR-Ext,


id-Measurement-Power-Offset,


id-Multi-Carrier-E-DCH-LCRTDD-PhysicalLayerCategory,


id-Neighbouring-UMTS-CellInformationExtensionItem,


id-EventH,


id-UMTS-Cells-Info,


id-ANRReportIndication,


id-ANR-Cell-Information,


id-Affected-HSDSCH-Serving-Cell-List,


id-Support-of-Dynamic-DTXDRX-Related-HS-SCCH-Order,


id-UE-RF-Band-CapabilityLCR,


id-UE-transmission-power-headroom,


id-Multiflow-Information,


id-Multiflow-Reconfiguration,


id-Multiflow-OrdinalNumberOfFrequency,


id-UL-MIMO-Information,


id-UL-MIMO-Reconfiguration,


id-UL-MIMO-DL-Control-Channel-Information,


id-SixtyfourQAM-UL-Operation-Indicator,


id-Common-E-RGCH-Cell-Information,


id-PCI,


id-TAC,


id-PLMN-List,


id-FTPICH-Information,


id-FTPICH-Information-Response,


id-UL-CLTD-Information,


id-EARFCN-FDD-Extended,


id-EARFCN-TDD-Extended,


id-DropIndication
FROM RNSAP-Constants


Criticality,


ProcedureID,


ProtocolIE-ID,


TransactionID,


TriggeringMessage

FROM RNSAP-CommonDataTypes


ProtocolIE-Single-Container{},


ProtocolExtensionContainer{},


RNSAP-PROTOCOL-IES,


RNSAP-PROTOCOL-EXTENSION

FROM RNSAP-Containers;

***** CONTENT OMITTED *****
PriorityQueue-InfoList ::= SEQUENCE (SIZE (1..maxNrOfPrioQueues)) OF PriorityQueue-InfoItem

PriorityQueue-InfoItem ::= SEQUENCE {


priorityQueue-Id




PriorityQueue-Id,


associatedHSDSCH-MACdFlow


HSDSCH-MACdFlow-ID,


schedulingPriorityIndicator


SchedulingPriorityIndicator,


t1








T1,


discardTimer





DiscardTimer



OPTIONAL,


mAC-hsWindowSize




MAC-hsWindowSize,


mAChsGuaranteedBitRate



MAChsGuaranteedBitRate

OPTIONAL,


mACdPDU-Size-Index




MACdPDU-Size-IndexList,


rLC-Mode






RLC-Mode,


iE-Extensions





ProtocolExtensionContainer { { PriorityQueue-InfoItem-ExtIEs } }


OPTIONAL,


...

}

PriorityQueue-InfoItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{ ID id-MaximumMACdPDU-SizeExtended 
CRITICALITY reject

EXTENSION
MAC-PDU-SizeExtended 
PRESENCE optional}|

{ ID id-DL-RLC-PDU-Size-Format



CRITICALITY ignore

EXTENSION
DL-RLC-PDU-Size-Format
PRESENCE optional}|

{ ID id-UE-AggregateMaximumBitRate-Enforcement-Indicator
CRITICALITY ignore

EXTENSION
UE-AggregateMaximumBitRate-Enforcement-Indicator


PRESENCE optional}|

{ ID id-DropIndication
CRITICALITY ignore

EXTENSION
DropIndication


PRESENCE optional},


...

}

PriorityQueue-InfoList-EnhancedFACH-PCH
::= SEQUENCE (SIZE (1..maxNrOfPrioQueues)) OF PriorityQueue-InfoItem-EnhancedFACH-PCH

PriorityQueue-InfoItem-EnhancedFACH-PCH ::= SEQUENCE {


priorityQueue-Id




PriorityQueue-Id,


schedulingPriorityIndicator


SchedulingPriorityIndicator,


t1








T1,


mAC-ehs-Reset-Timer




MAC-ehs-Reset-Timer,


discardTimer





DiscardTimer






OPTIONAL,


mAC-hsWindowSize




MAC-hsWindowSize,


maximum-MACdPDU-Size



MAC-PDU-SizeExtended,


iE-Extensions





ProtocolExtensionContainer { { PriorityQueue-InfoItem-EnhancedFACH-PCH-ExtIEs } }


OPTIONAL,


...

}

PriorityQueue-InfoItem-EnhancedFACH-PCH-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

PriorityQueue-InfoList-to-Modify ::= SEQUENCE (SIZE (1..maxNrOfPrioQueues)) OF ModifyPriorityQueue

PriorityQueue-InfoItem-to-Add ::= SEQUENCE {


priorityQueue-Id




PriorityQueue-Id,


associatedHSDSCH-MACdFlow


HSDSCH-MACdFlow-ID,


schedulingPriorityIndicator


SchedulingPriorityIndicator,


t1








T1,


discardTimer





DiscardTimer






OPTIONAL,


mAC-hsWindowSize




MAC-hsWindowSize,


mAChsGuaranteedBitRate



MAChsGuaranteedBitRate




OPTIONAL,


mACdPDU-Size-Index




MACdPDU-Size-IndexList,


rLC-Mode






RLC-Mode,


iE-Extensions





ProtocolExtensionContainer { { PriorityQueue-InfoItem-to-Add-ExtIEs } }


OPTIONAL,


...

}

PriorityQueue-InfoItem-to-Add-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{ ID id-MaximumMACdPDU-SizeExtended 
CRITICALITY reject

EXTENSION
MAC-PDU-SizeExtended 
PRESENCE optional}|

{ ID id-DL-RLC-PDU-Size-Format



CRITICALITY ignore

EXTENSION
DL-RLC-PDU-Size-Format
PRESENCE optional}|

{ ID id-DropIndication
CRITICALITY ignore

EXTENSION
DropIndication


PRESENCE optional},


...

}

PriorityQueue-InfoItem-to-Modify ::= SEQUENCE {


priorityQueue-Id




PriorityQueue-Id,


schedulingPriorityIndicator


SchedulingPriorityIndicator



OPTIONAL,


t1








T1









OPTIONAL,


discardTimer





DiscardTimer






OPTIONAL,


mAC-hsWindowSize




MAC-hsWindowSize





OPTIONAL,


mAChsGuaranteedBitRate



MAChsGuaranteedBitRate




OPTIONAL,


mACdPDU-Size-Index-to-Modify

MACdPDU-Size-IndexList-to-Modify




OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { { PriorityQueue-InfoItem-to-Modify-ExtIEs } }


OPTIONAL,


...

}

PriorityQueue-InfoItem-to-Modify-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{ ID id-MaximumMACdPDU-SizeExtended 
CRITICALITY reject

EXTENSION
MAC-PDU-SizeExtended
PRESENCE optional} |

{ ID id-DL-RLC-PDU-Size-Format


CRITICALITY ignore

EXTENSION
DL-RLC-PDU-Size-Format
PRESENCE optional}|

{ ID id-DropIndication
CRITICALITY ignore

EXTENSION
DropIndication


PRESENCE optional},


...

}

PriorityQueue-InfoList-to-Modify-Unsynchronised ::= SEQUENCE (SIZE (0..maxNrOfPrioQueues)) OF PriorityQueue-InfoItem-to-Modify-Unsynchronised

PriorityQueue-InfoItem-to-Modify-Unsynchronised ::= SEQUENCE {


priorityQueueId





PriorityQueue-Id,


schedulingPriorityIndicator


SchedulingPriorityIndicator








OPTIONAL,


discardTimer





DiscardTimer











OPTIONAL,


mAChsGuaranteedBitRate



MAChsGuaranteedBitRate









OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { { PriorityQueue-InfoItem-to-Modify-Unsynchronised-ExtIEs} }

OPTIONAL,


...

}

PriorityQueue-InfoItem-to-Modify-Unsynchronised-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

***** CONTENT OMITTED *****
UE-AggregateMaximumBitRate ::= SEQUENCE {


uE-AggregateMaximumBitRateDownlink

UE-AggregateMaximumBitRateDownlink
OPTIONAL,


uE-AggregateMaximumBitRateUplink

UE-AggregateMaximumBitRateUplink
OPTIONAL,


...

}

UE-AggregateMaximumBitRateDownlink


::= INTEGER (1..1000000000)

-- Unit is bits per sec

UE-AggregateMaximumBitRateUplink


::= INTEGER (1..1000000000)

-- Unit is bits per sec

UE-AggregateMaximumBitRate-Enforcement-Indicator ::= NULL

DropIndication ::= BIT STRING ( SIZE (1..3,...) )

UE-Capabilities-Info ::= SEQUENCE {


hSDSCH-Physical-Layer-Category

INTEGER (1..64,...),


iE-Extensions





ProtocolExtensionContainer { { UE-Capabilities-Info-ExtIEs } }


OPTIONAL,


...

}

***** NEXT CHANGED SECTION *****
9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

RNSAP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM RNSAP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

***** CONTENT OMITTED *****
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-AllowedQueuingTime













ProtocolIE-ID ::= 4

id-Allowed-Rate-Information












ProtocolIE-ID ::= 42

id-AntennaColocationIndicator











ProtocolIE-ID ::= 309

id-BindingID















ProtocolIE-ID ::= 5

id-C-ID

















ProtocolIE-ID ::= 6

id-C-RNTI
















ProtocolIE-ID ::= 7

id-Cell-Capacity-Class-Value











ProtocolIE-ID ::= 303

id-CFN

















ProtocolIE-ID ::= 8

id-CN-CS-DomainIdentifier












ProtocolIE-ID ::= 9

id-CN-PS-DomainIdentifier












ProtocolIE-ID ::= 10

id-Cause
















ProtocolIE-ID ::= 11

id-CoverageIndicator













ProtocolIE-ID ::= 310

id-CriticalityDiagnostics












ProtocolIE-ID ::= 20

id-ContextInfoItem-Reset












ProtocolIE-ID ::= 211

id-ContextGroupInfoItem-Reset











ProtocolIE-ID ::= 515

id-D-RNTI
















ProtocolIE-ID ::= 21

id-D-RNTI-ReleaseIndication












ProtocolIE-ID ::= 22

id-DCHs-to-Add-FDD














ProtocolIE-ID ::= 26

id-DCHs-to-Add-TDD














ProtocolIE-ID ::= 27

id-DCH-DeleteList-RL-ReconfPrepFDD










ProtocolIE-ID ::= 30

id-DCH-DeleteList-RL-ReconfPrepTDD










ProtocolIE-ID ::= 31

id-DCH-DeleteList-RL-ReconfRqstFDD










ProtocolIE-ID ::= 32

id-DCH-DeleteList-RL-ReconfRqstTDD










ProtocolIE-ID ::= 33

id-DCH-FDD-Information













ProtocolIE-ID ::= 34

id-DCH-TDD-Information













ProtocolIE-ID ::= 35

id-FDD-DCHs-to-Modify













ProtocolIE-ID ::= 39

id-TDD-DCHs-to-Modify













ProtocolIE-ID ::= 40

id-DCH-InformationResponse












ProtocolIE-ID ::= 43

id-DCH-Rate-InformationItem-RL-CongestInd








ProtocolIE-ID ::= 38

id-DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD






ProtocolIE-ID ::= 44

id-DL-CCTrCH-InformationListIE-RL-ReconfReadyTDD






ProtocolIE-ID ::= 45

id-DL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD






ProtocolIE-ID ::= 46

id-DL-CCTrCH-InformationItem-RL-SetupRqstTDD







ProtocolIE-ID ::= 47

id-DL-CCTrCH-InformationListIE-PhyChReconfRqstTDD






ProtocolIE-ID ::= 48

id-DL-CCTrCH-InformationListIE-RL-AdditionRspTDD






ProtocolIE-ID ::= 49

id-DL-CCTrCH-InformationListIE-RL-SetupRspTDD







ProtocolIE-ID ::= 50

id-DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD






ProtocolIE-ID ::= 51

id-DL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD






ProtocolIE-ID ::= 52

id-DL-CCTrCH-InformationList-RL-SetupRqstTDD







ProtocolIE-ID ::= 53

id-FDD-DL-CodeInformation












ProtocolIE-ID ::= 54

id-DL-DPCH-Information-RL-ReconfPrepFDD









ProtocolIE-ID ::= 59

id-DL-DPCH-Information-RL-SetupRqstFDD









ProtocolIE-ID ::= 60

id-DL-DPCH-Information-RL-ReconfRqstFDD









ProtocolIE-ID ::= 61

id-DL-DPCH-InformationItem-PhyChReconfRqstTDD







ProtocolIE-ID ::= 62

id-DL-DPCH-InformationItem-RL-AdditionRspTDD







ProtocolIE-ID ::= 63

id-DL-DPCH-InformationItem-RL-SetupRspTDD








ProtocolIE-ID ::= 64

id-DL-DPCH-TimingAdjustment












ProtocolIE-ID ::= 278

id-DLReferencePower














ProtocolIE-ID ::= 67

id-DLReferencePowerList-DL-PC-Rqst










ProtocolIE-ID ::= 68

id-DL-ReferencePowerInformation-DL-PC-Rqst








ProtocolIE-ID ::= 69

id-DPC-Mode
















ProtocolIE-ID ::= 12

id-DRXCycleLengthCoefficient











ProtocolIE-ID ::= 70

id-DedicatedMeasurementObjectType-DM-Fail-Ind







ProtocolIE-ID ::= 470

id-DedicatedMeasurementObjectType-DM-Fail








ProtocolIE-ID ::= 471

id-DedicatedMeasurementObjectType-DM-Rprt








ProtocolIE-ID ::= 71

id-DedicatedMeasurementObjectType-DM-Rqst








ProtocolIE-ID ::= 72

id-DedicatedMeasurementObjectType-DM-Rsp








ProtocolIE-ID ::= 73

id-DedicatedMeasurementType












ProtocolIE-ID ::= 74

id-FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspFDD





ProtocolIE-ID ::= 82

id-FACH-InfoForUESelectedS-CCPCH-CTCH-ResourceRspTDD





ProtocolIE-ID ::= 83

id-Guaranteed-Rate-Information











ProtocolIE-ID ::= 41

id-IMSI

















ProtocolIE-ID ::= 84

id-HCS-Prio
















ProtocolIE-ID ::= 311

id-L3-Information














ProtocolIE-ID ::= 85

id-AdjustmentPeriod














ProtocolIE-ID ::= 90

id-MaxAdjustmentStep













ProtocolIE-ID ::= 91

id-MeasurementFilterCoefficient











ProtocolIE-ID ::= 92

id-MessageStructure














ProtocolIE-ID ::= 57

id-MeasurementID














ProtocolIE-ID ::= 93

id-Neighbouring-GSM-CellInformation










ProtocolIE-ID ::= 13

id-Neighbouring-UMTS-CellInformationItem








ProtocolIE-ID ::= 95

id-NRT-Load-Information-Value











ProtocolIE-ID ::= 305

id-NRT-Load-Information-Value-IncrDecrThres








ProtocolIE-ID ::= 306

id-PagingArea-PagingRqst












ProtocolIE-ID ::= 102

id-FACH-FlowControlInformation











ProtocolIE-ID ::= 103

id-PartialReportingIndicator











ProtocolIE-ID ::= 472

id-Permanent-NAS-UE-Identity











ProtocolIE-ID ::= 17

id-PowerAdjustmentType













ProtocolIE-ID ::= 107

id-RANAP-RelocationInformation











ProtocolIE-ID ::= 109

id-RL-Information-PhyChReconfRqstFDD









ProtocolIE-ID ::= 110

id-RL-Information-PhyChReconfRqstTDD









ProtocolIE-ID ::= 111

id-RL-Information-RL-AdditionRqstFDD









ProtocolIE-ID ::= 112

id-RL-Information-RL-AdditionRqstTDD









ProtocolIE-ID ::= 113

id-RL-Information-RL-DeletionRqst










ProtocolIE-ID ::= 114

id-RL-Information-RL-FailureInd











ProtocolIE-ID ::= 115

id-RL-Information-RL-ReconfPrepFDD










ProtocolIE-ID ::= 116

id-RL-Information-RL-RestoreInd











ProtocolIE-ID ::= 117

id-RL-Information-RL-SetupRqstFDD










ProtocolIE-ID ::= 118

id-RL-Information-RL-SetupRqstTDD










ProtocolIE-ID ::= 119

id-RL-InformationItem-RL-CongestInd










ProtocolIE-ID ::= 55

id-RL-InformationItem-DM-Rprt











ProtocolIE-ID ::= 120

id-RL-InformationItem-DM-Rqst











ProtocolIE-ID ::= 121

id-RL-InformationItem-DM-Rsp











ProtocolIE-ID ::= 122

id-RL-InformationItem-RL-PreemptRequiredInd








ProtocolIE-ID ::= 2

id-RL-InformationItem-RL-SetupRqstFDD









ProtocolIE-ID ::= 123

id-RL-InformationList-RL-CongestInd










ProtocolIE-ID ::= 56

id-RL-InformationList-RL-AdditionRqstFDD








ProtocolIE-ID ::= 124

id-RL-InformationList-RL-DeletionRqst









ProtocolIE-ID ::= 125

id-RL-InformationList-RL-PreemptRequiredInd








ProtocolIE-ID ::= 1

id-RL-InformationList-RL-ReconfPrepFDD









ProtocolIE-ID ::= 126

id-RL-InformationResponse-RL-AdditionRspTDD








ProtocolIE-ID ::= 127

id-RL-InformationResponse-RL-ReconfReadyTDD








ProtocolIE-ID ::= 128

id-RL-InformationResponse-RL-SetupRspTDD








ProtocolIE-ID ::= 129

id-RL-InformationResponseItem-RL-AdditionRspFDD







ProtocolIE-ID ::= 130

id-RL-InformationResponseItem-RL-ReconfReadyFDD







ProtocolIE-ID ::= 131

id-RL-InformationResponseItem-RL-ReconfRspFDD







ProtocolIE-ID ::= 132

id-RL-InformationResponseItem-RL-SetupRspFDD







ProtocolIE-ID ::= 133

id-RL-InformationResponseList-RL-AdditionRspFDD







ProtocolIE-ID ::= 134

id-RL-InformationResponseList-RL-ReconfReadyFDD







ProtocolIE-ID ::= 135

id-RL-InformationResponseList-RL-ReconfRspFDD







ProtocolIE-ID ::= 136

id-RL-InformationResponse-RL-ReconfRspTDD








ProtocolIE-ID ::= 28

id-RL-InformationResponseList-RL-SetupRspFDD







ProtocolIE-ID ::= 137

id-RL-ReconfigurationFailure-RL-ReconfFail








ProtocolIE-ID ::= 141

id-RL-Set-InformationItem-DM-Rprt










ProtocolIE-ID ::= 143

id-RL-Set-InformationItem-DM-Rqst










ProtocolIE-ID ::= 144

id-RL-Set-InformationItem-DM-Rsp










ProtocolIE-ID ::= 145

id-RL-Set-Information-RL-FailureInd










ProtocolIE-ID ::= 146

id-RL-Set-Information-RL-RestoreInd










ProtocolIE-ID ::= 147

id-RL-Set-Successful-InformationItem-DM-Fail







ProtocolIE-ID ::= 473

id-RL-Set-Unsuccessful-InformationItem-DM-Fail







ProtocolIE-ID ::= 474

id-RL-Set-Unsuccessful-InformationItem-DM-Fail-Ind






ProtocolIE-ID ::= 475

id-RL-Successful-InformationItem-DM-Fail








ProtocolIE-ID ::= 476

id-RL-Unsuccessful-InformationItem-DM-Fail








ProtocolIE-ID ::= 477

id-RL-Unsuccessful-InformationItem-DM-Fail-Ind







ProtocolIE-ID ::= 478

id-ReportCharacteristics












ProtocolIE-ID ::= 152

id-Reporting-Object-RL-FailureInd










ProtocolIE-ID ::= 153

id-Reporing-Object-RL-RestoreInd










ProtocolIE-ID ::= 154

id-RT-Load-Value














ProtocolIE-ID ::= 307

id-RT-Load-Value-IncrDecrThres











ProtocolIE-ID ::= 308

id-S-RNTI
















ProtocolIE-ID ::= 155

id-ResetIndicator














ProtocolIE-ID ::= 244

id-RNC-ID
















ProtocolIE-ID ::= 245

id-SAI

















ProtocolIE-ID ::= 156

id-SRNC-ID
















ProtocolIE-ID ::= 157

id-SuccessfulRL-InformationResponse-RL-AdditionFailureFDD




ProtocolIE-ID ::= 159

id-SuccessfulRL-InformationResponse-RL-SetupFailureFDD





ProtocolIE-ID ::= 160

id-TransportBearerID













ProtocolIE-ID ::= 163

id-TransportBearerRequestIndicator










ProtocolIE-ID ::= 164

id-TransportLayerAddress












ProtocolIE-ID ::= 165

id-TypeOfError















ProtocolIE-ID ::= 140

id-UC-ID
















ProtocolIE-ID ::= 166

id-UL-CCTrCH-AddInformation-RL-ReconfPrepTDD







ProtocolIE-ID ::= 167

id-UL-CCTrCH-InformationAddList-RL-ReconfPrepTDD






ProtocolIE-ID ::= 169

id-UL-CCTrCH-InformationItem-RL-SetupRqstTDD







ProtocolIE-ID ::= 171

id-UL-CCTrCH-InformationList-RL-SetupRqstTDD







ProtocolIE-ID ::= 172

id-UL-CCTrCH-InformationListIE-PhyChReconfRqstTDD






ProtocolIE-ID ::= 173

id-UL-CCTrCH-InformationListIE-RL-AdditionRspTDD






ProtocolIE-ID ::= 174

id-UL-CCTrCH-InformationListIE-RL-ReconfReadyTDD






ProtocolIE-ID ::= 175

id-UL-CCTrCH-InformationListIE-RL-SetupRspTDD







ProtocolIE-ID ::= 176

id-UL-DPCH-Information-RL-ReconfPrepFDD









ProtocolIE-ID ::= 177

id-UL-DPCH-Information-RL-ReconfRqstFDD









ProtocolIE-ID ::= 178

id-UL-DPCH-Information-RL-SetupRqstFDD









ProtocolIE-ID ::= 179

id-UL-DPCH-InformationItem-PhyChReconfRqstTDD







ProtocolIE-ID ::= 180

id-UL-DPCH-InformationItem-RL-AdditionRspTDD







ProtocolIE-ID ::= 181

id-UL-DPCH-InformationItem-RL-SetupRspTDD








ProtocolIE-ID ::= 182

id-UL-DPCH-InformationAddListIE-RL-ReconfReadyTDD






ProtocolIE-ID ::= 183

id-UL-SIRTarget















ProtocolIE-ID ::= 184

id-URA-Information














ProtocolIE-ID ::= 185

id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD




ProtocolIE-ID ::= 188

id-UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD




ProtocolIE-ID ::= 189

id-UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD




ProtocolIE-ID ::= 190

id-Active-Pattern-Sequence-Information









ProtocolIE-ID ::= 193

id-AdjustmentRatio














ProtocolIE-ID ::= 194

id-CauseLevel-RL-AdditionFailureFDD










ProtocolIE-ID ::= 197

id-CauseLevel-RL-AdditionFailureTDD










ProtocolIE-ID ::= 198

id-CauseLevel-RL-ReconfFailure











ProtocolIE-ID ::= 199

id-CauseLevel-RL-SetupFailureFDD










ProtocolIE-ID ::= 200

id-CauseLevel-RL-SetupFailureTDD










ProtocolIE-ID ::= 201

id-DL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD






ProtocolIE-ID ::= 205

id-DL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD






ProtocolIE-ID ::= 206

id-DL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD






ProtocolIE-ID ::= 207

id-DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD






ProtocolIE-ID ::= 208

id-DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD






ProtocolIE-ID ::= 209

id-DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD






ProtocolIE-ID ::= 210

id-DL-DPCH-InformationAddListIE-RL-ReconfReadyTDD






ProtocolIE-ID ::= 212

id-DL-DPCH-InformationDeleteListIE-RL-ReconfReadyTDD





ProtocolIE-ID ::= 213

id-DL-DPCH-InformationModifyListIE-RL-ReconfReadyTDD





ProtocolIE-ID ::= 214

id-DSCHs-to-Add-TDD














ProtocolIE-ID ::= 215

id-Unused-ProtocolIE-ID-216












ProtocolIE-ID ::= 216

id-DSCH-DeleteList-RL-ReconfPrepTDD










ProtocolIE-ID ::= 217

id-Unused-ProtocolIE-ID-218












ProtocolIE-ID ::= 218

id-Unused-ProtocolIE-ID-219












ProtocolIE-ID ::= 219

id-DSCH-InformationListIE-RL-AdditionRspTDD








ProtocolIE-ID ::= 220

id-DSCH-InformationListIEs-RL-SetupRspTDD








ProtocolIE-ID ::= 221

id-DSCH-TDD-Information













ProtocolIE-ID ::= 222

id-Unused-ProtocolIE-ID-223












ProtocolIE-ID ::= 223

id-Unused-ProtocolIE-ID-226












ProtocolIE-ID ::= 226

id-DSCH-ModifyList-RL-ReconfPrepTDD










ProtocolIE-ID ::= 227

id-Unused-ProtocolIE-ID-228












ProtocolIE-ID ::= 228

id-Unused-ProtocolIE-ID-324












ProtocolIE-ID ::= 324

id-Unused-ProtocolIE-ID-229












ProtocolIE-ID ::= 229

id-DSCHToBeAddedOrModifiedList-RL-ReconfReadyTDD






ProtocolIE-ID ::= 230

id-Unused-ProtocolIE-ID-29












ProtocolIE-ID ::= 29

id-Unused-ProtocolIE-ID-225












ProtocolIE-ID ::= 225

id-GA-Cell
















ProtocolIE-ID ::= 232

id-GA-CellAdditionalShapes












ProtocolIE-ID ::= 3

id-Unused-ProtocolIE-ID-246












ProtocolIE-ID ::= 246

id-Transmission-Gap-Pattern-Sequence-Information






ProtocolIE-ID ::= 255

id-UL-CCTrCH-DeleteInformation-RL-ReconfPrepTDD







ProtocolIE-ID ::= 256

id-UL-CCTrCH-ModifyInformation-RL-ReconfPrepTDD







ProtocolIE-ID ::= 257

id-UL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD






ProtocolIE-ID ::= 258

id-UL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD






ProtocolIE-ID ::= 259

id-UL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD






ProtocolIE-ID ::= 260

id-UL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD






ProtocolIE-ID ::= 261

id-UL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD






ProtocolIE-ID ::= 262

id-UL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD






ProtocolIE-ID ::= 263

id-UL-DPCH-InformationDeleteListIE-RL-ReconfReadyTDD





ProtocolIE-ID ::= 264

id-UL-DPCH-InformationModifyListIE-RL-ReconfReadyTDD





ProtocolIE-ID ::= 265

id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureTDD




ProtocolIE-ID ::= 266

id-USCHs-to-Add















ProtocolIE-ID ::= 267

id-USCH-DeleteList-RL-ReconfPrepTDD










ProtocolIE-ID ::= 268

id-USCH-InformationListIE-RL-AdditionRspTDD








ProtocolIE-ID ::= 269

id-USCH-InformationListIEs-RL-SetupRspTDD








ProtocolIE-ID ::= 270

id-USCH-Information














ProtocolIE-ID ::= 271

id-USCH-ModifyList-RL-ReconfPrepTDD










ProtocolIE-ID ::= 272

id-USCHToBeAddedOrModifiedList-RL-ReconfReadyTDD






ProtocolIE-ID ::= 273

id-DL-Physical-Channel-Information-RL-SetupRqstTDD






ProtocolIE-ID ::= 274

id-UL-Physical-Channel-Information-RL-SetupRqstTDD






ProtocolIE-ID ::= 275

id-ClosedLoopMode1-SupportIndicator










ProtocolIE-ID ::= 276

id-Unused-ProtocolIE-ID-277












ProtocolIE-ID ::= 277

id-STTD-SupportIndicator












ProtocolIE-ID ::= 279

id-CFNReportingIndicator












ProtocolIE-ID ::= 14

id-CNOriginatedPage-PagingRqst











ProtocolIE-ID ::= 23

id-InnerLoopDLPCStatus













ProtocolIE-ID ::= 24

id-PropagationDelay














ProtocolIE-ID ::= 25

id-RxTimingDeviationForTA












ProtocolIE-ID ::= 36

id-timeSlot-ISCP














ProtocolIE-ID ::= 37

id-CCTrCH-InformationItem-RL-FailureInd









ProtocolIE-ID ::= 15

id-CCTrCH-InformationItem-RL-RestoreInd









ProtocolIE-ID ::= 16

id-CommonMeasurementAccuracy











ProtocolIE-ID ::= 280

id-CommonMeasurementObjectType-CM-Rprt









ProtocolIE-ID ::= 281

id-CommonMeasurementObjectType-CM-Rqst









ProtocolIE-ID ::= 282

id-CommonMeasurementObjectType-CM-Rsp









ProtocolIE-ID ::= 283

id-CommonMeasurementType












ProtocolIE-ID ::= 284

id-CongestionCause 














ProtocolIE-ID ::= 18

id-SFN

















ProtocolIE-ID ::= 285

id-SFNReportingIndicator












ProtocolIE-ID ::= 286

id-InformationExchangeID












ProtocolIE-ID ::= 287

id-InformationExchangeObjectType-InfEx-Rprt








ProtocolIE-ID ::= 288

id-InformationExchangeObjectType-InfEx-Rqst








ProtocolIE-ID ::= 289

id-InformationExchangeObjectType-InfEx-Rsp








ProtocolIE-ID ::= 290

id-InformationReportCharacteristics










ProtocolIE-ID ::= 291

id-InformationType














ProtocolIE-ID ::= 292

id-neighbouring-LCR-TDD-CellInformation









ProtocolIE-ID ::= 58

id-DL-Timeslot-ISCP-LCR-Information-RL-SetupRqstTDD






ProtocolIE-ID ::= 65

id-RL-LCR-InformationResponse-RL-SetupRspTDD







ProtocolIE-ID ::= 66

id-UL-CCTrCH-LCR-InformationListIE-RL-SetupRspTDD






ProtocolIE-ID ::= 75

id-UL-DPCH-LCR-InformationItem-RL-SetupRspTDD







ProtocolIE-ID ::= 76

id-DL-CCTrCH-LCR-InformationListIE-RL-SetupRspTDD






ProtocolIE-ID ::= 77

id-DL-DPCH-LCR-InformationItem-RL-SetupRspTDD







ProtocolIE-ID ::= 78

id-DSCH-LCR-InformationListIEs-RL-SetupRspTDD







ProtocolIE-ID ::= 79

id-USCH-LCR-InformationListIEs-RL-SetupRspTDD







ProtocolIE-ID ::= 80

id-DL-Timeslot-ISCP-LCR-Information-RL-AdditionRqstTDD





ProtocolIE-ID ::= 81

id-RL-LCR-InformationResponse-RL-AdditionRspTDD







ProtocolIE-ID ::= 86

id-UL-CCTrCH-LCR-InformationListIE-RL-AdditionRspTDD





ProtocolIE-ID ::= 87

id-UL-DPCH-LCR-InformationItem-RL-AdditionRspTDD






ProtocolIE-ID ::= 88

id-DL-CCTrCH-LCR-InformationListIE-RL-AdditionRspTDD





ProtocolIE-ID ::= 89

id-DL-DPCH-LCR-InformationItem-RL-AdditionRspTDD






ProtocolIE-ID ::= 94

id-DSCH-LCR-InformationListIEs-RL-AdditionRspTDD






ProtocolIE-ID ::= 96

id-USCH-LCR-InformationListIEs-RL-AdditionRspTDD






ProtocolIE-ID ::= 97

id-UL-DPCH-LCR-InformationAddListIE-RL-ReconfReadyTDD





ProtocolIE-ID ::= 98

id-UL-Timeslot-LCR-InformationModifyList-RL-ReconfReadyTDD




ProtocolIE-ID ::= 100

id-DL-DPCH-LCR-InformationAddListIE-RL-ReconfReadyTDD





ProtocolIE-ID ::= 101

id-DL-Timeslot-LCR-InformationModifyList-RL-ReconfReadyTDD




ProtocolIE-ID ::= 104

id-UL-Timeslot-LCR-InformationList-PhyChReconfRqstTDD





ProtocolIE-ID ::= 105

id-DL-Timeslot-LCR-InformationList-PhyChReconfRqstTDD





ProtocolIE-ID ::= 106

id-timeSlot-ISCP-LCR-List-DL-PC-Rqst-TDD








ProtocolIE-ID ::= 138

id-TSTD-Support-Indicator-RL-SetupRqstTDD








ProtocolIE-ID ::= 139

id-RestrictionStateIndicator











ProtocolIE-ID ::= 142

id-Load-Value















ProtocolIE-ID ::= 233

id-Load-Value-IncrDecrThres
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ProtocolIE-ID ::= 746

id-UE-with-enhanced-HS-SCCH-support-indicator







ProtocolIE-ID ::= 747

id-DGANSS-Corrections-Req












ProtocolIE-ID ::= 748

id-E-AGCH-Table-Choice













ProtocolIE-ID ::= 749

id-RANAP-EnhancedRelocationInformationRequest







ProtocolIE-ID ::= 750

id-RANAP-EnhancedRelocationInformationResponse







ProtocolIE-ID ::= 751

id-Common-EDCH-MAC-d-Flow-Specific-InformationFDD






ProtocolIE-ID ::= 752

id-Common-EDCH-Support-Indicator










ProtocolIE-ID ::= 753

id-E-RNTI
















ProtocolIE-ID ::= 754

id-Released-CN-Domain













ProtocolIE-ID ::= 755

id-MBMS-Bearer-Service-in-MBMS-Cell-InfEx-Rqst







ProtocolIE-ID ::= 756

id-MBMS-Bearer-Service-in-MBMS-Cell-InfEx-Rsp







ProtocolIE-ID ::= 757

id-MBMS-Bearer-Service-in-MBMS-Cell-InfEx-Rprt







ProtocolIE-ID ::= 758

id-MBMS-Cell-InfEx-Rqst













ProtocolIE-ID ::= 759

id-MBMS-Cell-InfEx-Rsp













ProtocolIE-ID ::= 760

id-MBMS-Cell-InfEx-Rprt













ProtocolIE-ID ::= 761

id-Counting-Information













ProtocolIE-ID ::= 762

id-Transmission-Mode-Information










ProtocolIE-ID ::= 763

id-MBMS-Neighbouring-Cell-Information









ProtocolIE-ID ::= 764

id-MBMS-RLC-Sequence-Number-Information









ProtocolIE-ID ::= 765

id-RLC-Sequence-Number













ProtocolIE-ID ::= 766

id-Neighbouring-E-UTRA-CellInformation









ProtocolIE-ID ::= 767

id-MBSFN-Cluster-Identity












ProtocolIE-ID ::= 769

id-MCCH-Configuration-Info 












ProtocolIE-ID ::= 770

id-MCCH-Message-List 













ProtocolIE-ID ::= 771

id-MBSFN-Scheduling-Transmission-Time-Interval-Info-List




ProtocolIE-ID ::= 772

id-GANSS-Time-ID














ProtocolIE-ID ::= 773

id-GANSS-AddIonoModelReq












ProtocolIE-ID ::= 774

id-GANSS-EarthOrientParaReq












ProtocolIE-ID ::= 775

id-GANSS-AddNavigationModelsReq











ProtocolIE-ID ::= 776

id-GANSS-AddUTCModelsReq












ProtocolIE-ID ::= 777

id-GANSS-AuxInfoReq














ProtocolIE-ID ::= 778

id-GANSS-SBAS-ID














ProtocolIE-ID ::= 779

id-GANSS-ID
















ProtocolIE-ID ::= 780

id-GANSS-Additional-Ionospheric-Model









ProtocolIE-ID ::= 781

id-GANSS-Earth-Orientation-Parameters









ProtocolIE-ID ::= 782

id-GANSS-Additional-Time-Models











ProtocolIE-ID ::= 783

id-GANSS-Additional-Navigation-Models









ProtocolIE-ID ::= 784

id-GANSS-Additional-UTC-Models











ProtocolIE-ID ::= 785

id-GANSS-Auxiliary-Information











ProtocolIE-ID ::= 786

id-MinimumReducedE-DPDCH-GainFactor










ProtocolIE-ID ::= 787

id-Enhanced-FACH-Information-ResponseLCR








ProtocolIE-ID ::= 788

id-Common-EDCH-MAC-d-Flow-Specific-InformationLCR






ProtocolIE-ID ::= 789

id-HSDSCH-PreconfigurationSetup











ProtocolIE-ID ::= 790

id-HSDSCH-PreconfigurationInfo











ProtocolIE-ID ::= 791

id-NoOfTargetCellHS-SCCH-Order











ProtocolIE-ID ::= 792

id-EnhancedHSServingCC-Abort











ProtocolIE-ID ::= 793

id-Additional-HS-Cell-Information-RL-Setup








ProtocolIE-ID ::= 794

id-Additional-HS-Cell-Information-Response








ProtocolIE-ID ::= 795

id-Additional-HS-Cell-Information-RL-Addition







ProtocolIE-ID ::= 796

id-Additional-HS-Cell-Change-Information-Response






ProtocolIE-ID ::= 797

id-Additional-HS-Cell-Information-RL-Reconf-Prep






ProtocolIE-ID ::= 798

id-Additional-HS-Cell-Information-RL-Reconf-Req







ProtocolIE-ID ::= 799

id-Additional-HS-Cell-RL-Reconf-Response








ProtocolIE-ID ::= 800

id-Additional-HS-Cell-Information-RL-Param-Upd







ProtocolIE-ID ::= 801

id-Secondary-Serving-Cell-List











ProtocolIE-ID ::= 802

id-MultiCarrier-HSDSCH-Physical-Layer-Category 







ProtocolIE-ID ::= 803

id-IdleIntervalInformation












ProtocolIE-ID ::= 804

id-NeedforIdleInterval













ProtocolIE-ID ::= 805

id-IdleIntervalConfigurationIndicator









ProtocolIE-ID ::= 806

id-ContinuousPacketConnectivity-DRX-InformationLCR






ProtocolIE-ID ::= 807

id-ContinuousPacketConnectivity-DRX-Information-ResponseLCR




ProtocolIE-ID ::= 808

id-E-AGCH-UE-Inactivity-Monitor-Threshold








ProtocolIE-ID ::= 809

id-CPC-InformationLCR













ProtocolIE-ID ::= 810

id-E-DCH-Semi-PersistentScheduling-Information-LCR






ProtocolIE-ID ::= 811

id-HS-DSCH-Semi-PersistentScheduling-Information-LCR





ProtocolIE-ID ::= 812

id-HS-DSCH-Semi-PersistentScheduling-Information-ResponseLCR



ProtocolIE-ID ::= 813

id-E-DCH-Semi-PersistentScheduling-Information-ResponseLCR




ProtocolIE-ID ::= 814

id-MIMO-SFMode-For-HSPDSCHDualStream









ProtocolIE-ID ::= 815

id-MIMO-SFMode-Supported-For-HSPDSCHDualStream







ProtocolIE-ID ::= 816

id-MIMO-ReferenceSignal-InformationListLCR








ProtocolIE-ID ::= 817

id-GANSS-alm-keplerianNAVAlmanac










ProtocolIE-ID ::= 818

id-GANSS-alm-keplerianReducedAlmanac









ProtocolIE-ID ::= 819

id-GANSS-alm-keplerianMidiAlmanac










ProtocolIE-ID ::= 820

id-GANSS-alm-keplerianGLONASS











ProtocolIE-ID ::= 821

id-GANSS-alm-ecefSBASAlmanac











ProtocolIE-ID ::= 822

id-DL-RLC-PDU-Size-Format












ProtocolIE-ID ::= 823

id-MACes-Maximum-Bitrate-LCR











ProtocolIE-ID ::= 824

id-Single-Stream-MIMO-ActivationIndicator








ProtocolIE-ID ::= 825

id-Single-Stream-MIMO-Mode-Indicator









ProtocolIE-ID ::= 826

id-Dual-Band-Secondary-Serving-Cell-List








ProtocolIE-ID ::= 827

id-UE-AggregateMaximumBitRate











ProtocolIE-ID ::= 828

id-power-offset-for-S-CPICH-for-MIMO









ProtocolIE-ID ::= 829

id-power-offset-for-S-CPICH-for-MIMO-Request-Indicator





ProtocolIE-ID ::= 830

id-UE-SupportIndicatorExtension











ProtocolIE-ID ::= 831

id-ActivationInformation












ProtocolIE-ID ::= 835

id-CellPortionLCRID














ProtocolIE-ID ::= 836

id-Additional-EDCH-Cell-Information-RL-Setup-Req






ProtocolIE-ID ::= 837

id-Additional-EDCH-Cell-Information-Response







ProtocolIE-ID ::= 838

id-Additional-EDCH-Cell-Information-RL-Add-Req







ProtocolIE-ID ::= 839

id-Additional-EDCH-Cell-Information-Response-RLAdd






ProtocolIE-ID ::= 840

id-Additional-EDCH-Cell-Information-RL-Reconf-Prep






ProtocolIE-ID ::= 841

id-Additional-EDCH-Cell-Information-RL-Reconf-Req






ProtocolIE-ID ::= 842

id-Additional-EDCH-Cell-Information-RL-Param-Upd






ProtocolIE-ID ::= 843

id-Additional-EDCH-Preconfiguration-Information







ProtocolIE-ID ::= 844

id-MulticellEDCH-Information











ProtocolIE-ID ::= 845

id-Additional-EDCH-Cell-Information-ResponseRLReconf





ProtocolIE-ID ::= 854

id-EDCH-Indicator














ProtocolIE-ID ::= 855

id-DiversityMode














ProtocolIE-ID ::= 856

id-TransmitDiversityIndicator











ProtocolIE-ID ::= 857

id-NonCellSpecificTxDiversity











ProtocolIE-ID ::= 858

id-CellCapabilityContainerExtension-FDD









ProtocolIE-ID ::= 859

id-HSDSCH-Physical-Layer-Category










ProtocolIE-ID ::= 860

id-E-RNTI-For-FACH














ProtocolIE-ID ::= 861

id-H-RNTI-For-FACH














ProtocolIE-ID ::= 862

id-RNTI-Allocation-Indicator











ProtocolIE-ID ::= 863

id-UE-AggregateMaximumBitRate-Enforcement-Indicator






ProtocolIE-ID ::= 864

id-DCH-MeasurementOccasion-Information









ProtocolIE-ID ::= 865

id-DCH-MeasurementType-Indicator










ProtocolIE-ID ::= 866

id-Out-of-Sychronization-Window











ProtocolIE-ID ::= 867

id-MulticellEDCH-RL-SpecificInformation









ProtocolIE-ID ::= 868

id-DGNSS-ValidityPeriod













ProtocolIE-ID ::= 869

id-TS0-HS-PDSCH-Indication-LCR 











ProtocolIE-ID ::= 870

id-UE-TS0-CapabilityLCR













ProtocolIE-ID ::= 871

id-Non-Serving-RL-Preconfig-Info










ProtocolIE-ID ::= 872

id-Non-Serving-RL-Preconfig-Setup










ProtocolIE-ID ::= 873

id-Non-Serving-RL-Preconfig-Removal










ProtocolIE-ID ::= 874

id-Additional-E-DCH-Non-Serving-RL-Preconfiguration-Setup




ProtocolIE-ID ::= 875

id-Additional-E-DCH-New-non-serving-RL-E-DCH-FDD-DL-Control-Channel-InfoList
ProtocolIE-ID ::= 876

id-CellListValidityIndicator











ProtocolIE-ID ::= 877

id-completeAlmanacProvided












ProtocolIE-ID ::= 878

id-ganss-Delta-T














ProtocolIE-ID ::= 879

id-OrdinalNumberOfFrequency












ProtocolIE-ID ::= 880

id-Multicell-EDCH-Restriction











ProtocolIE-ID ::= 882

id-CellCapabilityContainerExtension-TDD-LCR








ProtocolIE-ID ::= 883

id-Multi-Carrier-EDCH-Setup












ProtocolIE-ID ::= 884

id-Multi-Carrier-EDCH-Reconfigure










ProtocolIE-ID ::= 885

id-Multi-Carrier-EDCH-Response











ProtocolIE-ID ::= 886

id-SNPL-Carrier-Group-Indicator











ProtocolIE-ID ::= 887

id-MU-MIMO-InformationLCR












ProtocolIE-ID ::= 888

id-MU-MIMO-Indicator













ProtocolIE-ID ::= 889

id-HS-SCCH-Inactivity-Threshold-for-UE-DRX-Cycle-LCR-Ext




ProtocolIE-ID ::= 890

id-Usefulness-Of-Battery-Optimization









ProtocolIE-ID ::= 891

id-Multi-Carrier-E-DCH-LCRTDD-PhysicalLayerCategory






ProtocolIE-ID ::= 892

id-Measurement-Power-Offset












ProtocolIE-ID ::= 893

id-MDT-Configuration













ProtocolIE-ID ::= 894

id-Neighbouring-UMTS-CellInformation-Ext








ProtocolIE-ID ::= 895

id-Neighbouring-UMTS-CellInformationExtensionItem






ProtocolIE-ID ::= 896

id-Control-Type-InformationTransferControlReq







ProtocolIE-ID ::= 897

id-UMTS-Cells-Info














ProtocolIE-ID ::= 898

id-ANRReportIndication













ProtocolIE-ID ::= 899

id-ANR-Cell-InfEx-Rqst













ProtocolIE-ID ::= 900

id-ANR-Cell-InfEx-Rsp













ProtocolIE-ID ::= 901

id-ANR-Cell-Information













ProtocolIE-ID ::= 902

id-Trace-Collection-Entity-IP-Address









ProtocolIE-ID ::= 904

id-Affected-HSDSCH-Serving-Cell-List









ProtocolIE-ID ::= 905

id-UL-CLTD-Information













ProtocolIE-ID ::= 906

id-UL-CLTD-Information-Reconf











ProtocolIE-ID ::= 907

id-UL-CLTD-State-Update-Information










ProtocolIE-ID ::= 908

id-Support-of-Dynamic-DTXDRX-Related-HS-SCCH-Order






ProtocolIE-ID ::= 909

id-CPC-RecoveryReport













ProtocolIE-ID ::= 910

id-FTPICH-Information













ProtocolIE-ID ::= 911

id-FTPICH-Information-Reconf











ProtocolIE-ID ::= 912

id-UE-RF-Band-CapabilityLCR












ProtocolIE-ID ::= 913

id-Extended-S-RNTI














ProtocolIE-ID ::= 914

id-ExtendedAffectedUEInformationForMBMS









ProtocolIE-ID ::= 915

id-Extended-S-RNTI-Group












ProtocolIE-ID ::= 916

id-FTPICH-Information-Response











ProtocolIE-ID ::= 917

id-FTPICH-Reconfiguration-Information









ProtocolIE-ID ::= 918

id-MIMO-withfourtransmitantennas-ActivationIndicator





ProtocolIE-ID ::= 919

id-MIMO-withfourtransmitantennas-ModeIndicator







ProtocolIE-ID ::= 920

id-power-offset-for-S-CPICH-for-MIMO-withfourtransmitantennas



ProtocolIE-ID ::= 921

id-power-offset-for-S-CPICH-for-MIMO-withfourtransmitantennas-Request-Indicator ProtocolIE-ID ::= 922

id-DualStream-MIMO-withfourtransmitantennas-ActivationIndicator



ProtocolIE-ID ::= 923

id-DualStream-MIMO-withfourtransmitantennas-ModeIndicator




ProtocolIE-ID ::= 924

id-Additional-Associated-Secondary-CPICH








ProtocolIE-ID ::= 925

id-UE-transmission-power-headroom










ProtocolIE-ID ::= 926

id-Multiflow-Information












ProtocolIE-ID ::= 927

id-Multiflow-Reconfiguration











ProtocolIE-ID ::= 928

id-Multiflow-OrdinalNumberOfFrequency









ProtocolIE-ID ::= 929

id-UL-MIMO-Information













ProtocolIE-ID ::= 930

id-UL-MIMO-Reconfiguration












ProtocolIE-ID ::= 931

id-UL-MIMO-DL-Control-Channel-Information








ProtocolIE-ID ::= 932

id-SixtyfourQAM-UL-Operation-Indicator









ProtocolIE-ID ::= 933

id-Common-E-RGCH-Cell-InfEx-Rqst










ProtocolIE-ID ::= 935

id-Common-E-RGCH-Cell-InfEx-Rsp











ProtocolIE-ID ::= 936

id-Common-E-RGCH-Cell-InfEx-Rprt










ProtocolIE-ID ::= 937

id-Common-E-RGCH-Cell-Information










ProtocolIE-ID ::= 938
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id-ClassmarkInformation3












ProtocolIE-ID ::= 2052

id-GSM-Cell-CM-Rqst














ProtocolIE-ID ::= 2053
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ProtocolIE-ID ::= 2054
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ProtocolIE-ID ::= 2055
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id-Extension-FailureIndicationMeasurementList
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id-Extension-FailureMeasurementList










ProtocolIE-ID ::= 2058
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ProtocolIE-ID ::= 2059
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ProtocolIE-ID ::= 2060
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ProtocolIE-ID ::= 2061
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ProtocolIE-ID ::= 2062

id-LoadValue















ProtocolIE-ID ::= 2063

id-EventH
















ProtocolIE-ID ::= 2064

id-DropIndication
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