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1 Introduction
This document proposes some EPs for PUA.
2 Discussion
The Text Proposal is to include the elementary procedures proposed for PUA. These are similar to those for RUA but CONNECT is only needed from the HNB as PCAP connection-oriented messaging is only originated at the RNC, not at the SAS.
3
Text Proposal
As below.
3GPP TS 25.470 V0.2.0 (2013-10)
Technical Specification

3rd Generation Partnership Project;

Technical Specification Group Radio Access Network;

UTRAN Iuh Interface PCAP User Adaption (PUA) signalling;

(Release 12)

[image: image1.png]=

A GLOBAL INITIATIVE




The present document has been developed within the 3rd Generation Partnership Project (3GPP TM) and may be further elaborated for the purposes of 3GPP..
The present document has not been subject to any approval process by the 3GPP Organizational Partners and shall not be implemented.
This Specification is provided for future development work within 3GPP only. The Organizational Partners accept no liability for any use of this Specification.
Specifications and Reports for implementation of the 3GPP TM system should be obtained via the 3GPP Organizational Partners' Publications Offices.

Keywords

<keyword[, keyword, …]>

3GPP

Postal address

3GPP support office address

650 Route des Lucioles - Sophia Antipolis

Valbonne - FRANCE

Tel.: +33 4 92 94 42 00 Fax: +33 4 93 65 47 16

Internet

http://www.3gpp.org

Copyright Notification

No part may be reproduced except as authorized by written permission.
The copyright and the foregoing restriction extend to reproduction in all media.

© 2013, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TTA, TTC).

All rights reserved.

UMTS™ is a Trade Mark of ETSI registered for the benefit of its members

3GPP™ is a Trade Mark of ETSI registered for the benefit of its Members and of the 3GPP Organizational Partners
LTE™ is a Trade Mark of ETSI registered for the benefit of its Members and of the 3GPP Organizational Partners

GSM® and the GSM logo are registered and owned by the GSM Association

Contents

4Foreword

1
Scope
5
2
References
5
3
Definitions, symbols and abbreviations
5
3.1
Definitions
5
3.2
Symbols
5
3.3
Abbreviations
5
4
General
6
4.1
Procedure specification principles
6
4.2
Forwards and backwards compatibility
6
4.3
Specification notations
6
5
PUA services
6
6 
Services expected from the transport layer
6
7
Functions of PUA
6
8
PUA procedures
6
9
Elements for PUA communication
6
10
Handling of unknown, unforeseen, and erroneous protocol data
6
Annex A (informative): Change history
7


Foreword

This Technical Specification has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

1
Scope

The present document specifies the PCAP User Adaption (PUA) between the Home Node B (HNB) and the Home Node B Gateway (HNB-GW). It fulfils the HNB- HNB-GW communication requirements specified in TS 25.467 [3] and is defined over the Iuh – reference point. It provides transparent transport for PCAP messages.

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

3
Definitions, symbols and abbreviations

Delete from the above heading those words which are not applicable.

Clause numbering depends on applicability and should be renumbered accordingly.

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

Definition format (Normal)

<defined term>: <definition>.

example: text used to clarify abstract rules by applying them literally.

3.2
Symbols

For the purposes of the present document, the following symbols apply:

Symbol format (EW)

<symbol>
<Explanation>

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

Abbreviation format (EW)

<ACRONYM>
<Explanation>

4
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4.2
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PUA services

6 
Services expected from the transport layer

7
Functions of PUA

8
PUA procedures

8.1
Elementary Procedures

Table 1 summarizes the EPs.

Table 1; Elementary procedures

	Elementary Procedure
	Message

	Connect
	CONNECT

	Direct Transfer
	DIRECT TRANSFER

	Disconnect
	DISCONNECT

	Connectionless Transfer
	CONNECTIONLESS TRANSFER

	Error Indication
	ERROR INDICATION


8.2
Connect

8.2.1
General

The HNB can initiate this procedure to establish an UE-associated Signalling Connection and carry a PCAP message.

8.2.2
Successful Operation
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Figure 8.2.2.1: Connect procedure – successful operation
This procedure is used to carry the first PCAP message from the HNB to the HNB-GW. 

Additional information is provided to enable the HNB-GW to trigger the establishment of a new UE-associated Signalling Connection between HNB and HNB-GW, which is directly mapped to the Iupc Signalling Connection the PCAP message refers to.

NOTE:
The Context ID is used as the Iupc Signalling Connection identifier in the corresponding PCAP messages. 

8.3
Direct Transfer

8.3.1
General

This procedure is initiated by either the HNB or HNB-GW to transport a PCAP message between the two nodes. 
8.3.2
Successful Operation (HNB-GW Originated)
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Figure 8.3.2.1: Direct Transfer procedure – successful operation
This procedure is used to carry any downlink connection-oriented PCAP message defined in TS 25.453 [2] from the HNB-GW to the HNB. 

8.3.3
Successful Operation (HNB Originated)
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Figure 8.3.3.1: Direct Transfer procedure – successful operation
This procedure is used to carry any uplink connection-oriented PCAP message defined in TS 25.453 [2], except those carried in CONNECT or DISCONNECT messages, from the HNB to the HNB-GW. 

8.3.4
Abnormal Conditions

-

8.4
Disconnect

8.4.1
General

This procedure is normally initiated by the HNB to terminate an UE-associated Signalling Connection between the HNB and HNB-GW, but maybe initiated by the HNB-GW to close a refused connection or if an existing connection is released (e.g. for error reasons) by the SAS or HNB-GW
8.4.2
Successful Operation (HNB Originated)
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Figure 8.4.2.1: Disconnect procedure
This procedure is used to release a UE associated signaling connection between the HNB and HNB-GW and may carry the last PCAP (TS 25.453 [2]) uplink connection-oriented message of a given Iupc Signalling Connection to the HNB-GW over the Iuh interface. This procedure may also be used to indicate error conditions at the HNB. This procedure will indicate the cause of the termination in the Cause IE.
8.4.3
Successful Operation (HNB-GW Originated)
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Figure 8.4.3.1: Disconnect procedure
This procedure is used to close a given Iupc Signalling Connection between the HNB and the HNB-GW over the Iuh interface. This procedure will indicate the cause of the termination in the Cause IE. 

8.5
Connectionless Transfer

8.5.1
General

This procedure is initiated by either the HNB or the HNB-GW to transfer connectionless PCAP messages between the HNB and HNB-GW.

8.5.2
Successful Operation (HNB-GW Originated)
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Figure 8.5.2.1: Connectionless Transfer procedure to HNB

This procedure is used to carry any downlink connectionless PCAP message defined in TS 25.453 [2] from the HNB-GW to the HNB.

8.5.3
Successful Operation (HNB Originated)
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Figure 8.5.3.1: Connectionless Transfer procedure to HNB-GW

This procedure is used to carry any uplink connectionless PCAP message defined in TS 25.453 [2] from the HNB to the HNB-GW.

8.5.4
Abnormal Conditions

-

8.6
Error Indication

8.6.1
General

The Error Indication procedure is initiated by either HNB or HNB-GW to report detected errors in one incoming message.

8.6.2
Successful Operation
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Figure 8.6.2.1 Error Indication HNB Originated, Successful Operation
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Figure 8.6.2.2 Error Indication HNB-GW Originated, Successful Operation

9
Elements for PUA communication

9.1
Message functional definition and content

9.1.1
General

Section 9.1 presents the contents of PUA messages in tabular format. The corresponding ASN.1 definition is presented in section 9.3. In case there is contradiction between the tabular format in section 9.1 and the ASN.1 definition, the ASN.1 shall take precedence, except for the definition of conditions for the presence of conditional IEs, where the tabular format shall take precedence.

NOTE:
The messages have been defined in accordance to the guidelines specified in TR 25.921 [4].
For each message there is, a table listing the signalling elements in their order of appearance in the transmitted message.

9.1.2
Message contents

9.1.2.1
Presence

All information elements in the message descriptions below are marked mandatory, optional or conditional according to table 3

Table 2: Meaning of abbreviations used in PUA messages

	Abbreviation
	Meaning

	M
	IE's marked as Mandatory (M) will always be included in the message.

	O
	IE's marked as Optional (O) may or may not be included in the message.

	C
	IE's marked as Conditional (C) will be included in a message only if the condition is satisfied. Otherwise the IE is not included.


9.1.2.2
Criticality

Each Information Element or Group of Information Elements may have a criticality information applied to it.
Following cases are possible.

Table 3: Meaning of content within "Criticality" column

	Abbreviation
	Meaning

	–
	No criticality information is applied explicitly.

	YES
	Criticality information is applied. This is usable only for non-repeatable IEs 

	GLOBAL
	The IE and all its repetitions together have one common criticality information. This is usable only for repeatable IEs.

	EACH
	Each repetition of the IE has its own criticality information. It is not allowed to assign different criticality values to the repetitions. This is usable only for repeatable IEs.


9.1.2.3
Range

The Range column indicates the allowed number of copies of repetitive IEs/IE groups.

9.1.2.4
Assigned Criticality

This column provides the actual criticality information as defined in subclause 10.3.2, if applicable.

9.1.3
CONNECT
This message is sent by the HNB to the HNB-GW to establish a signalling connection and carry a PCAP message.

Direction: HNB ( HNB-GW

	PARAMETER
	PRESENCE
	RANGE
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1
	
	YES
	ignore

	Context ID
	M
	
	9.2.2
	
	YES
	reject

	PCAP Message
	M
	
	9.2.5
	
	YES
	reject

	SAS Indicator
	O
	
	9.2.10
	
	YES
	ignore


9.1.4
DIRECT TRANSFER
This message is sent by either the HNB to the HNB-GW  or the HNB-GW to the HNB to transport a connection-oriented PCAP message between the two nodes.

Direction: HNB ( HNB-GW and HNB-GW ( HNB

	PARAMETER
	PRESENCE
	RANGE
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1
	
	YES
	ignore

	Context ID
	M
	
	9.2.2
	
	YES
	reject

	PCAP Message
	M
	
	9.2.5
	
	YES
	reject


9.1.5
DISCONNECT
This message is sent either by the HNB to the HNB-GW or the HNB-GW to the HNB to close the signalling connection between the two nodes.

Direction:
HNB ( HNB-GW and HNB-GW ( HNB
	PARAMETER
	PRESENCE
	RANGE
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1
	
	YES
	ignore

	Context ID
	M
	
	9.2.2
	
	YES
	reject

	Cause
	M
	
	9.2.7
	
	YES
	reject

	PCAP Message
	O
	
	9.2.5
	
	YES
	reject


9.1.6
CONNECTIONLESS TRANSFER
This message is sent by either the HNB to the HNB-GW or the HNB-GW to the HNB to transport a connectionless PCAP message between the two nodes.

Direction:
HNB ( HNB-GW and HNB-GW ( HNB

	PARAMETER
	PRESENCE
	RANGE
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1
	
	YES
	ignore

	PCAP Message
	M
	
	9.2.5
	
	YES
	reject

	SAS Indicator
	O
	
	9.2.10
	
	YES
	ignore


9.1.7
ERROR INDICATION

This message is sent by either the HNB to HNB-GW or the HNB-GW to the HNB and is used to indicate that some errors have been detected.

Direction: 
HNB ( HNB-GW, HNB-GW ( HNB

	PARAMETER
	PRESENCE
	RANGE 
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1
	
	YES
	ignore

	Cause
	M
	
	9.2.7
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.8
	
	YES
	ignore

	Context ID
	O
	
	9.2.2
	
	YES 
	ignore

	Transaction ID
	O
	
	9.2.11
	
	YES
	ignore


10
Handling of unknown, unforeseen, and erroneous protocol data
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