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1. Overall Description:

SA2 would like to thank RAN3 for the LS S2-133152/R3-131174 information on signal of the local network ID.
On the question of whether TA/LA/RA update is always triggered when the UE is moving out of the source local network in connected state, SA2 provides the following answer. 
TA/LA/RA update is not always triggered when the UE is moving in or out of the source local network in connected state and the local network ID needs to be included in the HANDOVER NOTIFY and the PATH SWITCH REQUEST messages (LTE case). The same is also valid for the UMTS case.
For the specific case where mobility is performed without core network involvement (i.e. Iurh enhanced relocation), the local network ID will not be transferred to the core network. Due to this the core network cannot check if the local network ID has changed or not. 
SA2 has discussed the issue and the conclusion is that if local network is deployed the Iurh enhanced relocation should not be used in RAN between RAN nodes where one is located within a local network and the other is not.

2. Actions:

To RAN3 group.

ACTION: 
SA2 kindly request RAN3 to take the above information into account and consider the possible changes to relevant specifications.
3. Date of Next TSG-SA WG2 Meetings:

TSG-SA WG2 Meeting #100 11th – 15th Nov 2013
San Francisco, US.

TSG-SA WG2 Meeting #101 20th – 24th Jan 2014
Taipei, TW
