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9.1.16
position activation request
Table 17d

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.2.24
	
	YES
	reject

	Transaction ID
	M
	
	9.2.2.28
	
	–
	

	Positioning Method
	M
	
	9.2.2.55
	
	YES
	reject

	RNC Response Time
	M
	
	Positioning Response Time

9.2.2.69
	Indicates the interval allowed for a RNC response, or the periodic reporting interval if Amount of Reporting IE is present. 
	YES
	ignore

	Positioning Priority
	O
	
	9.2.2.53
	
	YES
	ignore

	Environment Characterisation
	O
	
	9.2.2.62
	
	YES
	ignore

	U-TDOA Positioning
	
	0..1
	
	Only present if Selected Positioning Method indicates UTDOA
	YES
	reject

	>U-TDOA Bit Count
	M
	
	9.2.2.56
	Used if UE is in CELL_FACH mode
	–
	

	>U-TDOA Time Interval
	M
	
	9.2.2.57
	Used if UE is in CELL_FACH mode
	–
	

	GPS Positioning
	
	0..1
	
	Only present if Selected Positioning Method indicates GPS or GNSS when GPS is one of the allowed GNSS methods
	YES
	reject

	>GPS Positioning Instructions
	M
	
	9.2.2.101
	
	–
	

	>Requested Data Value
	O
	
	9.2.2.26
	
	–
	

	OTDOA Assistance Data
	
	0..1
	
	Only present if Selected Positioning Method indicates OTDOA
	YES 
	reject

	>UE Positioning OTDOA Assistance data
	M
	
	9.2.2.59
	
	–
	

	Include Velocity
	O
	
	9.2.2.97
	
	YES
	ignore

	Amount of Reporting
	O
	
	9.2.2.108
	Amount of reports for periodic reporting.
	YES
	ignore

	Cell-ID Positioning
	
	0..1
	
	Only present if Selected Positioning Method indicates Cell ID
	YES
	ignore

	>Requested Cell-ID Measurements
	M
	
	9.2.2.112
	
	–
	

	GANSS Positioning
	
	0..1
	
	Only present if Selected Positioning Method indicates GNSS 
	YES
	reject

	>GANSS Positioning Instructions
	M
	
	9.2.2.120
	
	–
	

	>Requested Data Value
	O
	
	9.2.2.26
	
	–
	


9.2.2.55
Positioning Method

This IE contains the Positioning Method used for SAS centric positioning method selection.

Table 98

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Additional Method Type
	M
	
	9.2.2.58
	
	–
	

	Selected Position Method
	M
	
	ENUMERATED(OTDOA, GPS, OTDOA or GPS, Cell ID, UTDOA, …, GNSS, OTDOA or GNSS)
	
	–
	

	GNSS Positioning Method
	C-GNSS
	
	BIT STRING(9)
	For each bit, if set to ‘1’, indicates that respective GNSS is allowed.

Bit 1 is the MSB and bit 9 is the LSB (see clause 9.2.1).

bit 1: GPS

bit 2: Galileo

bit 3: SBAS(WAAS, EGNOS,

MSAS, GAGAN)

bit 4: Modernized

GPS (L1C, L2C, L5)

bit 5: QZSS

bit 6: GLONASS

bits 7-9: reserved for future GNSSes

Note: Bit 1 cannot be the only one set to 1.
	YES
	ignore


Table 98A

	Condition
	Explanation

	GNSS
	This IE shall be present if the Selected Position Method IE value is set to "GNSS" or “OTDOA or GNSS”
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