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	17.  RAN aspects for SIPTO at the Local Network WI

WID: RP-130372 (target: RAN#63) [TU: 1]

	R3-131889
	Reply LS on Local Network ID and Mobility (To: RAN3), Contact Ericsson 
	LSin

Noted 

	17.1.  Stage 2 Discussions

	17.1.1 Collocated L-GW

	R3-131677
	Introduction of Collocated L-GW for SIPTO@LN (Huawei, NSN, Samsung, LG Electronics)
	CR-, TS 36.300, Rel-12, Cat. B
Noted as the current baseline CR.

	R3-131719
	SIPTO@LN connection release for Collocated L-GW (ZTE)
	Info
Case 1) completion of a transaction between the UE and the EPC

Case 2) completion of handover cancellation

Case 3) release of the old UE-associated logical S1-connection when two UE-associated logical S1-connections toward the same UE

Case 4) the UE is no longer allowed to access the CSG cell

Proposal 1: The treatment of SIPTO@LN connection release for all cases is listed as below:

For case 1), 3), 4), the eNB shall not only release the node internal tunnel resources but also release the S1 tunnel resource.

For case 2), No node internal tunnel resources need to be released when the target eNB receives the UE Context Release command message.
More related to stage 3 discussions. 

Noted

	R3-131720
	eNB supporting functions for Collocated L-GW for SIPTO@LN (ZTE)
	CR-, TS 36.300, Rel-12, Cat. B
Noted

	R3-131738
	Closing last stage 2 open points for SIPTO collocated GTW (Alcatel-Lucent )
	Appr (related to 36.300 BL CR)

Keep the text in the BL CR. 

CB: LS to SA2 in R3-131923 (ALU)

	R3-131678
	Introduction of Collocated L-GW for SIPTO@LN (Huawei)
	CR206, TS 25.467, Rel-12, Cat. B
Noted as the current BL CR. 

	

	17.1.2 Standalone L-GW

	R3-131679
	Introduction of Standalone GW for SIPTO@LN (Huawei)
	CR141, TS 25.401, Rel-12, Cat. B
Revise “standalone GW (with S-GW and L-GW collocated, or with GGSN) function”. Unclear if needed, keep the BL CR as is until we know. 

Noted as the current BL CR.

	R3-131680
	Introduction of Standalone GW for SIPTO@LN (Huawei)
	CR76, TS 25.410, Rel-12, Cat. B

Noted as the current BL CR.

	R3-131681
	Introduction of Standalone GW for SIPTO@LN (Huawei)
	CR210, TS 25.467, Rel-12, Cat. B
Agreed as the current BL CR for 25.467.

	R3-131721
	Corrections for Standalone GW for SIPTO@LN (ZTE)
	CR-, TS 36.300, Rel-12, Cat. B
Noted.

	R3-131787
	Introduction of SIPTO@LN Stand-Alone in LTE Stage 2 (Ericsson)
	TP 36.300

Agreed as the new baseline CR.

	Remaining topics to handle:

Alignment of the “or GGSN Function”. Align 25.410 CR with the 25.401 CR?
General arch section or in separate section. 
Update according the LS from SA2?
In 30.300 CR’s spell out if for Standalone or for the Collocated case. 

In addition changes resulting from decisions on stage 3 issues (Use of E-RAB Modification procedure).
Revisions to be allocated. Intention is to have updated BL CRs after the meeting (also the stage 3 ones).
Current Collocated L-GW 36.300 CR in R3-131677 needs the following updates:

· Sub-section in general arch section for the SIPTO@LN functionality. 

· Spell out if for Standalone or for the Collocated case
CB: Revision in R3-131941 (Huawei)
Current Standalone L-GW 36.300 CR in R3-131787 needs the following updates:

· Use of E-RAB Modification procedure.

· Spell out if for Standalone or for the Collocated case.
CB: Revision in R3-131942 (Ericsson)
Current Collocated L-GW 25.413 CR in R3-131684 needs the following update:

· Implement agreed unseen TP in R3-131926.

CB: Revision in R3-131943 (Huawei)
Current Standalone L-GW 25.413 CR R3-131625 needs the following update:

· Implement agreed unseen TP in R3-131929.

CB: Revision in R3-131944 (Ericsson)
Current Standalone L-GW 25.410 CR R3-131680 needs the following update:

· Remove “, or with GGSN function” (to align with the 25.401 CR).

CB: Revision in R3-131945 (Huawei)


	17.2.  Stage 3 Discussions

	R3-131621
	Introduction of Collocated L-GW for SIPTO@LN (Huawei)
	CR1128, TS 36.413, Rel-12, Cat. B
Baseline CR from email disc. Agreed as the current BL CR..

	R3-131622
	Handling SIPTO@LN during UE Context Release procedure (NSN)
	CR600, TS 36.423, Rel-12, Cat. B
Intended Baseline CR from email disc. Withdrawn

	R3-131623
	Introduction of Collocated L-GW for SIPTO@LN (Huawei)
	CR1239, TS 25.413, Rel-12, Cat. B
Baseline CR from email disc. Agreed as the current BL CR.

	R3-131624
	Introduction of SIPTO@LN Stand-Alone in S1AP (Ericsson)
	CR1141, TS 36.413, Rel-12, Cat. B
Intended Baseline CR from email disc. Withdrawn

	R3-131625
	Introduction of SIPTO@LN Stand-Alone in RANAP (Ericsson)
	CR1243, TS 25.413, Rel-12, Cat. B
Baseline CR from email disc. Agreed as the current BL CR. (remove the cover page in next revision)

	17.2.1 Collocated L-GW

	R3-131682
	Discussion on open issues for collocate L-GW (Huawei, NSN)
	Disc
Abnormal condition or semantics description text?

adding handling of “successful handover” in stage 3(LTE only) ?

	R3-131683
	Introduction of Collocated L-GW for SIPTO@LN (Huawei, NSN, Samsung)
	CR1128, TS 36.413, Rel-12, Cat. B
Baseline CR from previous meeting, updated to be based on the latest spec. Agreed as the current BL CR.

	R3-131684
	Introduction of Collocated L-GW for SIPTO@LN (Huawei)
	CR1239, TS 25.413, Rel-12, Cat. B
Baseline CR from previous meeting. Agreed as the current BL CR.

	R3-131695
	Handling SIPTO@LN during UE Context Release procedure (NSN, Huawei)
	Disc
Noted

	R3-131696
	Handling SIPTO@LN during UE Context Release procedure (NSN, Huawei)
	CR607, TS 36.423, Rel-12, Cat. B
CB: Revised in R3-131928. 

	R3-131739
	Closing last stage 3 open points for SIPTO collocated GTW (Alcatel-Lucent )
	Appr
- Deactivation of the PDN connection

- Abnormal Condition versus Semantics description

	R3-131846
	Abnormal Conditions for Direct Transfer (SIPTO@LN Co-located) (Ericsson)
	TP 25.413

Revision to update according to abnormal condition agreement online in R3-131926. Agreed unseen.

	S1AP: Deactivation of the PDN connection after handover

 1) New IE ?

 2) Stage 2ish text in stage 3 (upon successful HO..)?

 3) Handling based on Cause value ?

 4) Capture this in stage 2 only?

- Same/similar solution for S1 and X2? 

Contributions for next meeting.

Abnormal Condition versus Semantics description?

Agreed to use abnormal condition stating “shall consider the procedure as failed”, Same solution for both the Co-located and Standalone CR’s.

	17.2.2 Standalone L-GW

	R3-131740
	Closing last stage 3 open points for SIPTO stand-alone GTW (Alcatel-Lucent )
	Appr
 - UE Context Modification or E-RAB Modification procedure?

- if E-RAB Modification supported, change the QoS at same time or not ?

	R3-131788
	S-GW Relocation and QoS Change (Ericsson)
	Appr
Noted

	R3-131789
	Introduction of SIPTO@LN Stand-Alone in S1AP (Alternative 1) (Ericsson)
	TP 36.413

Noted

	R3-131790
	Introduction of SIPTO@LN Stand-Alone in S1AP (Alternative 2) (Ericsson)
	TP 36.413

Based on this CR, modify according to proposal in 1740. 

CB: Revision in R3-131930. Try to accommodate also concerns raised in 1841. 

	R3-131807
	S-GW Relocation for Standalone GW with S-GW and L-GW collocated (NEC)
	Appr
Noted

	R3-131808
	Introduction of SIPTO@LN Stand-Alone in S1AP (NEC)
	CR1149, TS 36.413, Rel-12, Cat. B
Noted

	R3-131841
	LHN ID Aspects for bearer deativation and GW selection (Samsung)
	Disc
 - try to use more generic wording (for SIPTO at L-GW operation…) and a ref to 23.401?

Noted.

	R3-131847
	Abnormal Conditions for Direct Transfer (SIPTO@LN Stand-Alone) (Ericsson)
	TP 25.413

Revision to update according to abnormal condition agreement online in R3-131929. Agreed unseen.

	UE Context Modification or E-RAB Modification procedure?

 Agreed to use the E-RAB Modification procedure. Will affect the 36.300 CR

change the QoS at same time ?

Agreed that not a relevant scenario, so the CR’s will not support change of QoS at the same time. 

	17.3.  Other

	


