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	Reason for change:
	This introduces the change to add rejection causes #17 and #25 to reject cause value in the Redirection Indication IE the same as for Rel-11 in CR1234. 

According to NAS description in 24.008 the MSC and SGSN from Release 11 could newly send redirection indication for causes #17 and #25.

The reason for MSC and SGSN to send redirection with cause code #17 (Network failure) is the following:-. An inbound roamer may have roaming agreement with more than one core network operator in a shared network. The home operator may generate cause code #17 to steer the customer to a certain core network operator.
Similarly, the reason MSC and SGSN to send rejection with cause code #25 (Not authorized for this CSG) is the following:-. An inbound roamer may have roaming agreement with more than one core network operator in a shared network, but is only allowed to a certain CSG of the shared network if registered to one of the core operators. 

	
	

	Summary of change:
	Cause code #17 Network failure and Cause code #25 Not authorized for this CSG is added to Redirection Indication.

Impact analysis:

· This CR has isolated impact towards the previous version of the specification (same release).

· The isolated impact only affects the DIRECT TRANSFER procedure.

The CR has impact on ASN.1 (extended set of possible values for Reject Cause Value IE)

	
	

	Consequences if not approved:
	Inbound roamer might not get access to CSG in an MOCN configuration broadcasting only common PLMN.

Roaming traffic steering in the purpose to steer the customer to a certain core network operator in the shared network does not work for non-supporting UEs or, if only common PLMN is broadcasted, for any UE.
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	Other comments:
	


************** FIRST CHANGE *****************
9.2.3.36
Redirection Indication

This IE is used by a CN to request rerouting by the RNC to another CN operator. It is only used in MOCN configuration for network sharing non-supporting UEs.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Initial NAS-PDU 
	M
	
	9.2.3.5
	The initial NAS-PDU received from UE
	YES
	ignore

	Reject Cause Value
	M
	
	ENUMERATED

(PLMN not allowed, location area not allowed, roaming not allowed in this location area, no suitable cell in location area, GPRS services not allowed in this PLMN, CS/PS coordination required, 
…,

Network failure, Not authorized for this CSG)
	This IE lists cause values which meaning is defined in TS 24.008 [8] with the exception of "CS/PS coordination required" that will never be forwarded to the UE.
	YES
	ignore

	NAS Sequence Number
	O
	
	9.2.3.34
	
	YES
	ignore

	Permanent NAS UE Identity
	O
	
	9.2.3.1
	
	YES
	ignore


************** SECOND CHANGE *****************
9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

************** SKIP UNCHANGED TEXT *****************
RejectCauseValue ::= ENUMERATED {


pLMN-Not-Allowed,


location-Area-Not-Allowed,


roaming-Not-Allowed-In-This-Location-Area,


no-Suitable-Cell-In-Location-Area,


gPRS-Services-Not-Allowed-In-This-PLMN,


cS-PS-coordination-required,


...,


network-failure,


not-authorized-for-this-CSG
}

************** END OF CHANGES *****************
