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Agreements
R3-132052, CR0210r1, TS 25.467, Rel-12, Cat. B, Introduction of Standalone GW for SIPTO@LN (Huawei)
The following revised Baseline CRs was agreed unseen:
R3-132404, CRxxxx TS 36.300, Rel-12, Cat. B, Introduction of Collocated L-GW for SIPTO@LN (Huawei, NSN, Samsung, LG Electronics, CATT)
R3-132406, CR0141r3, TS 25.401, Rel-12, Cat. B, Introduction of Standalone GW for SIPTO@LN (Huawei)
R3-132407, CR0076r6, TS 25.410, Rel-12, Cat. B, Introduction of Standalone GW for SIPTO@LN (Huawei)
R3-132408, CRxxxx, TS 36.300, Rel-12, Cat. B, Introduction of SIPTO@LN Stand-Alone in LTE Stage 2 (Ericsson)
R3-132409, CR1239r5, TS 25.413, Rel-12, Cat. B, Introduction of Collocated L-GW for SIPTO@LN (Huawei)
R3-132409, CR1239r5, TS 25.413, Rel-12, Cat. B, Introduction of Collocated L-GW for SIPTO@LN (Huawei)
R3-132410, CR0607r3 TS 36.423, Rel12, Cat B, Handling SIPTO@LN during UE Context Release procedure (NSN, Huawei)
R3-132414, CR1171r1, TS 36.413, Rel-12, Cat. B, Introduction of SIPTO@LN Stand-Alone in S1AP (Ericsson)
R3-132415, CR1260r1, TS 25.413, Rel-12, Cat. B, Introduction of SIPTO@LN Stand-Alone in RANAP (Ericsson)
The following CR was agreed with some modification as the current Base Line:
R3-132054, CR1128r3, TS 36.413, Rel-12, Cat. B, Introduction of Collocated L-GW for SIPTO@LN (Huawei, NSN, Samsung, LG Electronics, CATT)
Come backs
R3-132405, CR0206r4, TS 25.467, Rel-12, Cat. B, Introduction of Collocated L-GW for SIPTO@LN (Huawei)
CB: Resolve the open issue on PDN Connection Deactivation for SIPTO@LN with Co-Located GW
Minutes
	17.  RAN aspects for SIPTO at the Local Network WI

WID: RP-130372 (target: RAN#63) [TU: 1]

	17.1.  Stage2 Discussions

	17.1.1. Collocated L-GW

	R3-132048
	Introduction of Collocated L-GW for SIPTO@LN (Huawei, NSN, Samsung, LG Electronics, CATT)
	CR-, TS 36.300, Rel-12, Cat. B

Base Line CR
It was proposed to come back on the decision to change the arch figure in section 4. 

Agreed to undo the change of the figure and remove the note but keep the added normative text below the figure. 

Revision in R3-132404 Agreed unseen.

	R3-132049
	Introduction of Collocated L-GW for SIPTO@LN (Huawei)
	CR0206r3, TS 25.467, Rel-12, Cat. B

Base Line CR
 - Proposed to try to keep one list of bullets applicable for both LIPA and SIPTO in section 4.1.4.

CB: Revision in R3-132405

	

	17.1.2. Standalone L-GW

	R3-132050
	Introduction of Standalone GW for SIPTO@LN (Huawei)
	CR0141r2, TS 25.401, Rel-12, Cat. B

Base Line CR
- In section 7.2.xx, Add the word “to” to the sentence “provides access to a defined IP network”

- In section 7.2.xx, Insert “core” before the word network in “mobile operator's core network”

Revision in R3-132406, agreed unseen.

	R3-132051
	Introduction of Standalone GW for SIPTO@LN (Huawei)
	CR0076r5, TS 25.410, Rel-12, Cat. B

Base Line CR
- Same comments as for 2050. 

Revision in R3-132407, agreed unseen.

	R3-132052
	Introduction of Standalone GW for SIPTO@LN (Huawei)
	CR0210r1, TS 25.467, Rel-12, Cat. B

Base Line CR
Agreed. 

	R3-132272
	Introduction of SIPTO@LN Stand-Alone in LTE Stage 2 (Ericsson)
	CR-, TS 36.300, Rel-12, Cat. B

Base Line CR
In 19.2.2.4.2: Delete the text “(in case of support for SIPTO@LN with stand-alone gateway)”.

Reword the second and third change to “The transport information for the new S-GW may be included in case of serving GW Relocation without UE mobility .”

Reword “signaling of its LHN ID to the MME in the…”

Revision in R3-132408, agreed unseen.

	R3-132099
	Path selection in H(e)NB and user plane handling in H(e)NB-GW (NSN)
	Disc

Noted

	

	17.2.  Stage3 Discussions

	17.2.1. Collocated L-GW

	R3-132054
	Introduction of Collocated L-GW for SIPTO@LN (Huawei, NSN, Samsung, LG Electronics, CATT)
	CR1128r3, TS 36.413, Rel-12, Cat. B

Base Line CR
Commented to replace “internal” with “related in section 8.3.3.2. 

Agreed as the baseline with the proposed change. 

	R3-132055
	Introduction of Collocated L-GW for SIPTO@LN (Huawei)
	CR1239r4, TS 25.413, Rel-12, Cat. B

Base Line CR
Agreed, Add Protocol ID’s Revision in R3-132409 agreed unseen

	R3-132312
	Handling SIPTO@LN during UE Context Release procedure (NSN, Huawei)
	CR0607r2 TS 36.423, Rel12, Cat B
Base Line CR
 - Add other affected specs. 

Revision in R3-132410 CR0607r3, Agreed Unseen.

	R3-132053
	Discussion on stage 3 open issues for collocate L-GW (Huawei, CATT)
	Disc
Noted

	R3-132166
	Closing S1AP open points for SIPTO collocated GTW (Alcatel-Lucent )
	Appr Noted

	R3-132167
	Deactivation of SIPTO bearer after handover  (Alcatel-Lucent )
	CR1165, TS 36.413, Rel-12, Cat. B

	R3-132212
	Deactivation of the SIPTO@LN PDN connection with collocated L-GW (ZTE)
	Appr
Noted

	R3-132213
	SIPTO@LN PDN connection release after successful handover with collocated L-GW (ZTE)
	CR1168, TS 36.413, Rel-12, Cat. B

	R3-132243
	Leftover issues: Handling upon receiving UE Context Release/modification (Samsung)
	Appr
Noted

	R3-132273
	PDN Connection Deactivation for SIPTO@LN with Co-Located GW (Ericsson)
	Appr
Noted

	CB: Resolve the open issue on PDN Connection Deactivation for SIPTO@LN with Co-Located GW

	17.2.2. Standalone L-GW

	R3-132274
	Introduction of SIPTO@LN Stand-Alone in S1AP (Ericsson)
	CR1171, TS 36.413, Rel-12, Cat. B

Base Line CR
Agreed, Add protocol ID’s Revision in R3-132414 agreed unseen.

	R3-132275
	Introduction of SIPTO@LN Stand-Alone in RANAP (Ericsson)
	CR1260, TS 25.413, Rel-12, Cat. B

Base Line CR
Agreed, Add protocol ID’s Revision in R3-132415 agreed unseen.
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