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8.5
Iu Release

8.5.1
General

The purpose of the Iu Release procedure is to enable the CN to release an Iu connection for a particular UE and all UTRAN resources related only to that Iu connection. The procedure uses connection oriented signalling.

The Iu Release procedure can be initiated for at least the following reasons:

-
Completion of transaction between the UE and the CN.

-
UTRAN-generated reasons, e.g. reception of an IU RELEASE REQUEST message.

-
Completion of successful relocation of SRNS.

-
Cancellation of relocation after successful completion of a Relocation Resource Allocation procedure.

-
Detection of two Iu connections in the same domain toward one UE.

The Iu release procedure should also be initiated when there is a period of Iu signalling inactivity with no existing RAB.

8.5.2
Successful Operation
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Figure 4: Iu Release procedure. Successful operation.

The CN initiates the procedure by sending an IU RELEASE COMMAND message to the UTRAN.

After the IU RELEASE COMMAND message has been sent, the CN shall not send further RANAP connection-oriented messages on this particular connection.

The IU RELEASE COMMAND message shall include a Cause IE indicating the reason for the release (e.g. "Successful Relocation", "Normal Release", "Release due to UTRAN Generated Reason", "Relocation Cancelled", "No Remaining RAB").

When the RNC receives the IU RELEASE COMMAND message:

1.
Clearing of the related UTRAN resources is initiated. However, the UTRAN shall not clear resources related to other Iu signalling connections the UE might have. The Iu transport bearers for RABs subject to data forwarding and other UTRAN resources used for the GTP-PDU forwarding process, are released by the RNC only when the timer TDATAfwd expires.

2.
The RNC returns any assigned Iu user plane resources to idle i.e. neither uplink user data nor downlink user data can be transferred over the Iu interface anymore. Then the RNC sends an IU RELEASE COMPLETE message to the CN. (The RNC does not need to wait for the release of UTRAN radio resources or for the transport network layer signalling to be completed before returning the IU RELEASE COMPLETE message.) When an IU RELEASE COMPLETE message is sent, the procedure is terminated in the UTRAN.

If the IU RELEASE COMMAND message included the End Of CSFB IE, the RNC may use the indication to determine which of the existing mechanisms that should be used to move the UE to E UTRAN.

If the IU RELEASE COMMAND message includes the Out Of UTRAN IE, the RNC may use the indication to determine whether to explicitly release the RRC connection.
If the IU RELEASE COMMAND message included the Last E-UTRAN PLMN Identity IE, the RNC may take this information into account when selecting the target cell or frequency and then act as defined in TS 23.272 [17].
#Partially omitted
9.1.7
IU RELEASE COMMAND

This message is sent by the CN to order the RNC to release all resources related to the Iu connection.

Direction: CN ( RNC.

Signalling bearer mode: Connection oriented.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	Cause
	M
	
	9.2.1.4
	
	YES
	ignore

	End Of CSFB
	O
	
	9.2.1.111
	
	YES
	ignore

	Out Of UTRAN
	O
	
	9.2.1.112
	
	YES
	ignore

	Last E-UTRAN PLMN Identity
	O
	
	9.2.3.35
PLMN Identity
	The E-UTRAN PLMN ID that the UE formerly request CS Fallback to UTRAN.
	YES
	ignore


#Partially omitted
9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for RANAP.

--

-- **************************************************************

RANAP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

umts-Access (20) modules (3) ranap (0) version1 (1) ranap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


AccuracyFulfilmentIndicator,


APN,


BroadcastAssistanceDataDecipheringKeys,


LocationRelatedDataRequestType,


LocationRelatedDataRequestTypeSpecificToGERANIuMode,

#Partially omitted
FROM RANAP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-Container{},


RANAP-PRIVATE-IES,


RANAP-PROTOCOL-EXTENSION,


RANAP-PROTOCOL-IES,


RANAP-PROTOCOL-IES-PAIR

FROM RANAP-Containers


maxNrOfDTs,


maxNrOfErrors,


maxNrOfIuSigConIds,


maxNrOfRABs,


maxNrOfVol,


maxnoofMulticastServicesPerUE,


id-AccuracyFulfilmentIndicator,


id-APN,


id-AreaIdentity,


id-Alt-RAB-Parameters,


id-Ass-RAB-Parameters,


id-BroadcastAssistanceDataDecipheringKeys,


id-LocationRelatedDataRequestType,


id-CN-DomainIndicator,


id-Cause,


id-Cell-Access-Mode,
#Partially omitted

id-Management-Based-MDT-Allowed,


id-HigherBitratesThan16MbpsFlag,


id-Trace-Collection-Entity-IP-Addess,


id-End-Of-CSFB,


id-Out-Of-UTRAN,


id-RSRVCC-HO-Indication,


id-RSRVCC-Information,

id-AnchorPLMN-ID,


id-Management-Based-MDT-PLMN-List,


id-Tunnel-Information-for-BBF,


id-SIPTO-Correlation-ID,


id-SIPTO-LGW-TransportLayerAddress,


id-LHN-ID,


id-LastE-UTRANPLMNIdentity
#Partially omitted
-- **************************************************************

--

-- Iu Release Command

--

-- **************************************************************

Iu-ReleaseCommand ::= SEQUENCE {


protocolIEs


ProtocolIE-Container


{ {Iu-ReleaseCommandIEs} },


protocolExtensions

ProtocolExtensionContainer
{ {Iu-ReleaseCommandExtensions} } 



OPTIONAL,


...

}

Iu-ReleaseCommandIEs RANAP-PROTOCOL-IES ::= {


{ ID id-Cause




CRITICALITY ignore
TYPE Cause
 



PRESENCE mandatory
},


...

}

Iu-ReleaseCommandExtensions RANAP-PROTOCOL-EXTENSION ::= {


{ ID id-End-Of-CSFB



CRITICALITY ignore
EXTENSION End-Of-CSFB

PRESENCE optional }|


{ ID id-Out-Of-UTRAN


CRITICALITY ignore
EXTENSION Out-Of-UTRAN

PRESENCE optional }|

{ ID id-LastE-UTRANPLMNIdentity
CRITICALITY
ignore
EXTENSION PLMNidentity

PRESENCE optional },

...

}

#Partially omitted
9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

RANAP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

umts-Access (20) modules (3) ranap (0) version1 (1) ranap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-RAB-Assignment




INTEGER ::= 0

id-Iu-Release





INTEGER ::= 1

id-RelocationPreparation


INTEGER ::= 2

id-RelocationResourceAllocation

INTEGER ::= 3
#Partially omitted
id-SIPTO-LGW-TransportLayerAddress





INTEGER ::= 273

id-SIPTO-Correlation-ID








INTEGER ::= 274

id-LHN-ID











INTEGER ::= 275

id-LastE-UTRANPLMNIdentity







INTEGER ::= xxx
END
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