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	*** First change ***


9.1.2.16
MOBILITY CHANGE ACKNOWLEDGE

This message is sent by the eNB2 to indicate that the eNB2 Proposed Mobility Parameter proposed by eNB1 was accepted.
If requested by the eNB1 (as defined in TS 36.300 [15]), eNB2 may include the current offset used for mobility load balancing of the handover trigger.
Direction: eNB2 ( eNB1.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	eNB1 Cell ID
	M
	
	ECGI

9.2.14
	
	YES
	reject

	eNB2 Cell ID
	M
	
	ECGI

9.2.14
	
	YES
	reject

	Criticality Diagnostics
	O
	
	9.2.7
	
	YES
	ignore

	Handover Trigger Offset
	O
	
	INTEGER (-40..40)
	The actual value is IE value * 0.5 dB.
	YES
	ignore


	*** Next change ***


9.3.4
PDU Definitions

--- unchanged text omitted ---

MDTPLMNList,
 
MLBHOTriggerOffset,

Neighbour-Information,


PCI,
--- unchanged text omitted ---

id-ULCOUNTValueExtended,


id-DLCOUNTValueExtended,
 
id-MLB-HO-Trigger-offset,

maxCellineNB,

maxnoofBearers,


maxnoofPDCP-SN,
--- unchanged text omitted ---
-- **************************************************************

--

-- MOBILITY CHANGE ACKNOWLEDGE

--

-- **************************************************************

MobilityChangeAcknowledge ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{MobilityChangeAcknowledge-IEs}},


...

}

MobilityChangeAcknowledge-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-ENB1-Cell-ID


CRITICALITY reject
TYPE ECGI






PRESENCE mandatory
}|


{ ID id-ENB2-Cell-ID


CRITICALITY reject
TYPE ECGI






PRESENCE mandatory
}|


{ ID id-CriticalityDiagnostics
CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional }|


{ ID id-MLB-HO-Trigger-offset




CRITICALITY reject
TYPE MLBHOTriggerOffset







PRESENCE optional
},


...

}

--- unchanged text omitted ---
9.3.5
Information Element definitions

--- unchanged text omitted ---
ManagementBasedMDTallowed ::= ENUMERATED {allowed, ...}
MLBHOTriggerOffset ::= INTEGER (-40..40)
MobilityParametersModificationRange ::= SEQUENCE {


handoverTriggerChangeLowerLimit

INTEGER (-20..20),


handoverTriggerChangeUpperLimit

INTEGER (-20..20),


...

}

--- unchanged text omitted ---
9.3.7
Constant definitions

--- unchanged text omitted ---
id-DL-EARFCNExtension













ProtocolIE-ID ::= 96

id-AdditionalSpecialSubframe-Info










ProtocolIE-ID ::= 97 
id-MLB-HO-Trigger-offset












ProtocolIE-ID ::= xx
	*** End ***


