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1 Introduction
In last RAN3 meeting, the following was clarified regarding the RRC Reestablishment failure impact on MRO. The conclusion was not captured in the TR. 
1) It  is rare that the selected cell become unsuitable quickly.
2)  There is UE measurement in UE RLF report which can help to decide the suitable cell.

3)  MRO is based on statistical evaluation. The corrective action is based on the statistical from many UEs. 
Therefore, there is no issue for MRO evaluation and correction. This contribution proposed to capture this observation into the TP and resolving the “FFS” in the TR.
2 Text Proposal

4.3.1
Taking the outcome of the RRC re-establishment into account for MRO
Problem description:

The UE is currently only reporting which cell it will attempt to re-establish after a failure in the RLF report. The actual outcome of the re-establishment is currently not available for the MRO analysis. The reported re-establishment cell is used to diagnose the failure by MRO and may lead to a corrective action by MRO. It is possible that the re-selected cell may become unsuitable just after selected but it is rare. MRO is based on statistical evaluation. The corrective action is based on the statistical from many UEs. The eNB can still have corrective action based on normal UE reporting. Therefore, it is concluded that there is no issue for MRO. Further optimisation is not needed.
Solutions:
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4 Annex
5.3.7.3
 Actions following cell selection while T311 is running

Upon selecting a suitable E-UTRA cell, the UE shall:

1>
stop timer T311;

1>
start timer T301;

1>
apply the timeAlignmentTimerCommon included in SystemInformationBlockType2;

1>
initiate transmission of the RRCConnectionReestablishmentRequest message in accordance with 5.3.7.4;

NOTE:
This procedure applies also if the UE returns to the source PCell.

Upon selecting an inter-RAT cell, the UE shall:

1>
if the selected cell is a UTRA cell, and if the UE supports Radio Link Failure Report for Inter-RAT MRO, include selectedUTRA-CellId in the VarRLF-Report and set it to the physical cell identity and carrier frequency of the selected UTRA cell;
1>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'RRC connection failure';

5.3.7.4
Actions related to transmission of RRCConnectionReestablishmentRequest message

If the procedure was initiated due to radio link failure or handover failure, the UE shall:

1>
set the reestablishmentCellId in the VarRLF-Report to the global cell identity of the selected cell;
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