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	Reason for change:
	The Location Area Code (LAC) and the Tracking Area Code (TAC) are defined in TS 36.413 as OCTET STRING. However, such identifiers are defined in TS 23.003.

Moreover, as specified in TS 23.003 subclause 4.1 for LAC, the values 0000 and FFFE are not allowed for TAC either (See TS 23.003 subclause 19.4.2.3).

	
	

	Summary of change:
	Added references to 23.003 in the semantics descriptions of LAC and TAC. 
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	Other comments:
	


BEGINNING OF CHANGES
9.2.3
NAS Related IEs

9.2.3.1
LAI

This information element is used to uniquely identify a Location Area.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	LAI
	
	
	
	

	>PLMN Identity
	M
	
	9.2.3.8
	

	>LAC
	M
	
	OCTET STRING (2)
	0000 and FFFE not allowed (see TS 23.003 [21]).


NEXT CHANGE

9.2.3.7
TAC

This information element is used to uniquely identify a Tracking Area Code.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	TAC
	M
	
	OCTET STRING

(SIZE (2))
	See subclause 19.4.2.3 in TS 23.003 [21]


END OF CHANGES
