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9.1
Message Functional Definition and Content

9.1.x 
X2AP Message Transfer

This message is used for indirect transport of an X2AP message (except the X2AP MESSAGE TRANSFER message) between two eNBs. 

Direction: eNB ( eNB

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	RNL header


	M
	
	9.2.x
	
	YES
	reject

	X2AP Message
	O
	
	OCTET STRING 
	Includes any X2AP message except the X2AP MESSAGE TRANSFER message 
	YES
	ignore


9.2.x
RNL Header 
The RNL Header IE indicates the target eNB ID and source eNB ID. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Target eNB ID
	O
	
	9.2.22
	
	-
	-

	Source eNB ID
	M
	
	9.2.22
	
	-
	-

	
	
	
	
	
	-
	-


Skip unaffected part
9.3.4
PDU Definitions

-- **************************************************************

--

-- PDU definitions for X2AP.

--

-- **************************************************************

-- **************************************************************

--

-- X2 Message Transfer 

--

-- **************************************************************

X2MessageTransfer ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{X2MessageTransfer-IEs}},


...

}

X2MessageTransfer-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-RNL-Header
CRITICALITY reject
TYPE RNL-ID-List



PRESENCE mandatory}| 


{ ID id-x2APMessage
CRITICALITY ignore
TYPE X2AP-Message



PRESENCE optional},


...

}

RNL-ID-List ::= SEQUENCE {


target-GlobalENB-ID
GlobalENB-ID
OPTIONAL,


source-GlobalENB-ID
GlobalENB-ID,


iE-Extensions





ProtocolExtensionContainer { { RNL-ID-List-Item-ExtIEs} } OPTIONAL,


...

}

RNL-ID-List-Item-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

X2AP-Message ::= OCTET STRING
