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1. Introduction 
This contribution captured the discussion status of Dual Connectivity in RAN3#83 and the way forward
2. Discussion status in RAN3#83
RAN3 discussed dual connectivity, agreements and FFS are as follows:
1. Basic scenarios to support dual connectivity in Rel-12 comprise the following: SeNB Addition, SeNB Modification, SeNB Release and SeNB Change.
2. From RAN3 perspective, optimized support of MeNB Change, i.e. keeping the SeNB in dual connectivity operation while the MeNB is changed, will not be supported in Rel-12.
3. RAN 3 will not work in dual connectivity for Rel-12.on additional standard support for
- LIPA/SIPTO
- CSG

- HeNB

- SON/ICIC

- Energy Saving

- Relay
4. During a SeNB addition/modification/release procedure S-GW relocation cannot happen during the addition/modification/release of SeNB resources.
5. In Rel-12, user location information reporting functionality shall be based on the serving cell identity of MeNB in the dual connectivity.
6. There is no need for any further EPC assistance information for UE-AMBR. The UE-AMBR control is kept in E-UTRAN.  Information is needed to be exchanged over X2 for U-plane option 1A. It is FFS for u-plane option 3C whether information is needed to be exchanged over X2 taking the UL scheduling point of view into account.
7. There is no extra information needed from the EPC for RAN to make the decision about applying the dual connectivity feature.
8. No new security aspects on S1 and X2 are expected for dual connectivity according to the incoming LS from SA3 in R3-140026.
9. There is no impact on the dual connectivity for the default bearer.
10. It is FFS whether to reuse the existing S1AP Path Switch Request procedure or new S1AP procedure for U-plane option 1A.
11. The baseline stage 2 text proposal from RAN3 perspective is agreed in R3-140434.

The rest of possible issues were not discussed in RAN3#83.
The way forward regarding the agreement in RAN2.

· Since further work on signalling flows for SeNB addition/modification/release, SeNB change and MeNB to eNB will mainly deal with network interface signalling, RAN3 is the main responsible WG to continue working on signalling flows to address signalling between involved nodes and the UE, taking the agreements in RAN2 into account.
