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BEGINNING OF CHANGES
9.2.1.6
Target ID

The Target ID IE identifies the target for the handover. The target ID may be, e.g., the target Global eNB-ID (for intra SAE/LTE), the RNC-ID (for SAE/LTE-UMTS handover) or the Cell Global ID of the handover target (in case of SAE/LTE to GERAN A/Gb mode handover).

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	CHOICE Target ID
	
	
	
	
	-
	-

	>Target eNB-ID
	
	
	
	
	-
	-

	>>Global eNB ID
	M
	
	9.2.1.37
	
	-
	-

	>>Selected TAI
	M
	
	TAI

9.2.3.16
	
	-
	-

	>Target RNC-ID
	
	
	
	
	-
	-

	>>LAI
	M
	
	9.2.3.1
	
	-
	-

	>>RAC
	O
	
	9.2.3.2
	
	-
	-

	>>RNC-ID
	M
	
	INTEGER (0..4095)
	If the Extended RNC-ID IE is included in the Target ID IE, the RNC-ID IE shall be ignored.
	-
	-

	>>Extended RNC-ID
	O
	
	9.2.1.14
	The Extended RNC-ID IE shall be used if the RNC identity has a value larger than 4095.
	-
	-

	>CGI
	
	
	
	
	-
	-

	>>PLMN Identity
	M
	
	9.2.3.8
	
	-
	-

	>>LAC
	M
	
	OCTET STRING (SIZE(2))
	0000 and FFFE not allowed (see TS 23.003 [21]).
	-
	-

	>>CI
	M
	
	OCTET STRING (2)
	
	-
	-

	>>RAC
	O
	
	9.2.3.2
	
	-
	-


NEXT CHANGE

9.2.1.22
Handover Restriction List
This IE defines roaming or access restrictions for subsequent mobility action for which the eNB provides information about the target of the mobility action towards the UE, e.g., handover and CCO. If the eNB receives the Handover Restriction List, it shall overwrite previously received restriction information.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Serving PLMN
	M
	
	9.2.3.8
	

	Equivalent PLMNs
	
	0..<maxnoofEPLMNs>
	
	Allowed PLMNs in addition to Serving PLMN.

This list corresponds to the list of “equivalent PLMNs” as defined in TS 24.301 [24].

This list is part of the roaming restriction information. Roaming restrictions apply to PLMNs other than the Serving PLMN and Equivalent PLMNs.

	>PLMN Identity
	M
	
	9.2.3.8
	

	Forbidden TAs
	
	0..<maxnoofEPLMNsPlusOne>
	
	Intra LTE roaming restrictions.

	>PLMN Identity
	M
	
	9.2.3.8
	The PLMN of forbidden TACs.

	>Forbidden TACs
	
	1..<maxnoofForbTACs>
	
	

	>>TAC
	M
	
	9.2.3.7
	The TAC of the forbidden TAI.

	Forbidden LAs
	
	0..<maxnoofEPLMNsPlusOne>
	
	Inter-3GPP RAT roaming restrictions.

	>PLMN Identity
	M
	
	9.2.3.8
	

	>Forbidden LACs
	
	1..<maxnoofForbLACs>
	
	

	>>LAC
	M
	
	OCTET STRING(SIZE(2))
	(see TS 23.003 [21]).

	Forbidden inter RATs
	O
	
	ENUMERATED(ALL, GERAN, UTRAN, CDMA2000, …,

GERAN and UTRAN, CDMA2000 and UTRAN)
	Inter-3GPP and 3GPP2 RAT access restrictions.


NEXT CHANGE

9.2.3
NAS Related IEs

9.2.3.1
LAI

This information element is used to uniquely identify a Location Area.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	LAI
	
	
	
	

	>PLMN Identity
	M
	
	9.2.3.8
	

	>LAC
	M
	
	OCTET STRING (SIZE(2))
	0000 and FFFE not allowed (see TS 23.003 [21]).


NEXT CHANGE

9.2.3.7
TAC

This information element is used to uniquely identify a Tracking Area Code.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	TAC
	M
	
	OCTET STRING

(SIZE (2))
	See subclause 19.4.2.3 in TS 23.003 [21]


END OF CHANGES
