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1. Overall Description
3GPP RAN1 discussed small cell on/off and discovery under the work item of small cell enhancements-physical layer aspects, and the following agreements and conclusions were achieved.
Agreements:
· No new idle mode UE behavior in Rel-12 small cell enh. WI

· For intra-/inter-freq. RRM measurement, at least DRS-based RSRP measurements are supported
Agreement:
· For RRM measurements, support DRS-based RSRQ-like measurements

· Details are FFS

Agreements:
· In the enhanced cell discovery procedure, UE can assume multiple signals are transmitted

· UE can assume transmission of PSS (identical to the Rel-8 waveform) at least for coarse time synchronization

· Which other signal(s) the UE can assume are transmitted is FFS
· Possible candidates are one or more instances of SSS, CRS, CSI-RS, and PRS

· Which signals are useful for which purpose is FFS

· In addition to purposes given by the WID, cell multiplexing capability, UE power efficiency, and impact to legacy UE’s measurement can be considered when discussing candidate solutions
· Rel-12 discovery procedure is configured only for RRC_CONNECTED UEs

· FFS: Network assistance is provided to UEs for performing enhanced cell discovery. The information provided includes at least timing related information of discovery signal(s)
Agreements:
· Network assistance related to at least timing associated with discovery measurement is provided to UEs for Rel-12 discovery procedure

· It does not mean that DRS-based measurement reporting based on autonomous UE detection is precluded 

· Accuracy of timing considered for network assistance will be defined by RAN4

· FFS: What is timing information associated with discovery measurement

· FFS: Other information provided

Agreements:
· Followings can be considered as candidate signals for each purpose

· For coarse time synchronization:

· Candidate signals are PSS, PSS/SSS, PRS

· For coarse frequency synchronization:

· Candidate signals are PSS, PSS/SSS, CRS, CSI-RS, PRS

· For cell/transmission point identification:

· Candidate signals are PSS/SSS, CRS, CSI-RS, PRS

· For RSRP measurement:

· Candidate signals are PSS/SSS, CRS, CSI-RS, PRS

· For received signal quality (RSRQ) measurement:

· FFS: Whether RSSI can be measured by symbols including discovery signals or symbols not including discovery signals

· For any of above purposes, Tx-side enhancement, e.g.,  muting and utilizing multiple instances, and/or Rx-side enhancement, e.g., interference cancellation, can be considered

· UE can utilize a combination of discovery signals for any of above purposes
Agreements:
· In addition to evaluation assumptions in SI, following evaluation assumptions can be considered to down select candidate signals

· Propagation delay between a cell and UE should be considered in the evaluations

· At least top (3) small cell within Y dB RSRP gap should be detectable

· Values of Y will be given in the evaluations

· Initial time/frequency offsets  are assumed within +/- 2.5 ms and within +/- X ppm

· Value of X will be given in the evaluations

· For cell identification

· The signal should be able to achieve over 90% detection probability for all detectable small cells

· For RRM measurement

· The signal should be able to achieve comparable RSRP measurement performance to legacy CRS-based RSRP for all detectable small cells

Conclusion:
· Followings are open issues of small cell on/off and discovery to reduce the transition time

· How to support DRS-based RSRQ-like measurements

· Potential RAN2 impacts to use the DRS-based measurements in handover, and carrier aggregation activation/deactivation, and dual connectivity procedure (being defined in RAN2)

· Investigate detailed solution(s) of new L1 procedure for activated Scell operating on/off that further reduces transition time

· Specify UE monitoring behavior when DRS(s) is configured for a UE, e.g., 

· Whether DRS can be transmitted when cell is on

· Under what condition(s) UE measurements are based on DRS, and/or CRS

· Whether (and how) cell On/Off states explicitly informed to UE

· Which other signal(s) the UE can assume are transmitted in addition to PSS for enhanced cell discovery

· Details of network assistance/information provided to UEs for performing enhanced cell discovery

· Other aspects related small cell on/off and discovery include RLM, DRX are FFS
2. Actions:

To TSG RAN WG2, TSG-RAN WG3, TSG-RAN WG4:
RAN1 respectfully asks RAN2, RAN3 and RAN4 to take the above agreements and conclusions into account in their future work.
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