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1. Overall Description:

RAN3 would like to thank SA2 for the LS on system aspects for Small Cell Enhancement work in RAN. RAN3 has the following response:
1. Is any extra information from the CN needed to let RAN make the dual connectivity decision?

RAN3: RAN3 has not identified any extra information needed from the CN for RAN to make the decision about applying the dual connectivity feature so far. RAN3 will inform SA2 once some extra information is identified in the subsequent meetings.

2. Does the dual connectivity feature support LIPA/SIPTO@local network in Rel-12?

RAN3: RAN3 thinks there will be no LIPA/SIPTO support in dual connectivity operation for Rel-12.

3. Does the dual connectivity feature support CSG for Rel-12?

RAN3: RAN3 confirms no CSG support in dual connectivity operation for Rel-12.
4. Does the UE_AMBR enforcement in RAN need extra CN assistance or can it remain transparent to CN?  Would RAN WGs need assistance from relevant CT WGs or SA2 for solving that issue?

RAN3: RAN3 assumes that the MeNB plays the role to control and coordination UE-AMBR between MeNB and SeNB and it should be transparent to core network. 

5. SA2 requests RAN3 to look into the Location Information Reporting in the context of RAN features where radio resources for a specific UE span more than a single cell in future release. 

RAN3: RAN3 concludes that in Rel-12 the user location information reporting functionality shall be based on the serving cell identity of MeNB in the dual connectivity case. RAN3 could enhance the user location information reporting functionality in future release if there is any requirement in the specific scenarios. 

RAN3 also confirms that Relay shall not be considered in Rel-12 for dual connectivity.
2. Actions:

To SA2 group.
ACTION:   RAN3 kindly asks SA2 to take the above feedback into account.
3. Date of Next TSG-RAN3 Meetings:
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