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8.x     X2AP Message Transfer
8.x.1 General

The purpose of the X2AP Message Transfer procedure is to allow indirect transport of an X2AP message (except the X2AP MESSAGE TRANSFER message) between two eNBs. 
8.x.2 Successful Operation
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Figure 8.4.2-1: X2AP Message Transfer, successful operation

eNB1 initiates the procedure by sending the X2AP MESSAGE TRANSFER message to eNB2. eNB1 shall include the X2AP message in the X2AP Message IE. eNB1 shall also include its Global eNB ID and the Global eNB ID of eNB2 in the Source eNB ID IE and Target eNB ID IE, respectively, contained in the RNL Header IE. eNB1 shall also include eNB2 IP address in Transport Layer Address IE if X2 SETUP REQUEST message is included in the X2AP Message IE.
Upon the reception of X2AP MESSAGE TRANSFER message eNB2 may:

-
Retrieve the X2AP message included in the X2AP Message IE;

-
Consider the Global eNB ID contained in the Target eNB ID IE, included in the RNL Header IE, as the destination for the X2AP message signaled in the X2AP Message IE;

-
Consider the Global eNB ID contained in the Source eNB ID IE, included in the RNL Header IE, as the source of the X2AP message signaled in the X2AP Message IE.
8.x.3 Unsuccessful Operation
Not Applicable
8.x.4 Abnormal Condition
Not Applicable.

9.1
Message Functional Definition and Content

9.1.x 
X2AP Message Transfer

This message is used for indirect transport of an X2AP message between two eNBs (except the X2AP MESSAGE TRANSFER message). 

Direction: eNB ( eNB

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	RNL header


	M
	
	9.2.x
	
	YES
	reject

	Transport Layer Address
	O
	
	BIT STRING (1..160, ...)
	Target eNB IP
	YES
	reject

	X2AP Message
	O
	
	OCTET STRING 
	Includes any X2AP message except the X2AP MESSAGE TRANSFER message 
	YES
	ignore


9.2.13
Message Type

The Message Type IE uniquely identifies the message being sent. It is mandatory for all messages.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Procedure Code
	M
	
	INTEGER (0..255)
	"0" = Handover Preparation

"1" = Handover Cancel

"2" = Load Indication

"3" = Error Indication

"4" = SN Status Transfer

"5" = UE Context Release

"6" = X2 Setup

"7" = Reset

"8" = eNB Configuration Update

"9" = Resource Status Reporting Initiation

"10" = Resource Status Reporting

“11”  = Private Message

"12" = Mobility Settings Change

 “13” = Radio Link Failure Indication

“14” = Handover Report

“15” = Cell Activation

“16" = X2AP Message Transfer

	Type of Message
	M
	
	CHOICE (Initiating Message, Successful Outcome, Unsuccessful Outcome, 

…)
	


9.2.x
RNL Header 
The RNL Header IE indicates the target eNB ID and source eNB ID. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Assigned Criticality

	Target eNB ID
	O
	
	9.2.22
	
	reject

	Source eNB ID
	M
	
	9.2.22
	
	reject


9.3.3
Elementary Procedure Definitions

-- **************************************************************

--

-- Elementary Procedure definitions

--

-- **************************************************************

X2AP-PDU-Descriptions {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-PDU-Descriptions (0) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


ProcedureCode

FROM X2AP-CommonDataTypes


CellActivationRequest,


CellActivationResponse,


CellActivationFailure,


ENBConfigurationUpdate,


ENBConfigurationUpdateAcknowledge,


ENBConfigurationUpdateFailure,


ErrorIndication,


HandoverCancel, 


HandoverReport,

HandoverPreparationFailure,



HandoverRequest,


HandoverRequestAcknowledge,


LoadInformation,


PrivateMessage,


ResetRequest,


ResetResponse,


ResourceStatusFailure,


ResourceStatusRequest,


ResourceStatusResponse,


ResourceStatusUpdate, 


RLFIndication,

SNStatusTransfer,


UEContextRelease,


X2SetupFailure,


X2SetupRequest,


X2SetupResponse,


MobilityChangeRequest,


MobilityChangeAcknowledge,



  MobilityChangeFailure,
 X2MessageTransfer
FROM X2AP-PDU-Contents


id-cellActivation,


id-eNBConfigurationUpdate,


id-errorIndication,


id-handoverCancel, 


id-handoverReport,


id-handoverPreparation,


id-loadIndication,


id-privateMessage,


id-reset,


id-resourceStatusReporting,


id-resourceStatusReportingInitiation, 


id-rLFIndication,


id-snStatusTransfer,


id-uEContextRelease,


id-x2Setup,


 id-mobilitySettingsChange,

 id-x2MessageTransfer
Skip unaffected part
X2AP-ELEMENTARY-PROCEDURES-CLASS-2 X2AP-ELEMENTARY-PROCEDURE ::= {


snStatusTransfer





|


uEContextRelease





|


handoverCancel






|


errorIndication






|


resourceStatusReporting




|


loadIndication






|


privateMessage






|


rLFIndication






|


handoverReport                         |


x2MessageTransfer,
...
}

FROM X2AP-Constants;

-- **************************************************************

--

-- Interface Elementary Procedure Class

--

-- **************************************************************

X2AP-ELEMENTARY-PROCEDURE ::= CLASS {


&InitiatingMessage



,


&SuccessfulOutcome



OPTIONAL,


&UnsuccessfulOutcome



OPTIONAL,


&procedureCode


ProcedureCode 
UNIQUE,


&criticality


Criticality 
DEFAULT ignore

}

WITH SYNTAX {


INITIATING MESSAGE

&InitiatingMessage


[SUCCESSFUL OUTCOME

&SuccessfulOutcome]


[UNSUCCESSFUL OUTCOME

&UnsuccessfulOutcome]


PROCEDURE CODE


&procedureCode


[CRITICALITY


&criticality]

}

-- **************************************************************

--

-- Interface PDU Definition

--

-- **************************************************************

X2AP-PDU ::= CHOICE {


initiatingMessage
InitiatingMessage,


successfulOutcome
SuccessfulOutcome,


unsuccessfulOutcome
UnsuccessfulOutcome,


...

}

InitiatingMessage ::= SEQUENCE {


procedureCode
X2AP-ELEMENTARY-PROCEDURE.&procedureCode

({X2AP-ELEMENTARY-PROCEDURES}),


criticality

X2AP-ELEMENTARY-PROCEDURE.&criticality


({X2AP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value


X2AP-ELEMENTARY-PROCEDURE.&InitiatingMessage
({X2AP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

SuccessfulOutcome ::= SEQUENCE {


procedureCode
X2AP-ELEMENTARY-PROCEDURE.&procedureCode

({X2AP-ELEMENTARY-PROCEDURES}),


criticality

X2AP-ELEMENTARY-PROCEDURE.&criticality


({X2AP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value


X2AP-ELEMENTARY-PROCEDURE.&SuccessfulOutcome
({X2AP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

UnsuccessfulOutcome ::= SEQUENCE {


procedureCode
X2AP-ELEMENTARY-PROCEDURE.&procedureCode

({X2AP-ELEMENTARY-PROCEDURES}),


criticality

X2AP-ELEMENTARY-PROCEDURE.&criticality


({X2AP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value


X2AP-ELEMENTARY-PROCEDURE.&UnsuccessfulOutcome
({X2AP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

-- **************************************************************

--

-- Interface Elementary Procedure List

--

-- **************************************************************

X2AP-ELEMENTARY-PROCEDURES X2AP-ELEMENTARY-PROCEDURE ::= {


X2AP-ELEMENTARY-PROCEDURES-CLASS-1


|


X2AP-ELEMENTARY-PROCEDURES-CLASS-2


,


...

}

X2AP-ELEMENTARY-PROCEDURES-CLASS-1 X2AP-ELEMENTARY-PROCEDURE ::= {


handoverPreparation









|


reset












|


x2Setup












|


resourceStatusReportingInitiation





|

eNBConfigurationUpdate








|


mobilitySettingsChange








|

cellActivation










,

...

}

X2AP-ELEMENTARY-PROCEDURES-CLASS-2 X2AP-ELEMENTARY-PROCEDURE ::= {


snStatusTransfer





|


uEContextRelease





|


handoverCancel






|


errorIndication






|


resourceStatusReporting




|


loadIndication






|


privateMessage






|


rLFIndication






|
handoverReport,


...
}

-- **************************************************************

--

-- Interface Elementary Procedures

--

-- **************************************************************

handoverPreparation X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

HandoverRequest


SUCCESSFUL OUTCOME

HandoverRequestAcknowledge


UNSUCCESSFUL OUTCOME
HandoverPreparationFailure


PROCEDURE CODE


id-handoverPreparation


CRITICALITY



reject

}

snStatusTransfer X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

SNStatusTransfer


PROCEDURE CODE


id-snStatusTransfer


CRITICALITY



ignore

}

uEContextRelease X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UEContextRelease


PROCEDURE CODE


id-uEContextRelease


CRITICALITY



ignore

}

handoverCancel X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

HandoverCancel


PROCEDURE CODE


id-handoverCancel


CRITICALITY



ignore

}

handoverReport X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

HandoverReport


PROCEDURE CODE


id-handoverReport


CRITICALITY



ignore

}

errorIndication X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ErrorIndication


PROCEDURE CODE


id-errorIndication


CRITICALITY



ignore

}

reset
X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ResetRequest


SUCCESSFUL OUTCOME

ResetResponse

PROCEDURE CODE


id-reset


CRITICALITY



reject

}

x2Setup
X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

X2SetupRequest


SUCCESSFUL OUTCOME

X2SetupResponse


UNSUCCESSFUL OUTCOME
X2SetupFailure


PROCEDURE CODE


id-x2Setup


CRITICALITY



reject

}

loadIndication X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

LoadInformation


PROCEDURE CODE


id-loadIndication


CRITICALITY



ignore

}

eNBConfigurationUpdate

X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ENBConfigurationUpdate


SUCCESSFUL OUTCOME

ENBConfigurationUpdateAcknowledge


UNSUCCESSFUL OUTCOME
ENBConfigurationUpdateFailure


PROCEDURE CODE


id-eNBConfigurationUpdate


CRITICALITY



reject

}
resourceStatusReportingInitiation
X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE



ResourceStatusRequest


SUCCESSFUL OUTCOME



ResourceStatusResponse


UNSUCCESSFUL OUTCOME


ResourceStatusFailure


PROCEDURE CODE




id-resourceStatusReportingInitiation


CRITICALITY





reject

}

resourceStatusReporting X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ResourceStatusUpdate


PROCEDURE CODE


id-resourceStatusReporting


CRITICALITY



ignore

}

rLFIndication X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RLFIndication


PROCEDURE CODE


id-rLFIndication


CRITICALITY



ignore

}

privateMessage


X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

PrivateMessage


PROCEDURE CODE


id-privateMessage


CRITICALITY



ignore

}

mobilitySettingsChange
X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

MobilityChangeRequest


SUCCESSFUL OUTCOME

MobilityChangeAcknowledge


UNSUCCESSFUL OUTCOME
MobilityChangeFailure


PROCEDURE CODE


id-mobilitySettingsChange


CRITICALITY



reject

}

cellActivation
X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

CellActivationRequest


SUCCESSFUL OUTCOME

CellActivationResponse


UNSUCCESSFUL OUTCOME
CellActivationFailure


PROCEDURE CODE


id-cellActivation


CRITICALITY



reject

}

x2MessageTransfer X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

X2MessageTransfer


PROCEDURE CODE


id-x2MessageTransfer


CRITICALITY



reject

}

END
9.3.4
PDU Definitions

-- **************************************************************

--

-- PDU definitions for X2AP.

--

-- **************************************************************

X2AP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ABSInformation,


ABS-Status,


AS-SecurityInformation,


Cause,


CompositeAvailableCapacityGroup,


COUNTvalue,


CriticalityDiagnostics,


CRNTI,

CSGMembershipStatus,


CSG-Id,


DeactivationIndication,


DL-Forwarding,


ECGI,


E-RAB-ID,


E-RAB-Level-QoS-Parameters,


E-RAB-List,


EUTRANTraceID,


GlobalENB-ID,


GTPtunnelEndpoint,

GUGroupIDList,


GUMMEI,


HandoverReportType,


HandoverRestrictionList,


InvokeIndication,


LocationReportingInformation,


MDT-Configuration,


ManagementBasedMDTallowed,


MDTPLMNList,


Neighbour-Information,


PCI,

PDCP-SN,


PLMN-Identity,


ReceiveStatusofULPDCPSDUs,


Registration-Request,


RelativeNarrowbandTxPower,


RadioResourceStatus,


RRCConnReestabIndicator,


RRCConnSetupIndicator,


UE-RLF-Report-Container,


RRC-Context,

ServedCell-Information,


ServedCells,


ShortMAC-I,


SRVCCOperationPossible,


SubscriberProfileIDforRFP,


TargetCellInUTRAN,


TargeteNBtoSource-eNBTransparentContainer,


TimeToWait,


TraceActivation,


TraceDepth,


TransportLayerAddress,


UEAggregateMaximumBitRate,

UE-HistoryInformation,


UE-S1AP-ID,


UESecurityCapabilities,

UE-X2AP-ID,

UL-HighInterferenceIndicationInfo,


UL-InterferenceOverloadIndication,


HWLoadIndicator,


S1TNLLoadIndicator,


Measurement-ID,


ReportCharacteristics,


MobilityParametersInformation,


MobilityParametersModificationRange,


ReceiveStatusOfULPDCPSDUsExtended,


COUNTValueExtended

FROM X2AP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-Single-Container{},


X2AP-PRIVATE-IES,


X2AP-PROTOCOL-EXTENSION,


X2AP-PROTOCOL-IES,


X2AP-PROTOCOL-IES-PAIR

FROM X2AP-Containers


id-ABSInformation,


id-ActivatedCellList,


id-Cause,


id-CellInformation,


id-CellInformation-Item,


id-CellMeasurementResult,


id-CellMeasurementResult-Item,


id-CellToReport,


id-CellToReport-Item,


id-CompositeAvailableCapacityGroup,


id-CriticalityDiagnostics,


id-DeactivationIndication,


id-E-RABs-Admitted-Item,


id-E-RABs-Admitted-List,


id-E-RABs-NotAdmitted-List,


id-E-RABs-SubjectToStatusTransfer-List,


id-E-RABs-SubjectToStatusTransfer-Item,


id-E-RABs-ToBeSetup-Item,


id-GlobalENB-ID,


id-GUGroupIDList,


id-GUGroupIDToAddList,


id-GUGroupIDToDeleteList,


id-GUMMEI-ID,


id-InvokeIndication,


id-New-eNB-UE-X2AP-ID,


id-Old-eNB-UE-X2AP-ID,


id-Registration-Request,


id-ReportingPeriodicity,


id-ServedCells,


id-ServedCellsToActivate,


id-ServedCellsToAdd,


id-ServedCellsToModify,


id-ServedCellsToDelete,


id-SRVCCOperationPossible,


id-TargetCell-ID,


id-TargeteNBtoSource-eNBTransparentContainer,


id-TimeToWait,


id-TraceActivation,


id-UE-ContextInformation,


id-UE-HistoryInformation,


id-UE-X2AP-ID,


id-Measurement-ID,


id-ReportCharacteristics,


id-ENB1-Measurement-ID,


id-ENB2-Measurement-ID,


id-ENB1-Cell-ID,


id-ENB2-Cell-ID,


id-ENB2-Proposed-Mobility-Parameters,


id-ENB1-Mobility-Parameters,


id-ENB2-Mobility-Parameters-Modification-Range,

id-FailureCellPCI,


id-Re-establishmentCellECGI,


id-FailureCellCRNTI,


id-ShortMAC-I,


id-SourceCellECGI,


id-FailureCellECGI,


id-HandoverReportType,


id-UE-RLF-Report-Container,


id-PartialSuccessIndicator,


id-MeasurementInitiationResult-List,


id-MeasurementInitiationResult-Item,


id-MeasurementFailureCause-Item,


id-CompleteFailureCauseInformation-List,


id-CompleteFailureCauseInformation-Item,


id-CSGMembershipStatus,


id-CSG-Id,


id-MDTConfiguration,


id-ManagementBasedMDTallowed,


id-ABS-Status,

id-RRCConnSetupIndicator,

id-RRCConnReestabIndicator,


id-TargetCellInUTRAN,

id-MobilityInformation,


id-SourceCellCRNTI,


id-ManagementBasedMDTPLMNList,


id-ReceiveStatusOfULPDCPSDUsExtended,


id-ULCOUNTValueExtended,


id-DLCOUNTValueExtended,

    id-RNL-Header,

 
id-x2APMessage,

id-TransportLayerAddresses,

maxCellineNB,

maxnoofBearers,


maxnoofPDCP-SN,

maxFailedMeasObjects,


maxnoofCellIDforMDT,


maxnoofTAforMDT

FROM X2AP-Constants;

Skip unaffected part
--**************************************************************

--

-- CELL ACTIVATION FAILURE

--

-- **************************************************************

CellActivationFailure ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CellActivationFailure-IEs}},


...

}

CellActivationFailure-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE mandatory }|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional },


...

}

-- **************************************************************

--

-- X2 Message Transfer 

--

-- **************************************************************

X2MessageTransfer ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{X2MessageTransfer -IEs}},


...

}

X2MessageTransfer-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-RNL-Header
CRITICALITY reject
TYPE RNL-ID-List



PRESENCE mandatory}, 


{ ID id-TransportLayerAddresses
CRITICALITY reject
TYPE TransportLayerAddress



PRESENCE optional},


{ ID id-x2APMessage
CRITICALITY ignore
TYPE X2AP-Message



PRESENCE optional},


...

}

RNL-ID-List ::= SEQUENCE {


 source-GlobalENB-ID



GlobalENB-ID,






 target-GlobalENB-ID



GlobalENB-ID,



...

}
X2AP-Message ::= OCTET STRING 

9.3.7
Constant definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

X2AP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM X2AP-CommonDataTypes;
-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-handoverPreparation










ProcedureCode ::= 0

id-handoverCancel











ProcedureCode ::= 1

id-loadIndication











ProcedureCode ::= 2

id-errorIndication











ProcedureCode ::= 3

id-snStatusTransfer











ProcedureCode ::= 4

id-uEContextRelease











ProcedureCode ::= 5

id-x2Setup













ProcedureCode ::= 6

id-reset













ProcedureCode ::= 7

id-eNBConfigurationUpdate









ProcedureCode ::= 8

id-resourceStatusReportingInitiation






ProcedureCode ::= 9

id-resourceStatusReporting









ProcedureCode ::= 10

id-privateMessage











ProcedureCode ::= 11

id-mobilitySettingsChange









ProcedureCode ::= 12
id-rLFIndication











ProcedureCode ::= 13

id-handoverReport











ProcedureCode ::= 14

id-cellActivation











ProcedureCode ::= 15
id-x2MessageTransfer                                            ProcedureCode ::= xx
-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxEARFCN








INTEGER ::= 65535
maxEARFCNPlusOne






INTEGER ::= 65536

newmaxEARFCN







INTEGER ::= 262143

maxInterfaces







INTEGER ::= 16

maxCellineNB







INTEGER ::= 256

maxnoofBands







INTEGER ::= 16

maxnoofBearers







INTEGER ::= 256

maxNrOfErrors







INTEGER ::= 256

maxnoofPDCP-SN







INTEGER ::= 16
maxnoofEPLMNs







INTEGER ::= 15

maxnoofEPLMNsPlusOne





INTEGER ::= 16

maxnoofForbLACs







INTEGER ::= 4096

maxnoofForbTACs






    INTEGER ::= 4096

maxnoofBPLMNs







INTEGER ::= 6

maxnoofNeighbours






INTEGER ::= 512

maxnoofPRBs








INTEGER ::= 110

maxPools








INTEGER ::= 16
maxnoofCells







INTEGER ::= 16
maxnoofMBSFN







INTEGER ::= 8
maxFailedMeasObjects





INTEGER ::= 32

maxnoofCellIDforMDT






INTEGER ::= 32

maxnoofTAforMDT







INTEGER ::= 8

maxnoofMBMSServiceAreaIdentities


INTEGER ::= 256

maxnoofMDTPLMNs







INTEGER ::= 16

-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-E-RABs-Admitted-Item













ProtocolIE-ID ::= 0

id-E-RABs-Admitted-List













ProtocolIE-ID ::= 1

id-E-RAB-Item















ProtocolIE-ID ::= 2

id-E-RABs-NotAdmitted-List












ProtocolIE-ID ::= 3

id-E-RABs-ToBeSetup-Item












ProtocolIE-ID ::= 4

id-Cause
















ProtocolIE-ID ::= 5

id-CellInformation














ProtocolIE-ID ::= 6

id-CellInformation-Item













ProtocolIE-ID ::= 7

id-New-eNB-UE-X2AP-ID













ProtocolIE-ID ::= 9

id-Old-eNB-UE-X2AP-ID













ProtocolIE-ID ::= 10

id-TargetCell-ID














ProtocolIE-ID ::= 11

id-TargeteNBtoSource-eNBTransparentContainer







ProtocolIE-ID ::= 12

id-TraceActivation














ProtocolIE-ID ::= 13

id-UE-ContextInformation












ProtocolIE-ID ::= 14

id-UE-HistoryInformation












ProtocolIE-ID ::= 15

id-UE-X2AP-ID















ProtocolIE-ID ::= 16

id-CriticalityDiagnostics












ProtocolIE-ID ::= 17

id-E-RABs-SubjectToStatusTransfer-List









ProtocolIE-ID ::= 18

id-E-RABs-SubjectToStatusTransfer-Item









ProtocolIE-ID ::= 19

id-ServedCells















ProtocolIE-ID ::= 20

id-GlobalENB-ID















ProtocolIE-ID ::= 21

id-TimeToWait















ProtocolIE-ID ::= 22

id-GUMMEI-ID















ProtocolIE-ID ::= 23

id-GUGroupIDList














ProtocolIE-ID ::= 24

id-ServedCellsToAdd














ProtocolIE-ID ::= 25

id-ServedCellsToModify













ProtocolIE-ID ::= 26

id-ServedCellsToDelete













ProtocolIE-ID ::= 27

id-Registration-Request













ProtocolIE-ID ::= 28

id-CellToReport
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