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	Reason for change:
	According to TS 25.308, it is defined that "HS-SCCH-less operation is restricted to the serving HS-DSCH cell". Howerver, in the stage-3 specification, if the assisting Node B receives the Continuous Packet Connectivity HS-SCCH less Information IE, it will include the Continuous Packet Connectivity HS-SCCH less Information Response IE in the corresponding response message. As a result, there might be different understanding of the HS-SCCH less operation configuration between the RNC and the assisting Node B.

	
	

	Summary of change:
	Add in the abnormal conditions for Radio Link Setup, Radio Link Addition, Synchronised/Unsynchronised Radio Link Reconfiguration procedures that the assisting Node B should ignore the Continuous Packet Connectivity HS-SCCH less Information IE if received.
Impact analysis
Impacted functionality:
inter-Node B Multiflow operation;
Inter-operability:
If the NW is implemented according to the CR but the Node B is not, there is no inter-operability issue.
If the Node B is implemented according to  the CR but the NW is not, then the Node B may not be clear on the HS-SCCH-less operation.

	
	

	Consequences if not approved:
	The assisting NodeB may initiate the failure response or include the Continuous Packet Connectivity HS-SCCH less Information Response IE in the response message wrongly.
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<start of modification>
8.2.17
Radio Link Setup
8.2.17.1
General

This procedure is used for establishing the necessary resources for a new Node B Communication Context in the Node B.
<partially omitted>
8.2.17.4
Abnormal Conditions
<partially omitted>
 [FDD - If the RADIO LINK SETUP REQUEST message contains the UL MIMO Information IE in E-DCH FDD Information IE but does not contain the UL CLTD Information IE, or if it contains HS-DSCH Preconfiguration Setup IE with UL MIMO Information IE but without UL CLTD Information IE, then the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.]

[FDD - If the RADIO LINK SETUP REQUEST message contains more than one of a MIMO Activation Indicator IE, a MIMO with four transmit antennas Activation Indicator IE, a Dual Stream MIMO with four transmit antennas Activation Indicator IE in HS-DSCH Preconfiguration Setup IE or in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE, then the Node B shall reject the procedure using the RADIO LINK SETUP FAILURE message.]

[FDD - If the RADIO LINK SETUP REQUEST message contains the Continuous Packet Connectivity HS-SCCH less Information IE, and contains the Multiflow Role IE set to "Assisting", then the Node B shall ignore the Continuous Packet Connectivity HS-SCCH less Information IE.]

<next modification>
8.3.1
Radio Link Addition

8.3.1.1
General

This procedure is used for establishing the necessary resources in the Node B for one or more additional RLs towards a UE when there is already a Node B Communication Context for this UE in the Node B.

The Radio Link Addition procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

<partially omitted>
8.3.1.4
Abnormal conditions

<partially omitted>
[FDD - If the RADIO LINK ADDITION REQUEST message contains the UL MIMO Information IE in E-DCH FDD Information IE but does not contain the UL CLTD Information IE, or if it contains HS-DSCH Preconfiguration Setup IE with UL MIMO Information IE but without UL CLTD Information IE, then the Node B shall reject the procedure using the RADIO LINK ADDITION FAILURE message.]

[FDD - If the RADIO LINK ADDITION REQUEST message contains more than one of a MIMO Activation Indicator IE, a MIMO with four transmit antennas Activation Indicator IE, a Dual Stream MIMO with four transmit antennas Activation Indicator IE in HS-DSCH Preconfiguration Setup IE or in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE, then the Node B shall reject the procedure using the RADIO LINK ADDITION FAILURE message.]

 [FDD - If the RADIO LINK ADDITION REQUEST message contains the Continuous Packet Connectivity HS-SCCH less Information IE, and contains the Multiflow Role IE set to "Assisting", then the Node B shall ignore the Continuous Packet Connectivity HS-SCCH less Information IE.]
<next modification>
8.3.2
Synchronised Radio Link Reconfiguration Preparation

8.3.2.1
General

The Synchronised Radio Link Reconfiguration Preparation procedure is used to prepare a new configuration of Radio Link(s) related to one Node B Communication Context.

The Synchronised Radio Link Reconfiguration Preparation procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.
<partially omitted>
8.3.2.4
Abnormal Conditions

<partially omitted>
[FDD - If the RADIO LINK RECONFIGURATION PREPARE message contains the UL MIMO Reconfiguration IE in E-DCH FDD Information IE, and the choice of Setup, Configuration Change or Removal of UL MIMO is "Setup", but the UL CLTD Information IE is not present and is not previously configured, or if it contains HS-DSCH Preconfiguration Setup IE with UL MIMO Information IE but without UL CLTD Information IE, then the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message contains more than one of a MIMO Activation Indicator IE, a MIMO with four transmit antennas Activation Indicator IE, a Dual Stream MIMO with four transmit antennas Activation Indicator IE in HS-DSCH Preconfiguration Setup IE or in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE, then the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message contains the Continuous Packet Connectivity HS-SCCH less Information IE, and contains the Multiflow Role IE set to "Assisting", then the Node B shall ignore the Continuous Packet Connectivity HS-SCCH less Information IE.]

<next modification>
8.3.5
Unsynchronised Radio Link Reconfiguration

8.3.5.1
General

The Unsynchronised Radio Link Reconfiguration procedure is used to reconfigure Radio Link(s) related to one UE-UTRAN connection within a Node B.

The Unsynchronised Radio Link Reconfiguration procedure is used when there is no need to synchronise the time of the switching from the old to the new configuration in one Node B used for a UE-UTRAN connection with any other Node B also used for the UE–UTRAN connection.

The Unsynchronised Radio Link Reconfiguration procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

<partially omitted>
8.3.5.4
Abnormal Conditions

<partially omitted>
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message contains the UL MIMO Reconfiguration IE in E-DCH FDD Information IE, and the choice of Setup, Configuration Change or Removal of UL MIMO is "Setup", or if it contains HS-DSCH Preconfiguration Setup IE with UL MIMO Information IE but without UL CLTD Information IE, but the UL CLTD Information IE is not present and is not previously configured, then the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message contains more than one of a MIMO Activation Indicator IE, a MIMO with four transmit antennas Activation Indicator IE, a Dual Stream MIMO with four transmit antennas Activation Indicator IE in HS-DSCH Preconfiguration Setup IE or in the Secondary Cells IE in the HS-DSCH Preconfiguration Setup IE, then the Node B shall reject the procedure using the RADIO LINK RECONFIGURATION FAILURE message.]
[FDD - If the RADIO LINK RECONFIGURATION REQUEST message contains the Continuous Packet Connectivity HS-SCCH less Information IE, and contains the Multiflow Role IE set to "Assisting", then the Node B shall ignore the Continuous Packet Connectivity HS-SCCH less Information IE.]
<End of modification>
