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START OF CHANGE
3.1
Definitions

For the purposes of the present document, the terms and definitions given in [1] apply.

As used in this document, the suffixes “-based” and “-assisted” refer respectively to the node that is responsible for making the positioning calculation (and which may also provide measurements) and a node that provides measurements (but which does not make the positioning calculation).  Thus, an operation in which measurements are provided by the UE to the E-SMLC to be used in the computation of a position estimate is described as “UE-assisted” (and could also be called “E-SMLC-based”), while one in which the UE computes its own position is described as “UE-based”.
Both standalone LMU and LMU integrated into an eNB are supported. As used in this document, LMU refers to both cases of a standalone LMU and an LMU integrated into an eNodeB unless explicitly mentioned otherwise.

Cell Portion: A geographical part of a cell. A cell portion is semi-static, and identical for both the UL and the DL. Within a cell, a cell portion is uniquely identified by its Cell Portion ID.
NEXT CHANGE
8.3
Enhanced cell ID positioning methods

8.3.1
General

In the Cell ID (CID)-based method, the UE position is estimated with the knowledge of the geographical coordinates of its serving eNodeB (including e.g. the information related to the cell portion within the serving cell). Enhanced Cell ID (E-CID) positioning refers to techniques which use additional UE and/or E‑UTRAN radio resource related measurements to improve the UE location estimate. For E-UTRAN access, these measurements may include [20, 21]:

UE measurements ([20], [21]):

-
Reference signal received power (RSRP);

-
Reference Signal Received Quality (RSRQ);

-
UE Rx – Tx time difference.
E-UTRAN measurements ([20], [21]):

-
eNB Rx – Tx time difference
-
Timing Advance (TADV):

-
Type1: TADV = (eNB Rx – Tx time difference) + (UE Rx – Tx time difference)
-
Type2: TADV = eNB Rx – Tx time difference;

-
Angle of Arrival (AoA).

Various techniques exist to use these measurements to estimate the location of the UE. The specific techniques are beyond the scope of this specification.

END OF CHANGES
