3GPP TSG-RAN3 Meeting #83bis 
R3-140954
San Jose Del Cabo, Mexico, March 31 – April 4, 2014
Agenda Item:
17
Source: 
CMCC(rapporteur)
Title: 
Way forward on Multi-RAT Joint coordination
Document for:

Discussion and Approval
1 Introduction 
This paper summarizes the way forward agreed for Multi-RAT Joint coordination after Ran3#83 and RAN3#83bis
2 Discussion 
RAN3#83

During The discussion of Multi-RAT Joint coordination the following statement were captured:

· Coordination Involving 3GPP\WLAN:

· Is in the priority of the SI

· Statements on 3GPP\WLAN shall be complementary to RAN2 work

· Problem statements on 3GPP\WLAN should be brought to next meeting, without re-do RAN2/SA2 works….

· If some Statements are correlated with RAN2, they should be on hold until RAN2 progress

· Dynamic spectrum re-allocation

· Spatial / temporal spectrum re-allocation

· Impact on UE of spectrum re-allocation? Dual receiver may be impacted in case of frequent spectrum change…

· Proponent to provide a regulator view on possibility of refarming per region
· Provide clear definition of Dynamic spectrum re-allocation, first step
· Time frame analysis in term of deployment?

· Dynamic/Semi-Static/Quasi-Static/Static pros and cons … 
· Cons: Take account change RAT instead of change spectrum … ?

· ….
· UE/traffic steering among 3GPP- RATs
· We need concrete proposals with justification of benefit against existing feature IRAT-HO, and past study item , …
· Same apply to FDD - TDD
· E.g. Problem/solution/benefit shall be show
· Principle of “Requirement” and “inter-actions” scenario will be described in the TR for all i.e. traffic steering, joint operation
· ALU to provide a TP for next meeting

Way forward

The following agreements were reached:

1. Coordination Involving 3GPP\WLAN:

· Coordination involving 3GPP\WLAN is in the priority of the SI

· Statements on 3GPP\WLAN shall be complementary to RAN2 work

2. Dynamic spectrum re-allocation

· Proponent to provide a regulator view on possibility of refarming per region

· Provide clear definition of Dynamic spectrum re-allocation, first step
3. UE/traffic steering among 3GPP- RATs

· We need concrete proposals with justification of benefit against existing feature IRAT-HO, and past study item , …

· Same apply to FDD - TDD

4. Requirements and Inter-action for Multi-RAT scenarios
Principle of “Requirement” and “inter-actions” scenario will be described in the TR for all i.e. traffic steering, joint operation
RAN3#83bis

During The discussion of Multi-RAT Joint coordination the following statement were captured:

· Discussion on 3GPP\WLAN:Multi-RAT Co-ordination Requirements[1]
· Remove bullet 3, 6 and 7 in table

· Refine the wording of 2. No impact in CN itself & no new itf & keep the change in existing itf (S1/Iu) according to the SI (tick the CN Impact) or keep existing TP
· Discussion on Multi-RAT Co-ordination Interactions
· Include/verify the “UMTS to all” is well capture

· Take care of responsibility like we have not responsibility on CDMA

· Clarify the fact WLAN need to take care of RAN2/SA2 progress as a Note

· Merge of table 1 and table 3 as consequence of no need of definition for “Joint Radio Resource Co-ordination”
· Discussion on Traffic Steering and Spectrum re-allocation definition
· TP for Traffic Steering definition:  the move of some UEs served/camped from one RAT to another (= UE steering)

· TP for Spectrum re-allocation definition: Baseline from R3-140596:

· “Dynamic should be understood in terms of minutes not in terms of TTI or ms” FFS 

· Sentence may need rewording?

· Use cases for Coordination Involving 3GPP\WLAN
· What’s information should be need for eNB based on which scenario?

· Scenario / information needed / delta ….

· With regards to RAN2/SA2 works …

Potential use cases:

1) Seamless mobility from WLAN to 3GPP: mobility without service interruption, any SA2 work on service continuity?

2) Appropriate UE steering from WLAN to 3GPP
3) Resolving mobility decision conflict
4) Automatic WLAN AP/AC parameters collection/setting
Way forward

From the discussion, we can capture the following way forward:

1. General requirements and definitions for Traffic Steering and Spectrum re-allocation definition 

· TP in R3-140922[1] were agreed into TR 37.870
2. Use cases for Coordination Involving 3GPP\WLAN

· The further discussion on 3GPP/WIFI interworking will be based on following steps: 
1) identify the potential scenarios/ use cases;
2) investigate what information needed; 
3) define the way to obtain the information. 
· It is noted that the discussion should regard to RAN2/SA2 works. 
3. The skeleton of TR37.870 was agreed in R3-140919
3 Conclusion and proposals
It is proposed that RAN3 agrees this way forward paper corresponding to the progress and agreements achieved at RAN3#83 and RAN3bis. 
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