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1. Overall Description:
RAN3 would like to thank CT for the LS on the requirement for a HeNB GW to verify the received HeNB ID from the connected HeNB.
To support the PWS restoration in case of HeNB with HeNB GW deployment, RAN3 found an issue. I.e. if the HeNB includes the HeNB ID in Restart Indication message and the CBC put the received HeNB ID in the reloaded warning message, the MME don’t know the HeNB GW that the restarted HeNB connected according to the HeNB ID.
To fix this issue, RAN3 approved the following mechanism: 
When a HeNB connects to a MME via a HeNB GW, the HeNB puts the HeNB GW’s ID into the “Global eNB ID” IE of the Restart Indication message.
Accordingly, the HeNB GW receiving Restoration Indication message may need to verify whether the received HeNB GW ID is its own HeNB GW ID. RAN3 would like get SA3 the confirmation on this point.
2. Actions:

To SA WG3 group.

ACTION: 
RAN3 kindly asks SA3 to take above information into account and confirm the verification requirement.
3. Date of Next TSG-RAN WG3 Meetings:

TSG-RAN WG3 Meeting #84


May 19 – 23, 2014


Seoul, Korea
TSG-RAN WG3 Meeting #85

Aug 18 – 22, 2014  


Dresden, Germany

