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1
Introduction

As discussed at RAN3#83 and according to the feedback received from SA2 in [1], whenever the user location has to be provided for a UE on cell-level, in Release 12, the cell served by the MeNB shall be reported.

This paper proposes necessary text for TS 36.300 [2].
2
Discussion
<<<<<<<<<<<<<<<<<<<< Start of proposed modifications  >>>>>>>>>>>>>>>>>>>>

19.2.1.10
Location Reporting Function

The Location Reporting function supports the MME requests to the eNB to report the location information of the UE.

<<<<<<<<<<<<<<<<<<<< Next of proposed modification  >>>>>>>>>>>>>>>>>>>>

19.2.2.11
Location Reporting procedures

The Location Reporting procedures provide the means to report the current location of a specific UE.

The procedures providing this function are:

-
Location Reporting Control procedure

-
Location Report procedure

-
Location Report Failure Indication procedure

If dual connectivity is configured for a specific UE, the location reported refers to the cell served by the MeNB.
NOTE:
The following S1AP procedures are able to provide location information without the reporting being triggered by the Location Reporting Control procedure: 
S1 UE Context Release, E-RAB Release, E-RAB Release Indication, Path Switch, Handover Notification, Initial UE Message, Uplink NAS Transport.

<<<<<<<<<<<<<<<<<<<< End of proposed modifications  >>>>>>>>>>>>>>>>>>>>

3
Proposal
Proposal: Agree on the text proposal provided in section 2 of this paper.
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