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*** Start of the changes ***
9.1.2.1
LOAD INFORMATION

This message is sent by an eNB to neighbouring eNBs to transfer load and interference co-ordination information. 

Direction: eNB1 ( eNB2.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	ignore

	Cell Information
	M
	
	
	
	YES
	ignore

	>Cell Information Item
	
	1 .. <maxCellineNB>
	
	
	EACH
	ignore

	>>Cell ID
	M
	
	ECGI

9.2.14
	Id of the source cell
	–
	–

	>>UL Interference Overload Indication
	O
	
	9.2.17
	
	–
	–

	>>UL High Interference Information
	
	0 .. <maxCellineNB>
	
	
	–
	–

	>>>Target Cell ID
	 M
	
	ECGI

9.2.14
	Id of the cell for which the HII is meant
	–
	–

	>>>UL High Interference Indication
	M
	
	9.2.18
	
	–
	–

	>>Relative Narrowband Tx Power (RNTP)
	O
	
	9.2.19
	
	–
	–

	>>ABS Information
	O
	
	9.2.54
	
	YES
	ignore

	>>Invoke Indication
	O
	
	9.2.55
	
	YES
	ignore

	>>CoMP Information
	O
	
	9.2.xx
	
	YES
	ignore


	Range bound
	Explanation

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.


*** End of the 1st change ***
*** Start of the 2nd change ***
9.1.2.11
RESOURCE STATUS REQUEST
This message is sent by an eNB1 to neighbouring eNB2 to initiate the requested measurement according to the parameters given in the message. 

Direction: eNB1 ( eNB2.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	eNB1 Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by eNB1
	YES
	reject

	eNB2 Measurement ID
	C-ifRegistrationRequestStop
	
	INTEGER (1..4095,...)
	Allocated by eNB2
	YES
	ignore

	Registration Request
	M
	
	ENUMERATED(start, stop,

…)
	A value set to “stop”, indicates a request to stop all cells measurements.
	YES
	reject

	Report Characteristics
	O
	
	BITSTRING

(SIZE(32))
	Each position in the bitmap indicates measurement object the eNB2 is requested to report.

First Bit = PRB Periodic,

Second Bit = TNL load Ind Periodic,

Third Bit = HW Load Ind Periodic,

Fourth Bit = Composite Available Capacity Periodic, this bit should be set to 1 if at least one of the First, Second or Third bits is set to 1,

Fifth Bit = ABS Status Periodic,

Xth Bit = RSRP Measurement Report Periodic,
Yth Bit = RSRP Measurement Report [Aperiodic or Event-Triggered: FFS].
Other bits shall be ignored by the eNB2.
	YES
	reject

	Cell To Report
	
	1
	
	Cell ID list for which measurement is needed
	YES
	ignore

	>Cell To Report Item
	
	1 .. <maxCellineNB>
	
	
	EACH
	ignore

	>>Cell ID
	M
	
	ECGI

9.2.14
	
	–
	–

	Reporting Periodicity
	O
	
	ENUMERATED(1000ms, 2000ms, 5000ms,10000ms, …)
	Periodicity that can be used for reporting of PRB Periodic, TNL Load Ind Periodic, HW Load Ind Periodic, Composite Available Capacity Periodic or ABS Status Periodic
	YES
	ignore

	Partial Success Indicator
	O
	
	ENUMERATED(partial success allowed, ...)
	Included if partial success is allowed
	YES
	ignore

	Reporting Periodicity of RSRP Measurement Report
	O
	
	ENUMERATED(120ms, 240ms, 480ms, 640ms, ...)
	Periodicity that can be used for the reporting of RSRP Measurement Report Periodic
	YES
	ignore


	Range bound
	Explanation

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.


	Condition
	Explanation

	ifRegistrationRequestStop
	This IE shall be present if the Registration Request IE is set to the value “stop”.


*** End of the 2nd change ***
*** Start of the 3rd change ***
9.1.2.12
RESOURCE STATUS RESPONSE
This message is sent by the eNB2 to indicate that the requested measurement, for all or for a subset of the measurement objects included in the measurement is successfully initiated.

Direction: eNB2 ( eNB1.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	eNB1 Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by eNB1
	YES
	reject

	eNB2 Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by eNB2
	YES
	reject

	Criticality Diagnostics
	O
	
	9.2.7
	
	YES
	ignore

	Measurement Initiation Result
	
	0..1
	
	List of all cells in which measurement objects were requested, included when indicating partial success
	YES
	ignore

	>Measurement Initiation Result Item
	
	1 .. <maxCellineNB>
	
	
	EACH
	ignore

	>>Cell ID
	M
	
	ECGI

9.2.14
	
	–
	–

	>>Measurement Failure Cause List
	
	0..1
	
	Indicates that eNB2 could not initiate the measurement for at least one of the requested measurement objects in the cell
	–
	–

	>>>Measurement Failure Cause Item
	
	1 .. <maxFailedMeasObjects>
	
	
	EACH
	ignore

	>>>>Measurement Failed Report Characteristics
	M
	
	BITSTRING

(SIZE(32))
	Each position in the bitmap indicates measurement object that failed to be initiated in the eNB2. First Bit = PRB Periodic,

Second Bit = TNL load Ind Periodic,

Third Bit = HW Load Ind Periodic,

Fourth Bit = Composite Available Capacity Periodic,

Fifth Bit = ABS Status Periodic,

Xth Bit = RSRP Measurement Report Periodic,

Yth Bit = RSRP Measurement Report [Aperiodic or Event-Triggered: FFS].

Other bits shall be ignored by the eNB1.
	–
	–

	>>>>Cause
	M
	
	9.2.6
	Failure cause for measurement objects for which the measurement cannot be initiated
	–
	–


	Range bound
	Explanation

	maxFailedMeasObjects
	Maximum number of measurement objects that can fail per measurement. Value is 32.

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.


*** End of the 3rd change ***
*** Start of the 4th change ***
9.1.2.13
RESOURCE STATUS FAILURE
This message is sent by the eNB2 to indicate that for none of the requested measurement objects the measurement can be initiated.

Direction: eNB2 ( eNB1.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	eNB1 Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by eNB1
	YES
	reject

	eNB2 Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by eNB2
	YES
	reject

	Cause
	M
	
	9.2.6
	Ignored by the receiver when the Complete Failure Cause Information IE is included
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.7
	
	YES
	ignore

	Complete Failure Cause Information
	
	0..1
	
	Complete list of failure causes for all requested cells
	YES
	ignore

	>Complete Failure Cause Information Item
	
	1 .. <maxCellineNB>
	
	
	EACH
	ignore

	>>Cell ID
	M
	
	ECGI

9.2.14
	
	–
	–

	>>Measurement Failure Cause List
	
	1
	
	
	–
	–

	>>>Measurement Failure Cause Item
	
	1 .. <maxFailedMeasObjects>
	
	
	EACH
	ignore

	>>>>Measurement Failed Report Characteristics
	M
	
	BITSTRING

(SIZE(32))
	Each position in the bitmap indicates measurement object that failed to be initiated in the eNB2. First Bit = PRB Periodic,

Second Bit = TNL load Ind Periodic,

Third Bit = HW Load Ind Periodic,

Fourth Bit = Composite Available Capacity Periodic,

Fifth Bit = ABS Status Periodic,

Xth Bit = RSRP Measurement Report Periodic,

Yth Bit = RSRP Measurement Report [Aperiodic or Event-Triggered: FFS].

Other bits shall be ignored by the eNB1.
	–
	–

	>>>>Cause
	M
	
	9.2.6
	Failure cause for measurements that cannot be initiated
	–
	–


	Range bound
	Explanation

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.

	maxFailedMeasObjects
	Max number of measurement objects that can fail per measurement. Value is 32.


*** End of the 4th change ***
*** Start of the 5th change ***
9.1.2.14
RESOURCE STATUS UPDATE 

This message is sent by eNB2 to neighbouring eNB1 to report the results of the requested measurements.

Direction: eNB2 ( eNB1.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	ignore

	eNB1 Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by eNB1
	YES
	reject

	eNB2 Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by eNB2
	YES
	reject

	Cell Measurement Result
	
	1
	
	
	YES
	ignore

	>Cell Measurement Result Item
	
	1 .. <maxCellineNB>
	
	
	EACH
	ignore

	>>Cell ID
	M
	
	ECGI

9.2.14
	
	
	

	>>Hardware Load Indicator
	O
	
	9.2.34
	
	
	

	>>S1 TNL Load Indicator
	O
	
	9.2.35
	
	
	

	>>Radio Resource Status
	O
	
	9.2.37
	
	
	

	>>Composite Available Capacity Group
	O
	
	9.2.44
	
	YES
	ignore

	>>ABS Status
	O
	
	9.2.58
	
	YES
	ignore

	>>RSRP Measurement Report List
	O
	
	9.2.yx
	
	YES
	ignore


	Range bound
	Explanation

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.


*** End of the 5th change ***
*** Start of the 6th change ***
9.2.55
Invoke Indication

This IE provides an indication about which type of information the sending eNB would like the receiving eNB to send back.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Invoke Indication
	M
	
	ENUMERATED (ABS Information, …)
	–


*** End of the 6th change ***
*** Start of the 7th change ***
9.2.xx
CoMP Information

This IE provides the list of CoMP hypothesis sets, where each CoMP hypothesis set is the collection of CoMP hypothesis(es) of one or multiple cells and each CoMP hypothesis set is associated with a benefit metric.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CoMP Information Item
	
	1 .. <maxnoofCoMPInformation>
	
	

	>CoMP Hypothesis Set
	M
	
	9.2.xy
	

	>Benefit Metric
	M
	
	FFS
	Special values description is FFS.

	[>Time Granularity: FFS]
	
	
	
	

	[Starting SFN: FFS]
	
	
	
	

	[Starting Subframe Index: FFS]
	
	
	
	


	Range bound
	Explanation

	maxnoofCoMPInformation
	Maximum number of CoMP Hypothesis sets. The value is FFS.


*** Start of the 7th change ***
*** Start of the 8th change ***
9.2.xy
CoMP Hypothesis Set
This IE provides a set of CoMP hypotheses. A CoMP hypothesis is hypothetical PRB-specific resource allocation information for a cell.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CoMP Hypothesis Set Element
	
	1..<maxnoofCoMPCells>
	
	

	>Cell ID
	M
	
	ECGI

9.2.14
	ID of the cell for which the CoMP Hypothesis IE is applied.

	>CoMP Hypothesis
	M
	
	FFS
	


	Range bound
	Explanation

	maxnoofCoMPCells
	Maximum number of cells in a CoMP hypothesis set. Value is FFS.


*** End of the 8th change ***
*** Start of the last change ***
9.2.yx
RSRP Measurement Report List

This IE provides RSRP measurement report of a UE served by the sending eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	RSRP Measurement Report Item
	
	1 .. <maxUEReport>
	
	

	[>UE ID: FFS]
	M
	
	[eNB UE X2AP ID or C-RNTI: FFS]
9.2.24
	ID of the UE served by eNB2

	>RSRP Measurement Result
	
	1 .. <maxCellReportPlusOne>
	
	

	>> Cell ID
	M
	
	ECGI

9.2.14
	ID of the cell on which the RSRP is measured.

	>>RSRP Measured
	M
	
	INTEGER (0..97, ...)
	Measured RSRP.

Defined in TS 36.331 [9].


	Range bound
	Explanation

	maxUEReport
	Maximum number of UE measurement reports. Value is FFS.

	maxCellReportPlusOne
	Maximum number of reported cells. The value is 9.


*** End of the changes ***
