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Agreements
Configuration of new pilot over Iub/Iur interfaces

Option 1 in R3-141057, support the Extended E-HICH feature

R3-141059, Introduction of UTRAN Heterogeneous Networks (Huawei, NSN, Alcatel-Lucent)
CR2026r- , TS 25.433, Rel-12, Cat. B, Agreed as BL CR
R3-141060, Introduction of UTRAN Heterogeneous Networks (Huawei, NSN, Alcatel-Lucent)
CR1824r- , TS 25.423, Rel-12, Cat. B, Agreed as BL CR
Come backs
CB: On CIO, check how common measurements should be defined. 
If sorted out and still plan to close the WI then look at the following CR’s:
R3-141019, Introduction of CIO Adaptation (Alcatel-Lucent)
CR2018r1, TS 25.433, Rel-12, Cat. B

R3-141020, Introduction of CIO Adaptation (Alcatel-Lucent)
CR1817r1, TS 25.423, Rel-12, Cat. B

CB:  Updated BL CRs with additions according to R3-141057, and E-DCH Decoupling solution

Minutes
	25. Heterogeneous Networks enhancements (RAN1-led) WI 

WID: RP-140463 (target: RAN#64) [TU: 1]

See Vice-Chairman report in  R3-140900 for agreements

	R3-140994
	LS on Progress in RAN1 #76bis for the UMTS Heterogeneous Networks WI (To: RAN2, RAN3; Cc: RAN4)

From RAN1
	LSin

Noted

	R3-141057
	Overview of the UMTS Heterogeneous Networks enhancements (Huawei)
	Appr
P1: configuration of new pilot over Iub/Iur interfaces

P2: Option 1 support the Extended E-HICH feature

Discuss details on additions to BL CR offline. 

	CIO

	R3-141018
	HetNet - Decentralised Biasing (Alcatel-Lucent)
	Disc

	R3-141019
	Introduction of CIO Adaptation (Alcatel-Lucent)
	CR2018r1, TS 25.433, Rel-12, Cat. B

	R3-141020
	Introduction of CIO Adaptation (Alcatel-Lucent)
	CR1817r1, TS 25.423, Rel-12, Cat. B

	New common measurement, where are new measurements defined ? RAN1

Check offline. CB:

	E-DCH decoupling

	R3-140999
	LS on RAN2 agreements and working assumptions on E-DCH decoupling (To: RAN1; Cc: RAN3)

From RAN2
	LSin

Noted

	R3-141058
	Analysis of E-DCH Decoupling solutions (Huawei)
	Appr
P1: It is proposed to agree to introduce a new signalling over Iub/Iur to trigger the change of DTX enable or disable status.

P2: It is proposed to reuse the existing signalling with a new indication when E-DCH decoupling is configured and serving E-DCH Node B needs to activate/deactivate the secondary UL frequency.

P3: Introduce a new indication to indicate the Additional Serving E-DCH Radio Link in the Radio Link Setup, Radio Link Addition and Radio Link Reconfiguration procedures in both Iub and Iur specs.
 - decoupling of the secondary questioned

	R3-141108
	Further discussion on feature interworking with E-DCH decoupling (NSN)
	Disc
Propose alternative solution

	R3-141059
	Introduction of UTRAN Heterogeneous Networks (Huawei, NSN, Alcatel-Lucent)
	CR2026r- , TS 25.433, Rel-12, Cat. B
 - Include IE IDs

Agreed as BL CR

	R3-141060
	Introduction of UTRAN Heterogeneous Networks (Huawei, NSN, Alcatel-Lucent)
	CR1824r- , TS 25.423, Rel-12, Cat. B
 - Include IE IDs

Agreed as BL CR

	CB:  Updated BL CRs with additions according to R3-141057, and E-DCH Decoupling solution.

	


