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	Reason for change:
	The Mobility Setting Change procedure does not offer any possiblity to reset changes. This is for example needed when switching off MLB in one cell relationship. There is also no way to know the mobility setting in a neighbour node to align parmeter settings.
There is also a risk that a congestion in multiple cells cause a deadlock in the negotiation of handover triggers for MLB. 

	
	

	Summary of change:
	Adding the possibility to request a report of the currently used offset, used for MLB or MRO, of the Handover Trigger in the Mobility Settings Change procedure.

Adding a statement saying that the target cell should accept suggested changes for MLB purposes if it reduces the total shift of the handover trigger. ( i.e. should accept changes that reduces the changes due to MLB).

	
	

	Consequences if not approved:
	No way to resolve misalignments or to switch off MLB for a cell relationship in a controlled way.

	
	

	Clauses affected:
	22.4.1.4

	
	

	
	Y
	N
	
	

	Other specs
	x
	
	 Other core specifications

	TS/TR 36.413 CR 0662

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


	*** First change, omitted text not changed ***


22.4.1.4
Adapting handover and/or reselection configuration

This function enables requesting of a change of handover and/or reselection parameters at target cell. The source cell that initialized the load balancing estimates if it is needed to change mobility configuration in the source and/or target cell. If the amendment is needed, the source cell initializes mobility negotiation procedure toward the target cell.

The source cell informs the target cell about the new mobility setting and provides cause for the change (e.g. load balancing related request). The proposed change is expressed by the means of the difference (delta) between the current and the new values of the handover trigger. The handover trigger is the cell specific offset that corresponds to the threshold at which a cell initialises the handover preparation procedure. Cell reselection configuration may be amended to reflect changes in the HO setting. If the suggested change is for MLB purposes, the target should accept the proposed change if it reduces the total shift of the handover trigger. The target cell responds to the information from the source cell. The allowed delta range for HO trigger parameter may be carried in the failure response message. The source cell should consider the responses before executing the planned change of its mobility setting.

The source cell may inquire the total accumulated offset of the Handover Trigger used for MLB or MRO purposes, by setting the cause corresponding to MLB or MRO, and both the eNB1 Mobility Parameters IE and eNB2 Proposed Mobility Parameters IE to 0. The target cell may then respond with the total accumulated offset for MLB or MRO purposes of the Handover Trigger.
All automatic changes on the HO and/or reselection parameters must be within the range allowed by OAM.
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