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8.2.1
Common Transport Channel Setup

8.2.1.1
General

This procedure is used for establishing the necessary resources in Node B, regarding Secondary CCPCH, PICH, PRACH, AICH [FDD], FACH, PCH, MICH, RACH, S-BCH, E-RUCCH [3.84 Mcps and 7.68 Mcps TDD], PLCCH [1.28Mcps TDD] and FPACH [1.28Mcps TDD].

8.2.1.2
Successful Operation
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Figure 1: Common Transport Channel Setup procedure, Successful Operation

The procedure is initiated with a COMMON TRANSPORT CHANNEL SETUP REQUEST message sent from the CRNC to the Node B using the Node B Control Port.

One message can configure only one of the following combinations:

-
[FDD - one Secondary CCPCH, and FACHs, S-BCH, PCH, PICH and MICH related to that Secondary CCPCH], or

-
[TDD - one CCTrCH consisting of Secondary CCPCHs and FACHs, PCH with the corresponding PICH and MICH related to that group of Secondary CCPCHs], or

-
one [1.28Mcps TDD - or more] PRACH, one RACH and one AICH [FDD] and one FPACH[1.28Mcps TDD] related to that PRACH, or

-
one PLCCH [1.28Mcps TDD], or

- 
one E-RUCCH [3.84Mcps TDD and 7.68Mcps TDD].

Secondary CCPCH:

[FDD - When the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the Secondary CCPCH IE, the Node B shall configure and activate the indicated Secondary CCPCH according to the COMMON TRANSPORT CHANNEL SETUP REQUEST message.]

[FDD - If the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the FDD S-CCPCH Frame Offset IE within the Secondary CCPCH IE, the Node B shall apply the indicated frame offset for the concerned Secondary CCPCH.]

[TDD - When the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the Secondary CCPCH IE, the Node B shall configure and activate the indicated Secondary CCPCH(s) according to the COMMON TRANSPORT CHANNEL SETUP REQUEST message.]

[3.84Mcps TDD and 7.68Mcps TDD - When the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the TFCI Presence IE, the Node B shall apply the indicated TFCI presence in the timeslot of the S-CCPCH.  If all the S-CCPCHs defined in a timeslot do not have a TFCI Presence IE included, the Node B shall apply a TFCI field in the lowest numbered S-CCPCH of the timeslot.]

[TDD - FACHs and PCH may be mapped onto a CCTrCH which may consist of several Secondary CCPCHs]

If the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the FACH Parameters IE, the Node B shall configure and activate the indicated FACH(s) according to the COMMON TRANSPORT CHANNEL SETUP REQUEST message.

If the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the PCH Parameters IE, the Node B shall configure and activate the concerned PCH and the associated PICH according to the COMMON TRANSPORT CHANNEL SETUP REQUEST message.
If the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the S-BCH Parameters IE, the Node B shall configure and activate the concerned S-BCH according to the COMMON TRANSPORT CHANNEL SETUP REQUEST message.
[1.28Mcps TDD - If the PCH Power IE is included in the PCH Parameters IE of the COMMON TRANSPORT CHANNEL SETUP REQUEST, the Node B shall use this value as the power at which the PCH shall be transmitted.]

[TDD - If the TSTD Indicator IE for the S-CCPCH is included and is set to "active" in the COMMON TRANSPORT CHANNEL SETUP REQUEST, the Node B shall activate TSTD diversity for all S-CCPCHs defined in the message that are not beacon channels (TS 25.221 [19], TS 25.224 [21]). If the TSTD Indicator IE is not included or is set to "not active" in the COMMON TRANSPORT CHANNEL SETUP REQUEST, the Node B shall not activate TSTD diversity for the S-CCPCHs defined in the message.]

[1.28Mcps TDD - If the TSTD Indicator IE for the PICH is included and is set to "active" in the COMMON TRANSPORT CHANNEL SETUP REQUEST message, the Node B shall activate TSTD diversity for the PICH if it is not a beacon channel (TS 25.221 [19], TS 25.224 [21]). If the TSTD Indicator IE is set to "not active" or the TSTD Indicator IE is not included for the PICH in the COMMON TRANSPORT CHANNEL SETUP REQUEST message, the Node B shall not activate TSTD diversity for the PICH.]

If the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the MICH Parameters IE, the Node B shall configure and activate the concerned MICH according to the COMMON TRANSPORT CHANNEL SETUP REQUEST message.

[FDD - When the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the Modulation Power Offset IE, in the Secondary CCPCH IE, the Node B shall apply the indicated modulation, and power offset in case of 16QAM, for the concerned Secondary CCPCH.]

[FDD - When the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the Extended Secondary CCPCH Slot Format IE, in the Secondary CCPCH IE, the Node B shall ignore the Secondary CCPCH Slot Format IE and apply the slot format indicated in the Extended Secondary CCPCH Slot Format IE.]

[3.84Mcps TDD and 7.68Mcps TDD - When the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the Modulation IE, the Node B shall apply the indicated modulation for the CCTrCH.]

[3.84Mcps TDD and 7.68Mcps TDD - If a timeslot has been configured for MBSFN operation then the contents of the [3.84Mcps TDD - Midamble Shift and Burst Type IE] [7.68Mcps TDD - Midamble Shift and Burst Type 7.68Mcps IE] shall be ignored and burst type 4, Kcell=1 shall be used (TS 25.221 [19]).]

[1.28 Mcps TDD - If the cell is operating in MBSFN only mode, the MBSFN Special Time Slot LCR IE indicates from CRNC to the Node B whether the channel is deployed on the MBSFN Special Time Slot for MBSFN only mode (TS 25.221 [19]).]

[1.28Mcps TDD - When the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the UARFCN IE in the Secondary CCPCHs IE, this Secondary CCPCH providing MBMS service in non-MBSFN only mode shall be setup on the secondary frequency indicated by the UARFCN IE.]

[3.84Mcps TDD IMB - If the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the IMB Parameters IE within the Secondary CCPCH IE, the Node B shall apply 3.84Mcps MBSFN IMB operation.]
[3.84Mcps TDD IMB - If the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the Last DL Channelisation Code Number IE within the IMB Parameters IE, the Node B may use the indicated range of the DL channelizationn codes in the new configuration.]

PRACH:

When the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the PRACH IE, the Node B shall configure and activate the indicated PRACH and the associated RACH [FDD - and the associated AICH] according to the COMMON TRANSPORT CHANNEL SETUP REQUEST message.
[1.28Mcps TDD - The resource indicated by the PRACH IE is used for RACH random access as well as E-DCH random access. The way to differentiate the two access type on PRACH physical resource shall be operated according to TS 25.224 [21].]

[1.28Mcps TDD - When the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the UARFCN IE in the PRACH IE, the PRACH shall be set up on the secondary frequency indicated by the UARFCN IE.]
[1.28Mcps TDD - FPACH]:

If the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the FPACH IE, the Node B shall configure and activate the indicated FPACH according to the COMMON TRANSPORT CHANNEL SETUP REQUEST message.
Where more than one FPACH is defined, the FPACH that Node B should use is defined by the UpPCH signature (SYNC_UL) code that the UE used. The FPACH number = N mod M where N denotes the signature number (0..7) and M denotes the number of FPACHs that are defined in a cell. The FPACH number is in ascending order by Common Physical Channel ID IE contained in the COMMON TRANSPORT CHANNEL SETUP REQUEST message.
If the FPACH IE contains the UARFCN IE, the FPACH shall be set up on the secondary frequency indicated by the UARFCN IE.

When the FPACH is set up on the secondary frequency of a multi-frequency cell, if the PRACH LCR IE contains the UARFCN IE, the RACH IE included in the PRACH LCR IE shall be ignored; otherwise all IEs included in the PRACH LCR IE shall be ignored.
[1.28Mcps TDD - PLCCH]:

If the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the PLCCH IE, the Node B shall configure and activate the indicated PLCCH according to the COMMON TRANSPORT CHANNEL SETUP REQUEST message when one or more of the PLCCH sequence numbers have been assigned to one or more radio links.]

[3.84Mcps TDD and 7.68Mcps TDD - E-RUCCH]:

When the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the [3.84Mcps TDD - E-RUCCH IE] [7.68Mcps TDD - E-RUCCH 7.68Mcps IE], the Node B shall configure and activate the indicated E-RUCCH according to the COMMON TRANSPORT CHANNEL SETUP REQUEST message.

RACH, FACH, PCH and S-BCH:

If the TNL QoS IE is included for a RACH, FACH,  PCH or S-BCH and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related RACH, FACH, S-BCH or PCH.

If the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the Broadcast Reference IE in the FACH Parameters IE, and one or more established FACH common transport channels with the same Broadcast Reference, the same Transport Format Set, the same ToAWS and the same ToAWE exist (all of them in other distinct cells within the Node B), the Node B may include the Broadcast Common Transport Bearer Indication IE in the Common Transport Channel Information Response IE in the COMMON TRANSPORT CHANNEL SETUP RESPONSE message to inform the CRNC that the existing transport bearer, identified by Broadcast Common Transport Bearer Indication IE, shall be used instead of establishing a new transport bearer.

If the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the Broadcast Reference IE in the FACH Parameters IE and no common transport channel with the same Broadcast Reference, the same Transport Format Set, the same ToAWS and the same ToAWE exists in another cell within the Node B, or if the Node B decides to establish a new transport bearer, the Node B may store the value of Broadcast Reference IE.

If the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the IP Multicast Indication IE, and if supported, the Node B may join the indicated IP multicast group if it has not done so yet (IETF RFC 3376 [41] in case of IPv4, IETF RFC 3810 [42] in case of IPv6). If the Node B does join the IP multicast group, or is already joined to the IP multicast group as a result of a previous procedure, the Node B shall include the IP Multicast Data Bearer Indication IE in the COMMON TRANSPORT CHANNEL INFORMATION RESPONSE message to inform the CRNC that the existing IP multicast transport bearer, identified by IP Multicast Indication IE in the corresponding COMMON TRANSPORT CHANNEL SETUP REQUEST message, shall be used instead of using a IP unicast transport bearer. If the COMMON TRANSPORT CHANNEL INFORMATION RESPONSE message does not contain the IP Multicast Data Bearer Indication IE, the CRNC shall send FACH data frames on the IP unicast transport bearer. No matter whether the Node B has joined the indicated IP multicast group, a new transport bearer shall be established using the Transport Layer Address IE and Binding ID IE and FACH specific control frames, e.g. TIMING ADJUSTMENT, shall be sent on the established Iub transport bearer.
General:

After successfully configuring the requested common transport channels and the common physical channels, the Node B shall store the value of Configuration Generation ID IE and it shall respond with the COMMON TRANSPORT CHANNEL SETUP RESPONSE message with the Common Transport Channel ID IE, the Binding ID IE (if no Broadcast Common Transport Bearer Indication IE is included) and the Transport Layer Address IE (if no Broadcast Common Transport Bearer Indication IE is included) for the configured common transport channels.

If the COMMON TRANSPORT CHANNEL SETUP REQUEST message includes the Transport Layer Address and Binding ID IEs, the Node B may use the transport layer adress and the binding identifier received from the CRNC when establishing a transport bearer for the indicated common transport channels.

After a successful procedure and once the transport bearers are established, the configured common transport channels and the common physical channels shall adopt the state Enabled (TS 25.430 [6]) in the Node B and the common physical channels exist on the Uu interface.

------------------------------------------

Skip to next change

-------------------------------------------

8.2.1.4
Abnormal Conditions

If the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the Secondary CCPCH IE, and that IE contains [FDD - neither the FACH Parameters IE nor the PCH Parameters IE, nor the S-BCH Parameters IE] [TDD - neither the FACH IE nor the PCH IE], the Node B shall reject the procedure using the COMMON TRANSPORT CHANNEL SETUP FAILURE message.

[TDD - If the FACH CCTrCH Id IE or the PCH CCTrCH Id IE does not equal the SCCPCH CCTrCH Id IE, the Node B shall regard the Common Transport Channel Setup procedure as having failed and the Node B shall send the COMMON TRANSPORT CHANNEL SETUP FAILURE message to the CRNC.]

[TDD - If the TDD Physical Channel Offset IE, the Repetition Period IE, and the Repetition Length IE are not equal for each SCCPCH configured within the CCTrCH or the TFCI Presence IE are not equal for any two SCCPCHs configured in the same timeslot, the Node B shall regard the Common Transport Channel Setup procedure as having failed and the Node B shall send the COMMON TRANSPORT CHANNEL SETUP FAILURE message to the CRNC.]

------------------------------------------

Skip to next change

-------------------------------------------
If ALCAP is not used, if the COMMON TRANSPORT CHANNEL SETUP REQUEST message does not include the Transport Layer Address IE and the Binding ID IE in the FACH Parameters IE, PCH Parameters IE, S-BCH Parameters IE and/or [FDD- RACH Parameters][TDD - RACH] IE, then the Node B shall reject the procedure using the COMMON TRANSPORT CHANNEL SETUP FAILURE message.
8.2.2
Common Transport Channel Reconfiguration

8.2.2.1
General

This procedure is used for reconfiguring common transport channels and/or common physical channels, while they still might be in operation.

8.2.2.2
Successful Operation
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Figure 3: Common Transport Channel Reconfiguration, Successful Operation

The procedure is initiated with a COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST message sent from the CRNC to the Node B using the Node B Control Port.

One message can configure only one of the following combinations:

-
[FDD - FACHs, S-BCH, one PCH, one PICH and/or one MICH related to one Secondary CCPCH], or

-
[TDD - one CCTrCH consisting of Secondary CCPCHs and FACHs, PCH with the corresponding PICH and MICH related to that group of Secondary CCPCHs], or

-
one RACH and/or one AICH[FDD] and/or one FPACH[1.28Mcps TDD] related to one PRACH,or

-
[1.28Mcps TDD - One UpPCH].

SCCPCH:

[TDD - If the COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST message includes the SCCPCH Power IE, the Node B shall reconfigure the maximum power that the indicated S-CCPCH shall use.]

FACH:

If the FACH Parameters IE is present, the Node B shall reconfigure the indicated FACH(s).

[FDD - If the COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST message includes the Max FACH Power IE, the Node B shall reconfigure the maximum power that the indicated FACH may use.]

[1.28Mcps TDD - If the COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST message includes the Max FACH Power IE, the Node B shall reconfigure the maximum power that the indicated FACH may use.]

If the COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST message includes the ToAWS IE, the Node B shall reconfigure the time of arrival window startpoint that the indicated FACH shall use. In case a transport bearer is used by several FACH channels in different cells, the reconfiguration of the time of arrival window startpoint requested in one cell shall be applied to all these FACH channels.

If the COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST message includes the ToAWE IE, the Node B shall reconfigure the time of arrival window endpoint that the indicated FACH shall use. In case a transport bearer is used by several FACH channels in different cells, the reconfiguration of the time of arrival window endpoint requested in one cell shall be applied to all these FACH channels.

If the TNL QoS IE is included and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related FACH.

PCH:

If the PCH Parameters IE is present, the Node B shall reconfigure the indicated PCH.

[FDD - If the COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST message includes the PCH Power IE, the Node B shall reconfigure the power that the PCH shall use.]

[1.28Mcps TDD - If the COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST message includes the PCH Power IE, the Node B shall reconfigure the power that the PCH shall use.]

If the COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST message includes the ToAWS IE, the Node B shall reconfigure the time of arrival window startpoint that the PCH shall use.

If the COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST message includes the ToAWE IE, the Node B shall reconfigure the time of arrival window endpoint that the PCH shall use.

If the TNL QoS IE is included and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related PCH.
S-BCH:

If the S-BCH Parameters IE is present, the Node B shall reconfigure the indicated S-BCH.

[FDD - If the COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST message includes the S-BCH Power IE, the Node B shall reconfigure the power that the S-BCH shall use.]

If the COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST message includes the ToAWS IE, the Node B shall reconfigure the time of arrival window startpoint that the S-BCH shall use.

If the COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST message includes the ToAWE IE, the Node B shall reconfigure the time of arrival window endpoint that the S-BCH shall use.

If the TNL QoS IE is included and if ALCAP is not used, the TNL QoS IE may be used by the Node B to determine the transport bearer characteristics to apply in the uplink between the Node B and the CRNC for the related S-BCH.
PICH:


If the PICH Parameters IE is present, the Node B shall reconfigure the indicated PICH.

If the COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST message includes the PICH Power IE, the Node B shall reconfigure the power that the PICH shall use.

MICH:

If the MICH Parameters IE is present, the Node B shall reconfigure the MICH.

If the COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST message includes the MICH Power IE, the Node B shall reconfigure the power that the MICH shall use.

------------------------------------------

Skip to next change

-------------------------------------------

8.2.16
System Information Update

8.2.16.1
General

The System Information Update procedure performs the necessary operations in order for the Node B to apply the correct scheduling of and/or to include the appropriate contents to the system information segments broadcast on the BCCH.

8.2.16.2
Successful Operation
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Figure 22: System Information Update procedure, Successful Operation

The procedure is initiated with a SYSTEM INFORMATION UPDATE REQUEST message sent from the CRNC to the Node B using the Node B Control Port.

The Node B shall consider the requested updates to the BCCH schedule in the same order as the MIB/SB/SIB information is included in the SYSTEM INFORMATION UPDATE REQUEST message.

If the SYSTEM INFORMATION UPDATE REQUEST message includes the BCCH Modification Time IE, the updates to the BCCH schedule (possibly consisting of IB occurrence additions, IB occurrence deletions and IB occurrence contents updates) indicated in the SYSTEM INFORMATION UPDATE REQUEST message shall be applied by the Node B at the first time instance starting from the SFN value set by the BCCH Modification Time IE. If no BCCH Modification Time IE is included, the updates to the BCCH schedule shall be applied as soon as possible.
The Node B shall consider the requested updates to be the enhanced BCH on S-BCH if the S-BCH Indication IE is included in the SYSTEM INFORMATION UPDATE REQUEST message.
Information Block addition:
If the SYSTEM INFORMATION UPDATE REQUEST message includes segments of a certain MIB/SB/SIB, the Node B shall assume that all segments for that Information Block are included in the message and ordered with increasing Segment Index (starting from 0). For each included segment, segment type information and IB SG POS IE are also given in the SYSTEM INFORMATION UPDATE REQUEST message.

The Node B shall determine the correct cell system frame number(s) (SFN) for transmission of the segments of system information, from the scheduling parameters provided in the SYSTEM INFORMATION UPDATE REQUEST message. The SFN for transmitting the segments shall be determined by the IB SG REP IE and IB SG POS IE such that:

-
SFN mod IB_SG_REP = IB_SG_POS

If the SYSTEM INFORMATION UPDATE REQUEST message contains Master Information Block (MIB) segments in addition to SIB or SB segments, the MIB segments shall first be sent in the physical channel by the Node B. Once these MIB segments have been sent in the physical channel, the updated SB/SIB segments shall then be sent in the physical channel.

Only if the inclusion of each new IB segment in the BCCH schedule leads to a valid segment combination according to TS 25.331 [18], the Node B shall accept the system information update.

If the SIB Originator IE value is set to "Node B", the Node B shall create the SIB segment of the SIB type given by the IB Type IE and autonomously update the SIB segment and apply the scheduling and repetition as given by the IB SG REP IE and IB SG POS IE.

SIBs originating from the Node B can only be SIBs containing information that the Node B can obtain on its own.
If the SYSTEM INFORMATION UPDATE REQUEST message contains SB3 segment in addition to SIB, the enhanced BCH on S-BCH is used. The SB3 segments shall first be sent in the physical channel SCCPCH by the Node B. Once the SB3 segment has been sent in the physical channel SCCPCH, the updated SIB segments shall then be sent in the physical channel SCCPCH.
Information Block deletion:
If an IB Deletion is indicated in an instance of MIB/SB/SIB information IE in the SYSTEM INFORMATION UPDATE REQUEST message, the Node B shall delete the IB indicated by the IB Type IE and IB OC ID IE from the transmission schedule on BCCH.
If the S-BCH Indication IE is included, and an IB Deletion is indicated in an instance of MIB/SB/SIB information IE in the SYSTEM INFORMATION UPDATE REQUEST message, the Node B shall delete the IB indicated by the IB Type IE and IB OC ID IE from the transmission schedule on S-BCH.
Information Block update:
If the SYSTEM INFORMATION UPDATE REQUEST message contains segments for an IB without IB SG REP IE and IB SG POS IE and there is already an IB in the BCCH schedule with the same IB Type and IB OC ID which is not requested to be deleted from the BCCH schedule by an IB deletion indicated in a MIB/SB/SIB information IE repetition present in the SYSTEM INFORMATION UPDATE REQUEST message before the IB segments are included, then the Node B shall only update the contents of the IB segments without any modification in segment scheduling.
If the SYSTEM INFORMATION UPDATE REQUEST message contains the S-BCH Indication IE and the segments for an IB without IB SG REP IE and IB SG POS IE and there is already an IB in the S-BCH schedule with the same IB Type and IB OC ID which is not requested to be deleted from the S-BCH schedule by an IB deletion indicated in a MIB/SB/SIB information IE repetition present in the SYSTEM INFORMATION UPDATE REQUEST message before the IB segments are included, then the Node B shall only update the contents of the IB segments without any modification in segment scheduling.
If the Node B successfully completes the updating of the physical channel scheduling cycle according to the parameters given in the SYSTEM INFORMATION UPDATE REQUEST message, it shall respond to the CRNC with a SYSTEM INFORMATION UPDATE RESPONSE message.

8.2.16.3
Unsuccessful Operation
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Figure 23: System Information Update procedure, Unsuccessful Operation

If the Node B is unable to update the physical channel scheduling cycle according to all the parameters given in the SYSTEM INFORMATION UPDATE REQUEST message, it shall respond with a SYSTEM INFORMATION UPDATE FAILURE message with an appropriate cause value.

The Node B shall not incorporate any of the requested changes into the physical channel scheduling cycle, and the previous system information configuration shall remain intact.

Typical cause values are:

Radio Network Layer Cause:

-
SIB Origination in Node B not Supported
-
S-BCH scheduling error

Miscellaneous Cause:

-
Hardware failure

-
Control Processing overload

-
O&M Intervention

8.2.16.4
Abnormal Conditions

The Node B shall reject, with the cause value "SIB origination in Node B not supported", requests for Node B originated system information blocks that make use of a value tag.

The Node B shall reject the requested update with cause value "BCCH scheduling error" if:

-
After having handled a certain MIB/SB/SIB information IE repetition, an illegal BCCH schedule results;

-
If a MIB/SB/SIB Information IE repetition includes an IB SG REP IE or an IB SG POS IE and there is already an IB in the BCCH schedule with the same IB Type and IB OC ID which is not requested to be deleted from the BCCH schedule by an IB deletion indicated in a MIB/SB/SIB information IE repetition present in the SYSTEM INFORMATION UPDATE REQUEST message before the IB addition is indicated. This rule shall apply even if the scheduling instructions in IB SG REP IE and IB SG POS IE were the same as the current scheduling instructions for the concerned IB;

-
If a MIB/SB/SIB Information IE repetition includes no IB SG REP IE and IB SG POS IE and there is no IB in the BCCH schedule with the same IB Type and IB OC ID;

-
If a MIB/SB/SIB Information IE repetition includes no IB SG REP IE and IB SG POS IE and there is already an IB in the BCCH schedule with the same IB Type and IB OC ID but it is requested to be deleted from the BCCH schedule by an IB deletion indicated in a MIB/SB/SIB information IE repetition present in the SYSTEM INFORMATION UPDATE REQUEST message before the IB addition is indicated.

The Node B shall reject the requested update with cause value "S-BCH scheduling error" if:

-
If a MIB/SB/SIB Information IE repetition includes the MIB segement and the SB3 segment in the SYSTEM INFORMATION UPDATE REQUEST message.
-
If a MIB/SB/SIB Information IE repetition includes the SB3 segment in the SYSTEM INFORMATION UPDATE REQUEST message, but the S-BCH Indication IE is not set to “InUse”.
------------------------------------------

Skip to next change

-------------------------------------------

9.1.3
COMMON TRANSPORT CHANNEL SETUP REQUEST

9.1.3.1
FDD Message 

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	C-ID
	M
	
	9.2.1.9
	
	YES
	reject

	Configuration Generation ID
	M
	
	9.2.1.16
	
	YES
	reject

	CHOICE Common Physical Channel To Be Configured
	M
	
	
	
	YES
	ignore

	>Secondary CCPCH
	
	
	
	
	
	

	>>Secondary CCPCH
	
	1
	
	
	–
	

	>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>FDD SCCPCH Offset
	M
	
	9.2.2.15
	Corresponds to TS 25.211 [7]: S-CCPCH,k 
	–
	

	>>>DL Scrambling Code
	C-PCH
	
	9.2.2.13
	In case of S-BCH, ignore the IE.
	–
	

	>>>FDD DL Channelisation Code Number
	M
	
	9.2.2.14
	In case of IMB using multiple channelization codes then this IE indicates the first one.
In case of S-BCH using 256.
	–
	

	>>>TFCS
	M
	
	9.2.1.58
	For the DL. In case of S-BCH, refer to 25.331[18]
	–
	

	>>>Secondary CCPCH Slot Format
	M
	
	9.2.2.43
	If Extended Secondary CCPCH Slot Format IE is present, this IE shall be ignored
In case of S-BCH, ignore the IE.
	–
	

	>>>TFCI Presence
	C-SlotFormat or 3.84Mcps TDD IMB
	
	9.2.1.57
	Refer to TS 25.211 [7]
In case of S-BCH, ignore the IE.
	–
	

	>>>Multiplexing Position
	M
	
	9.2.2.23
	
	–
	

	>>>Power Offset Information
	
	1
	
	
	–
	

	>>>>PO1
	M
	
	Power Offset

9.2.2.29
	Power offset for the TFCI bits
	–
	

	>>>>PO3
	M
	
	Power Offset

9.2.2.29
	Power offset for the pilot bits
	–
	

	>>>STTD Indicator
	M
	
	9.2.2.48
	
	–
	

	>>>FACH Parameters
	
	0..<maxNrOfFACHs>
	
	
	GLOBAL
	reject

	>>>>Common Transport Channel ID
	M
	
	9.2.1.14
	
	–
	

	>>>>Transport Format Set
	M
	
	9.2.1.59
	For the DL.
	–
	

	>>>>ToAWS
	M
	
	9.2.1.61
	
	–
	

	>>>>ToAWE
	M
	
	9.2.1.60
	
	–
	

	>>>>Max FACH Power
	M
	
	DL Power
9.2.1.21
	Maximum allowed power on the FACH.
	–
	

	>>>>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>>>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>>>TNL QoS
	O
	
	9.2.1.58A
	Shall be ignored if bearer establishment with ALCAP. 
	YES
	ignore

	>>>>Broadcast Reference
	O
	
	9.2.1.5C
	
	YES
	ignore


	>>>>IP Multicast Indication
	O
	
	9.2.1.108
	
	YES
	ignore

	>>>PCH Parameters
	
	0..1
	
	
	YES
	reject

	>>>>Common Transport Channel ID
	M
	
	9.2.1.14
	
	–
	

	>>>>Transport Format Set
	M
	
	9.2.1.59
	For the DL.
	–
	

	>>>>ToAWS
	M
	
	9.2.1.61
	
	–
	

	>>>>ToAWE
	M
	
	9.2.1.60
	
	–
	

	>>>>PCH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>>>>PICH Parameters
	
	1
	
	
	–
	

	>>>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>>>FDD DL Channelisation Code Number
	M
	
	9.2.2.14
	
	–
	

	>>>>>PICH Power
	M
	
	9.2.1.49A
	
	–
	

	>>>>>PICH Mode 
	M
	
	9.2.2.26
	Number of PI per frame
	–
	

	>>>>>STTD Indicator
	M
	
	9.2.2.48
	
	–
	

	>>>>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>>>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>>>TNL QoS
	O
	
	9.2.1.58A
	Shall be ignored if bearer establishment with ALCAP. 
	YES
	ignore

	>>>MICH Parameters
	
	0..1
	
	
	YES
	reject

	>>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>>FDD DL Channelisation Code Number
	M
	
	9.2.2.14
	
	–
	

	>>>>MICH Power
	M
	
	PICH Power 9.2.1.49A
	
	–
	

	>>>>MICH Mode 
	M
	
	9.2.2.21D
	Number of NI per frame
	–
	

	>>>>STTD Indicator
	M
	
	9.2.2.48
	
	–
	

	>>>FDD S-CCPCH Frame Offset
	O
	
	9.2.2.14B
	
	YES
	reject

	>>>Modulation Power Offset
	O
	
	9.2.2.91
	Used for MBSFN operation and 3.84Mcps TDD MBSFN IMB operation only
	YES
	reject

	>>>Extended Secondary CCPCH Slot Format
	O
	
	9.2.2.92
	Used for MBSFN operation only
	YES
	reject

	>>>IMB Parameters
	O
	
	9.2.2.115
	Used for 3.84Mcps TDD MBSFN IMB operation only
	YES
	reject

	>>>S-BCH Parameters
	
	0..1
	
	
	YES
	ignore

	>>>>Common Transport Channel ID
	M
	
	9.2.1.14
	
	–
	

	>>>>ToAWS
	M
	
	9.2.1.61
	
	–
	

	>>>>ToAWE
	M
	
	9.2.1.60
	
	–
	

	>>>>S-BCH Power
	M
	
	DL Power
9.2.1.21
	Maximum allowed power on the S-BCH.
	–
	

	>>>>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	–
	

	>>>>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	–
	

	>>>>TNL QoS
	O
	
	9.2.1.58A
	Shall be ignored if bearer establishment with ALCAP. 
	–
	

	>PRACH
	
	
	
	
	
	

	>>PRACH
	
	1
	
	
	–
	

	>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>Scrambling Code Number
	M
	
	9.2.2.42
	
	–
	

	>>>TFCS
	M
	
	9.2.1.58
	For the UL.
	–
	

	>>>Preamble Signatures
	M
	
	9.2.2.31
	
	–
	

	>>>Allowed Slot Format Information
	
	1..<maxNrOfSlotFormatsPRACH>
	
	
	–
	

	>>>>RACH Slot Format
	M
	
	9.2.2.37
	
	–
	

	>>>RACH Sub Channel Numbers
	M
	
	9.2.2.38
	
	–
	

	>>>Puncture Limit
	M
	
	9.2.1.50
	For the UL
	–
	

	>>>Preamble Threshold
	M
	
	9.2.2.32
	
	–
	

	>>>RACH Parameters
	
	1
	
	
	YES
	reject

	>>>>Common Transport Channel ID
	M
	
	9.2.1.14
	
	–
	

	>>>>Transport Format Set
	M
	
	9.2.1.59
	For the UL.
	–
	

	>>>>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>>>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>>>TNL QoS
	O
	
	9.2.1.58A
	Shall be ignored if bearer establishment with ALCAP. 
	YES
	ignore

	>>>AICH Parameters
	
	1
	
	
	–
	

	>>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>>AICH Transmission Timing
	M
	
	9.2.2.1
	
	–
	

	>>>>FDD DL Channelisation Code Number
	M
	
	9.2.2.14
	
	–
	

	>>>>AICH Power
	M
	
	9.2.2.D
	
	–
	

	>>>>STTD Indicator
	M
	
	9.2.2.48
	
	–
	

	>Not Used
	
	
	NULL
	This choice shall not be used. Reject procedure if received.
	
	


	Condition
	Explanation

	SlotFormat or 3.84Mcps TDD IMB
	The IE shall be present if the Secondary CCPCH Slot Format IE is set to any of the values from 8 to 17 or if the IMB Parameters IE is included.

	PCH
	The IE shall be present if the PCH Parameters IE is not present.


	Range Bound
	Explanation

	maxNrOfFACHs
	Maximum number of FACHs that can be defined on a Secondary CCPCH

	maxNrOfSlotFormatsPRACH
	Maximum number of SF for a PRACH


------------------------------------------
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9.1.4
COMMON TRANSPORT CHANNEL SETUP RESPONSE

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	FACH Parameters Info
	
	0..<maxNrOfFACHs>
	
	The FACH Parameters may be combined with PCH Parameters
	GLOBAL
	ignore

	>FACH Parameters
	M
	
	Common Transport Channel Information Response 9.2.1.14A
	
	–
	

	PCH Parameters
	O
	
	Common Transport Channel Information Response 9.2.1.14A
	The PCH Parameters may be combined with FACH Parameters
	YES
	ignore

	RACH Parameters
	O
	
	Common Transport Channel Information Response 9.2.1.14A
	The RACH Parameters shall not be combined with FACH Parameters or PCH Parameters
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.17
	
	YES
	ignore

	S-BCH Parameters
	O
	
	Common Transport Channel Information Response 9.2.1.14A
	
	YES
	ignore


	Range Bound
	Explanation

	maxNrOfFACHs
	Maximum number of FACHs that can be defined on a Secondary CCPCH[FDD] / a group of Secondary CCPCHs [TDD]


------------------------------------------

Skip to next change

-------------------------------------------
9.1.6
COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST

9.1.6.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	C-ID
	M
	
	9.2.1.9
	
	YES
	reject

	Configuration Generation ID
	M
	
	9.2.1.16
	
	YES
	reject

	CHOICE Common Physical Channel To Be Configured
	M
	
	
	
	YES
	reject

	>Secondary CCPCH
	
	
	
	
	
	

	>>FACH Parameters
	
	0..<maxFACHCell>
	
	
	GLOBAL
	reject

	>>>Common Transport Channel ID
	M
	
	9.2.1.14
	
	–
	

	>>>Max FACH Power
	O
	
	DL Power
9.2.1.21
	Maximum allowed power on the FACH.
	–
	

	>>>ToAWS
	O
	
	9.2.1.61
	
	–
	

	>>>ToAWE
	O
	
	9.2.1.60
	
	–
	

	>>>TNL QoS
	O
	
	9.2.1.58A
	Shall be ignored if bearer reconfiguration with ALCAP. 
	YES
	ignore

	>>PCH Parameters
	
	0..1
	
	
	YES
	reject

	>>>Common Transport Channel ID
	M
	
	9.2.1.14
	
	–
	

	>>>PCH Power
	O
	
	DL Power
9.2.1.21
	Power to be used on the PCH.
	–
	

	>>>ToAWS
	O
	
	9.2.1.61
	
	–
	

	>>>ToAWE
	O
	
	9.2.1.60
	
	–
	

	>>>TNL QoS
	O
	
	9.2.1.58A
	Shall be ignored if bearer reconfiguration with ALCAP. 
	YES
	ignore

	>>PICH Parameters
	
	0..1
	
	
	YES
	reject

	>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>PICH Power
	O
	
	9.2.1.49A
	
	–
	

	>>MICH Parameters
	
	0..1
	
	
	YES
	reject

	>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>MICH Power
	O
	
	PICH Power 9.2.1.49A
	
	–
	

	>>S-BCH Parameters
	
	0..1
	
	
	YES
	ignore

	>>>Common Transport Channel ID
	M
	
	9.2.1.14
	
	–
	

	>>>S-BCH Power
	O
	
	DL Power
9.2.1.21
	Power to be used on the S-BCH
	–
	

	>>>ToAWS
	O
	
	9.2.1.61
	
	–
	

	>>>ToAWE
	O
	
	9.2.1.60
	
	–
	

	>>>TNL QoS
	O
	
	9.2.1.58A
	Shall be ignored if bearer reconfiguration with ALCAP. 
	–
	

	>PRACH
	
	
	
	
	
	

	>>PRACH Parameters
	
	0..<maxPRACHCell>
	
	
	GLOBAL
	reject

	>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>Preamble Signatures
	O
	
	9.2.2.31
	
	–
	

	>>>Allowed Slot Format Information
	
	0..<maxNrOfSlotFormatsPRACH>
	
	
	–
	

	>>>>RACH Slot Format
	M
	
	9.2.2.37
	
	–
	

	>>>RACH Sub Channel Numbers
	O
	
	9.2.2.38
	
	–
	

	>>>TNL QoS
	O
	
	9.2.1.58A
	Shall be ignored if bearer reconfiguration with ALCAP.
	YES
	ignore

	>>AICH Parameters
	
	0..<maxPRACHCell>
	
	
	GLOBAL
	reject

	>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>AICH Power
	O
	
	9.2.2.D
	
	–
	

	>Not Used
	
	
	NULL
	This choice shall not be used. Reject procedure if received.
	
	


	Range Bound
	Explanation

	maxFACHCell
	Maximum number of FACHs that can be defined in a Cell

	maxPRACHCell
	Maximum number of PRACHs and AICHs that can be defined in a Cell

	maxNrOfSlotFormatsPRACH
	Maximum number of SF for a PRACH
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9.1.17
AUDIT RESPONSE

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	End Of Audit Sequence Indicator
	M
	
	9.2.1.29A
	
	YES
	ignore

	Cell Information
	
	0..<maxCellinNodeB>
	
	
	EACH
	ignore

	>C-ID
	M
	
	9.2.1.9
	
	–
	

	>Configuration Generation ID
	M
	
	9.2.1.16
	
	–
	

	>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>Local Cell ID
	M
	
	9.2.1.38
	The local cell that the cell is configured on
	–
	

	>Primary SCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	Applicable to FDD only
	YES
	ignore

	>Secondary SCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	Applicable to FDD only
	YES
	ignore

	>Primary CPICH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	Applicable to FDD only
	YES
	ignore

	>Secondary CPICH Information
	
	0..<maxSCPICHCell>
	
	Applicable to FDD only
	EACH
	ignore

	>>Secondary CPICH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>Primary CCPCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	
	YES
	ignore

	>BCH Information
	O
	
	Common Transport Channel Status Information 9.2.1.14B
	
	YES
	ignore

	>Secondary CCPCH Information
	
	0..<maxSCCPCHCell>
	
	See note 1 below
	EACH
	ignore

	>>Secondary CCPCH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>PCH Information
	O
	
	Common Transport Channel Status Information 9.2.1.14B
	
	YES
	ignore

	>PICH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	
	YES
	ignore

	>FACH Information
	
	0..<maxFACHCell>
	
	
	EACH
	ignore

	>>FACH Individual Information
	M
	
	Common Transport Channel Status Information 9.2.1.14B
	
	–
	

	>PRACH Information
	
	0..<maxPRACHCell>
	
	
	EACH
	ignore

	>>PRACH Individual Information 
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>RACH Information
	
	0..<maxRACHCell> 
	
	
	EACH
	ignore

	>>RACH Individual Information 
	M
	
	Common Transport Channel Status Information 9.2.1.14B
	
	–
	

	>AICH Information
	
	0..<maxPRACHCell>
	
	Applicable to FDD only
	EACH
	ignore

	>>AICH Individual Information 
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>Not Used 1
	O
	
	NULL
	This item shall not be used. Ignore if received.
	–
	

	>Not Used 2
	O
	
	NULL
	This item shall not be used. Ignore if received. 
	–
	

	>Not Used 3
	O
	 
	NULL
	This item shall not be used. Ignore if received. 
	–
	

	>Not Used 4
	O
	 
	NULL
	This item shall not be used. Ignore if received. 
	–
	

	>SCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	TDD Sync Channel
Applicable to 3.84Mcps TDD only
	YES
	ignore

	>FPACH Information
	
	0..<maxFPACHCell>
	
	Applicable to 1.28Mcps TDD only
	EACH
	ignore

	>>FPACH Individual lnformation
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>DwPCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>HS-DSCH Resources Information
	
	0..<maxFrequencyinCell>
	
	See note 2 below
	EACH
	ignore

	>>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt (TS 25.105 [15]).
Applicable to 1.28Mcps TDD when using multiple frequencies.
	YES
	ignore

	>MICH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	
	YES
	ignore

	>E-DCH Resources Information
	
	0..<maxFrequencyinCell>
	
	See note 2 below
	EACH
	ignore

	>>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt (TS 25.105 [15]).
Applicable to 1.28Mcps TDD when using multiple frequencies.
	YES
	ignore

	>PLCCH Information
	
	0..<maxPLCCHCell>
	
	Applicable to 1.28Mcps TDD only
	EACH
	ignore

	>>PLCCH Individual lnformation
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>Primary CCPCH Information 7.68Mcps
	O
	
	Common Physical Channel Status Information 7.68 Mcps 9.2.3.36
	
	YES
	ignore

	>Secondary CCPCH Information 7.68Mcps
	
	0..<maxSCCPCHCell768>
	
	
	EACH
	ignore

	>>Secondary CCPCH Individual Information 7.68 Mcps
	M
	
	Common Physical Channel Status Information 7.68 Mcps 9.2.3.36
	
	–
	

	>PICH Information 7.68Mcps
	O
	
	Common Physical Channel Status Information 7.68 Mcps 9.2.3.36
	
	YES
	ignore

	>PRACH Information 7.68Mcps
	
	0..<maxPRACHCell>
	
	
	EACH
	ignore

	>>PRACH Individual Information 7.68Mcps 
	M
	
	Common Physical Channel Status Information 7.68 Mcps 9.2.3.36
	
	–
	

	>SCH Information 7.68Mcps
	O
	
	Common Physical Channel Status Information 7.68 Mcps 9.2.3.36
	TDD Sync Channel
Applicable to 7.68Mcps TDD only
	YES
	ignore

	>MICH Information 7.68Mcps
	O
	
	Common Physical Channel Status Information 7.68 Mcps 9.2.3.36
	
	YES
	ignore

	>E-RUCCH Information
	
	0..<maxE-RUCCHCell>
	
	3.84Mcps TDD only
	EACH
	ignore

	>>E-RUCCH Individual Information 
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>E-RUCCH Information 7.68Mcps
	
	0..<maxE-RUCCHCell>
	
	7.68Mcps TDD only
	EACH
	ignore

	>>E-RUCCH Individual Information 7.68Mcps
	M
	
	Common Physical Channel Status Information 7.68 Mcps 9.2.3.36
	
	–
	

	>UARFCN Information LCR
	
	0..<maxFrequencyinCell>
	
	Applicable to 1.28Mcps TDD when using multiple frequencies.
	EACH
	ignore

	>>UARFCN
	M
	
	9.2.1.65
	Corresponds to Nt (TS 25.105 [15]).
	–
	

	>>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>UpPCH Information LCR
	
	0..<maxFrequencyinCell>
	
	Applicable to 1.28Mcps TDD only.
	EACH
	ignore

	>>UARFCN
	O
	
	9.2.1.65
	Mandatory for 1.28Mcps TDD when using multiple frequencies. Corresponds to Nt (TS 25.105 [15]).
	–
	

	>>UpPCH Position LCR
	M
	
	9.2.3.4Q
	
	–
	

	>>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>S-BCH Information
	O
	
	Common Transport Channel Status Information 9.2.1.14B
	
	YES
	ignore

	Communication Control Port Information
	
	0..<maxCCPinNodeB>
	
	
	EACH
	ignore

	>Communication Control Port ID
	M
	
	9.2.1.15
	
	–
	

	>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>Availability Status
	M
	
	9.2.1.2
	
	–
	

	Local Cell Information
	
	0..<maxLocalCellinNodeB>
	
	
	EACH
	ignore

	>Local Cell ID
	M
	
	9.2.1.38
	
	–
	

	>DL Or Global Capacity Credit
	M
	
	9.2.1.20B
	
	–
	

	>UL Capacity Credit
	O
	
	9.2.1.65A
	
	–
	

	>Common Channels Capacity Consumption Law
	M
	
	9.2.1.9A
	
	–
	

	>Dedicated Channels Capacity Consumption Law
	M
	
	9.2.1.20A
	
	–
	

	>Maximum DL Power Capability
	O
	
	9.2.1.39
	
	–
	

	>Minimum Spreading Factor
	O
	
	9.2.1.47
	
	–
	

	>Minimum DL Power Capability
	O
	
	9.2.1.46A
	
	–
	

	>Local Cell Group ID
	O
	
	9.2.1.37A
	
	–
	

	>Reference Clock Availability
	O
	
	9.2.3.14A
	TDD only
	YES
	ignore

	>Power Local Cell Group ID
	O
	
	9.2.1.49B
	
	YES
	ignore

	>HSDPA Capability
	O
	
	9.2.1.31Ga
	
	YES
	ignore

	>E-DCH Capability
	O
	
	9.2.1.70
	
	YES
	ignore

	>E-DCH TTI2ms Capability
	C-EDCHCapability
	
	9.2.2.13V
	FDD only
	YES
	ignore

	>E-DCH SF Capability
	C-EDCHCapability
	
	9.2.2.13W
	FDD only
	YES
	ignore

	>E-DCH HARQ Combining Capability
	C-EDCHCapability
	
	9.2.2.13X
	FDD only
	YES
	ignore

	>E-DCH Capacity Consumption Law
	O
	
	9.2.2.13Ja
	FDD only
	YES
	ignore

	>F-DPCH Capability
	O
	
	9.2.2.16a
	FDD only
	YES
	ignore

	>E-DCH TDD Capacity Consumption Law
	O
	
	9.2.3.60
	TDD only
	YES
	ignore

	>Continuous Packet Connectivity DTX-DRX Capability
	O
	
	9.2.2.64
	FDD only
	YES
	ignore

	>Max UE DTX Cycle
	C-DTX-DRXCapability
	
	9.2.2.95
	FDD only
	YES
	ignore

	>Continuous Packet Connectivity HS-SCCH less Capability
	O
	
	9.2.2.65
	FDD only
	YES
	ignore

	>MIMO Capability
	O
	
	9.2.1.118
	FDD and 1.28Mcps TDD only
	YES
	ignore

	>SixtyfourQAM DL Capability
	O
	
	9.2.1.110
	FDD and 1.28Mcps TDD only
	YES
	ignore

	>MBMS Capability
	O
	
	9.2.1.86
	
	YES
	ignore

	>Enhanced FACH Capability
	O
	
	9.2.1.114
	FDD and 1.28Mcps TDD only
	YES
	ignore

	>Enhanced PCH Capability
	C-EnhancedFACHCapability
	
	9.2.1.115
	FDD and 1.28Mcps TDD only
	YES
	ignore

	>SixteenQAM UL Capability
	O
	
	9.2.2.88
	FDD only
	YES
	ignore

	>HS-DSCH MAC-d PDU Size Capability  
	O
	
	9.2.1.31IC
	
	YES
	ignore

	>MBSFN Only Mode Capability
	O
	
	9.2.3.71
	1.28Mcps TDD only
	YES
	ignore

	>F-DPCH Slot Format Capability
	O
	
	9.2.2.94
	FDD only
	YES
	ignore

	>E-DCH MAC-d PDU Size Capability
	O
	
	9.2.1.74A
	
	YES
	ignore

	>Common E-DCH Capability
	O
	
	9.2.2.101
	FDD only
	YES
	Ignore

	>E-AI Capability
	C-CommonEDCHCapability
	
	9.2.2.102
	FDD only
	YES
	Ignore

	>Enhanced UE DRX Capability
	O
	
	9.2.1.116
	FDD only
	YES
	ignore

	>Enhanced UE DRX Capability LCR
	O
	
	Enhanced UE DRX Capability

9.2.1.116
	1.28Mcps TDD only
	YES
	ignore

	>E-DPCCH Power Boosting Capability
	O
	
	9.2.2.109
	
	YES
	ignore

	>SixtyfourQAM DL and MIMO Combined Capability
	O
	
	9.2.1.121
	FDD and 1.28Mcps TDD only only 
	YES
	ignore

	>Multi Cell Capability Info
	O
	
	9.2.2.113
	FDD only
	YES
	ignore

	>Semi-Persistent scheduling Capability LCR
	O
	
	9.2.3.91
	1.28Mcps TDD only
	YES
	ignore

	>Continuous Packet Connectivity DRX Capability LCR
	O
	
	9.2.3.92
	1.28Mcps TDD only
	YES
	ignore

	>Common E-DCH HS-DPCCH Capability
	C-CommonEDCHCapability
	
	9.2.2.116
	FDD only
	YES
	Ignore

	>MIMO Power Offset For S-CPICH Capability
	O
	
	9.2.2.118
	FDD only
	YES
	ignore

	>TX Diversity on DL Control Channels by MIMO UE Capability
	O
	
	9.2.2.121
	FDD only
	YES
	ignore

	>Single Stream MIMO Capability
	O
	
	9.2.2.122
	FDD only
	YES
	Ignore

	>Dual Band Capability Info
	O
	
	9.2.2.125
	FDD only
	YES
	ignore

	>Cell Portion Capability LCR
	O
	
	9.2.3.106
	1.28Mcps TDD only
	YES
	ignore

	>Cell Capability Container
	O
	
	9.2.2.129
	FDD only
	YES
	ignore

	>TS0 Capability LCR
	O
	
	9.2.3.109
	1.28Mcps TDD only
	YES
	ignore

	>Precoding Weight Set Restriction
	O
	
	9.2.2.143
	FDD only
	YES
	ignore

	>Cell Capability Container TDD LCR
	O
	
	9.2.3.115
	1.28Mcps TDD only
	YES
	ignore

	>MU-MIMO Capability Container
	O
	
	9.2.3.119
	1.28Mcps TDD only
	YES
	ignore

	>Adaptive Special Burst Power Capability LCR
	O
	
	9.2.3.122
	1.28Mcps TDD only
	YES
	ignore

	Local Cell Group Information
	
	0..<maxLocalCellinNodeB>
	
	
	EACH
	ignore

	>Local Cell Group ID
	M
	
	9.2.1.37A
	
	–
	

	>DL Or Global Capacity Credit
	M
	
	9.2.1.20B
	
	–
	

	>UL Capacity Credit
	O
	
	9.2.1.65A
	
	–
	

	>Common Channels Capacity Consumption Law
	M
	
	9.2.1.9A
	
	–
	

	>Dedicated Channels Capacity Consumption Law
	M
	
	9.2.1.20A
	
	–
	

	>E-DCH Capacity Consumption Law
	O
	
	9.2.2.13Ja
	FDD only
	YES
	ignore

	>E-DCH TDD Capacity Consumption Law
	O
	
	9.2.3.60
	TDD only
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.17
	
	YES
	ignore

	Power Local Cell Group Information
	
	0..<maxLocalCellinNodeB>
	
	
	EACH
	ignore

	>Power Local Cell Group ID
	M
	
	9.2.1.49B
	
	–
	

	>Maximum DL Power Capability
	M
	
	9.2.1.39
	
	–
	

	NOTE 1:
This information element is a simplified representation of the ASN.1. [TDD - Repetitions 1 to 8 and repetitions 9 to maxSCCPCHCell are represented by separate ASN.1 structures.] Furthermore, maxSCCPCHCell has different values in the ASN.1 for FDD and for each of the two TDD options.

NOTE 2:
For 1.28Mcps TDD when using multiple frequencies, this information element for Repetition 1 and repetition 2 through maxFrequencyinCell are represented by respective ASN.1 structures with different criticalities.


	Condition
	Explanation

	EDCHCapability
	The IE shall be present if the E-DCH Capability IE is set to "E-DCH Capable".

	EnhancedFACHCapability
	The IE shall be present if the Enhanced FACH Capability IE is set to "Enhanced FACH Capable".

	DTX-DRXCapability
	The IE shall be present if the Continuous Packet Connectivity DTX-DRX Capability IE is present and set to "Continuous Packet Connectivity DTX-DRX Capable".

	CommonEDCHCapability
	The IE shall be present if the Common E-DCH Capability IE is set to "Common E-DCH Capable".


	Range Bound
	Explanation

	maxCellinNodeB
	Maximum number of Cells that can be configured in Node B

	maxCCPinNodeB
	Maximum number of Communication Control Ports that can exist in the Node B

	maxLocalCellinNodeB
	Maximum number of Local Cells that can exist in the Node B

	maxSCPICHCell
	Maximum number of Secondary CPICHs that can be defined in a Cell.

	maxSCCPCHCell
	Maximum number of Secondary CCPCHs that can be defined in a Cell.

	maxSCCPCHCell768
	Maximum number of Secondary CCPCHs that can be defined in a Cell for 7.68 Mcps TDD.

	maxFACHCell
	Maximum number of FACHs that can be defined in a Cell

	maxPRACHCell
	Maximum number of PRACHs that can be defined in a Cell

	maxRACHCell
	Maximum number of RACHs that can be defined in a Cell

	maxFPACHCell
	Maximum number of FPACHs that can be defined in a Cell

	maxPLCCHCell
	Maximum number of  PLCCHs that can be defined in a Cell

	maxE-RUCCHCell
	Maximum number of E-RUCCHs that can be defined in a Cell

	maxFrequencyinCell
	Maximum number of Frequencies that can be defined in a Cell


------------------------------------------

Skip to next change

-------------------------------------------
9.1.32
RESOURCE STATUS INDICATION

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	CHOICE Indication Type
	M
	
	
	
	YES
	ignore

	>No Failure
	
	
	
	
	
	

	>>Local Cell Information
	
	1..<max LocalCellinNode B>
	
	
	EACH
	ignore

	>>>Local Cell ID
	M
	
	9.2.1.38
	
	–
	

	>>>Add/Delete Indicator
	M
	
	9.2.1.1
	
	–
	

	>>>DL Or Global Capacity Credit
	C-add
	
	9.2.1.20B
	
	–
	

	>>>UL Capacity Credit
	O
	
	9.2.1.65A
	
	–
	

	>>>Common Channels Capacity Consumption Law
	C-add
	
	9.2.1.9A
	
	–
	

	>>>Dedicated Channels Capacity Consumption Law
	C-add
	
	9.2.1.20A
	
	–
	

	>>>Maximum DL Power Capability
	C-add
	
	9.2.1.39
	
	–
	

	>>>Minimum Spreading Factor
	C-add
	
	9.2.1.47
	
	–
	

	>>>Minimum DL Power Capability
	C-add
	
	9.2.1.46A
	
	–
	

	>>>Local Cell Group ID
	O
	
	9.2.1.37A
	
	–
	

	>>>Reference Clock Availability
	O
	
	9.2.3.14A
	TDD only
	YES
	ignore

	>>>Power Local Cell Group ID
	O
	
	9.2.1.49B
	
	YES
	ignore

	>>>HSDPA Capability
	O
	
	9.2.1.31Ga
	
	YES
	ignore

	>>>E-DCH Capability
	O
	
	9.2.1.70
	
	YES
	ignore

	>>>E-DCH TTI2ms Capability
	C-EDCHCapability
	
	9.2.2.13V
	FDD only
	YES
	ignore

	>>>E-DCH SF Capability
	C-EDCHCapability
	
	9.2.2.13W
	FDD only
	YES
	ignore

	>>>E-DCH HARQ Combining Capability
	C-EDCHCapability
	
	9.2.2.13X
	FDD only
	YES
	ignore

	>>>E-DCH Capacity Consumption Law
	O
	
	 9.2.2.13Ja
	FDD only
	YES
	ignore

	>>>F-DPCH Capability
	O
	
	9.2.2.16a
	FDD only
	YES
	ignore

	>>>E-DCH TDD Capacity Consumption Law
	O
	
	9.2.3.60
	TDD only
	YES
	ignore

	>>>Continuous Packet Connectivity DTX-DRX Capability
	O
	
	9.2.2.64
	FDD only
	YES
	ignore

	>>>Max UE DTX Cycle
	C-DTX-DRXCapability
	
	9.2.2.95
	FDD only
	YES
	ignore

	>>>Continuous Packet Connectivity HS-SCCH less Capability
	O
	
	9.2.2.65
	FDD only
	YES
	ignore

	>>>MIMO Capability
	O
	
	9.2.1.118
	FDD and 1.28Mcps TDD only
	YES
	ignore

	>>>SixtyfourQAM DL Capability
	O
	
	9.2.1.110
	FDD and 1.28Mcps TDD only 
	YES
	ignore

	>>>MBMS Capability
	O
	
	9.2.1.86
	
	YES
	ignore

	>>>Enhanced FACH Capability
	O
	
	9.2.1.114
	FDD and 1.28Mcps TDD only
	YES
	ignore

	>>>Enhanced PCH Capability
	C-EnhancedFACHCapability
	
	9.2.1.115
	FDD and 1.28Mcps TDD only
	YES
	ignore

	>>>SixteenQAM UL Capability
	O
	
	9.2.2.88
	FDD only
	YES
	ignore

	>>>HS-DSCH MAC-d PDU Size Capability  
	O
	
	9.2.1.31IC
	
	YES
	ignore

	>>>MBSFN Only Mode Capability
	O
	
	9.2.3.71
	1.28Mcps TDD only
	YES
	ignore

	>>>F-DPCH Slot Format Capability
	O
	
	9.2.2.94
	FDD only
	YES
	ignore

	>>>E-DCH MAC-d PDU Size Capability
	O
	
	9.2.1.74A
	
	YES
	ignore

	>>>Common E-DCH Capability
	O
	
	9.2.2.101
	FDD only
	YES
	Ignore

	>>>E-AI Capability
	C-CommonEDCHCapability
	
	9.2.2.102
	FDD only
	YES
	Ignore

	>>>Enhanced UE DRX Capability
	O
	
	9.2.1.116
	FDD only
	YES
	ignore

	>>>Enhanced UE DRX Capability LCR
	O
	
	Enhanced UE DRX Capability

9.2.1.116
	1.28Mcps TDD only
	YES
	ignore

	>>>E-DPCCH Power Boosting Capability
	O
	
	9.2.2.109
	
	YES
	ignore

	>>>SixtyfourQAM DL and MIMO Combined Capability
	O
	
	9.2.1.121
	FDD and 1.28Mcps TDD only
	YES
	ignore

	>>>Multi Cell Capability Info
	O
	
	9.2.2.113
	FDD only
	YES
	ignore

	>>>Semi-Persistent scheduling Capability LCR
	O
	
	9.2.3.91
	1.28Mcps TDD only
	YES
	ignore

	>>>Continuous Packet Connectivity DRX Capability LCR
	O
	
	9.2.3.92
	1.28Mcps TDD only
	YES
	ignore

	>>>Common E-DCH HS-DPCCH Capability
	C-CommonEDCHCapability
	
	9.2.2.116
	FDD only
	YES
	Ignore

	>>>MIMO Power Offset For S-CPICH Capability
	O
	
	9.2.2.118
	FDD only
	YES
	ignore

	>>>TX Diversity on DL Control Channels by MIMO UE Capability
	O
	
	9.2.2.121
	FDD only
	YES
	ignore

	>>>Single Stream MIMO Capability
	O
	
	9.2.2.122
	FDD only
	YES
	Ignore

	>>>Dual Band Capability Info
	O
	
	9.2.2.125
	FDD only
	YES
	ignore

	>>>Cell Portion Capability LCR
	O
	
	9.2.3.106
	1.28Mcps TDD only
	YES
	ignore

	>>>Cell Capability Container
	O
	
	9.2.2.129
	FDD only
	YES
	ignore

	>>>TS0 Capability LCR
	O
	
	9.2.3.109
	1.28Mcps TDD only
	YES
	ignore

	>>>Precoding Weight Set Restriction
	O
	
	9.2.2.143
	FDD only
	YES
	ignore

	>>>Cell Capability Container TDD LCR
	O
	
	9.2.3.115
	1.28Mcps TDD only
	YES
	ignore

	>>>MU-MIMO Capability Container
	O
	
	9.2.3.119
	1.28Mcps TDD only
	YES
	ignore

	>>>Adaptive Special Burst Power Capability LCR
	O
	
	9.2.3.122
	1.28Mcps TDD only
	YES
	ignore

	>>Local Cell Group Information
	
	0..<maxLocalCellinNodeB>
	
	
	EACH
	ignore

	>>>Local Cell Group ID
	M
	
	9.2.1.37A
	
	–
	

	>>>DL Or Global Capacity Credit
	M
	
	9.2.1.20B
	
	–
	

	>>>UL Capacity Credit
	O
	
	9.2.1.65A
	
	–
	

	>>>Common Channels Capacity Consumption Law
	M
	
	9.2.1.9A
	
	–
	

	>>>Dedicated Channels Capacity Consumption Law
	M
	
	9.2.1.20A
	
	–
	

	>>>E-DCH Capacity Consumption Law
	O
	
	9.2.2.13Ja
	FDD only
	YES
	ignore

	>>>E-DCH TDD Capacity Consumption Law
	O
	
	9.2.3.60
	TDD only
	YES
	ignore

	>>Power Local Cell Group Information
	
	0..<maxLocalCellinNodeB>
	
	
	EACH
	ignore

	>>>Power Local Cell Group ID
	M
	
	9.2.1.49B
	
	–
	

	>>>Maximum DL Power Capability
	M
	
	9.2.1.39
	
	–
	

	>Service Impacting
	
	
	
	
	
	

	>>Local Cell Information
	
	0..<maxLocalCellinNodeB>
	
	
	EACH
	ignore

	>>>Local Cell ID
	M
	
	9.2.1.38
	
	–
	

	>>>DL Or Global Capacity Credit
	O
	
	9.2.1.20B
	
	–
	

	>>>UL Capacity Credit
	O
	
	9.2.1.65A
	
	–
	

	>>>Common Channels Capacity Consumption Law
	O
	
	9.2.1.9A
	
	–
	

	>>>Dedicated Channels Capacity Consumption Law
	O
	
	9.2.1.20A
	
	–
	

	>>>Maximum DL Power Capability
	O
	
	9.2.1.39
	
	–
	

	>>>Minimum Spreading Factor
	O
	
	9.2.1.47
	
	–
	

	>>>Minimum DL Power Capability
	O
	
	9.2.1.46A
	
	–
	

	>>>Reference Clock Availability
	O
	
	9.2.3.14A
	TDD only
	YES
	ignore

	>>>HSDPA Capability
	O
	
	9.2.1.31Ga
	
	YES
	ignore

	>>>E-DCH Capability
	O
	
	9.2.1.70
	
	YES
	ignore

	>>>E-DCH TTI2ms Capability
	C-EDCHCapability
	
	9.2.2.13V
	FDD only
	YES
	ignore

	>>>E-DCH SF Capability
	C-EDCHCapability
	
	9.2.2.13W
	FDD only
	YES
	ignore

	>>>E-DCH HARQ Combining Capability
	C-EDCHCapability
	
	9.2.2.13X
	FDD only
	YES
	ignore

	>>>E-DCH Capacity Consumption Law
	O
	
	9.2.2.13Ja
	FDD only
	YES
	ignore

	>>>F-DPCH Capability
	O
	
	9.2.2.16a
	
	YES
	ignore

	>>>E-DCH TDD Capacity Consumption Law
	O
	
	9.2.3.60
	TDD only
	YES
	ignore

	>>>Continuous Packet Connectivity DTX-DRX Capability
	O
	
	9.2.2.64
	FDD only
	YES
	ignore

	>>>Max UE DTX Cycle
	C-DTX-DRXCapability
	
	9.2.2.95
	FDD only
	YES
	ignore

	>>>Continuous Packet Connectivity HS-SCCH less Capability
	O
	
	9.2.2.65
	FDD only
	YES
	ignore

	>>>MIMO Capability
	O
	
	9.2.1.118
	FDD and 1.28Mcps TDD only
	YES
	ignore

	>>>SixtyfourQAM DL Capability
	O
	
	9.2.1.110
	FDD and 1.28Mcps TDD only 
	YES
	ignore

	>>>MBMS Capability
	O
	
	9.2.1.86
	
	YES
	ignore

	>>>Enhanced FACH Capability
	O
	
	9.2.1.114
	FDD only and 1.28Mcps TDD
	YES
	ignore

	>>>Enhanced PCH Capability
	C-EnhancedFACHCapability
	
	9.2.1.115
	FDD only and 1.28Mcps TDD
	YES
	ignore

	>>>SixteenQAM UL Capability
	O
	
	9.2.2.88
	FDD only
	YES
	ignore

	>>>HS-DSCH MAC-d PDU Size Capability 
	O
	
	9.2.1.31IC
	
	YES
	ignore

	>>>MBSFN Only Mode Capability
	O
	
	9.2.3.71
	1.28Mcps TDD only
	YES
	ignore

	>>>F-DPCH Slot Format Capability
	O
	
	9.2.2.94
	FDD only
	YES
	ignore

	>>>E-DCH MAC-d PDU Size Capability
	O
	
	9.2.1.74A
	
	YES
	ignore

	>>>Common E-DCH Capability
	O
	
	9.2.2.101
	FDD only
	YES
	Ignore

	>>>E-AI Capability
	C-CommonEDCHCapability
	
	9.2.2.102
	FDD only
	YES
	Ignore

	>>>Enhanced UE DRX Capability
	O
	
	9.2.1.116
	FDD only
	YES
	ignore

	>>>Enhanced UE DRX Capability LCR
	O
	
	Enhanced UE DRX Capability

9.2.1.116
	1.28Mcps TDD only
	YES
	ignore

	>>>E-DPCCH Power Boosting Capability
	O
	
	9.2.2.109
	
	YES
	ignore

	>>>SixtyfourQAM DL and MIMO Combined Capability
	O
	
	9.2.1.121
	FDD and 1.28Mcps TDD only
	YES
	ignore

	>>>Multi Cell Capability Info
	O
	
	9.2.2.113
	FDD only
	YES
	ignore

	>>>Semi-Persistent scheduling Capability LCR
	O
	
	9.2.3.91
	1.28Mcps TDD only
	YES
	ignore

	>>>Continuous Packet Connectivity DRX Capability LCR
	O
	
	9.2.3.92
	1.28Mcps TDD only
	YES
	ignore

	>>>Common E-DCH HS-DPCCH Capability
	C-CommonEDCHCapability
	
	9.2.2.116
	FDD only
	YES
	Ignore

	>>>MIMO Power Offset For S-CPICH Capability
	O
	
	9.2.2.118
	FDD only
	YES
	ignore

	>>>TX Diversity on DL Control Channels by MIMO UE Capability
	O
	
	9.2.2.121
	FDD only
	YES
	ignore

	>>>Single Stream MIMO Capability
	O
	
	9.2.2.122
	FDD only
	YES
	Ignore

	>>>Dual Band Capability Info
	O
	
	9.2.2.125
	FDD only
	YES
	ignore

	>>>Cell Portion Capability LCR
	O
	
	9.2.3.106
	1.28Mcps TDD only
	YES
	ignore

	>>>Cell Capability Container
	O
	
	9.2.2.129
	FDD only
	YES
	ignore

	>>>TS0 Capability LCR
	O
	
	9.2.3.109
	1.28Mcps TDD only
	YES
	ignore

	>>>Precoding Weight Set Restriction
	O
	
	9.2.2.143
	FDD only
	YES
	ignore

	>>>Cell Capability Container TDD LCR
	O
	
	9.2.3.115
	1.28Mcps TDD only
	YES
	ignore

	>>>MU-MIMO Capability Container
	O
	
	9.2.3.119
	1.28Mcps TDD only
	YES
	ignore

	>>>Adaptive Special Burst Power Capability LCR
	O
	
	9.2.3.122
	1.28Mcps TDD only
	YES
	ignore

	>>Local Cell Group Information
	
	0..<maxLocalCellinNodeB>
	
	
	EACH
	ignore

	>>>Local Cell Group ID
	M
	
	9.2.1.37A
	
	–
	

	>>>DL Or Global Capacity Credit
	O
	
	9.2.1.20B
	
	–
	

	>>>UL Capacity Credit
	O
	
	9.2.1.65A
	
	–
	

	>>>Common Channels Capacity Consumption Law
	O
	
	9.2.1.9A
	
	–
	

	>>>Dedicated Channels Capacity Consumption Law
	O
	
	9.2.1.20A
	
	–
	

	>>>E-DCH Capacity Consumption Law
	O
	
	9.2.2.13Ja
	FDD only
	YES
	ignore

	>>>E-DCH TDD Capacity Consumption Law
	O
	
	9.2.3.60
	TDD only
	YES
	ignore

	>>Communication Control Port Information
	
	0..<maxCCPinNodeB>
	
	
	EACH
	ignore

	>>>Communication Control Port ID
	M
	
	9.2.1.15
	
	–
	

	>>>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>>>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>>Cell Information
	
	0..<maxCellinNodeB>
	
	
	EACH
	ignore

	>>>C-ID
	M
	
	9.2.1.9
	
	–
	

	>>>Resource Operational State
	O
	
	9.2.1.52
	
	–
	

	>>>Availability Status
	O
	
	9.2.1.2
	
	–
	

	>>>Primary SCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	FDD only
	YES
	ignore

	>>>Secondary SCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	FDD only
	YES
	ignore

	>>>Primary CPICH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	FDD only
	YES
	ignore

	>>>Secondary CPICH Information
	
	0..<maxSCPICHCell>
	
	FDD only
	EACH
	ignore

	>>>>Secondary CPICH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>>>Primary CCPCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	
	YES
	ignore

	>>>BCH Information
	O
	
	Common Transport Channel Status Information 9.2.1.14B
	
	YES
	ignore

	>>>Secondary CCPCH Information
	
	0..<maxSCCPCHCell>
	
	See note 1 below
	EACH
	ignore

	>>>>Secondary CCPCH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>>>PCH Information
	O
	
	Common Transport Channel Status Information 9.2.1.14B
	
	YES
	ignore

	>>>PICH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	
	YES
	ignore

	>>>FACH Information
	
	0..<maxFACHCell>
	
	
	EACH
	ignore

	>>>>FACH Individual Information
	M
	
	Common Transport Channel Status Information 9.2.1.14B
	
	–
	

	>>>PRACH Information
	
	0..<maxPRACHCell>
	
	
	EACH
	ignore

	>>>>PRACH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>>>RACH Information
	
	0..<maxPRACHCell>
	
	
	EACH
	ignore

	>>>>RACH Individual Information
	M
	
	Common Transport Channel Status Information 9.2.1.14B
	
	–
	

	>>>AICH Information
	
	0..<maxPRACHCell>
	
	FDD only
	EACH
	ignore

	>>>>AICH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>>>Not Used 1
	O
	
	NULL
	This item shall not be used. Ignore if received. 
	–
	

	>>>Not Used 2
	O
	
	NULL
	This item shall not be used. Ignore if received. 
	–
	

	>>>Not Used 3
	O
	
	NULL
	This item shall not be used. Ignore if received. 
	–
	

	>>>Not Used 4
	O
	
	NULL
	This item shall not be used. Ignore if received. 
	–
	

	>>>SCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	Applicable to 3.84Mcps TDD only
	YES
	ignore

	>>>FPACH Information
	
	0..<maxFPACHCell>
	
	Applicable to 1.28Mcps TDD only
	EACH
	ignore

	>>>>FPACH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>>>DwPCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>>>HS-DSCH Resources Information
	
	0.. <maxFrequencyinCell>
	
	See note 2 below
	EACH
	ignore

	>>>>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>>>>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>>>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt (TS 25.105 [15]).
Applicable to 1.28Mcps TDD when using multiple frequencies.
	YES
	ignore

	>>>MICH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	
	YES
	ignore

	>>>E-DCH Resources Information
	
	0..<maxFrequencyinCell>
	
	See note 2 below
	EACH
	ignore

	>>>>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>>>>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>>>>UARFCN
	O
	
	9.2.1.65
	Corresponds to Nt (TS 25.105 [15]).

Applicable to 1.28Mcps TDD when using multiple frequencies.
	YES
	ignore

	>>>PLCCH Information
	
	0..<maxPLCCHCell>
	
	Applicable to 1.28Mcps TDD only
	EACH
	ignore

	>>>>PLCCH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>>>Primary CCPCH Information 7.68Mcps 
	O
	
	Common Physical Channel Status Information 7.68Mcps 9.2.3.36
	
	YES
	ignore

	>>>Secondary CCPCH Information 7.68Mcps
	
	0..<maxSCCPCHCell768>
	
	
	EACH
	ignore

	>>>>Secondary CCPCH Individual Information 7.68Mcps 
	M
	
	Common Physical Channel Status Information 7.68Mcps 9.2.3.36
	
	–
	

	>>>PICH Information 7.68Mcps
	O
	
	Common Physical Channel Status Information 7.68Mcps 9.2.3.36
	
	YES
	ignore

	>>>PRACH Information 7.68Mcps
	
	0..<maxPRACHCell>
	
	
	EACH
	ignore

	>>>>PRACH Individual Information 7.68Mcps
	M
	
	Common Physical Channel Status Information 7.68Mcps 9.2.3.36
	
	–
	

	>>>SCH Information 7.68Mcps
	O
	
	Common Physical Channel Status Information 7.68Mcps 9.2.3.36
	Applicable to 7.68Mcps TDD only
	YES
	ignore

	>>>MICH Information 7.68Mcps
	O
	
	Common Physical Channel Status Information 7.68Mcps 9.2.3.36
	
	YES
	ignore

	>>>E-RUCCH Information
	
	0..<maxE-RUCCHCell>
	
	Applicable to 3.84Mcps TDD only
	EACH
	ignore

	>>>>E-RUCCH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>>>E-RUCCH Information 7.68Mcps
	
	0..<maxE-RUCCHCell>
	
	Applicable to 7.68Mcps TDD only
	EACH
	ignore

	>>>>E-RUCCH Individual Information 7.68Mcps
	M
	
	Common Physical Channel Status Information 7.68Mcps 9.2.3.36
	
	–
	

	>>>UARFCN Information LCR
	
	0..<maxFrequencyinCell>
	
	Applicable to 1.28Mcps TDD when using multiple frequencies.
	EACH
	ignore

	>>>>UARFCN
	M
	
	9.2.1.65
	Corresponds to Nt (TS 25.105 [15]).
	–
	

	>>>>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>>>>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>>>>Cause
	O
	
	9.2.1.6
	
	–
	

	>>>UpPCH Information LCR
	
	0..<maxFrequencyinCell>
	
	Applicable to 1.28Mcps TDD only.
	EACH
	ignore

	>>>>UARFCN
	O
	
	9.2.1.65
	Mandatory for 1.28Mcps TDD when using multiple frequencies. Corresponds to Nt (TS 25.105 [15]).
	–
	

	>>>>UpPCH Position LCR
	M
	
	9.2.3.4Q
	
	–
	

	>>>>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>>>>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>>>S-BCH Information
	O
	
	Common Transport Channel Status Information 9.2.1.14B
	
	YES
	ignore

	>>Power Local Cell Group Information
	
	0..<maxLocalCellinNodeB>
	
	
	EACH
	ignore

	>>>Power Local Cell Group ID
	M
	
	9.2.1.49B
	
	–
	

	>>>Maximum DL Power Capability
	M
	
	9.2.1.39
	
	–
	

	Cause
	O
	
	9.2.1.6
	
	YES
	ignore

	NOTE 1:
This information element is a simplified representation of the ASN.1. [TDD - Repetitions 1 to 8 and repetitions 9 to maxSCCPCHCell are represented by separate ASN.1 structures.] Furthermore, maxSCCPCHCell has different values in the ASN.1 for FDD and for each of the two TDD options.

NOTE 2:
For 1.28Mcps TDD when using multiple frequencies, this information element for Repetition 1 and repetition 2 through maxFrequencyinCell are represented by respective ASN.1 structures with different criticalities.


	Condition
	Explanation

	add
	The IE shall be present if the Add/Delete Indicator IE is set to "Add".

	EDCHCapability
	The IE shall be present if the E-DCH Capability IE is set to "E-DCH Capable".

	EnhancedFACHCapability
	The IE shall be present if the Enhanced FACH Capability IE is set to "Enhanced FACH Capable".

	DTX-DRXCapability
	The IE shall be present if the Continuous Packet Connectivity DTX-DRX Capability IE is present and set to " Continuous Packet Connectivity DTX-DRX Capable".

	CommonEDCHCapability
	The IE shall be present if the Common E-DCH Capability IE is set to "Common E-DCH Capable".


	Range Bound
	Explanation

	maxLocalCellinNodeB
	Maximum number of Local Cells that can exist in the Node B

	maxCellinNodeB
	Maximum number of C-IDs that can be configured in the Node B

	maxSCPICHCell
	Maximum number of Secondary CPICHs that can be defined in a Cell.

	maxSCCPCHCell
	Maximum number of Secondary CCPCHs that can be defined in a Cell.

	maxFACHCell
	Maximum number of FACHs that can be defined in a Cell

	maxPRACHCell
	Maximum number of PRACHs and AICHs that can be defined in a Cell

	maxCCPinNodeB
	Maximum number of Communication Control Ports that can exist in the Node B

	maxFPACHCell
	Maximum number of FPACHs that can be defined in a Cell

	maxPLCCHCell
	Maximum number of PLCCHs that can be defined in a Cell

	maxE-RUCCHCell
	Maximum number of E-RUCCHs that can be defined in a Cell

	maxFrequencyinCell
	Maximum number of Frequencies that can be defined in a Cell


9.1.33
SYSTEM INFORMATION UPDATE REQUEST

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	C-ID
	M
	
	9.2.1.9
	
	YES
	reject

	BCCH Modification Time
	O
	
	9.2.1.3
	
	YES
	reject

	MIB/SB/SIBInformation 
	
	1..<maxIB>
	
	
	GLOBAL
	reject

	>IB Type
	M
	
	9.2.1.35
	
	–
	

	>IB OC ID
	M
	
	9.2.1.31A
	In one message, every occurrence of IB Type can only be deleted once and/or added once.
	_
	

	>CHOICE IB Deletion Indicator
	M
	
	
	
	_
	

	>>No Deletion
	
	
	
	
	
	

	>>>SIB Originator
	C-SIB
	
	9.2.1.55
	
	–
	

	>>>IB SG REP
	O
	
	9.2.1.34
	
	–
	

	>>>Segment Information
	
	1..<maxIBSEG>
	
	
	GLOBAL
	reject

	>>>>IB SG POS
	O
	
	9.2.1.33
	
	–
	

	>>>>Segment Type
	C-CRNCOrigination
	
	9.2.1.53B
	
	–
	

	>>>>IB SG DATA
	C-CRNCOrigination
	
	9.2.1.32
	
	–
	

	>>Deletion
	
	
	NULL
	
	
	

	S-BCH Indication
	O
	
	ENUMERATED (InUse)
	
	YES
	reject


	Range bound
	Explanation

	maxIB
	Maximum number of information Blocks supported in one message

	maxIBSEG
	Maximum number of segments for one Information Block


	Condition
	Explanation

	CRNCOrigination
	The IE shall be present if the SIB Originator IE is set to "CRNC" or if the IB Type IE is set to "MIB", "SB1" or "SB2".

	SIB
	The IE shall be present if the IB Type IE is set to "SIB".


------------------------------------------
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9.2.1.6
Cause

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Cause Group
	M
	
	
	

	>Radio Network Layer
	
	
	
	

	>>Radio Network Layer Cause 
	M
	
	ENUMERATED (

unknown C-ID,

Cell not available,

Power level not supported, 

DL radio resources not available,

UL radio resources not available,

RL Already Activated/allocated,

Node B Resources Unavailable,

Measurement not supported for the object,

Combining Resources not available,

Requested configuration not supported,

Synchronization failure,

Priority transport channel established, 

SIB Origination in Node B not Supported,

Requested Tx Diversity Mode not supported,

Unspecified,

BCCH scheduling error,

Measurement Temporarily not Available,

Invalid CM Setting, Reconfiguration CFN not elapsed, 

Number of DL codes not supported, 

S-CPICH not supported,

Combining not supported,

UL SF not supported,

DL SF not supported,

Common Transport Channel Type not supported,

Dedicated Transport Channel Type not supported,

Downlink Shared Channel Type not supported,

Uplink Shared Channel Type not supported,

CM not supported,

Tx diversity no longer supported,

Unknown Local Cell ID,

…,

Number of UL codes not supported,

Information temporarily not available,

Information Provision not supported for the object,

Cell Synchronisation not supported,

Cell Synchronisation Adjustment not supported,

DPC Mode Change not Supported,

IPDL already activated,

IPDL not supported,

IPDL parameters not available,

Frequency Acquisition not supported,

Power Balancing status not compatible,

Requested type of Bearer Re-arrangement not supported, Signalling Bearer Re-arrangement not supported,

Bearer Re-arrangement needed,

Delayed Activation not Supported,

RL Timing Adjustment not supported,

MICH not supported,

F-DPCH Not Supported,

Modification Period not available,

PLCCH not supported,

Continuous Packet Connectivity DTX-DRX operation not available, Continuous Packet Connectivity UE DTX Cycle not available,

MIMO not available,
E-DCH MAC-d PDU Size Format  not available, 

Multi Cell operation not available,

Semi-Persistent scheduling not supported,

Continuous Packet Connectivity DRX not supported,

Continuous Packet Connectivity DRX not available,

SixtyfourQAM DL and MIMO Combined not available,

S-CPICH power offset support not available,

TX diversity for MIMO UE on DL Control Channels not available, Single Stream MIMO not available, Multi Cell operation with MIMO not available,

Multi Cell operation with Single Stream MIMO not available,
Cell Specific Tx Diversity Handling For Multi Cell Operation Not Available,
Multi Cell E-DCH operation not available,

Frequency Specific Compressed Mode not available,

UL CLTD operation not available, MIMO with four transmit antennas not available, Dual Stream MIMO with four transmit antennas not available,

Multiflow operation not available, SixtyfourQAM operation not available, UL MIMO operation not available, UL MIMO and SixteenQAM operation not available, UL MIMO and SixtyfourQAM operation not available,

NodeB Triggered HS-DPCCH Transmission operation not available,

2ms and 10ms TTI Concurrent Deployment operation not available,

Further Enhanced UE DRX operation not available,

Per HARQ Activation and Deactivation operation not available,

TTI alignment operation not available,

Common E-RGCH operation not available,

S-BCH scheduling error,

)
	

	>Transport Layer
	
	
	
	

	>>Transport Layer Cause
	M
	
	ENUMERATED (

Transport resource unavailable,

Unspecified,

…)
	

	>Protocol
	
	
	
	

	>>Protocol Cause
	M
	
	ENUMERATED (

Transfer syntax error,

Abstract syntax error (reject),

Abstract syntax error (ignore and notify),

Message not compatible with receiver state,

Semantic error,

Unspecified, 

Abstract syntax error (falsely constructed message),

…)
	

	>Misc
	
	
	
	

	>>Miscellaneous Cause
	M
	
	ENUMERATED (

Control processing overload

Hardware failure,

O&M intervention,

Not enough user plane processing resources,

Unspecified,

…)
	


The meaning of the different cause values is described in the following table. In general, "not supported" cause values indicate that the concerned capability is missing. On the other hand, "not available" cause values indicate that the concerned capability is present, but insufficient resources were available to perform the requested action.

	Radio Network Layer cause
	Meaning

	BCCH scheduling error
	The Node B has detected an illegal BCCH schedule update (see subclause 8.2.16.3).

	S-BCH scheduling error
	The Node B has detected an illegal S-BCH schedule update (see subclause 8.2.16.3).

	Bearer Re-arrangement needed
	The Node B cannot perform the requested Radio Link Reconfiguration without bearer re-arrangement.

	Cell not Available
	The concerned cell or local cell is not available.

	Cell Synchronisation not supported
	The concerned cell(s) do not support Cell Synchronisation.

	Cell Specific Tx Diversity Handling For Multi Cell Operation Not Available
	Cell specific tx diversity handling for multi cell operation not available in the concerned cell(s)

	Combining not supported
	The Node B does not support RL combining for the concerned cells.

	Combining Resources Not Available
	The value of the received Diversity Control Field IE was set to "Must", but the Node B cannot perform the requested combining.

	CM not supported
	The concerned cell(s) do not support Compressed Mode.

	Common Transport Channel Type not supported
	The concerned cell(s) do not support the RACH and/or FACH Common Transport Channel Type.

	Continuous Packet Connectivity  DTX-DRX operation not available
	CPC resources for DTX-DRX operation not available in the concerned cell(s).

	Continuous Packet Connectivity UE DTX Cycle not available
	CPC resources for the UE DTX Cycle not available in the concerned cell(s).

	Dedicated Transport Channel Type not supported
	The concerned cell(s) do not support the Dedicated Transport Channel Type.

	Delayed Activation not Supported
	The concerned cell(s) do not support delayed activation of RLs.

	DL Radio Resources not Available
	The Node B does not have sufficient DL radio resources available.

	DL SF not supported
	The concerned cell(s) do not support the requested DL SF.

	DL Shared Channel Type not supported
	The concerned cell(s) do not support the Downlink Shared Channel Type.

	DPC Mode Change not Supported
	The concerned cells do not support DPC mode changes.

	E-DCH MAC-d PDU Size Format  not available
	The selected E-DCH MAC-d PDU Size Format is not available in the concerned cell(s).

	Frequency Acquisition not supported
	The concerned cell(s) do not support Frequency Acquisition.

	F-DPCH not supported
	The concerned cell(s) do not support the Fractional DPCH

	Information Provision not supported for the object
	The requested information provision is not supported for the concerned object types.

	Information temporarily not available
	The requested information can temporarily not be provided.

	Invalid CM Settings
	The concerned cell(s) consider the requested Compressed Mode settings invalid.

	IPDL already activated
	The concerned cell(s) have already active IPDL ongoing.

	IPDL not supported
	The concerned cell(s) do not support the IPDL.

	IPDL parameters not available
	The concerned cell(s) do not have IPDL parameters defining IPDL to be applied.

	Measurement not Supported For The Object
	At least one of the concerned cell(s) does not support the requested measurement on the concerned object type.

	Measurement Temporarily not Available
	The Node B can temporarily not provide the requested measurement value.

	MICH not supported
	The concerned cell does not support MICH.

	MIMO not available
	MIMO resources not available in the concerned cell(s).

	Modificaton Period  not available
	The Node B does not have modification period available.

	Multi Cell operation not available
	Multi Cell operation resources not available in the concerned cell(s)

	Multi Cell operation with MIMO not available
	Multi Cell operation resources with MIMO not available in the concerned cell(s)

	Multi Cell operation with Single Stream MIMO not available
	Multi Cell operation resources with Single Stream MIMO not available in the concerned cell(s)

	Multi Cell E-DCH operation not available
	Multi Cell E-DCH operation resources not available in the concerned cell(s)

	Node B resources unavailable
	The Node B does not have sufficient resources available.

	Number of DL codes not supported
	The concerned cell(s) do not support the requested number of DL codes.

	Number of UL codes not supported
	The concerned cell(s) do not support the requested number of UL codes.

	Power Level not Supported
	A DL power level was requested which the concerned cell(s) do not support.

	Power Balancing status not compatible
	The power balancing status in the SRNC is not compatible with that of the Node B.

	PLCCH not supported
	The concerned cell does not support PLCCH.

	Priority transport channel established
	The CRNC cannot perform the requested blocking since a transport channel with a high priority is present.

	RL Timing Adjustment not Supported
	The concerned cell(s) do not support adjustments of the RL timing.

	Reconfiguration CFN not elapsed
	The requested action cannot be performed due to that a RADIO LINK RECONFIGURATION COMMIT message was received previously, but the concerned CFN has not yet elapsed.

	Requested Configuration not Supported
	The concerned cell(s) do not support the requested configuration i.e. power levels, Transport Formats, physical channel parameters.

	Requested Type of Bearer Re-arrangement not supported
	The Node B does not support the requested type of bearer re-arrangement.

	Requested Tx Diversity mode not supported
	The concerned cell(s) do not support the requested transmit diversity mode.

	RL already Activated/ allocated
	The Node B has already allocated an RL with the requested RL-id for this UE context.

	S-CPICH not supported
	The concerned cell(s) do not support S-CPICH.

	S-CPICH power offset support not available
	The support for setting up the desired power offset on S-CPICH with respect to P-CPICH is not available

	SIB Orgination in Node B not Supported
	The Node B does not support the origination of the requested SIB for the concerned cell.

	Signalling Bearer Re-arrangement not supported
	The Node B does not support the Signalling bearer re-arrangement.

	Single Stream MIMO not available
	Single Stream MIMO resources not available in the concerned cell(s).

	SixtyfourQAM DL and MIMO Combined not available
	SixtyfourQAM DL and MIMO Combined not available in the concerned cell(s).

	Synchronisation Failure
	Loss of UL Uu synchronisation.

	Cell Synchronisation Adjustment not supported
	The concerned cell(s) do not support Cell Synchronisation Adjustment.

	TX diversity for MIMO UE on DL Control Channels not available
	The Node B does not have sufficient radio resources available to support transmit diversity on downlink control channels when the UE is configured in MIMO mode with P-CPICH & S-CPICH as phase references (TS 25.211 [7])

	Tx diversity no longer supported
	Tx diversity can no longer be supported in the concerned cell.

	UL Radio Resources not Available
	The Node B does not have sufficient UL radio resources available.

	UL SF not supported
	The concerned cell(s) do not support the requested minimum UL SF.

	UL Shared Channel Type not supported
	The concerned cell(s) do not support the Uplink Shared Channel Type.

	Unknown C-ID
	The Node B is not aware of a cell with the provided C-ID.

	Unknown Local Cell ID
	The Node B is not aware of a local cell with the provided Local Cell ID

	Unspecified
	Sent when none of the above cause values applies but still the cause is Radio Network layer related.

	Semi-Persistent scheduling not supported
	The concerned cell(s) do not support the Semi-Persistent scheduling operation (for 1.28Mcps TDD only)

	Continuous Packet Connectivity DRX not supported
	The concerned cell(s) do not support the Continuous Packet Connectivity DRX operation (for 1.28Mcps TDD only)

	Continuous Packet Connectivity DRX not available
	HSPA resources for DRX operation not available in the concerned cell(s). (for 1.28Mcps TDD only)

	Frequency Specific Compressed Mode not available
	Frequency Specific Compressed Mode is not available in the concerned cell(s).

	UL CLTD operation not available
	UL CLTD resources are not available in the concerned cell(s).

	Multiflow operation not available
	Multiflow operation is not available in the concerned cell(s).

	SixtyfourQAM UL operation not available
	SixtyfourQAM UL resources are not available in the concerned cell(s).

	UL MIMO operation not available
	UL MIMO resources are not available in the concerned cell(s).

	UL MIMO and SixteenQAM operation not available
	UL MIMO and SixteenQAM resources are not available in the concerned cell(s).

	UL MIMO and SixtyfourQAM operation not available
	UL MIMO and SixtyfourQAM resources are not available in the concerned cell(s).

	NodeB Triggered HS-DPCCH Transmission operation not available
	NodeB Triggered HS-DPCCH Transmission operation is not available in the concerned cell(s).

	2ms and 10ms TTI Concurrent Deployment operation not available
	Concurrent Deployment of 2ms and 10ms TTI operation is not available in the concerned cell(s).

	Further Enhanced UE DRX operation not available
	Further Enhanced UE DRX operation is not available in the concerned cell(s).

	Per HARQ Activation and Deactivation operation not available
	Per HARQ Activation and Deactivation operation is not available in the concerned cell(s).

	TTI alignment operation not available
	TTI alignment operation is not available in the concerned cell(s).

	Common E-RGCH operation not available
	Common E-RGCH operation is not available in the concerned cell(s).

	MIMO with four transmit antennas not available
	MIMO with four transmit antenneas not available in the concerned cell(s)

	Dual Stream MIMO with four transmit antennas not available
	Dual Stream MIMO with four transmit antennas not available in the concerned cell(s).


	Transport Network Layer cause
	Meaning

	Transport resource unavailable
	The required transport resources are not available.

	Unspecified
	Sent when none of the above cause values applies but still the cause is Transport Network layer related.


	Protocol cause
	Meaning

	Abstract Syntax Error (Reject)
	The received message included an abstract syntax error and the concerned criticality indicated "reject" (see subclause 10.3).

	Abstract Syntax Error (Ignore and Notify)
	The received message included an abstract syntax error and the concerned criticality indicated "ignore and notify" (see subclause 10.3).

	Abstract syntax error (falsely constructed message)
	The received message contained IEs in wrong order or with too many occurrences (see subclause 10.3).

	Message not Compatible with Receiver State
	The received message was not compatible with the receiver state (see subclause 10.4).

	Semantic Error
	The received message included a semantic error (see subclause 10.4).

	Transfer Syntax Error
	The received message included a transfer syntax error (see subclause 10.2).

	Unspecified
	Sent when none of the above cause values applies but still the cause is protocol related.


	Miscellaneous cause
	Meaning

	Control Processing Overload
	Node B control processing overload.

	Hardware Failure
	Node B hardware failure.

	Not enough User Plane Processing Resources
	Node B has insufficient user plane processing resources available.

	O&M Intervention
	Operation and Maintenance intervention related to Node B equipment.

	Unspecified
	Sent when none of the above cause values applies and the cause is not related to any of the categories Radio Network Layer, Transport Network Layer or Protocol.


------------------------------------------
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9.2.1.35
IB Type

The IB Type identifies a specific system information block.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	IB Type
	
	
	ENUMERATED (

MIB, 

SB1, 

SB2, 

SIB1, 

SIB2, 

SIB3, 

SIB4, 

SIB5, 

SIB6, 

SIB7, 

not-Used-SIB8,

not-Used-SIB9, 

not-Used-SIB10,

SIB11, 

SIB12, 

SIB13, 

SIB13.1, 

SIB13.2, 

SIB13.3, 

SIB13.4, 

SIB14, 

SIB15, 

SIB15.1, 

SIB15.2, 

SIB15.3, 

SIB16, 

…, 

SIB17, 

SIB15.4, 

SIB18,

SIB15.5,

SIB5bis,

SIB11bis,

SIB15bis, 

SIB15.1bis, 

SIB15.2bis, 

SIB15.3bis, 

SIB15.6,

SIB15.7,

SIB15.8,

SIB15.2ter,

SIB19,

not-Applicable-SIB20,

SIB21,

SIB22,

SIB15.1ter,

SB3
)
	


------------------------------------------
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9.2.2.129
Cell Capability Container

The Cell Capability Container IE indicates the cell capability by setting the corresponding bit in the BIT String.

The cell capability of multi-cell related functions may depend on that the cell is multi-cell capable (adjacent carrier and/or non-adjacent carrier) and/or Dual Band capable. Such capability indicators in this Cell Capability Container IE shall be ignored by the CRNC if the local cell does not have the required cell capability: "Multi Cell Capable" as indicated with Multi Cell Capability Info IE and/or "Dual Band Capable" as indicated with Dual Band Capability Info IE. Capability indicators that depend on multi-cell (adjacent carrier) capability are indicated in the table below with /Adjacent-carrier/. Capability indicators that depend on multi-cell (non-adjacent carrier ) capability are indicated in the table below with /Adjacent-carrier/ if the capability bit “Non-contiguous HSDPA operation Capability” is set. Capability indicators that depend on Dual Band capability are indicated in the table below with /Dual-band/. Capability indicators that depend on that the local cell has one or both of the capabilities multi-cell (adjacent carrier) and Dual Band are indicated in the table below with /Multi-cell/. Capability indicators that depend on that the local cell has one or both of the capabilities multi-cell (non-adjacent carrier) and Dual Band are indicated in the table below with /Multi-cell/ if the capability bit “Non-contiguous HSDPA operation Capability” is set. Cell Capability for the marked capabilities indicate capability regardless of the supported multi-cell type in a multicell configuration for the local cell: supported multi-cell type is - both serving HS-DSCH and secondary serving HS-DSCH, - secondary serving HS-DSCH or - serving HS-DSCH.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Cell Capability Container
	
	
	BIT STRING (128)
	Each bit indicates whether a cell supports a particular functionality or not. The value 1 of a bit indicates that the corresponding functionality is supported in a cell and value 0 indicates that the corresponding functionality is not supported in a cell. Each bit is defined as follows.

The first bit: Cell Specific Tx Diversity Handling For Multi Cell Operation Capability /Multi-cell/.

The second bit: Multi Cell and MIMO Capability/Adjacent-carrier/.
The third bit: Multi Cell and Single Stream MIMO Capability/Adjacent-carrier/.

The fourth bit: Multi Cell E-DCH Capability/Adjacent-carrier/.
This bit shall be ignored by the CRNC if the fifth bit: Separate Iub Transport Bearer Capability = "0" and the sixth bit: E-DCH UL Flow Multiplexing  Capability = "0"
The fifth bit: Separate Iub Transport Bearer Capability/Adjacent-carrier/.  
This bit shall be ignored by the CRNC if the fourth bit: Multi Cell E-DCH Capability = "0"
The sixth bit: E-DCH UL Flow Multiplexing  Capability/Adjacent-carrier/.  
This bit shall be ignored by the CRNC if the fourth bit: Multi Cell E-DCH Capability = "0"

The seventh to eleventh bit Maximum No of HSDPA Frequencies capability/Multi-cell/.

This capability is coded as the binary representation of the maximum number of HSDPA frequencies, with the seventh bit as the MSB and the eleventh bit as the LSB. Hexadecimal digit 0 means no support for 3 or more HSDPA.

Hexadecimal digits 1 and 2 are reserved.

The twelfth bit: Dual Band and MIMO Capability/Dual Band/.

The thirteenth bit: HSDPA 3 or more Carrier and MIMO Single Band Capability/Adjacent-carrier/

The fourteenth bit: HSDPA 3 or more Carrier and MIMO Dual Band Capability/Dual Band/.

The fifteenth bit: Dual band and Single Stream MIMO Capability/Dual Band/.

The sixteenth bit: HSDPA 3 or more Carrier and Single Stream MIMO Single Band Capability/Adjacent-Carrier/.

The seventeenth bit: HSDPA 3 or more Carrier and Single Stream MIMO Dual Band Capability/Dual Band/.

The eighteenth bit: Frequency Specific Compressed Mode Capability/Multi-Cell/.

The nineteenth bit: UL CLTD capability.

The twentieth bit: Non-contiguous HSDPA operation Capability.

The twenty-first bit to twenty-third bit: Supported MIMO transmit antennas (N). This capability is coded as the representation of the supported MIMO transmit antennas with the twenty-first bit as the MSB and the twenty-third bit as the LSB. Hexadecimal digit 0 means no support for more than 2 MIMO transmit antennas. Hexadecimal digit 2 means MIMO with four transmit antennas support.

Hexadecimal digit 1 is reserved. Undefined values are considered as spare.

The twenty-fourth bit: MIMO with N transmit antennas Capability Adjacent-carrier.

The twenty-fifth bit: MIMO with N transmit antennas Capability Dual Band/Dual Band.

The twenty-sixth bit: Multi Cell and MIMO with N transmit antennas Capability Adjacent-carrier.

The twenty-seventh bit: Multi Cell and MIMO with N transmit antennas Capability Dual Band/Dual Band.

The twenty-eighth bit: HSPA 3 or more Carrier and MIMO with N transmit antennas Capability Adjacent-carrier.

The twenty-ninth bit: HSPA 3 or more Carrier and MIMO with N transmit antennas Capability Dual Band/Dual Band.

This 3GPP release supports MIMO with four transmit antennas for up to 4 carriers.

The thirtieth bit:

Intra-Node B Multiflow.

The thirty-first bit:

Inter-Node B Multiflow.

The thirty-second to thirty fourth bits: Supported Multiflow configuration, where value 0 indicates support for one frequency two cells, value 1 indicates support for two frequencies three cells, value 2 indicates support for two frequencies four cells. Values 3-7 are reserved for future use, 

The thirty-fifth bit: Multiflow and MIMO.

The thirty-sixth bit: Cell Specific Tx Diversity Handling For Multiflow Cell Operation

The thirty-seventh bit: Multiflow and single stream MIMO.

The thirty eighth bit: UL SixtyfourQAM capability.

The thirty ninth bit: UL MIMO capability.

The fortieth bit: UL MIMO and UL SixteenQAM capability.

The forty-first bit: UL MIMO and UL SixtyfourQAM capability.

The forty-second bit: NodeB Triggered HS-DPCCH Transmission Capability.

The forty-third bit: 2ms  and 10ms TTI Concurrent Deployment Capability.

The forty-fourth bit: Further Enhanced UE DRX Capability.

The forty-fifth bit: Per HARQ Activation and Deactivation Capability.

The forty-sixth bit: TTI alignment Capability.

The forty-seventh bit: Common E-RGCH Capability.

The forty-eighth bit: Fallback to R99 PRACH Capability.

The xx bit: Enhanced BCH (S-BCH) Capability.
Note that undefined bits are considered as a spare bit and spare bits shall be set to 0 by the transmitter and shall be ignored by the receiver. Note that Reserved bits are not considered as a spare bit. They shall however be set to 0 by the transmitter and shall be ignored by the receiver.


9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for NBAP.

--

-- **************************************************************

NBAP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Active-Pattern-Sequence-Information,


AddorDeleteIndicator,


MIMO-withfourtransmitantennas-PilotConfiguration,


AICH-Power,
>>Unchanged text omitted

FTPICH-Information,


FTPICH-Information-Reconf,


Common-E-RGCH-InfoFDD,


Further-Enhanced-UE-DRX-InformationFDD,


Common-E-RGCH-Operation-Indicator,


S-BCH-Parameters
FROM NBAP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-Single-Container{},


ProtocolIE-ContainerList{},


NBAP-PRIVATE-IES,


NBAP-PROTOCOL-IES,


NBAP-PROTOCOL-EXTENSION

FROM NBAP-Containers


id-Active-Pattern-Sequence-Information,


id-Additional-S-CCPCH-Parameters-CTCH-ReconfRqstTDD,


id-Additional-S-CCPCH-Parameters-CTCH-SetupRqstTDD,
>>Unchanged text omitted

id-UL-CLTD-State-Update-Information,


id-FTPICH-Information,


id-FTPICH-Information-Reconf,


id-Further-Enhanced-UE-DRX-InformationFDD,


id-Common-E-RGCH-Operation-Indicator,


id-Common-E-RGCH-InfoFDD,

id-S-BCH-Parameters,

id-S-BCH-Parameters-CTCH-SetupRsp,

id-S-BCH-Parameters-CTCH-ReconfRqstFDD,

id-S-BCH-Information-AuditRsp,

id-S-BCH-Information-ResourceStatusInd,

id-S-BCH-Indication,

maxNrOfCCTrCHs,


maxNrOfCellSyncBursts,


maxNrOfCodes,


maxNrOfDCHs,

>>Unchanged text omitted
-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL SETUP REQUEST FDD

--

-- **************************************************************

CommonTransportChannelSetupRequestFDD ::= SEQUENCE {


protocolIEs
ProtocolIE-Container
{{CommonTransportChannelSetupRequestFDD-IEs}},


protocolExtensions
ProtocolExtensionContainer
{{CommonTransportChannelSetupRequestFDD-Extensions}}
OPTIONAL,


...

}

CommonTransportChannelSetupRequestFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

CommonTransportChannelSetupRequestFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-C-ID











CRITICALITY reject

TYPE
C-ID



PRESENCE mandatory
}|


{ ID
id-ConfigurationGenerationID





CRITICALITY reject

TYPE
ConfigurationGenerationID

PRESENCE mandatory
}|


{ ID
id-CommonPhysicalChannelType-CTCH-SetupRqstFDD

CRITICALITY ignore

TYPE
CommonPhysicalChannelType-CTCH-SetupRqstFDD

PRESENCE 
mandatory
},


...

}

CommonPhysicalChannelType-CTCH-SetupRqstFDD ::= CHOICE {


secondary-CCPCH-parameters

Secondary-CCPCH-CTCH-SetupRqstFDD,


pRACH-parameters



PRACH-CTCH-SetupRqstFDD,


notUsed-pCPCHes-parameters

NULL,


...

}

Secondary-CCPCH-CTCH-SetupRqstFDD ::= SEQUENCE {


commonPhysicalChannelID
CommonPhysicalChannelID,


fdd-S-CCPCH-Offset
FDD-S-CCPCH-Offset,


dl-ScramblingCode
DL-ScramblingCode
OPTIONAL,


-- This IE shall be present if the PCH Parameters IE is not present


fdd-DL-ChannelisationCodeNumber
FDD-DL-ChannelisationCodeNumber,


tFCS
TFCS,


secondary-CCPCH-SlotFormat
SecondaryCCPCH-SlotFormat,


tFCI-Presence
TFCI-Presence
OPTIONAL,


-- This IE shall be present if the Secondary CCPCH Slot Format is set to any of the values from 8 to 17 or if 3.84Mcps TDD IMB is used


multiplexingPosition
MultiplexingPosition,


powerOffsetInformation
PowerOffsetInformation-CTCH-SetupRqstFDD,


sTTD-Indicator
STTD-Indicator,


fACH-Parameters
FACH-ParametersList-CTCH-SetupRqstFDD

OPTIONAL,


pCH-Parameters
PCH-Parameters-CTCH-SetupRqstFDD
OPTIONAL,


iE-Extensions
ProtocolExtensionContainer  { { Secondary-CCPCHItem-CTCH-SetupRqstFDD-ExtIEs} }
OPTIONAL,


...

}

Secondary-CCPCHItem-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-MICH-Parameters-CTCH-SetupRqstFDD


CRITICALITY reject
EXTENSION MICH-Parameters-CTCH-SetupRqstFDD

PRESENCE optional
}|


{ ID id-FDD-S-CCPCH-FrameOffset-CTCH-SetupRqstFDD
CRITICALITY reject
EXTENSION FDD-S-CCPCH-FrameOffset





PRESENCE optional
}|


{ ID id-ModulationPO-MBSFN






CRITICALITY reject
EXTENSION ModulationPO-MBSFN






PRESENCE optional
}|


{ ID id-Secondary-CCPCH-SlotFormat-Extended


CRITICALITY reject
EXTENSION Secondary-CCPCH-SlotFormat-Extended

PRESENCE optional
}|


{ ID id-IMB-Parameters







CRITICALITY reject
EXTENSION IMB-Parameters



PRESENCE optional
}|

{ ID id-S-BCH-Parameters






CRITICALITY reject
EXTENSION S-BCH-Parameters


PRESENCE optional
},

...

}

PowerOffsetInformation-CTCH-SetupRqstFDD ::= SEQUENCE {


pO1-ForTFCI-Bits





PowerOffset,


pO3-ForPilotBits





PowerOffset,


iE-Extensions






ProtocolExtensionContainer { { PowerOffsetInformation-CTCH-SetupRqstFDD-ExtIEs} }
OPTIONAL,


...

}

>>Unchanged text omitted
-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL SETUP RESPONSE

--

-- **************************************************************

CommonTransportChannelSetupResponse ::= SEQUENCE {


protocolIEs



ProtocolIE-Container

{{CommonTransportChannelSetupResponse-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CommonTransportChannelSetupResponse-Extensions}}
OPTIONAL,


...

}

CommonTransportChannelSetupResponse-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-FACH-ParametersList-CTCH-SetupRsp
CRITICALITY ignore
TYPE FACH-CommonTransportChannel-InformationResponse

PRESENCE
optional
}|


{ ID id-PCH-Parameters-CTCH-SetupRsp

CRITICALITY ignore
TYPE CommonTransportChannel-InformationResponse



PRESENCE
optional
}|


{ ID id-RACH-Parameters-CTCH-SetupRsp

CRITICALITY ignore
TYPE CommonTransportChannel-InformationResponse



PRESENCE
optional
}|


{ ID id-CriticalityDiagnostics



CRITICALITY ignore
TYPE CriticalityDiagnostics




PRESENCE
optional
}|

{ ID id-S-BCH-Parameters-CTCH-SetupRsp

CRITICALITY ignore
TYPE CommonTransportChannel-InformationResponse



PRESENCE
optional
},

...

}

CommonTransportChannelSetupResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

FACH-CommonTransportChannel-InformationResponse ::= SEQUENCE (SIZE (1..maxNrOfFACHs)) OF CommonTransportChannel-InformationResponse

>>Unchanged text omitted
-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST FDD

--

-- **************************************************************

CommonTransportChannelReconfigurationRequestFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container

{{CommonTransportChannelReconfigurationRequestFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CommonTransportChannelReconfigurationRequestFDD-Extensions}}

OPTIONAL,


...

}

CommonTransportChannelReconfigurationRequestFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-C-ID










CRITICALITY reject
TYPE C-ID






PRESENCE mandatory }|


{ ID id-ConfigurationGenerationID





CRITICALITY reject
TYPE ConfigurationGenerationID




PRESENCE mandatory }|


{ ID id-CommonPhysicalChannelType-CTCH-ReconfRqstFDD
CRITICALITY reject
TYPE CommonPhysicalChannelType-CTCH-ReconfRqstFDD
PRESENCE mandatory },


...

}

CommonTransportChannelReconfigurationRequestFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

CommonPhysicalChannelType-CTCH-ReconfRqstFDD ::= CHOICE {


secondary-CCPCH-parameters

Secondary-CCPCHList-CTCH-ReconfRqstFDD,


pRACH-parameters



PRACHList-CTCH-ReconfRqstFDD,


notUsed-cPCH-parameters


NULL,


...

}

Secondary-CCPCHList-CTCH-ReconfRqstFDD ::= SEQUENCE {


fACH-ParametersList-CTCH-ReconfRqstFDD

FACH-ParametersList-CTCH-ReconfRqstFDD
OPTIONAL,


pCH-Parameters-CTCH-ReconfRqstFDD


PCH-Parameters-CTCH-ReconfRqstFDD
OPTIONAL,


pICH-Parameters-CTCH-ReconfRqstFDD


PICH-Parameters-CTCH-ReconfRqstFDD
OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { Secondary-CCPCH-CTCH-ReconfRqstFDD-ExtIEs} }
OPTIONAL,


...

}

Secondary-CCPCH-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-MICH-Parameters-CTCH-ReconfRqstFDD

CRITICALITY reject
EXTENSION MICH-Parameters-CTCH-ReconfRqstFDD


PRESENCE optional
}|

{ ID id-S-BCH-Parameters-CTCH-ReconfRqstFDD

CRITICALITY ignore
EXTENSION S-BCH-Parameters-CTCH-ReconfRqstFDD


PRESENCE optional
},

...

}

>>Unchanged text omitted
PICH-ParametersItem-CTCH-ReconfRqstFDD ::= SEQUENCE {


commonPhysicalChannelID



CommonPhysicalChannelID,


pICH-Power






PICH-Power

OPTIONAL,


iE-Extensions





ProtocolExtensionContainer  { { PICH-ParametersItem-CTCH-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...

}

PICH-ParametersItem-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

MICH-Parameters-CTCH-ReconfRqstFDD ::= SEQUENCE {


commonPhysicalChannelID



CommonPhysicalChannelID,


mICH-Power






PICH-Power














OPTIONAL,


iE-Extensions





ProtocolExtensionContainer  { { MICH-Parameters-CTCH-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...

}

MICH-Parameters-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

S-BCH-ParametersItem-CTCH-ReconfRqstFDD ::= SEQUENCE {


commonTransportChannelID
CommonTransportChannelID,


s-BCH-Power




DL-Power





OPTIONAL,


toAWS





ToAWS






OPTIONAL,


toAWE





ToAWE






OPTIONAL,

tnlQos





TnlQos






OPTIONAL,

iE-Extensions
ProtocolExtensionContainer  { { S-BCH-ParametersItem-CTCH-ReconfRqstFDD-ExtIEs} }
OPTIONAL,


...

}

S-BCH-ParametersItem-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PRACHList-CTCH-ReconfRqstFDD ::= SEQUENCE {


pRACH-ParametersList-CTCH-ReconfRqstFDD
PRACH-ParametersList-CTCH-ReconfRqstFDD
OPTIONAL,


aICH-ParametersList-CTCH-ReconfRqstFDD
AICH-ParametersList-CTCH-ReconfRqstFDD
OPTIONAL,


iE-Extensions
ProtocolExtensionContainer { { PRACH-CTCH-ReconfRqstFDD-ExtIEs} }
OPTIONAL,


...

}

PRACH-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

>>Unchanged text omitted
Cell-InformationItem-AuditRsp ::= SEQUENCE {


c-ID
C-ID,


configurationGenerationID
ConfigurationGenerationID,


resourceOperationalState
ResourceOperationalState,


availabilityStatus
AvailabilityStatus,


local-Cell-ID
Local-Cell-ID,


primary-SCH-Information
P-SCH-Information-AuditRsp
OPTIONAL,


secondary-SCH-Information
S-SCH-Information-AuditRsp
OPTIONAL,


primary-CPICH-Information
P-CPICH-Information-AuditRsp
OPTIONAL,


secondary-CPICH-InformationList
S-CPICH-InformationList-AuditRsp
OPTIONAL,


primary-CCPCH-Information
P-CCPCH-Information-AuditRsp
OPTIONAL,


bCH-Information
BCH-Information-AuditRsp
OPTIONAL,


secondary-CCPCH-InformationList
S-CCPCH-InformationList-AuditRsp
OPTIONAL,


pCH-Information
PCH-Information-AuditRsp
OPTIONAL,


pICH-Information
PICH-Information-AuditRsp
OPTIONAL,


fACH-InformationList
FACH-InformationList-AuditRsp
OPTIONAL,


pRACH-InformationList
PRACH-InformationList-AuditRsp
OPTIONAL,


rACH-InformationList
RACH-InformationList-AuditRsp
OPTIONAL,


aICH-InformationList
AICH-InformationList-AuditRsp
OPTIONAL,


notUsed-1-pCPCH-InformationList
NULL
OPTIONAL,



notUsed-2-cPCH-InformationList
NULL
OPTIONAL,


notUsed-3-aP-AICH-InformationList
NULL
OPTIONAL,


notUsed-4-cDCA-ICH-InformationList
NULL
OPTIONAL,


sCH-Information
SCH-Information-AuditRsp
OPTIONAL,


iE-Extensions
ProtocolExtensionContainer  { { Cell-InformationItem-AuditRsp-ExtIEs} }
OPTIONAL,


...

}

Cell-InformationItem-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-FPACH-LCR-InformationList-AuditRsp

CRITICALITY ignore
EXTENSION FPACH-LCR-InformationList-AuditRsp


PRESENCE optional }|


-- Applicable to 1.28Mcps TDD only


{ ID id-DwPCH-LCR-InformationList-AuditRsp

CRITICALITY ignore
EXTENSION Common-PhysicalChannel-Status-Information
PRESENCE optional }|


-- Applicable to 1.28Mcps TDD only


{ ID id-HSDSCH-Resources-Information-AuditRsp
CRITICALITY ignore
EXTENSION HS-DSCH-Resources-Information-AuditRsp

PRESENCE optional }|


-- For 1.28Mcps TDD, this HS-DSCH Resource Information is for the first Frequency repetition, HS-DSCH Resource Information for Frequency repetitions 2 and on, should be defined in MultipleFreq-HS-DSCH-Resources-InformationList-AuditRsp.


{ ID id-MICH-Information-AuditRsp



CRITICALITY ignore
EXTENSION Common-PhysicalChannel-Status-Information

PRESENCE optional }|


{ ID id-S-CCPCH-InformationListExt-AuditRsp

CRITICALITY ignore
EXTENSION S-CCPCH-InformationListExt-AuditRsp



PRESENCE optional }|


-- Applicable to 3.84Mcps TDD only, used when there are more than maxSCCPCHCell SCCPCHs in the cell.


{ ID id-S-CCPCH-LCR-InformationListExt-AuditRsp
CRITICALITY ignore
EXTENSION S-CCPCH-LCR-InformationListExt-AuditRsp


PRESENCE optional }|


-- Applicable to 1.28Mcps TDD only, used when there are more than maxSCCPCHCell SCCPCHs in the cell.


{ ID id-E-DCH-Resources-Information-AuditRsp
CRITICALITY ignore
EXTENSION E-DCH-Resources-Information-AuditRsp



PRESENCE optional }|

-- For 1.28Mcps TDD, this E-DCH Resource Information is for the first Frequency repetition, E-DCH Resource Information for Frequency repetitions 2 and on, should be defined in MultipleFreq-E-DCH-Resources-InformationList-AuditRsp.


{ ID id-PLCCH-InformationList-AuditRsp


CRITICALITY ignore
EXTENSION PLCCH-InformationList-AuditRsp




PRESENCE optional }|


{ ID id-P-CCPCH-768-Information-AuditRsp

CRITICALITY ignore
EXTENSION Common-PhysicalChannel-Status-Information768
PRESENCE optional }|


{ ID id-S-CCPCH-768-InformationList-AuditRsp
CRITICALITY ignore
EXTENSION S-CCPCH-768-InformationList-AuditRsp



PRESENCE optional }|


{ ID id-PICH-768-Information-AuditRsp


CRITICALITY ignore
EXTENSION Common-PhysicalChannel-Status-Information768
PRESENCE optional }|


{ ID id-PRACH-768-InformationList-AuditRsp

CRITICALITY ignore
EXTENSION PRACH-768-InformationList-AuditRsp



PRESENCE optional }|


{ ID id-SCH-768-Information-AuditRsp


CRITICALITY ignore
EXTENSION Common-PhysicalChannel-Status-Information768
PRESENCE optional }|


{ ID id-MICH-768-Information-AuditRsp


CRITICALITY ignore
EXTENSION Common-PhysicalChannel-Status-Information768
PRESENCE optional }|


{ ID id-E-RUCCH-InformationList-AuditRsp

CRITICALITY ignore
EXTENSION E-RUCCH-InformationList-AuditRsp




PRESENCE optional }|


{ ID id-E-RUCCH-768-InformationList-AuditRsp
CRITICALITY ignore
EXTENSION E-RUCCH-768-InformationList-AuditRsp



PRESENCE optional }|


{ ID id-Cell-Frequency-List-Information-LCR-MulFreq-AuditRsp
CRITICALITY ignore
EXTENSION  Cell-Frequency-List-Information-LCR-MulFreq-AuditRsp
 PRESENCE optional }| 
-- Applicable to 1.28Mcps TDD when using multiple frequencies

{ ID id-UPPCH-LCR-InformationList-AuditRsp

CRITICALITY ignore

EXTENSION UPPCH-LCR-InformationList-AuditRsp

PRESENCE optional
}|


  -- Applicable to 1.28Mcps TDD only

{ ID id-multipleFreq-HS-DSCH-Resources-InformationList-AuditRsp
CRITICALITY ignore
EXTENSION MultipleFreq-HS-DSCH-Resources-InformationList-AuditRsp
PRESENCE optional }|

-- Applicable to 1.28Mcps TDD when using multiple frequencies.This HS-DSCH Resource Information is for the 2nd and beyond frequencies.

{ ID id-MultipleFreq-E-DCH-Resources-InformationList-AuditRsp
CRITICALITY ignore
EXTENSION MultipleFreq-E-DCH-Resources-InformationList-AuditRsp
PRESENCE optional }|

-- Applicable to 1.28Mcps TDD when using multiple frequencies. This E-DCH Resource Information is for the 2nd and beyond frequencies.

{ ID id-S-BCH-Information-AuditRsp



CRITICALITY ignore
EXTENSION Common-TransportChannel-Status-Information

PRESENCE optional },

-- FDD only.

...

}

>>Unchanged text omitted
Cell-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxCellinNodeB)) OF ProtocolIE-Single-Container {{ Cell-InformationItemIE-ResourceStatusInd }}

Cell-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-Cell-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE Cell-InformationItem-ResourceStatusInd

PRESENCE mandatory }

}

Cell-InformationItem-ResourceStatusInd  ::= SEQUENCE {


c-ID








C-ID,


resourceOperationalState 



ResourceOperationalState





OPTIONAL,


availabilityStatus





AvailabilityStatus







OPTIONAL,


primary-SCH-Information




P-SCH-Information-ResourceStatusInd



OPTIONAL, -- FDD only

secondary-SCH-Information



S-SCH-Information-ResourceStatusInd



OPTIONAL, -- FDD only

primary-CPICH-Information



P-CPICH-Information-ResourceStatusInd


OPTIONAL, -- FDD only

secondary-CPICH-Information



S-CPICH-InformationList-ResourceStatusInd

OPTIONAL, -- FDD only

primary-CCPCH-Information



P-CCPCH-Information-ResourceStatusInd


OPTIONAL,


bCH-Information






BCH-Information-ResourceStatusInd 



OPTIONAL,


secondary-CCPCH-InformationList


S-CCPCH-InformationList-ResourceStatusInd

OPTIONAL,


pCH-Information






PCH-Information-ResourceStatusInd 



OPTIONAL,


pICH-Information





PICH-Information-ResourceStatusInd



OPTIONAL,


fACH-InformationList




FACH-InformationList-ResourceStatusInd 


OPTIONAL,


pRACH-InformationList




PRACH-InformationList-ResourceStatusInd


OPTIONAL,


rACH-InformationList




RACH-InformationList-ResourceStatusInd 


OPTIONAL,


aICH-InformationList




AICH-InformationList-ResourceStatusInd 


OPTIONAL, -- FDD only

notUsed-1-pCPCH-InformationList


NULL










OPTIONAL,


notUsed-2-cPCH-InformationList


NULL










OPTIONAL,


notUsed-3-aP-AICH-InformationList

NULL










OPTIONAL,


notUsed-4-cDCA-ICH-InformationList

NULL










OPTIONAL,


sCH-Information






SCH-Information-ResourceStatusInd 



OPTIONAL, -- Applicable to 3.84Mcps TDD only

iE-Extensions






ProtocolExtensionContainer { { Cell-InformationItem-ResourceStatusInd-ExtIEs} }
OPTIONAL,


...

}

Cell-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-FPACH-LCR-InformationList-ResourceStatusInd


CRITICALITY ignore
EXTENSION FPACH-LCR-InformationList-ResourceStatusInd


PRESENCE optional }|
-- Applicable to 1.28Mcps TDD only


{ ID id-DwPCH-LCR-Information-ResourceStatusInd



CRITICALITY ignore
EXTENSION DwPCH-LCR-Information-ResourceStatusInd




PRESENCE optional }|
-- Applicable to 1.28Mcps TDD only


{ ID id-HSDSCH-Resources-Information-ResourceStatusInd

CRITICALITY ignore
EXTENSION HS-DSCH-Resources-Information-ResourceStatusInd


PRESENCE optional }|
-- For 1.28Mcps TDD, this HS-DSCH Resource Information is for the first Frequency repetition, HS-DSCH Resource Information for Frequency repetitions 2 and on, should be defined in MultipleFreq-HS-DSCH-Resources-InformationList-ResourceStatusInd.


{ ID id-MICH-Information-ResourceStatusInd




CRITICALITY ignore
EXTENSION Common-PhysicalChannel-Status-Information



PRESENCE optional }|


{ ID id-S-CCPCH-InformationListExt-ResourceStatusInd

CRITICALITY ignore
EXTENSION S-CCPCH-InformationListExt-ResourceStatusInd


PRESENCE optional }|


-- Applicable to 3.84Mcps TDD only, used when there are more than maxSCCPCHCell SCCPCHs in the message.


{ ID id-S-CCPCH-LCR-InformationListExt-ResourceStatusInd
CRITICALITY ignore
EXTENSION S-CCPCH-LCR-InformationListExt-ResourceStatusInd

PRESENCE optional }|


-- Applicable to 1.28Mcps TDD only, used when there are more than maxSCCPCHCell SCCPCHs in the message.


{ ID id-E-DCH-Resources-Information-ResourceStatusInd

CRITICALITY ignore
EXTENSION E-DCH-Resources-Information-ResourceStatusInd


PRESENCE optional }|

-- For 1.28Mcps TDD, this E-DCH Resource Information is for the first Frequency repetition, E-DCH Resource Information for Frequency repetitions 2 and on, should be defined in MultipleFreq-E-DCH-Resources-InformationList-ResourceStatusInd.


{ ID id-PLCCH-InformationList-ResourceStatusInd



CRITICALITY ignore
EXTENSION PLCCH-InformationList-ResourceStatusInd





PRESENCE optional }|


{ ID id-P-CCPCH-768-Information-ResourceStatusInd


CRITICALITY ignore
EXTENSION Common-PhysicalChannel-Status-Information768


PRESENCE optional }|


{ ID id-S-CCPCH-768-InformationList-ResourceStatusInd

CRITICALITY ignore
EXTENSION S-CCPCH-768-InformationList-ResourceStatusInd


PRESENCE optional }|


{ ID id-PICH-768-Information-ResourceStatusInd



CRITICALITY ignore
EXTENSION Common-PhysicalChannel-Status-Information768

PRESENCE optional }|


{ ID id-PRACH-768-InformationList-ResourceStatusInd


CRITICALITY ignore
EXTENSION PRACH-768-InformationList-ResourceStatusInd


PRESENCE optional }|


{ ID id-SCH-768-Information-ResourceStatusInd



CRITICALITY ignore
EXTENSION Common-PhysicalChannel-Status-Information768

PRESENCE optional }|


{ ID id-MICH-768-Information-ResourceStatusInd



CRITICALITY ignore
EXTENSION Common-PhysicalChannel-Status-Information768

PRESENCE optional }|


{ ID id-E-RUCCH-InformationList-ResourceStatusInd


CRITICALITY ignore
EXTENSION E-RUCCH-InformationList-ResourceStatusInd


PRESENCE optional }|


{ ID id-E-RUCCH-768-InformationList-ResourceStatusInd


CRITICALITY ignore
EXTENSION E-RUCCH-768-InformationList-ResourceStatusInd


PRESENCE optional }|

{ ID id-Cell-Frequency-List-Information-LCR-MulFreq-ResourceStatusInd

CRITICALITY ignore

EXTENSION Cell-Frequency-List-Information-LCR-MulFreq-ResourceStatusInd


PRESENCE optional }|
-- Applicable to 1.28Mcps TDD when using multiple frequencies


{ ID id-UPPCH-LCR-InformationList-ResourceStatusInd






CRITICALITY ignore

EXTENSION UPPCH-LCR-InformationList-ResourceStatusInd




PRESENCE optional }|
-- Applicable to 1.28Mcps TDD only

{ ID id-multipleFreq-HS-DSCH-Resources-InformationList-ResourceStatusInd
CRITICALITY ignore

EXTENSION MultipleFreq-HS-DSCH-Resources-InformationList-ResourceStatusInd
PRESENCE optional }|


-- Applicable to 1.28Mcps TDD when using multiple frequencies, This HS-DSCH Resource Information is for the 2nd and beyond frequencies.

{ ID id-MultipleFreq-E-DCH-Resources-InformationList-ResourceStatusInd

CRITICALITY ignore

EXTENSION MultipleFreq-E-DCH-Resources-InformationList-ResourceStatusInd
PRESENCE optional }|

-- Applicable to 1.28Mcps TDD when using multiple frequencies. This E-DCH Resource Information is for the 2nd and beyond frequencies.

{ ID id-S-BCH-Information-ResourceStatusInd

CRITICALITY ignore
EXTENSION Common-TransportChannel-Status-Information

PRESENCE optional },

-- FDD Only.

...

}

>>Unchanged text omitted
-- **************************************************************

--

-- SYSTEM INFORMATION UPDATE REQUEST

--

-- **************************************************************

SystemInformationUpdateRequest ::= SEQUENCE {


protocolIEs



ProtocolIE-Container

{{SystemInformationUpdateRequest-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{SystemInformationUpdateRequest-Extensions}}

OPTIONAL,


...

}

SystemInformationUpdateRequest-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-C-ID











CRITICALITY reject
TYPE C-ID




PRESENCE mandatory }|


{ ID id-BCCH-ModificationTime







CRITICALITY reject
TYPE BCCH-ModificationTime



PRESENCE optional }|


{ ID id-MIB-SB-SIB-InformationList-SystemInfoUpdateRqst

CRITICALITY reject
TYPE MIB-SB-SIB-InformationList-SystemInfoUpdateRqst



PRESENCE mandatory },


...

}

SystemInformationUpdateRequest-Extensions NBAP-PROTOCOL-EXTENSION ::= {

{ ID id-S-BCH-Indication


CRITICALITY reject
EXTENSION S-BCH-Indication  PRESENCE optional },

...

}

MIB-SB-SIB-InformationList-SystemInfoUpdateRqst ::= SEQUENCE (SIZE (1..maxIB)) OF MIB-SB-SIB-InformationItem-SystemInfoUpdateRqst

MIB-SB-SIB-InformationItem-SystemInfoUpdateRqst ::= SEQUENCE {


iB-Type







IB-Type,



iB-OC-ID






IB-OC-ID,


deletionIndicator




DeletionIndicator-SystemInfoUpdate,


iE-Extensions





ProtocolExtensionContainer { { MIB-SB-SIB-InformationItem-SystemInfoUpdateRqst-ExtIEs} }

OPTIONAL,


...

}

MIB-SB-SIB-InformationItem-SystemInfoUpdateRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

S-BCH-Indication ::= ENUMERATED {


inUse,

...
}
DeletionIndicator-SystemInfoUpdate ::= CHOICE {


no-Deletion






No-Deletion-SystemInfoUpdate,


yes-Deletion





NULL

}

No-Deletion-SystemInfoUpdate ::= SEQUENCE {


sIB-Originator






SIB-Originator



OPTIONAL,


-- This IE shall be present if the IB-Type IE is set to "SIB"


iB-SG-REP







IB-SG-REP




OPTIONAL,


segmentInformationList




SegmentInformationList-SystemInfoUpdate,


iE-Extensions






ProtocolExtensionContainer { { No-DeletionItem-SystemInfoUpdate-ExtIEs} }

OPTIONAL,


...

}

No-DeletionItem-SystemInfoUpdate-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

SegmentInformationList-SystemInfoUpdate ::= ProtocolIE-Single-Container {{ SegmentInformationListIEs-SystemInfoUpdate }}

SegmentInformationListIEs-SystemInfoUpdate NBAP-PROTOCOL-IES ::= {


{ ID id-SegmentInformationListIE-SystemInfoUpdate   CRITICALITY reject
TYPE SegmentInformationListIE-SystemInfoUpdate

PRESENCE mandatory }

}

SegmentInformationListIE-SystemInfoUpdate ::= SEQUENCE (SIZE (1..maxIBSEG)) OF SegmentInformationItem-SystemInfoUpdate

SegmentInformationItem-SystemInfoUpdate ::= SEQUENCE {


iB-SG-POS







IB-SG-POS


OPTIONAL,


segment-Type






Segment-Type

OPTIONAL,


-- This IE shall be present if the SIB Originator IE is set to "CRNC" or the IB-Type IE is set to "MIB", "SB1" or "SB2"


iB-SG-DATA







IB-SG-DATA


OPTIONAL,


-- This IE shall be present if the SIB Originator IE is set to "CRNC" or the IB-Type IE is set to "MIB", "SB1" or "SB2"


iE-Extensions






ProtocolExtensionContainer { { SegmentInformationItem-SystemInfoUpdate-ExtIEs} }
OPTIONAL,


...

}

SegmentInformationItem-SystemInfoUpdate-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

>>Unchanged text omitted
9.3.4
Information Elements Definitions

--******************************************************************************

--

-- Information Element Definitions

--

--******************************************************************************

NBAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


maxNrOfRLs,

maxNrOfTFCs,


maxNrOfErrors,


maxCTFC,


maxNrOfTFs,


maxTTI-count,


maxRateMatching,


maxHS-PDSCHCodeNrComp-1,


maxHS-SCCHCodeNrComp-1,


maxNrOfCellSyncBursts,


maxNrOfCombEDPDCH,
>>Unchanged text omitted
-- ==========================================

--
C

-- ==========================================

Cause ::= CHOICE {


radioNetwork


CauseRadioNetwork,


transport


CauseTransport,


protocol



CauseProtocol,


misc




CauseMisc,


...

}

CauseMisc ::= ENUMERATED {


control-processing-overload,


hardware-failure,


oam-intervention,


not-enough-user-plane-processing-resources,


unspecified,


...

}

CauseProtocol ::= ENUMERATED {


transfer-syntax-error,


abstract-syntax-error-reject,


abstract-syntax-error-ignore-and-notify,


message-not-compatible-with-receiver-state,


semantic-error,


unspecified,


abstract-syntax-error-falsely-constructed-message,


...

}

CauseRadioNetwork ::= ENUMERATED {


unknown-C-ID,


cell-not-available,


power-level-not-supported, 


dl-radio-resources-not-available,


ul-radio-resources-not-available,


rl-already-ActivatedOrAllocated,


nodeB-Resources-unavailable,


measurement-not-supported-for-the-object,


combining-resources-not-available,


requested-configuration-not-supported,


synchronisation-failure,


priority-transport-channel-established,


sIB-Origination-in-Node-B-not-Supported,


requested-tx-diversity-mode-not-supported,


unspecified,


bCCH-scheduling-error,


measurement-temporarily-not-available,


invalid-CM-settings,

reconfiguration-CFN-not-elapsed,

number-of-DL-codes-not-supported,

s-cpich-not-supported,


combining-not-supported,


ul-sf-not-supported,


dl-SF-not-supported, 


common-transport-channel-type-not-supported,


dedicated-transport-channel-type-not-supported,


downlink-shared-channel-type-not-supported,


uplink-shared-channel-type-not-supported,


cm-not-supported,


tx-diversity-no-longer-supported,


unknown-Local-Cell-ID,


...,


number-of-UL-codes-not-supported,


information-temporarily-not-available,


information-provision-not-supported-for-the-object,


cell-synchronisation-not-supported,


cell-synchronisation-adjustment-not-supported,


dpc-mode-change-not-supported,

iPDL-already-activated,


iPDL-not-supported,


iPDL-parameters-not-available,


frequency-acquisition-not-supported,


power-balancing-status-not-compatible,


requested-typeofbearer-re-arrangement-not-supported,


signalling-Bearer-Re-arrangement-not-supported,


bearer-Re-arrangement-needed,


delayed-activation-not-supported,

rl-timing-adjustment-not-supported,


mich-not-supported,


f-DPCH-not-supported,


modification-period-not-available,


pLCCH-not-supported,


continuous-packet-connectivity-DTX-DRX-operation-not-available,


continuous-packet-connectivity-UE-DTX-Cycle-not-available,


mIMO-not-available,

e-DCH-MACdPDU-SizeFormat-not-available,


multi-Cell-operation-not-available,


semi-Persistent-scheduling-not-supported,


continuous-Packet-Connectivity-DRX-not-supported,


continuous-Packet-Connectivity-DRX-not-available,


sixtyfourQAM-DL-and-MIMO-Combined-not-available,

s-cpich-power-offset-not-available,


tx-diversity-for-mimo-on-DL-control-channels-not-available,


single-Stream-MIMO-not-available,


multi-Cell-operation-with-MIMO-not-available,


multi-Cell-operation-with-Single-Stream-MIMO-not-available,

cellSpecificTxDiversityHandlingForMultiCellOperationNotAvailable,


multi-Cell-EDCH-operation-not-available,


frequency-Specific-Compressed-Mode-operation-not-available,


uL-CLTD-Operation-not-available,


mimo-withfourtransmitantennas-not-available,


dualstream-mimo-withfourtransmitantennas-not-available,


multiflow-operation-not-available,


ul-SixtyfourQAM-Operation-not-available,


ul-MIMO-Operation-not-available,


ul-MIMO-SixteenQAM-Operation-not-available,


ul-MIMO-SixtyfourQAM-Operation-not-available,


nodeB-Triggered-HS-DPCCH-Transmission-operation-not-available,


two-msand10ms-TTI-Concurrent-Deployment-operation-not-available,


further-Enhanced-UE-DRX-operation-not-available,


per-HARQ-Activation-and-Deactivation-operation-not-available,


tTI-alignment-operation-not-available,


common-E-RGCH-operation-not-available,


s-BCH-scheduling-error
}

CauseTransport ::= ENUMERATED {


transport-resource-unavailable,


unspecified,


...

}
Cell-Capability-Container ::= BIT STRING (SIZE (128))
-- First bit: Cell Specific Tx Diversity Handling For Multi Cell Operation Capability
-- Second bit: Multi Cell and MIMO Capability
-- Third bit: Multi Cell and Single Stream MIMO Capability
-- Fourth bit: Multi Cell E-DCH Capability
-- Fifth bit: Separate Iub Transport Bearer Capability
-- Sixth bit: E-DCH UL Flow Multiplexing Capability

-- Seventh to eleventh bit: Maximum No of HSDPA Frequencies capability

-- Twelfth bit: Dual Band and MIMO Capability

-- Thirteenth bit: 3 or more carrier HSDPA and MIMO Single Band Capability

-- Fourteenth bit: 3 or more carrier HSDPA and MIMO Dual Band Capability

-- Fifteenth bit : Dual Band and Single Stream MIMO Capability

-- Sixteenth bit : 3 or more carrier HSDPA and Single Stream MIMO Single Band Capability

-- Seventeenth bit : 3 or more carrier HSDPA and Single Stream MIMO Dual Band Capability

-- Eighteenth bit: Frequency Specific Compressed Mode Capability

-- Nineteenth bit: UL CLTD Capability
-- Twentieth bit: Non-contiguous HSDPA operation Capability

-- Twenty-first to twentythird bit: Supported MIMO transmit antennas (N).

-- Twenty-fourth bit: MIMO with N transmit antennas Capability Adjacent-carrier.

-- Twenty-fifth bit: MIMO with N transmit antennas Capability Dual Band/Dual Band.

-- Twenty-sixth bit: Multi Cell and MIMO with N transmit antennas Capability Adjacent-carrier.

-- Twenty-seventh bit: Multi Cell and MIMO with N transmit antennas Capability Dual Band/Dual Band.

-- Twenty-eighth bit: HSPA 3 or more Carrier and MIMO with N transmit antennas Capability Adjacent-carrier.

-- Twenty-ninth bit: HSPA 3 or more Carrier and MIMO with N transmit antennas Capability Dual Band/Dual Band.

-- Thirtieth bit: Intra-Node B Multiflow.

-- Thirty-first bit: Inter-Node B Multiflow.

-- Thirty-second to thirty-fourth bits: Supported Multiflow configuration, where:

--   value 0 indicates support for one frequency two cells.

--   value 1 indicates support for two frequencies three cells.

--   value 2 indicates support for two frequencies four cells.

--   values 3-7 are reserved for future use.

-- Thirty-fifth bit: Multiflow and MIMO.

-- Thirty-sixth bit: Cell Specific Tx Diversity Handling For Multiflow Cell Operation.

-- Thirty-seventh bit: Multiflow and single stream MIMO.

-- Thirty-eighth bit: UL 64QAM Capability.

-- Thirty-ninth bit: UL MIMO Capability.

-- Fortieth bit: UL MIMO and UL 16QAM Capability.

-- Forty-first bit: UL MIMO and UL 64QAM Capability.

-- Forty-second bit: NodeB Triggered HS-DPCCH Transmission Capability

-- Forty-third bit: 2ms and 10ms TTI Concurrent Deployment Capability

-- Forty-fourth bit: Further Enhanced UE DRX Capability

-- Forty-fifth bit: Per HARQ Activation and Deactivation Capability

-- Forty-sixth bit: TTI alignment Capability

-- Forty-seventh bit: Common E-RGCH Capability

-- Forty-eighth bit: Fallback to R99 PRACH Capability

-- XX bit: Enhanced BCH (S-BCH) Capability
>>Unchanged text omitted
IB-OC-ID ::= INTEGER (1..16)

IB-SG-DATA ::= BIT STRING

-- Contains SIB data fixed" or "SIB data variable" in segment as encoded in ref.TS 25.331 [18].

IB-SG-POS ::= INTEGER (0..4094)

-- Only even positions allowed

IB-SG-REP ::= ENUMERATED {rep4, rep8, rep16, rep32, rep64, rep128, rep256, rep512, rep1024, rep2048, rep4096}

IB-Type ::= ENUMERATED {


mIB, 


sB1,


sB2,


sIB1, 


sIB2,


sIB3,


sIB4,


sIB5,


sIB6,


sIB7,


not-Used-sIB8,


not-Used-sIB9,


not-Used-sIB10,


sIB11,


sIB12,


sIB13,


sIB13dot1,


sIB13dot2,


sIB13dot3,


sIB13dot4,


sIB14,


sIB15,


sIB15dot1,


sIB15dot2,


sIB15dot3,


sIB16,


...,


sIB17,


sIB15dot4,


sIB18,


sIB15dot5,


sIB5bis,


sIB11bis,


sIB15bis,


sIB15dot1bis,


sIB15dot2bis,


sIB15dot3bis,


sIB15dot6,


sIB15dot7,


sIB15dot8,


sIB15dot2ter,


sIB19,


not-Applicable-SIB20,


sIB21,


sIB22,


sIB15dot1ter,


sB3
}

IMB-Parameters ::= SEQUENCE {


sub-Frame-Number





Sub-Frame-Number,


fdd-dl-ChannelisationCodeNumber


FDD-DL-ChannelisationCodeNumber






OPTIONAL,


ie-Extensions






ProtocolExtensionContainer { { IMB-Parameters-ExtIEs} }
OPTIONAL,


...

}

IMB-Parameters-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
S-BCH-Parameters ::= SEQUENCE {


commonTransportChannelID


CommonTransportChannelID,


toAWS







ToAWS,


toAWE







ToAWE,



s-BCH-Power






DL-Power,

bindingID






BindingID





OPTIONAL,

transportlayeraddress



TransportLayerAddress


OPTIONAL,

tnlQos







TnlQos






OPTIONAL,

iE-Extensions





ProtocolExtensionContainer  { { S-BCH-ParametersItem-ExtIEs} }

OPTIONAL,


...

}

S-BCH-ParametersItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

Inactivity-Threshold-for-UE-DRX-Cycle ::= ENUMERATED {v0, v1, v2, v4, v8, v16, v32, v64, v128, v256, v512}
-- Unit subframe

>>Unchanged text omitted
9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

NBAP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-Constants (4)}

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM NBAP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-audit 











ProcedureCode ::= 0

id-auditRequired 









ProcedureCode ::= 1

id-blockResource 









ProcedureCode ::= 2

id-cellDeletion 









ProcedureCode ::= 3

>>Unchanged text omitted
id-UE-Support-of-non-rectangular-resource-allocation



ProtocolIE-ID ::= 1258

id-DBDS-CorrectionsReq











ProtocolIE-ID ::= 1267

id-DBDS-Corrections












ProtocolIE-ID ::= 1268

id-BDS-IonosphericGridModelReq









ProtocolIE-ID ::= 1269

id-BDS-Ionospheric-Grid-Model









ProtocolIE-ID ::= 1270

id-GANSS-alm-keplerianBDSAlmanac








ProtocolIE-ID ::= 1271
id-S-BCH-Parameters












ProtocolIE-ID ::= 1285
id-S-BCH-Parameters-CTCH-SetupRsp








ProtocolIE-ID ::= 1286
id-S-BCH-Parameters-CTCH-ReconfRqstFDD







ProtocolIE-ID ::= 1287
id-S-BCH-Information-AuditRsp









ProtocolIE-ID ::= 1288
id-S-BCH-Information-ResourceStatusInd







ProtocolIE-ID ::= 1289
id-S-BCH-Indication












ProtocolIE-ID ::= 1290
END
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