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1. Introduction
In RAN3#84 meeting, scenario for coordination of 3GPP/WLAN interworking has been discussed. It is proposed to agree the requirement presented below and to add them to the TR 37.870.
==============================Text Proposal===================================

4.1.2
Requirements for Study
The requirements to guide the study are shown in Table 4.1.2.1.
Table 4.1.2.1 Requirements

	
	Requirement
	Justification 
	Comment

	1
	Consider these RATs: LTE, UMTS, GSM, CDMA, WLAN
	From SID: 1, these are the basic RATs mentioned.
	

	2
	No architectural changes or internal interface changes to the CN.
	This is a RAN SI so internal changes to CN are out of scope.
	

	3
	No impact on UE operation and air interfaces.
	From SID: 3b.
	

	4
	Reuse existing RAN interfaces and where possible existing procedures
	From SID: 3a which says ‘where possible’. 
	Reuse existing interfaces and avoid creating new interfaces for legacy RATs that would make upgrade of existing deployments difficult.

	5
	Both dynamic solutions and longer term solutions (e.g. UE Steering,  load balancing after spectrum re-farm) should be considered.
	From SID: 2a and 2b. UE steering requires some per call operations, whereas introduction of new RAT deployments and spectrum re-farming may require some long term changes.
	

	6
	No adverse impact on legacy systems performance.
	Legacy network performance should not be negatively impacted.
	

	7
	Consider the inter-RAT co-ordination Interactions scenarios in Tables 4.2.1 and 4.2.2.
	Based on information in the SID and motivational document
	

	8
	Focus on non-collocated 3GPP/WLAN nodes
	Collocated 3GPP/WLAN node is a matter of implementation, and is not in the scope of this SI.
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